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This publication describes the internal logic of the IBM 1130 
Monitor Programming System. The contents are intended for use 
by persons involved in program maintenance, and for system 
programmers who are altering the program design. Program 
logic information is not necessary for the use and operation of 
the program; therefore, distribution of this \ manual is limited to 
those who are performing the aforementioned functions. 
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PREFACE 



Effective use of this publication requires an under- 
standing of the IBM 1130 Computing System and the 
appropriate programming system . Publications re- 
lating to the 1130 System are listed in the IBM 1130 
Bibliograph y (Form A26-5916) . 

The contents of this publication describe the in- 
ternal structure of the programs comprising the 1130 
Disk Monitor System . The publication is divided into 
seven sections , the first of which is an introduction . 
Following this are sections which describe each of 
the Monitor programs : 



Supervisor 
Disk Utility Program 
Assembler Program 
FORTRAN Compiler 
Subroutine Library 



• System Loader 

Each section consists of a general description of 
the program and includes flowcharts depicting the 
major program components. The component names 
are the same as those used in the program listings 
supplied by the Programming Systems Department. 

It has been necessary to define many terms in 
order to describe the 1130 Disk Monitor System. 
Included in this publication is a glossary of special 
terms. It is recommended that the reader familiar- 
ize himself with these terms before attempting to 
read the rest of the publication. 

As an aid to the reader, actual core addresses 
have been specified in the text and on core maps; 
actual disk sector addresses have also been specified 
where useful. These addresses are accurate at the 
time of publication of this manual. However, they 
are subject to change and must not be construed as 
applicable at all times and in all cases. 



Copies of this and other IBM publications can be obtained through IBM Branch Offices. A form has 
been provided at the back of this publication for reader's comments. If the form has been detached, 
comments may be directed to: IBM, Programming Publications Dept. 452, San Jose, Calif. 95114 
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SECTION 1: INTRODUCTION 



The major characteristic of a non-process control 
monitor is that it allows continuous operation of 
stacked input jobs. It operates in a static environ- 
ment in that control is regulated by the input data, 
not by external stimuli. It differs from a process 
control monitor in that the supervisory section 
relinquishes complete control to the program 
whose operation has been requested. 

In the 1130 Disk System Monitor, the JOB control 
record defines the starting and ending points of the 
job; however, the total job can consists of many sub- 
jobs. The Assembler Program, the FORTRAN com- 
piler, the Disk Utility Program, and the user's pro- 
grams can be called for operation by the ASM, FOR, 
DUP, and XEQ control records, respectively. These 
are each considered subjobs, and the successful com- 
pletion of the job depends on the successful completion 
of each sub job . In most cases all subjobs subsequent 
to the unsuccessful completion of a given subjob are 
bypassed. 

The Monitor, which resides totally on disk, 
allows the storage and retrieval of user programs on 
disk by a referenced name, and it provides a work 
storage area on disk which can be used by both Moni- 
tor programs and user programs. A directory of 
programs is maintained to keep track of all programs 
which reside on the disk. 

The overall flowchart of the Monitor is shown in 
Chart AA. 

Supervisor 

The Supervisor performs the control and loading 
functions of the Monitor. Monitor control records, 
which are used to direct the sequence of jobs without 
operator intervention, are included in a stacked input 
arrangement and are processed by the Supervisor, 
which decodes the control records and calls the prop- 
er Monitor program to perform the desired operation. 



Disk Utility Program 

The Disk Utility Program (DUP) is a group of rou- 
tines that automatically allocate disk storage as re- 
quired by each program stored on the disk and make 



these programs available in card or paper tape for- 
mat, in addition to providing printed records of the 
status of User Storage and Working Storage . By 
means of DUP, the required operations of disk main- 
tenance can be performed with minimum effort. 

Assembler Program 

The Assembler Program receives program source 
statements written in the 1130 Assembly Language 
and produces a machine-language program as output. 
The input can be in either card or paper tape format. 

At the conclusion of the assembly process, the 
assembled program resides in Working Storage. It 
may also have been outputted on the principal I/O de- 
vice. Assembler control records are used to specify 
options and to provide instructions concerning the 
assembly process. 

FORTRAN Compiler 

The FORTRAN compiler accepts statements written 
in the FORTRAN language as input and produces a 
machine-language program as output. It provides for 
calling the necessary subroutines at execution time. 

Subroutine Library 

The subroutine library consists of a group of sub- 
routines designed to aid the programmer in making 
efficient use of the machine system . The library 
contains input/output, data conversion, arithmetic, 
functional, and selective dump subroutines. The user 
can delete undesired subroutines from the library as 
well as add subroutines of his own. 

System Loader 

The System Loader is a program that must be used 
initially to load the Monitor onto the disk pack. The 
Monitor is supplied to the user on cards or paper 
tape, which, with the aid of some control records 
(IBM-supplied in the case of Paper Tape Systems, 
user-supplied in the case of Card Systems) , must 
be loaded to the disk pack before operation of the 
Monitor can begin. 
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SECTION 2: SUPERVISOR 



INTRODUCTION 

The Supervisor performs the control and loading 
functions for the 1130 Disk Monitor System . In order 
to accomplish the control functions, the program is 
divided into several segments, which are a combina- 
tion of core-resident logic (Skeleton Supervisor) and 
separate core load phases. See Chart AB. 

The relocating and loading-to-core storage func- 
tions are performed for the Supervisor by the Loader . 



AREA DESCRIPTIONS 

The following descriptions summarize the contents 
or purpose of the areas in core which contain or are 
used by the Supervisor. See Figure 1. 

COMMA : This area is used and reserved by all Moni- 
tor programs. Among other things , it contains the 
Monitor indicators and switches, the LET/FLET 
parameters, and the Disk IOCS indicators. 

Skeleton Supervisor : This area contains the Skeleton 
Supervisor segment of the Supervisor. The Skeleton 
Supervisor is located in this area except during the 
execution of either a FORTRAN core load or an As- 
sembler core load which uses the DISKZ routine . 

I/O Area (low-core) : This area holds the I/O rou- 
tines (Card or Paper Tape, Disk, and Console Print- 
er) that are used by the Supervisor. The zero, e.g. , 
CARDO , versions of the I/O routines are used by the 
Supervisor (except for paper tape, in which case 
it uses PAPT1.) 

This area is overlaid by the user Disk I/O and/or 
the user's core load at load time. 

Presupervisor: This area may also be overlaid by 
the user's core load. It contains the Presupervisor 
segment of the Supervisor and a routine which gives 
DISKO the ability to process multiple sectors. 

Phase Area: This area contains the phases of the 
Supervisor during its execution. 

I/O Area (high-core) : This area contains the char- 
acter code conversion routines, the 1132 Printer 
routine, and the I/O buffer. This area may also be 
overlaid by the user 's core load at load time'. 



Hardware Area 



Communications Area (COMMA) 



Skeleton Supervisor 



Low Core I/O Area: DISKO, 
TYPEO, CARD0/PAPT1 



Presupervisor 
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Routines, Buffers, Printer Routine 




/ 09C4 
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Figure 1. Supervisor Phases and Areas 



CONTROL FUNCTIONS 

RESIDENT ROUTINES 
Skeleton Supervisor 

Chart: AC 

• Calls the Presupervisor on CALL EXIT or CALL 
LINK. 

• Completes the loading of the user's core load 
and transfers control to that program . 



Upon a CALL EXIT or a CALL LINK from a suc- 
cessfully completed user mainline or upon the 
return of a Monitor program to the Supervisor, the 
Skeleton Supervisor calls the Presupervisor, which 
determines whether the return was due to a CALL 
EXIT or a CALL LINK. 

When entered from the Loader, the Skeleton 
Supervisor reads the first sector of user's core 
load into core and transfers control to it. 

When entered via CALL LINK or CALL EXIT, 
the Skeleton Supervisor waits for all interrupts to 
be serviced before continuing. 

The Master IL routine, which handles all I/O 
interrupts during Supervisor execution, is contained 
within the Skeleton Supervisor (00E0 -00F3 ). 

Presupervisor 

Chart: AC 

• Initializes the Master IL routine. 

• Saves the areas above and below the Pre- 
supervisor on the CIB. 

• Loads the I/O routines used by the Supervisor. 

• Calls Phase A. 

For all CALL LINK entries, before reading the 
Supervisor into core, the Presupervisor saves 
core from core location 256 to core location 4095 
on the CIB, except for locations 1216 - 1536, which 
are saved by the Skeleton Supervisor before the 
Presupervisor is read in. 

Contained within the Presupervisor is a routine 
which enables DISKO to read or write more than 320 
words. Thus, the Presupervisor can use whatever 
disk routine happens to be in core at the time it 
gains control to load its own disk I/O routine. 

The Presupervisor then reads DISKO into the 
Disk I/O area, followed by CARDO or PAPT1, and 
TYPEO. 

Phase A is read into core by the Presupervisor 
to analyze the Monitor control record. 



The Supervisor makes use of the I/O routines DISKO, 
TYPEO, and either CARDO or PAPT1, depending 
upon the system configuration. These routines are 
used by all phases of the Supervisor. They are 
loaded into the low core I/O area, between the 
Skeleton Supervisor and the Presupervisor. 

These routines are identical to the corresponding 
I/O routines in the Subroutine Library but are not 
taken from the Subroutine Library. They are wholly 
incorporated in the Supervisor itself. 

A fourth I/O routine is used by the Supervisor 
to perform required printing on the 1132 Printer. 
This routine is loaded into the I/O area in high core. 

See the Subroutine Library portion of this 
manual, Section 6. 



I/O Conversion Routines 

• Perform the I/O character code conversions. 

These routines provide the interface between the 
internal character representation and the I/O devices. 
The routine EBPRT converts from EBCDIC either to 
Console Printer code or to hexadecimal (for the 1132 
Printer) . The routine HOLEB converts EBCDIC to 
IBM card code and vice-versa. The routine PAPEB 
converts EBCDIC to Paper Tape code and vice-versa. 

During Supervisor execution these routines 
reside in the high-core I/O area. They are identical 
to the routines in the Subroutine Library of the same 
names. However, they are a part of the Supervisor 
and are not loaded from the Subroutine Library. 



Input/Output Subroutines 



• Perform the servicing functions for the I/O 
devices . 



PHASES 
Phase A 
Chart: AD 

• Initializes for the principal print device . 

• Initializes for the principal I/O device. 

• Reads the input record. 

• Analyzes each Monitor control record and calls 
the requested Monitor program .. 
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• Prints the Monitor control records. 

• Calls Phase B if an XEQ record is encountered. 

Phase A is the Monitor Control Record Analyzer and 
Director. For each type of Monitor control record, 
Phase A initiates and calls the requested Monitor 
program. In the case of an XEQ record, additional 
phases of the Supervisor are required to complete 
the processing before the Loader can be called. 
Phase A prints the error messages for the remain- 
ing phases of the Supervisor. 

SUP.l: Tests to determine the type of entry into the 
Skeleton Supervisor. Entry from a CALL LINK 
causes the program to transfer into the routine that 
analyzes the XEQ control record. An entry from a 
Cold Start or a CALL EXIT causes the program to 
transfer into the routine that reads the input control 
record. 

OKSUP: Detects and prints comments record. 

PRNT2 : Prints the control records. 

NAME 1: Places the control record name in the 
accumulator. 

NAME 2: Tests for the type of control record; 
branches to JOB1, ASM1, FORI, XEQ1, DUP1, 
PAUS1, TYP1, or TEND1 on a valid type; prints 
an error message on an invalid Monitor control 
record and returns to SUP1. 



ASM1: Causes Phase A to initialize and read the 
first sector of the Assembler Program into core for 
execution. This is the Assembler caller routine. 



FORI: Causes Phase A to initialize and read the 
first sector of the FORTRAN compiler into core for 
execution. This is the FORTRAN Compiler caller 
routine. 

DUP1: Causes Phase A to initialize and read the 
first sector of the Disk Utility Program (DUP) into 
core for execution. This is the Disk Utility Program 
caller routine. 

NONDP: Prevents DUP from being read if the non- 
DUP switch is set. A FORTRAN Compiler or 
Assembler diagnostic, among other things, sets the 
non-DUP switch. If it is set, an error message is 
printed and the program returns to SUP1. 

XEQ1: Causes Phase A to continue the Supervisor 
processing by calling Phase B if either an XEQ 
Monitor control record is encountered or an entry to 
the Supervisor by a CALL LINK occurs. However, 
a FORTRAN Compiler or Assembler Program 
diagnostic sets the non-XEQ switch. If XEQ1 finds 
this switch set, an error message is printed and the 
program returns to SUP1. 



Phase B 



Chart: AE 



JOB1: Indicates the end of one job and the beginning 
of the next. Switches are initialized and the Monitor 
control record (// JOB) is printed. The control 
data from the Monitor // JOB record is stored and 
is used to modify the disk input/output control words. 

PAUS1: Causes the system to enter the WAIT state 
to allow for operator intervention. The routine 
branches to SUP1 to read the next record in the 
stack when the PROGRAM START key is pressed. 

TYP1: Causes the input mode to be switched from the 
principal I/O device to the keyboard for succeeding 
Supervisor control records. This allows the 
operator to type in the control records. 

TEND1: Causes the input mode to be switched from 



the keyboard to the principal I/O device for succeed- 
ing control records. 



• Converts the mainline name to modified EBCDIC 
and compresses it into name code. 

• Stores the count of *LOCAL, *NOCAL, and 
♦FILES records. 

• Searches LET/FLET for the sector address of 
the mainline. 

• Determines the format of the program: Core 
Image or Disk System format. 

• Calls either Phase C or the Loader. 

Phase B is initialized and brought into core storage 
when Phase A detects an XEQ Monitor control record. 
The information contained in the XEQ record is ana- 
lyzed and processed. Phase C is called if the XEQ rec- 
ord indicates that *LOCAL,*NOCAL and/or *FILES 



Supervisor control records follow. Otherwise, the 
Loader is called to load the program to be executed. 

RITE: Looks up a single character in the EBCDIC 
table (TAB1). When the input character is verified, 
it is left-justified and truncated into modified 
EBCDIC code. VERT1 contains the converted 
character. 

LIMIT: Determines if the converted character falls 
within a range of decimal through 9. If so, it is 
right -justified and stored in VERTl. Otherwise, 
it is considered an invalid character. 

GOXEQ: Stores each character of the mainline 
name in a separate word for conversion to modified 
EBCDIC; compresses the name into name code. 

LOKUP: Performs the LET/FLET look-up. The 
routine NAME initializes for the LET search; 
FLTLK initializes for the FLET search. The equiv- 
alent address for the mainline name is obtained 
from either of these two tables. It is an error if 
the name is not located. 

HIT: Analyzes the indicator bits in the located table 
entry to determine which Loader entry point to use 
for loading the program. The possible bit combina- 
tions are: 

1. 00 Disk System Format Load 

2. 01 An error condition: Program is considered 

not to be in loadable form 

3. 11 An error condition: Program is considered 

not to be in loadable form 

4. 10 Core Image Load 

TST2 and TST3 routines specify that the Core 
Image and Disk System Format entry points, respect- 
ively, are required. 

CPROC: Initializes and calls Phase C into core 
storage. Phase C is executed repeatedly just after 
the mainline name is converted from EBCDIC to 
name code until all of the *LOCAL, *NOCAL and/or 

* FILES records have been processed. Then the 
remainder of Phase B is executed. 

Phase C 

Chart: AF 

• Initializes for processing *LOCAL, *NOCAL 
and/or * FILES records. 



• Calls Phase D to process *LOCAL or *NOCAL 
control records and Phase E to process * FILES 
control records. 

Phase C is initialized and brought into core storage 
if Phase B detects a count in the XEQ record. The 
count indicates the number of Supervisor control 
records that follow. 

Phase C reads and prints the first Supervisor 
control record. Then, depending upon the control 
record type, Phase C calls either Phase D or 
Phase E. Phase D processes *LOCAL and *NOCAL 
control records; Phase E processes *FILES control 
records. These phases process control records 
until a type change is detected. All the Supervisor 
control records of each type MUST be processed 
before the type change is made. The Supervisor 
control record types can be processed in any order. 
A type change causes Phase C to be recalled. 
Phase C in turn calls the phase to process the new 
type control record. 

BLNK1: Reads and prints the *-type record. 

LTST : Tests for the name LOCAL in a Supervisor 
control record. 

NTST: Tests for the name NOCAL in a Supervisor 
control record. 

FTST: Tests for the name FILES in a Supervisor 
control record. 

LOCAL: Initializes and calls Phase D for *LOCAL 
or *NOCAL processing. 

FPROC: Initializes and calls Phase E for *FILES 
processing. 

Phase D 

Chart: AG 

• Converts the mainline and subroutine names to 
name code and stores these names. 

• Writes the *LOCAL and *NOCAL records on the 
disk. 

• Reads and prints all *LOCAL or *NOCAL 
records (after the first). 

• Calls Phase C at a type change or Phase B at 
the end of the Supervisor control records. 
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Phase D is initialized and called by Phase C to proc- 
ess *LOCAL and *NOCAL records. A separate pass 
is made for each type. 

Phase D extracts from the control records the 
mainline and subprogram names, converts them to 
name code, and stores them in the disk output area. 
Upon detection of a control record type change, or 
the end of the Supervisor control records, Phase D 
writes the disk output area on the LOCAL/NOCAL 
control record area of disk. 

Figure 2 shows the layout of the LOCAL and 
NOCAL control record areas. Two sectors are al- 
lotted for each area. The word count is the number 
of words used to store (1) the 1-word word count, 
(2) the 2 -word mainline name, and (3) the names of 
the LOCAL/NOCAL subprograms applying to the 
mainline name, each two words. This format is 
repeated for each mainline name encountered in the 
*LOCAL and *NOCAL records. 

Phase D then re-calls Phase C if a type change 
was detected or Phase B if the last of the Supervisor 
control records was detected. 

Phase D, once loaded, reads and prints the 
Supervisor control records until a type change or 
the last control record is detected. 

CAL: Initializes the disk output area pointers and 
switches; contains a routine to read, print, and 
test the record type of the input record. 



NAMER: Stores each character of the mainline or 
subroutine name in a separate word for conversion to 
modified EBCDIC; compresses the name into name 
code. 

RIGHT: Looks up a single character in the EBCDIC 
table (TAB1). When the input character is verified, 
it is left-justified and truncated into modified EBCDIC 
code. VERT1 contains the converted character. 

DOFLO: Detects a disk buffer overflow. If the 
number of words used to store *NOC AL or *LOCAL 
records exceeds 640, an error is indicated by a 
printed message and the program returns to Phase A. 

WNDUP: Initializes to write the disk output area to 
disk storage; initializes to read Phase C back into 
core storage and to re-enter Phase C at LTST. 

ENDUP: Initializes to write the disk output area on 
disk storage; initializes to read Phase B back into 
core storage and to re-enter Phase B at SAVA. 

Phase E 



Chart: AH 



Edits and converts the file number to binary 
and stores the number. 



NAME A: Edits and stores the mainline name in the 
disk output area; adjusts the pointers, switches, and 
counts for the disk output area and the record input 
area. 



Converts the file name to name code and stores 
the name. 

Writes the file names and numbers on the disk. 



SUB: Edits and stores the subroutine name in the 
disk output area; adjusts the pointers, switches, 
and counts for the disk output area and the record 
input area. If the next character is not a comma or 
a blank, it is invalid. A blank indicates the end of 
the subroutine names applying to the current main- 
line name. If a comma is followed by a blank, the 
routine looks for a continuation record. Otherwise, 
it branches to SUB to process the next subroutine 
name. 



• Reads and prints all FILES records (after the 
first) . 

• Calls Phase C at a type change or Phase B at 
the end of the Supervisor control records. 

Phase E is initialized and called by Phase C to pro- 
cess *FILES records. 

The file name is extracted and converted to 
name code and stored in the disk output area. The 
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Figure 2. Layout of the LOCAL and NOCAL Control Record Areas 
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file number is also extracted, converted to binary, 
and then stored in the disk output area. Upon detec- 
tion of a control record type change or the end of the 
Supervisor control records, Phase E writes the disk 
output area (the file names and numbers) in the 
FILES control record area of disk. 

Figure 3 shows the layout of the FILES control 
record area. Two sectors are allotted for this area. 
The word count is the number of words used to store 
(1) the 1-word word count, (2) a 1-word file number 
for each file designated, and (3) a 2-word file name 
for each file designated. 

Phase E then recalls Phase C if a type change 
was detected or Phase B if the last of the control 
records was detected. 

Phase E, once loaded, reads and prints the 
Supervisor control records until a type change or 
the last control record is detected. 
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Figure 3. Layout of the FILES Control Record Area 



WNDUP: Initializes to write the disk output area to 
disk storage; initializes to read Phase C back into 
core storage and to re-enter Phase C at LTST. 

ENDUP : Initializes to write the disk output area on 
disk storage; initializes to read Phase B back into 
core storage and to re-enter Phase B at SAVA. 



FILES: Initializes the disk output area pointers and 
switches; contains a routine to read, print, and test 
the record type of the input record . 

NUMER : Edits each position of the file number . 
Each character is verified as numeric and the re- 
quired left parenthesis is detected. The number is 
converted to binary and is stored in the disk output 
buffer . 

NAME : Edits each position of the file name. Each 
character is verified as valid alphameric and the re- 
quired right parenthesis is detected. The individual 
characters are converted to a modified EBCDIC and 
then are compressed into name code. The com- 
pressed name is stored in the disk output buffer. 

NTBLN: Indicates an error if the position following 
the right parenthesis is other than a comma or blank. 
An appropriate message is printed and the program 
returns to Phase A. A comma followed by a blank 
indicates a continuation record and the program 
branches back into the FILES routine. A comma 
followed by a left parenthesis branches the program 
back within NUMER to process the next entry. 

SLDR: Right-justifies the file number before it is 
converted to binary. 

DQFLO: Detects a disk buffer overflow. If the num- 
ber of words used to store the file names exceeds 640 , 
an error is indicated by a printed message and the 
program returns to Phase A. 



THE LOADER 

There are two entry points to the Loader, one for Disk 
System format loads and the other for Core Image for- 
mat loads . The format in which the object program is 
stored on the disk (Disk System format or Core Image 
format) determines which of these entry points will 
be entered from the Supervisor or DUP . 

The appropriate entry point is selected either by 
Phase B of the Supervisor after detection of a XEQ 
Monitor control record or by the Disk Utility Pro- 
gram (DUP) after detection of a *STORECI DUP con- 
trol record. Detection of either of these control 
records causes the controlling program to perform 
the following operations prior to the calling and exe- 
cution of the loading program : 

An XEQ control record causes the Supervisor to 
store in COMMA the mainline name, the code for the 
disk I/O version requested, and the indicator which 
causes the Loader to print a storage map. 

A *STORECI control record causes DUP to 
store in COMMA the mainline name and the code for 
the requested version of disk I/O. In addition, the 
DUP program sets switches in COMMA which cause 
the Loader to print a storage map and to return to 
DUP after the core load is built. 

The Supervisor writes *LOCAL, *NOCAL, and 
*FILES records in a special area on the disk. (See 
the Supervisor , Phase C , for the format of these 
records.) If DUP detects a *LOCAL record, an 
error message will be printed. 

If the mainline name appears in the control rec- 
ord, it is located in LET/FLET (Location Equivalence 
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Table) . The mainline name must appear in the 
*STORECI control record. The mainline name must 
appear in the XEQ control record if the program to 
be loaded is in Core Image format or is located in 
User Storage. Hence, if the mainline name does not 
appear in the XEQ control record, it is assumed that 
the program is located in Working Storage and is in 
Disk System format. From LET/FLET the disk 
block address is computed and stored in COMMA. 
Also, the format, i.e. , Core Image or Disk System, 
of the mainline program is determined. 

The CIB 

Upon every entry to the CALL LINK entry in the 
Skeleton Supervisor, the contents of core storage 
between locations 256 and 4095 are saved on the 
CIB. This area is assumed by the Supervisor to be 
COMMON. This constitutes exactly twelve 320-word 
sectors, which are written on sectors three through 
fourteen of the CIB . 

As a core load is built, the first sector of the 
CIB is used by the Loader to build up the Core Image 
Header record during a DSF load. In this same type 
of load the first word of the core load, if it is to re- 
side below core location 4096, is placed in the first 
word of the second sector of the CIB , followed by 
consecutive words of the core load until the core load 
is complete , except for those words which should 
reside (at execution time) at core locations greater 
than 4095. The Loader, in building the core load, 
overlays as necessary the saved COMMON, sectors 
three through fourteen. 

Thus, at the end of the loading process, the CIB 
contains the Core Image Header Record, that part of 
the core load which is to reside below core location 
4096, and any part of COMMON which is to reside 
below core location 4096. 

If the core load was built as a result of an XEQ 
control record, Phase 8 will first convert the number 
of words of COMMON in the CIB to a sector count, 
rounding the count up by one if there is not an integral 
number of sectors . This number of 320-word sectors 
will then be read directly into core storage from the 
disk, thus restoring COMMON. Then the core load 
itself is read directly into core storage from the CIB, 
except for the contents of the second sector of the 
CIB, which is read in by the Skeleton Supervisor. 

To take an example, suppose that a link to a pro- 
gram with an object program of 626 words has occur- 
red. The object program is to reside at core location 
450 , and the object-time transfer vector is 25 words 
long. A COMMON of 3004 words has been defined. 
Consequently, the core load consists of 641 words 
(626+25), which is two full sectors plus one word. 



COMMON occupies ten sectors (3004+320=9+=10) . 
Phase 8 will first read the fifth to the fourteenth sec- 
tors of the CIB into core, beginning at core location 
896 (COMMON actually begins at location 1092) . 
Next, all 320 words of the third sector and one word 
of the fourth sector will be read into core, beginning 
at location FF0 . At this point all COMMON has been 
restored (locations 1092-4095) and all but the first 
320 words of the core load have been read into core 
(locations FFO-1091) . The Skeleton Supervisor per- 
forms the last step of the process, which is to read 
the second sector of the CIB into core locations 450- 
F69 and to transfer control to the object program. 

Figure 4 shows relative allocation of core storage 
during Loader execution. 



DISK SYSTEM FORMAT LOADING 

Loading (relocating) from Disk System format re- 
quires nine phases of the Loader (0 thru 8) plus the 
routines to print error messages and a storage map 



Hardware 
Area 



Communications 

Area 

(COMMA) 



Skeleton Supervisor 



Disk I/O Routine 
(DISK0) 



Load -time TV Area 



/ 0028 

/ 0090 

/ 00F4 

/ 026A . 

. n }■ Buffers 

/ 0578 J 

/ 0630 } Phase ° 



/ 0944 

/ 0AA0 

/ 0BBC 

/ 0BFC 

/ 0D50 

/ 0DD4 

/ 1000 



Phase 8 



Phase 1 



Phase 2-, 



Phases 4-7 
-> and all 
V Map and 
► Phase 3. Message 
Routines 



Figure 4. Storage Map of the Loader 



(see Chart AJ) . The mainline to be relocated can 
reside in either Working Storage or User Storage . 

Phase (When entered for Disk System format loads) 

The entry point is BP100. This phase simply loads 
Phase 1 and transfers control to it. 

Phase 1 

• Initializes the processing of the *LOCAL and 
*NOCAL records . 

• Builds the load-time TV and stores the first 
entry, the TV entry for the requested disk I/O 
routine . 

• Processes the mainline header record. 

LK Controls the reading of a given number of 

words from disk storage to core storage. 

NW Fetches the next data word in sequence from 

the data buffer and, if required, reads the 
next sequential sector. 

RH Reads into the data buffer the sector con- 

taining the header record for both mainline 
and subprograms. 

GP Reads or writes one disk sector. The oper- 

ation to be performed, i.e. , GET or PUT, 
is determined by the entry point to the 
routine . 

BT Builds the load-time transfer vector (TV) . 

The first entry is always for the disk I/O 
routine requested. Following this , as LIBF 
and CALL statements are encountered by 
the Loader, additional entries are made to 
the TV. 

The first entry in the TV occupies words 
4086-4089. Subsequent entries are stored 
in successively descending blocks of four 
words each (see Load-Time TV ) . 

LS Searches LET/FLET for program and data 

file names. If the name is not found, the 
load is terminated. If the name is found, 
the output from this subroutine is the disk 
block address of the program or data file . 
For core image programs the execution ad- 
dress, the loading address, and the word 
count are also a part of the output. 

PM Prints the storage map if requested. Error 

messages are printed as errors are encoun- 
tered during the loading functions . 



TL Exits to the Monitor call routine or to the 

DUP program , depending upon the entry point 
used. 

EX Exits through routines PM and TL. This 

routine is entered for those errors which 
cause the Loader to terminate the loading 
process. 

MC Extracts from the mainline header record 

the addresses, counts, and indicators re- 
quired for loading a mainline program . This 
routine utilizes the BT routine to make the 
initial entry in the load-time TV, a LIBF 
entry to the disk I/O routine requested by 
the user (DISKZ, DISK1, etc.). If no speci- 
fic version is requested, DISKZ is used. 
After all *LOCAL and *NOCAL records have 
been processed, the routine reads in and 
transfers control to Phase 2. 

LN Examines all *LOCAL and *NOCAL records 

in the LOCAL/NOCAL sectors and enters the 
subprogram names in the load-time TV. All 
LOCAL subprogram types are checked to 
determine if they are valid for LOCALS, i.e. , 
the LOCALS are not mainlines or interrupt 
level (IL) subroutines. 

Phase 2 

• Relocates and converts the mainline and all sub- 
routines and subprograms from Disk System for- 
mat to Core Image format. 

MC Controls the operation of Phases 3 through 8. 

After the execution of Phase 6 , this routine 
returns to DUP if the Loader was called by 
DUP as the result of a *STORECI control 
record. Otherwise, this routine calls Phase 
7, executes it, and then calls the Phase 8 
and transfers control to it. 

RL Controls the conversion of all programs com- 

prising a core load from Disk System format 
to Core Image format . As a program is con- 
verted, the absolute address of each entry 
point is placed in the third word of its load- 
time TV entry. LIBFs within the program 
are replaced by a short BSI instruction with 
a tag of 3 and a displacement to the corres- 
ponding LIBF TV entry. CALLs within the 
program are replaced by a long indirect BSI 
instruction, the second word of which is the 
execution-time address of the corresponding 
CALL TV entry. 
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TR 



WR 



XC 



MV 



DF 



The RL routine replaces DSA (define 
sector address) statements with a sector 
address, word count, and entry point (this 
will be zero for data files) from LET/FLET. 
In addition, the absolute addresses of device 
servicing routines are inserted into all IL 
subroutines required by the particular core 
load. 

Places the core load being built, one word 
at a time, into the Core Image Buffer (CIB) 
or into core storage. If the address at 
which a word is to be stored is greater than 
4095, the word is placed directly into stor- 
age. If this address is greater than the 
capacity of the machine, an error message 
is printed. If the address at which a word 
is to be stored is 4095 or less, the word is 
stored in the Core Image Buffer. Thus the 
core load can be entirely in core storage, 
entirely in the Core Image Buffer, or divid- 
ed between the two. 

Writes the core load being built, one sector 
at a time , on the CIB . A disk write occurs 
when the address at which a word is to be 
stored falls outside the limits of the one- 
sector buffer which is contained in core. 
This subroutine also writes LOCALS and 
SOCALs in Working Storage. 
Places the core address of the LIBF TV 
entry associated with a subprogram entry 
point into the exit control cell for that entry 
point. For all entry points referenced by 
LIBF statements the address of the exit con- 
trol cell is the address of the subprogram 
entry point +2. For example: if the entry 
point FLOAT is located at the address 
lOOOio and the corresponding LIBF TV 
entry is located at the address 4075^ > then 
the XC routine places the address 4075^0 
into location 1002^0 • This operation pro- 
vides for execution time return linkage 
through the link word contained in the LIBF 
TV. 

Moves the DEFINE FILE table to a process- 
ing area (see DF) and, when processing is 
complete, saves the table in the Core Image 
Buffer. 

Places into the table entry for a given De- 
fined File the sector address assigned to 
that file. This address can be an absolute 
sector address taken from LET/FLET or 
a sector address relative to the beginning of 
Working Storage . In the latter case the ad- 
dress is calculated and assigned by the DF 
routine . 



CK 



If the DEFINE FILE table specifies a 
disk block count for a file defined in User 
Storage that is greater than the disk block 
count for that file contained in LET/FLET, 
the count from LET/FLET replaces the count 
in the DEFINE FILE table. 

If only one file is defined in Working 
Storage and if the disk block count for that 
file exceeds the available Working Storage, 
the count in the DEFINE FILE table is re- 
duced to the length of Working Storage . If 
multiple files are defined in Working Storage 
and if the total disk block count exceeds the 
available Working Storage, the core load will 
not be executed . 

Checks to ensure that COMMON does not 
extend into the area to be used by Phase 8. 
An overlap results in an error message. 
Loading continues, but the non-XEQ and non- 
DUP switches are set. 

Checks to ensure that the loading address for 
the mainline is greater than the highest core 
location occupied by the requested version of 
Disk I/O. 



Phase 3 

• Controls the loading of subprograms by class. 

• Processes the program header record of all rou- 
tines named in the load-time TV. 

• Selects and controls the loading of required IL 
subroutines. 



ML 



IL 



HR 



CC 



TY 



SV 



Selects and relocates the IL subroutines 
associated with each of the required interrupt 
levels within a particular core load . 
Extracts the data required for loading (e.g. , 
precision, type, and entry point names) from 
the header records of both mainline programs 
and subprograms. 

Controls the loading of subprograms by 
class. The in-core routines are loaded 
first, followed by LOCALS and then 
SOCALs. The latter routines will be 
loaded according to system overlay level 
if system overlays are used. See System 
Overlay Scheme . 

Checks that subprograms requiring an LIBF 
reference are referenced by LEBFs and that 
subprograms requiring a CALL reference 
are referenced by CALLs. 
Scans the load-time TV twice, first to en- 
sure that the routine has not been previously 
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loaded and then to find any other entry 
points to the routine being relocated. 

The first scan examines the entry 
points in the load-time TV which precede 
the current one . If another entry point to 
the same routine is found, the routine has 
been loaded and the absolute address of the 
current entry point in that routine is placed 
in the third word of its load-time TV entry. 
The routine is not loaded a second time. 
If no other entry points are found in this 
scan, the routine is loaded. 

The second scan examines the entry 
points following the current one. If other 
entry points to the routine being relocated 
are found, the absolute addresses of each of 
those entry points are stored into the third 
word of their respective load-time TV 
entries . 



LT (Executed if LOCALs are present) outputs 

the Flipper table (parameters required for 
loading and execution of LOCALs) and then 
outputs the selected Flipper routine. LT 
sets an indicator which causes Phase 2 to 
to load the LOCAL subprograms . Phase 2 
scans the load-time TV and adds to the core 
load all LOCAL subprograms referenced. 

ST (Executed if no LOCALs are present or if 

they have already been processed) returns 
to Phase 2 if no SOCALs are required. If 
SOCALs are required, this routine sets an 
indicator to cause the loading of the next 
SOCAL by class code. 

See System Overlay Scheme. 

Phase 6 

• Builds the object-time LIBF and CALL TVs. 



Phase 4 

• Checks to see if the core load built in Phase 3 
fits into core storage. 

• If LOCALs are used, computes the size of the 
Flipper table and decides which of the two Flip- 
per routines is required, i.e. , FLIPO or FLIP1. 

• Initiates the attempt to fit oversize core loads 
into core storage through the use of overlays . 

ET Calculates the amount of storage required 

for the core load. If the core load fits into 
the available storage , control is returned to 
Phase 2 (MC) which reads in Phase 6 to con- 
struct the object-time TV. 

If the core load does not fit, further 
processing is required. 

See System Overlay Scheme . 



• Ensures the odd boundary for the Floating Accu- 
mulator (FAC). 

• Completes the Core Image Header record. 

ER Builds one object-time TV for LIBFs and 

one for CALLs. (See Object-time TV. ) 
The Flipper table address is placed in the 
TV entry of all LOCALs. 

If it is necessary, a dummy entry is 
made in the CALL TV by this routine in order 
to make the address of the rightmost word of 
the Floating Accumulator (FAC) an odd address. 

The Core Image Header record is com- 
pleted by this routine and is then stored in 
the first sector of the Core Image Buffer. 



Phase 5 



Phase 7 



Outputs the Flipper table and Flipper routine if 
LOCALs are present. 

If SOCALs are required, outputs a special TV 
for any 2-word calls (functionals) which are a 
part of SOCALs. 



Loads the requested disk I/O routine into core. 

Saves part of the Skeleton Supervisor and COMMA 
on the disk if DISKZ has been requested. 

Moves the interrupt TV for the core load to be 
executed into the Hardware Area in low core. 



• Establishes the class code for loading SOCAL 
subroutines. 



LD Tests an indicator in COMMA which indi- 

cates the user-requested version of disk I/O 
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and then reads that disk routine into core . 
If DISKZ is requested, part of the Skeleton 
Supervisor and COMMA is written on the 
disk in order to allot more storage to the 
mainline program. That portion of the 
Skeleton Supervisor and COMMA which was 
overlayed is restored before control is re- 
turned to the Monitor after execution. No 
disk I/O loading occurs if DISKO is called, 
because this routine is used by the loader 
and therefore is already in the disk I/O 
area., 

NOTE : Phase 7 has its own disk I/O sub- 
routine for reading the user's disk I/O 
routine into the disk I/O area. 



Phase 8 



The description of this phase is identical to that 
which is given in the section on Core Image Format 
loads except that, for DSF loads, Phase 8 reads into 
core storage only that part of the core load which is 
in the CIB, including COMMON, before transferring 
control to the Skeleton Supervisor. 



Phase 7 (Same description as in the section Disk 
System, Format Loading.) 



Phase 8 

First restores COMMON from the CIB, if any, if 
the program being loaded is a CALL LINK. Its other 
function is to read all but the first sector of the core 
load into core. It sets up the sector address and 
word count of the first sector and relinquishes con- 
trol to the Skeleton Supervisor, which it has supplied 
with the necessary information for moving the object- 
time TV into its execution-time location. The Skele- 
ton Supervisor then completes the loading process 
and transfers control to the object program . 

Figure 5 shows the relative allocation of core 
storage at user execution time . 



NOTE: Phases 7 and 8 are used in Disk System Format 
Loads only when the relocated program is to be exe- 
cuted. See routine MC in Phase 2. 



CORE IMAGE FORMAT LOADING 

For loading programs in Core Image format only 
three phases of the Loader are required: Phase 0, 
Phase 7 , and Phase 8 (see Chart AK) . Phase proc- 
esses the Core Image Header record and controls the 
fetching and transfer to Phases 7 and 8. Phase 7 
returns control to Phase , whereas Phase 8 returns 
to the Skeleton Supervisor. 

Phase (When entered for Core Image format loads) 

The entry point is BP200. 

LK Controls the reading of a given number of 

words from disk storage to core storage. 

GET Performs the disk read function. 

BP Extracts the parameters from the Core 

Image Header record and transfers them to 
COMMA. It fetches Phase 7 and transfers 
control to it. It then fetches Phase 8 and 
relinquishes control to it. 



Communications Areo (COMMA) 



Disk I/O 



Figure 5. Storage Layout at Object-Time 
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SUBROUTINES USED BY THE LOADER 

Most phases of the Loader use the following routines . 
These routines are located on the disk, and when 
called are loaded into the LET search buffer. This 
buffer occupies the first 320 words of the Loader. 

1132/Console Printer Print Routine - Performs 
any printing by the Loader -storage map, 
error messages, etc.- on the principal 
print device . The 1132 Print Routine is 
loaded at system load time only with systems 
having an 1132 Printer; otherwise the Con- 
sole Printer Print Routine is loaded. 

Error Message Routines - Set up the appropriate 
error messages for printing. See the publi- 
cation IBM 1130 Monitor System Reference 
Manual (Form C26-3750) for a listing of 
these messages and conditions which cause 
them to be printed. 

Map Routines - Set up the titles, messages, etc. 
required for the printing of the storage map . 

THE LOAD-TIME TRANSFER VECTOR 

The load-time TV consists of an entry for : 

1 . The Disk I/O routine specified by the user on 
the XEQ or STORECI record. 

2. Each LOCAL and NOCAL entry point specified 
on a *LOCAL or *NOCAL record. 

3. Each different CALL or LIBF reference in the 
relocated core load. 

4. If System overlays are employed, one special 
entry for each overlay. 

Each entry in the load-time TV is four words in 
length. The first entry is stored in locations 4086- 
4089, the second in 4082-4085, etc. 



Bit 
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▼ t 
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Program 




Class 


Absolute 
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Word 1 



Word 2 



Word 3 



Word 4 



During the first load-pass , the first two words 
of each TV entry contain the symbolic name of the 
entry point associated with the entry. This 30-bit 
name is right-justified in the 32 bit positions of the 
two words . LOCALS are flagged in the TV by setting 
bit zero in the 32-bit name . Bit one is set to indicate 
NOCALs and those entry points referenced by CALL 
statements . 

NOTE : All subprograms indicated as NOCALs must 
be type 4 or 6 routines . 

Phase 1 makes the TV entries for the Disk I/O 
routine (in routine MC) and for LOCAL and NOCAL 
subprograms (in LN) . The entry for the Disk I/O 
version is made , even if the program contains no 
LIBF statements to a Disk I/O routine. Phase 1 also 
sets bits zero and one of each entry (as necessary) 
as the entry point name is added to the TV . 

The third word of each load-time TV entry, initi- 
ally zero, ultimately contains the absolute core ad- 
dress at which the corresponding entry point will 
found at execution time. 

A non-zero value in this word indicates to the 
Loader that the routine associated with this TV entry 
has already become a part of the core load and thus 
is not to be loaded a second time . This absolute ad- 
dress is added by either Phase 2 (routine RL) or 
Phase 3 (routine SV) . 

The fourth word, also initially zero, is reserved 
for the class code of the routine to which the load- 
time TV entry corresponds . This code is used in 
determining the order in which subprograms will be 
loaded if SOCALs are employed. This code is in- 
serted by Phase 3 (routine SV) . 

The class subprograms are subtype sub- 
routines of types 3, 4, 5, and 6. See the publication 
IBM 1130 Monitor System Reference Manual (Form 
C26-3750) for descriptions of the type and subtype 
specification. 

These subprograms are termed "in-cores" 
because they are loaded with all mainlines. The IL 
subroutines are also "in-cores" but they are never 
a part of any overlay and they technically do not be- 
long to a class . 

The class 1 subprograms (System Overlay 1) are 
the Arithmetic and Functional subprograms, which 
comprise the first SOCAL. 

The class 2 subprograms (System Overlay 2) are 
the FORTRAN I/O, and I/O conversion routines 
which comprise the second SOCAL. 

Disk FORTRAN I/O is the only class 3 subpro- 
gram. It, along with a 320-word buffer, comprises 
the third SOCAL. 
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On the first load-pass the mainline is loaded, 
followed by the subprograms in the order of their 
appearance in the TV. If the core load fits and no 
LOCALS are specified, the core load is established 
as it is. Phase 2 then calls Phase 6 to build the 
object-time TV. 

If the core load does fit and if LOCALs are speci- 
fied, a second load-pass is made. In this case, all 
subprograms except the LOCALs are considered as 
class subprograms. Thus, the mainline is loaded, 
followed by the class (all) subprograms, followed 
by the Flipper table and Flipper routine . The 
LOCALs are written out on Working Storage follow- 
ing any Defined Files . 

If the core load does not fit into the available 
storage as determined by Phase 4, a second load- 
pass is made . In this case , during the second load- 
pass, the mainline is loaded, followed by the class 
subprograms. If LOCALs are present, the Flipper 
table and Flipper program are loaded next, followed 
by the LOCAL subprograms , which are written out 
on Working Storage. After this, the remaining sub- 
programs are loaded , i.e., written out on Working 
Storage following the LOCALs, by class code. See 
System Overlay Scheme. 

For a LOCAL subprogram the fourth word of the 
TV entry contains the address of the Flipper table 
entry for that LOCAL . Phase 5 places word three 
of the TV entry into the corresponding Flipper table 
entry. Phase 6 then moves word four of the TV 
entry into word three . Thus , at execution time , the 
TV entry causes control to pass to the Flipper rou- 
tine through the Flipper table rather than to the 
called subprogram (see Flipper Table) . 



THE FLIPPER TABLE 

The Flipper table and Flipper routine become part 
of a core load only if LOCAL subprograms are speci- 
fied by the user for that core load. 

The Flipper table consists of a 6-word entry for 
each of the entry points specified in an *LOCAL 
record which is referenced by a CALL statement 
and a 5-word entry for each entry point referenced 
by an LIBF statement. 

The word count, sector address, and absolute 
entry point are computed and inserted into each 
Flipper table entry by the Loader (Phase 5) as it 
processes each LOCAL. Phase 5 also builds the 
linkage to the Flipper routine (a long BSI instruction) 
and, for CALL entry points, a linkword. 

The LOCAL subprograms are placed into the 
Working Storage area on the disk following the De- 
fined Files, if there are any. 



The Flipper routine is the subroutine which, at 
object -time, using the parameters of the Flipper 
table entry, reads a LOCAL subprogram when it is 
called from Working Storage into the LOCAL overlay 
area, and transfers control to it. 

A special Flipper table is created for SOCALs if 
the System Overlay scheme is employed. See System 
Overlay Scheme . 



THE OBJECT-TIME TV 

Phase 6 of the Loader builds two separate 
object-time TVs: the CALL TV and the LIBF TV. 

Each CALL TV entry is a single word con- 
taining the absolute address of a subprogram 
entry point. However, in the case of a LOCAL 
subprogram referenced by a CALL statement, 
the absolute address is the address of the cor- 
responding Flipper table entry instead of the sub- 
program entry point. 

Each LIBF TV entry is comprised of three 
words. Word one is the linkword. Words two and 
three contain a long BSC instruction to the subpro- 
gram entry point. However, in the case of a LOCAL 
subprogram referenced by an LIBF statement, words 
two and three contain a long BSC instruction to the 
corresponding Flipper table entry instead of the 
subprogram entry point. 

The LIBF TV is preceded by two special entries, 
each three words in length. The first is the Float- 
ing Accumulator (FAC) . The address of the first 
word of FAC must be an odd address . Therefore , 
if necessary, a dummy entry is made in the CALL 
TV by Phase 6 in order to make FAC begin at an 
odd address. 

The second special entry is one 3-word entry 
for use by certain subroutines to indicate overflow, 
underflow, and divide check. 

If the System Overlay scheme is employed, the 
object -time LIBF TV contains special entries for 
SOCAL subprograms referenced by LIBF statements. 
These entries transfer indirectly either to the refer- 
enced subprogram if the overlay containing the sub- 
program is presently loaded or to the SOCAL Flip- 
per in order to load the required overlay and trans- 
fer to the referenced subprogram . See System 
Overlay Scheme. 

The object -time CALL TV does not contain 
entries for SOCAL subprograms referenced by 
CALL statements, i.e., functionals, if a System 
Overlay is employed. See System Overlay Scheme . 

Figure 6 shows the layout of the object-time 
TVs. 
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Dummy one - word entry in CALL TV 
(if necessary) to ensure odd address 
for FAC 



s- — r 



Last 
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First 
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Disk 
I/O 



Indicators FAC 



Last 
CALL 



Second First 
CALL CALL 
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Low Core 



High Core 



LIBF TV 



Object - time TV 



Figure 6. Layout of the Object-Time TV Area 



CALL TV 



End of Core 



COMMON 



SYSTEM OVERLAY SCHEME 

If, after the first load-pass, Phase 4 determines 
that the core load will not fit into the available stor- 
age, and if the mainline is an Assembly- written pro- 
gram, loading is terminated and a message is printed 
indicating by how much the core storage capacity has 
been exceeded. 

If the mainline is a FORTRAN program , Phase 4 
initiates a second load-pass. Phase 2 reloads the 
mainline program and the class or "in-core" sub- 
programs. If LOCAL subprograms are present, 
Phase 5 (routine LT) indicates their presence to 
Phase 2 which then loads the Flipper table , the Flip- 
per routine, and the LOCALS. Phase 4 then attempts 
to make the core load fit by overlaying the class 1 
SOCALs (the arithmetics and functionals) , the class 
2 SOCALs (FORTRAN I/O, I/O, and I/O conversion 
routines) and the class 3 SOCALs (Disk FORTRAN 
I/O plus a 320-word buffer) . (This third overlay is 
made only if Disk FORTRAN I/O is called.) 

If Phase 4 finds that the core load can be made 
to fit, it actually causes the Loader to create the 
overlays described above. Otherwise loading is 
terminated and an error message printed out. 

A special Flipper table is created for SOCALs . 
This table, in conjunction with the DISKZ routine, 
performs the same function for SOCAL subprogram 
references as do the standard Flipper table and Flip- 
per routine for LOCAL subprograms. However, this 
Flipper table is contained within the DISKZ routine 
in the disk I/O area. 

The CALL TV does not contain entries for 
SOCAL subprograms referenced by CALL statements , 



i.e. , functionals. The one-word CALL TV entries 
are attached to the front of the System overlay in 
which the corresponding subprograms appear. Since 
the subprograms in overlays 2 (FORTRAN I/O, I/O, 
and I/O conversion routines) and 3 (Disk FORTRAN 
I/O routines) can be referenced only by LIBF state- 
ments, the one-word entries preceding these over- 
lays all cause a return to the SOCAL Flipper to 
load the arithmetic/functional overlay. 

Suppose a core load (1) contained a FORTRAN- 
written main-line, (2) required all three System 
Overlays to fit into core, and (3) contained references 
to FSQR and SIN. Then each overlay would start with 
a special CALL TV two words in length, one word for 
FSQR and the other for SIN. Any user-written rou- 
tines referenced by CALL statements would be repre- 
sented in the normal CALL TV which is found just to 
the left of COMMON. The two words of the CALL TV 
for System Overlay 1 would contain the actual core 
addresses of the entry points FSQR and SIN. The 
two words of the CALL TV for System Overlays 2 and 
3 would contain the addresses of the SOCAL flipper 
entries for FSQR and SIN. All CALL FSQR/SIN state- 
ments would have been replaced with long, indirect 
BSI instructions to the address of the corresponding 
special CALL TV entry. Thus, at execution time 
whenever a CALL FSQR/SIN is encountered, a branch 
will be made to either FSQR/SIN or to the SOCAL 
flipper. In the latter case the flipper would first 
read System Overlay 1 into the overlay area and then 
re-execute the branch to FSQR/SIN. In either case 
FSQR/SIN would be entered and executed. 

Figure 7 shows the CALL TV for the above 
example . 
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System Overlay 1 

Subroutine Subroutine 

FSQR SIN 



L 



**-■— 1 1 



1-^ord TV: XEO address for SIN 
L- 1-word TV: XEQ address for FSOR 



System Overlay 2 

FORTRAN I/O, I/O, and 
I/O Conversion Routines 

1 ^-r" ^ 

*— I -word TV: address of the SOCAL 
Flipper entry for SIN 

L — 1 - word TV: address of the SOCAL Flipper entry for FSOR 



System Overlay 3 



FORTRAN Disk I/O and 
I/O Buffer 



n 



Same as System Overlay 2 

Figure 7. Format of the CALL TV for System Overlays 
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SECTION 3: DISK UTILITY PROGRAM (DUP) 



INTRODUCTION 

The Disk Utility Program is designed to accomplish 
the following: 

• Automatically allocate disk storage to each pro- 
gram assembled or compiled. 

• Make these programs available in card or paper 
tape format. 

• Print out programs and certain other predeter- 
mined areas from disk storage . 

• Provide automatically printed records of the 
status of the size of the User Area and Work 
Storage Area. 

• Provide automatic file protection for all areas 
other than Working Storage. 

• Provide the facility to delete the Assembler 
Program and/or FORTRAN, and to specify and 
enlarge the Fixed Area of Disk Storage . 

• Provide various other disk and core maintenance 
operations . 

The Disk Utility Program (DUP) is called into opera- 
tion when the Supervisor recognizes a // DUP record. 
One sector of DUP, DUP Common (DUP CO), is 
brought into core storage. DUP CO calls in DUP Con- 
trol (DCTL) . DCTL calls in the principal print de- 
vice routine (VIPX or TYPX) to print as required. 
Following this, DCTL calls in the principal input 
device routine (CARDX or PTX) to read the next 
record, which should be a DUP control record. 

The DUP control record is then printed, decoded, 
and checked for accuracy. Switches are set in 
DUP CO in accordance with information obtained from 
the control record. The required DUP function is 
then called from disk, overlaying the core area of 
DCTL as required. 

When DCTL transfers control to other DUP 
functions, LETAR, the buffer used in the LET/FLET 
search, contains the sector of LET/FLET last read 
from disk storage; i.e. , the portion of LET/FLET 
containing the entry involved . 

Control is turned over to the DUP function which 
performs its assigned tasks according to the informa- 
tion that was extracted from the DUP control record. 

Upon completion, the function returns to DUP CO, 
which calls DCTL back in. DCTL calls in the princi- 
pal print routine and prints the DUP EXIT message. 



The principal input/output device routine is called in 
to read the next record. 

This sequence of events is repeated until the 
principal input device reads a Monitor control record, 
in which case control is returned to the Supervisor. 
The Supervisor now examines the Monitor control 
record and acts accordingly. 

Figure 8 shows the layout of storage during the 
execution of DUP . Chart BA is an overall flowchart 
of the DUP functions . 



Hardware Area 



Communications Area (COMMA) 



Skeleton Supervisor 



Disk I/O Routine 



DUP Common (DUPCO) 



DUP Control (DCTL) 

or 
DUP Function required 



CARDX/PTX 



LETAR Buffer 



VIPX/TYPX 



/ 0028 

/ 0090 
/ 00F4 

/ 0272 
/ 03B4 



/ 0828 



/ 0B10 



/ 0C42 




Figure 8. Storage Layout of DUP 
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DUP FUNCTIONS AND ROUTINES 

PUP Common (DUPCO) Routine 
Chart: BB 

Provides entry for Supervisor to DUP. 

Provides common conclusion of all DUP functions, 

Provides for the return of the Loader to DUP 
after performing a Disk System Format Load. 

Provides Disk multi-sector read/write capabili- 
ties for DUP . 

Provides common system check 'WAIT' for DUP. 

Provides a common call and linkage to a DUP 
error message routine (TERRC/PERRC). 

Provides and initializes switches available for 
all of DUP . 

Initializes the Interrupt Transfer Vector for DUP . 

Calls in the Store Core Image function of DUP . 

Provides Interrupt Level routines for DUP I/O 
routines. 

Calls in DUP Control (DCTL) . 



DUPCO is a one sector routine that is resident in 
core all the time that DUP is in control, except while 
the Loader is converting a Disk System format pro- 
gram into Core Image format for DUP . 

Switches and routines that are common to many 
of the DUP functions are kept available in core at all 
times. Because of this, DUPCO provides many entry 
points from other DUP functions as well as from the 
Supervisor and the Loader. 

An initialized DUPCO is read in by the Super- 
visor when a DUP control record is read and the non- 
DUP Switch (word 64^6) is zero. 

A non-initialized DUPCO (DUPCO that is written 
to the disk before calling the Loader) is read back in 
by the Loader to continue the Store Core Image 
function. 

If DUPCO is entered with a BSI to REST, REST 
is non-zero and an exit message will be printed. If 
the entry is a BSC to REST +1, the message will be 
inhibited . 



All DUP disk read/write operations are done 
through the multi-sector routine in DUPCO. This 
provides a maximum word count of 320 words to the 
DISKO routine and keeps supplying word counts until 
the original word count requested by the DUP routine 
has been transmitted. 

NOTE: IOAR Header, used throughout this descrip- 
tion of DUP , refers to the two words required to be 
in front of all core areas at the time they are used as 
buffers for Disk I/O operations . These two words are 
the word count and the sector address respectively. 

Figure 9 shows the storage layout of the DUPCO 
routine . 



Entry Points 

NYETC 

SUPDC 

REST 



Selects blank record. Exit to RDCTL. 
Calling address in NYETC. 
Supervisor entry to DUPCO. Supervisor 
has read DUPCO to core from disk. 
Exit to SEPT. 

DUP functions return to this point in 
DUPCO after completing required opera- 
tions. Exit to REST2. Return address 
in REST if valid DUP function completed . 



IOAR Header 



DUPCO Entry Points 



DUP Switches 



Multi -sector Routine 



Initialization 



Patch Area 



DUP ILS Routines 



Patch Area 



Figure 9. Storage Layout of DUPCO 
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REST+1 Entry point generally from error point 

routines whenever a DUP function is not 
completed successfully. Printing of the 
exit message is inhibited when REST is 
left zero. Exit to RE ST 2. 

LDRDC Loader entry after converting the pro- 

gram, requested by DUP, to Core Image 
format and leaving the Core Image Pro- 
gram in the Core Image Buffer (CIB) 
and/or core storage. Exit to RLEPT. 

PUT DUP system entry to multi-sector rou- 

tine for writing information to disk. 
All DUP functions except DWADR use 
this entry for writing to disk. Requires 
even address for IOAR Header. XR3 
must contain address of IOAR Header. 
Return Address in PUT. Exit to PUT2. 

GET DUP system entry to multi-sector rou- 

tine for reading information from disk. 
All DUP functions use this entry for 
reading from disk. Requires even ad- 
dress for IOAR Header. XR3 must con- 
tain address of IOAR Header. Sets up 
disk call for read operation. Moves 
return address to PUT. Exit to GOMUL. 

SYSCK DUP system entry if an error has occur- 

red that may require such drastic action 
as reloading the pack. Used primarily 
for debugging. Will stop absolutely re- 
gardless of interrupts. Interrupts will, 
however, be serviced in the normal 
manner. Return address in SYSCK. 

SEXIT DUP system error entry to call error 

message routine. Move print error 
routine (PERR/TERR) from disk to core. 
Relative entry point in PERR or TERR 
for requested message in SEXIT. Exit 
to PERRC + 2 or TERRC + 2. 

Multi-sector Routine 

PUT2 Lifts file protection and sets disk call 

for a write operation. Exit to GOMUL. 

GOMUL Stores original word count and sector 

address , also checks for buffer ad- 
dress being even. Exit to SYSCK if 
not even, otherwise exit to SAVER. 

SAVER Saves the two words where the IOAR 

Header will be placed. Inserts the ad- 
dress of the IOAR Header into the disk 
call. A check is made to see if Work- 
ing Storage is exceeded. If it has been 
exceeded, an error message is printed. 
Exit to MMORE if the word count is 
still more than 320. IE the count is less 



than 320, load IOAR Header information 
to the accumulator. Exit to OUT2. 

OUT2 Completes the storing of the IOAR Head- 

er and does required disk call operation 
and loops until ICNT has gone to zero . 
ExittoRSTRE. 

RSTRE Restores the two words previously saved 

to the IOAR Header area. Decrements 
the word count requested by 320 . Exit 
to REFPA if zero word count. If the 
word count is still positive, the sector 
address is incremented by one. The 
location of the next IOAR header is ad- 
justed by 320. Exit to SAVER. 

MMORE Forces a count of 320 into the IOAR 

Header setup (the requested count is 
still greater than 320) . Exit to OUT2. 

REFPA Restores original file protection and 

restores original setting of XR3. Exit 
to the address in PUT. 

Initializing Routine 

REST2 Clears switches and indicators that are 

in DUPCO with the exception of ZEST, 
L,and those that precede L. Exit to 
SEPT. 

RE LPT Initializes the Interrupt Transfer Vector 

(ITV) for DUP using closed subroutine 
FIRST. Calls in the Store Core Image 
function of DUP . Exit to the address 
specified in CISW (in Store Core Image 
Function) . 

SEPT Uses routine FIRST to initialize the ITV. 

Exits to RDCTL. 

RDCTL Inserts the proper IOAR Header and 

calls in DUP Control. Exit to DUCTL 
in DUP Control. 

FIRST Closed subroutine to initialize Interrupt 

Transfer Vector (ITV) . The address of 
the calling program is in FIRST . Exit 
to calling routine. 

Interrupt Level Subroutines (ILS) 

These routines contain the addresses that are put in 
the Interrupt Transfer Vector (ITV) . The routines 
exit to the respective I/O routines, and, upon return- 
ing, turn off the interrupt level and return control to 
the instruction that was interrupted . 

DUP Control (DCTL) Routine 

Chart: BC 

• Calls in the principal print device routine to print. 
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Prints the DUP control record (ENTRY message) 

Prints the location and size of the program or 
area on which a DUP function was performed 
(EXIT message) . 

Controls paper spacing after EXIT message. 

Calls in principal input device routine to read 
and punch. 

Reads DUP control records. 

Decodes DUP control records. 

Calls and searches LET and FLET for the name 
on the DUP control record. 

Calls in required DUP Function to complete 
action requested. 

Detects errors on DUP control records and 
prints the appropriate error messages. 

Returns control to the Supervisor when Monitor 
control record is recognized. 

Selects excess blank cards following a DUMP . 

Passes excess data cards following a STORE or 
STORED ATA. 



DCTL is called in by DUPCO to determine what DUP 
is being asked to do. The principal print device 
routine is read from disk. The principal I/O device 
routine is also read from disk. 

The DUP control record is then read from the 
principal input device and decoded. The function 
and the "FROM" and "TO" fields are converted from 
IBM card code to DUPCO switch settings. The 
NAME field is encoded from IBM card code to name 
code . The COUNT field is encoded from decimal to 
hexadecimal . 

If the named function is DUMP , STORE or 
DELETE, a LET/FLET search for the name is 
done . An exit to SYSCK may occur if DCOM and 
COMMA or LET/FLET and COMMA don't agree. 
This situation can occur if manual intervention or 
a hardware failure interrupts some DUP operations 
while the table areas are being modified by DUP . 

If STORE Core Image is requested, the sub- 
routine FILEQ is called from disk to read, check, 
and record the following *FILES records, if any. 
The STORE function is then called directly from the 
FILEQ subroutine. 



If no detectable errors occur, the required DUP 
function is read, overlaying DCTL, and control is 
turned over to the function. 

If detectable errors occur, error messages are 
called from disk and the proper message is selected 
and printed using VIPX or TYPX. Then control 
passes back to DUPCO thru REST+1. 



Entry Point 



DUCTL 



Enter from DUPCO. Call principal 
print device routine from disk into core 
storage. Exit to RDIO if BYESW is 
zero. ExittoPGMA. 



I/O Operations 



PGMA 



RDIO 
FAKE 



ELIM 



NYET 



NYET2 



NYET3,45,6 
NYET 7, 
F, and T 



Go to PRTBI to print EXIT message and 
return. Clear BYESW to inhibit EXIT 
message unless DUP operation com- 
pleted. Control paper spacing depend- 
ing on status of RPSW. 
Bring principal I/O device routine into 
core . Exit to FAKE . 
Requests the principal I/O device rou- 
tine to read a record and convert its 
contents to packed EBCDIC code. The 
result is checked for blanks from right 
to left. If the entire record is blank, 
the exit is made to NYET9. The count 
of 80 minus non-blanks defines the 
number of characters that is to be 
printed in the ENTRY message. If 
columns 1 and 2 contain *D or *S, then 
exit will be to ELIM; otherwise exit to 
NYET. 

Goes to PRTEB to print the packed 
EBCDIC control record. Go to PRTCR 
before and after the printing of the con- 
trol record to provide spacing the car- 
riage before and after printing. Exit to 
DCODE. 

If columns 1 and 2 are not //, exit to 
NYET2. Set Monitor non-read switch 
(word 66jg) to a negative number. Exit 
to SUPER; i.e. , to the Skeleton Super- 
visor. 

Check columns 1 through 6 for *EDIT 
blank. If not present exit to FAKE, 
otherwise exit to CALLE . 
Select appropriate error message ad- 
dress . Exit to NYET8 . 
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NYET8 Insert error message address into 

print EBCDIC macro. Go to GET to 
bring in ERM to core from disk and 
return. (ERM contains Error Messages 
coded in EBCDIC for DCTL function 
only.) Print EBCDIC message by 
branching to PRTEB, then return and 
re-initialize the switches in DUPCO 
except for L , and those preceding L . 
Exit to Rest + 1 of DUPCO. 

NYET9 Select stacker. Address of calling rou- 

tine in NYET9. Exit to FAKE to read 
next control record. 

Decode DUP Control Record Function Field 

DCODE If columns 1 and 2 of the control record 

contain *D, exit to DDCTL. If they 

contain *S, then exit to STCTL. Other- 
wise exit to NYET. 
DDCTL Scan columns 3 and 4 of the control 

record and exit to : 

DFCTL if EF; 

DLCTL if EL; 

WACTL if WA; 

NYET 3 if not UM (invalid function field). 

Examine columns 5 and 6 and exit to : 

DPCTL if P blank; 

DACTL if PD; 

LECTL if PL; 

LET2if PF. 

In none of the above exit to NYET3 

(invalid function field) . 

Decode STORE Function 



STCTL 



SCI 



Scan columns 3 through 6 of DUP con- 
trol record. Exit to NYET3 if not 
TORE. Set STSW in DUPCO. Decode 
column 11 for SOCAL information. 
Store numeric value of column 11 in 
T3MSW. Scan columns 7 and 8 for 
store modifiers. Check columns 7 and 
8 and exit to : 
SC13 if blank; 
SCI if CI; 
SDATA if DA; 
SMOD if MO. 
Otherwise exit to NYET3. 
Set Core Image switch in DUPCO. 
Force Loader to print core map. Set 
DTYPE in COMMA in accordance with 
type of Disk I/O specified in column 9 . 



Exit to NYET3 if not legitimate charac- 
ter . Go to DACNT to record the number 
of * FILES records immediately following 
the *STORECI DUP control record, and 
return. Exit to SC13. 

SDATA Exit to NYET3 if columns 9 and 10 not 

TA. Go to DACNT to put count in DATSW, 
and return. Exit to NYET7 if count field 
is blank. Otherwise exit to SC13. 

SMOD Exit to NYET3 if not D blank in columns 

9 and 10. Set SMODSW. Go to CKTMPto 
inhibit if in temporary mode, and return. 

SC13 Check FROM field for card/paper tape 

or Working Storage . Check columns 13 
and 14 and exit to : 

FRIN if CD and Card is principal I/O. 
FRPT if CD and Paper Tape is principal 
I/O. 

FRPT if PT. 

NYET4 if not Working Storage. 
Set Working Storage switch (WSSW) . Con- 
vert contents of DATSW to disk blocks . 
If DATSW is zero then exit to SC15. Put 
contents of DATSW into COM 69 (disk 
block count of program in Working Storage) 
Exit to SC15. 

SC15 Put contents of COM69 into COM54 (disk 

block count of program being stored) . 
Exit to NYET4 if zero disk block to be 
stored. ExittoSC17. 

FRPT Set paper tape switch. Go to RIOCS to 

bring in required paper tape I/O routine, 
and return. Exit to FRIN. 

FRIN Set principal I/O switch. Clear disk 

block count of program in Working Stor- 
age (COM69). Exit to SC17. 

SC17 Scan the TO field for Working Storage, 

Fixed Area, or User Area indication. 
Check columns 17 and 18 and exit to: 
SC17A if not Working Storage. 
NYET5 if Working Storage indication in 
both FROM and TO fields. 
Set Working Storage switch. Exit to 
VALST. 

SC17A Check columns 17 and 18 and exit to: 

SC17B if neither Working Storage or 
Fixed Area. Set Fixed Area switch. 
Exit to NYET5 if no Fixed Area defined. 
Go to CKTMP and return if not tempor- 
ary mode. Exit to SC21. 

SC17B Exit to NYET5 if not User Area (invalid 

TO field). Set UASW in DUPCO. Exit 
to SC21. 
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SC21 Go to SNAME to convert and store name 

into COM51 and COM53 of COMMA. Go 
to LETSR to do a LET search and re- 
turn. Exit to VALST if name was not 
found or if name was found and mod 
switch has been set; otherwise, restore 
the disk block count. Exit to NYET6 
(invalid NAME field) . 

Decode DUMP Function 

This routine decodes the balance of the function field, 
columns 7 through 12, as well as the FROM field, 
the TO field, the NAME field, and the COUNT field, 
as required. 

DACTL If balance of name data is not in the 

function field, exit to NYET3; otherwise, 
exit to DACNT to set DATSW with the 
actual sector count as punched in the 
card. Convert DATSW value to disk 
block count and store in DATSW. Exit 
to NYET7 if COUNT field was invalid. 
Put contents of DATSW into COM54 
(disk block count of program to be 
dumped) . Exit to DP CTL . 

DPCTL Scan columns 13 and 14 and exit to: 

FRWS if from Working Storage . 
FRUA if from User Area. 
NYET4 if invalid FROM field. 
Set FXSW in DUPCO. Exit to SCN17. 

FRUA Set UASW in DUPCO. Exit to SCN17. 

FRWS Convert WS/SAD to disk blocks. Set 

WSSW in DUPCO. Set disk block ad- 
dress of program to Working Storage 
address. Exit to SCN17 if Dumping 
Data. Put disk block count of program 
in Working Storage into disk block count 
of program to be dumped . Exit to 
SCN17. 

SCN17 Scan the TO field for WS. If present, 

set WS switch negative. Exit to DNAME. 
If WS not present, set I/O switch. If 
PR present, set principal print switch 
and restore page switch. Skip 1 line. 
Exit to DUDA if from Working Storage 
to printer indicated; otherwise, exit to 
DNAME . Exit to DNAME if CD in col- 
umns 17 and 18 and card is principal 
input device. If CD in TO field, exit to 
DNAME . Exit to TOPT if PT in columns 
17 and 18 or CD in same columns and PT 
is principal input. Exit to NYET5 if in- 
valid TO field. 



TOPT Set paper tape switch. Go to RIOCS to 

get the required paper tape I/O routine 
from disk to core and return. Exit to 
DNAME . 

DNAME Go to SNAME to convert and store the 

name in name code (5 characters in 2 
words) in COM51 and COM 53 of COMMA. 
If dumping from Working Storage, then 
exit to VALDU; otherwise, go to LETSR 
to search LET for a name in LET. If 
name was not found, exit to NYET6 
(invalid NAME field) . If dumping to 
printer, then exit to DUDA; otherwise, 
exit to DUUA. 

DUDA If data format has been forced, then 

enter COM54 (disk block length of pro- 
gram) into DATSW; otherwise, insert 
contents of DATSW into COM 54 (disk 
block length of program) . In either case, 
if dumping from Working Storage, exit to 
VALDU. Exit to DUUA. 

DUUA Set up XR2 to permit entering dump pro- 

gram at DWSC + 2. Exit to PLUS2. 

VALDU Adjust XR2 to enter dump routine at 

DWSC + 3. Exit to PLUSX. 

Decode DELETE and DEFINE Functions 

DLCTL If function field not DELETE, then exit 

to NYET3 (improper function field). Go 
to SNAME to convert and store name in 
name code in COM51 and COM53 of 
COMMA. Go to LETSR to Search LET 
for the name and return. If name was 
not found, then exit to NYET6 (invalid 
NAME field) . Exit to CDEL to call 
DELETE from disk. 

DFCTL If DEFINE FLXED AREA in function 

field, exit to DACNT to set the cylinder 
count from the control record into 
DATSW. Return. Exit to DFXA2, (call 
DEFINE from disk) . If DEFINE VOID 
FORTRAN is in function field, exit to 
DVFOR, (call DEFINE from disk). If 
DEFINE VOID ASSEMBLER is in the 
function field, exit to DVASM, (to call 
DEFINE from disk) . If none of the three 
above, exit to NYET3 (improper function 
field) . 

Call Required DUP Function 

RIOCS A closed subroutine to read the paper 

tape I/O routine from disk to core . The 
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paper tape routine will overlay the card 
I/O routine in core . Address of calling 
routine is in RIOCS . Exit to calling 
routine . 

VALST XR1 is set to the entry point address of 

the store routine . XR2 is set for the 
size of the LET entry. If the program 
is to be stored from an I/O device , 
exit to TFILE. Exit to NOIO if Stor- 
ing Data. Go to GET for first eleven 
words of program from Working Stor- 
age. Exit to SEXIT if TYPE field zero. 
Exit to NOIO if NAME Field blank. 
Exit to -SEXIT if not same NAME . Exit 
to NOIO. LECTL 

NOIO Exit to CICAL if Storing Core Image . 

Exit to DACAL if Storing Data. Exit to LET2 

CICAL if Storing to Fixed Area without 
specifying CI or Data. Exit to DACAL. 

DACAL Adjust entry point into Store by +4 for 

I/O not required. Exit to CALST. CDEL 

CALST Save LET entry length in LREQD. In- 

sert required entry address of STORE 
block into GET, and set XR3 to point at 
the IOAR Header address of STORE DVASM 

block. Exit to GET+1 to get STORE 
block from disk. DVFOR 

CICAL Adjust entry point into Store for I/O 

required and CI. Exit to CFILQ. DFXA2 

TFILE Exit to CALST if not CI. Exit to CFILQ. 

CFILQ Insert entry point in FILEQ routine into 

GET. Exit to GET to call FILEQ from 
disk to core. DFOUT 

FILEQ Subroutine . Called by DCTL when 

storing a mainline program in Core 
Image format. Entry Point is CICAL. 

CICAL Set up COM52 and COM48 (in COMMA) 

to specify source of DSF program to be VASTM 

converted to Core Image and force a 
core map to be printed by the Loader. CALLE 

Initialize Supervisor Control Record 
Area of disk to indicate no Supervisor 
control records. Go to FILES, if WACTL 

* FILES records are to follow *STORECI 
DUP control record, and return. Exit 
to GET + 1, to read the STORE Func- 
tion from disk to core and enter at lo- 
cation specified by STSW (in DUPCO) . PLUS2 
This will be either WSD (I/O required) 
or WSD + 2 (I/O not required). 

FILES Uses a subroutine (INPUT) to blank the PLUSX 

input buffer, read a record and print 
that record. Decoding will then pro- 
ceed giving error messages if record 



is not properly identifiable as to type , 
character sequence , or if too many files 
are defined. The number of the file is 
decoded and converted to binary . The 
name is decoded and stored in name 
code. Scan continues until all of the 
card has been scanned. If another rec- 
ord is required, it is read and printed 
and scanning is repeated until record 
count (in COUNT field of STORE CI DUP 
control record) is satisfied. The accu- 
mulated output is written on the fifth 
sector of the Supervisor Control Record 
Area. Return to calling routine. 
If function field not DUMPLET, exit to 
NYET3 (invalid function name) . 
Set DUMPLET switch, principal print 
switch and I/O required switch. Set 
XR2 with the IOAR Header address of 
DUMPLET. Exit to PLUS2. 
Go to CKTMP and return if the Monitor 
is not in temporary mode . Set XR2 to 
IOAR Header for DELETE. Exit to 
PLUS2. 

Set VOID ASSEMBLER switch in DUPCO. 
Exit to DFOUT. 

Set VOID FORTRAN switch in DUPCO. 
Exit to DFOUT. 

Convert cylinder count that is in DATSW 
to disk block count and store in Fixed 
switch (FXSW) in DUPCO. Exit to 
DFOUT. 

Go to CKTMP and return if the Monitor 
is not in temporary mode . Load XR2 
with IOAR Header address of DEFINE 
block. Exit to PLUS2 to call in DEFINE 
block . 

Go to CKTMP and return if the Monitor 
is in temporary mode . 
Load XR2 with IOAR Header of EDIT 
block. Exit to PLUS2 to get EDIT block 
from disk. 

Go to CKTMP and return if not in tempo- 
ary mode. Exit to NYET3 if DWADR not 
in function field. Load XR2 with IOAR 
Header of DWADR function. Exit to 
PLUS2. 

Save XR2 (IOAR Header address) . 
Adjust entry address by +2. Exit 
to PLUSX. 

Store required entry address to GET. 
LOAD XR3 with required IOAR Header 
address. Exit to GET+1 to get required 
DUP function. 
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CKTMP Subroutine to check operational mode of 

the Monitor. Exit to NYETT if in tem- 
porary mode. Return to calling routine 
if not JOBT status. 

Decode DUP Control Record COUNT Field 

DACNT A closed subroutine to read the decimal 

value from columns 27 through 30 of the 
control record and enter it into DATSW 
in hexadecimal. If non-numeric char- 
acter encountered, exit to NYET7 (in- 
valid COUNT field) . XR1 and XR3 are 
used as they are and are not altered. 
XR1 is pointing to columns 3 and 4 of 
the control record and XR3 is pointing 
to L in DUP CO. Address of calling 
routine is in DACNT . 

Convert NAME to Name Code 

SNAME Convert name from packed EBCDIC to 

name code . The converted name will 
be stored in COM51 and COM53 of 
COMMA . If the first character of the 
name is numeric, exit to NYET6 (in- 
valid NAME field) . XR2 is saved and 
restored. While in the routine, XR2 
points to COMMA. XR1 points to card 
image columns 3 and 4 and is left un- 
moved. Address of calling routine is 
in SNAME. After conversion is com- 
plete, exit to calling routine. 

LETSR A closed routine that will compare a 

name in COM51 and COM53 of COMMA 
with each LET entry in turn until a 
match or end of LET has been found. 
The search of LET will always include 
a search of FLET if a Fixed Area has 
been defined. If the name is found, 
the first three words of LET entry are 
stored in COMMA and the disk block 
address of the program is stored in 
PGMAD. The name switch (NAMSW) 
is also set . If the name was not found 
then the disk block address of the last 
program stored is available in COMMA 
(COM12) . If COM12 does not agree 
with the calculated disk block address 
(COM52) , then exit to SYSCK. SAD of 
the last LET sector is inserted into 
LETSA. The program disk address is 
stored in PGMAD. The word prior to 
the LET entry is stored in the delete 



switch. XR2 and XR3 are saved. XR2 
is used to point to COMMA, while XR3 
is used to point to LET entries minus 1. 
Address of the calling routine is in 
LETSR. When the LET search is com- 
pleted, exit to the calling routine. 



DUMP Function 



Chart: RD 



• Moves programs and data from the User Area or 
Fixed Area to Working Storage . 

• Dumps programs and data from Working Storage 
to the principal I/O device . 

• Performs required data format conversions. 

The DUMP function is comprised of two basic sub- 
functions . One subfunction obtains a Data file or 
program in Core Image or Disk System format from 
the User or Fixed Area and moves it to Working 
Storage . 

The other subfunction, using the DUP I/O rou- 
tines , outputs the data or program from Working 
Storage to the specified I/O device. This subfunction 
converts the program or data in Working Storage 
from the format of the FROM field to the format of 
the TO field. The individual I/O routines convert 
the DUMPed information to the character codes ap- 
propriate to the devices they service. 

The operation of the DUMP function is entirely 
controlled by switches and parameters in DUP CO, 
set up by DCTL according to the DUP control record 
(*DUMP) and the LET search. The contents of the 
FROM and TO fields in the control record determine 
whether only one of the two or both of the DUMP sub- 
functions are to be executed. 



Entry Points 



DWSC+2 



DWSC+3 



Entry point for dumping programs or 
data from User /Fixed areas to Working 
Storage. ExittoDWS. 
Entry point for dumping programs or 
data from Working Storage to I/O de- 
vice. ExittoWSIO. 



Dump User or Fixed Area to Working Storage 

DWS Entry point from DUP Control. Calcu- 

lates parameter required to GET first 
block of program from disk. Calculates 
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parameter required for first block to 
be put on disk. Calculates parameters 
required to check for last block. Checks 
disk blocks of program not yet moved. 
Reduces size of block if too large. Sets 
ENDSW if balance is to be moved. Gets 
required block from User Area. Trans- 
fers information from Program Header 
for COMMA. Puts block to Working 
Storage. Calculates parameters for 
next block to be moved. When the last 
block has been moved, sets Working 
Storage Indicator, COM69, to indicate 
that Working Storage is occupied. If 
I/O output is not required, exit to REST 
in DUPCO; otherwise exit to WSIO. 

DUMP Working Storage to Principal I/O Device 

WSIO XR3 points to disk sector buffer. XR2 

points to the Communication Area 
(COMMA) . If principal print device 
required, exit to PRPDF; otherwise, 
get first block from disk. Initialize 
the sequence number and, if a Core 
Image program or data to be dumped, 
exit to CDDF. Process Program 
Header and set up DFPNT point at the 
second data header word. During the 
dump from Working Storage to I/O, 
the DFPNT will always point in front 
of an indicator word. The data header 
will be saved in CTL and CTL+1. Fill 
in the Program Header with required 
information from COMMA; the effective 
length of the program, the length of the 
program (in disk blocks required) , the 
name of the program, and, if word 12 
of the program header is 0, fill in the 
execution address from COM56. Other- 
wise fill in COM56 with word 12 of the 
Program Header. Decode the type 
field (word 3) of the Program Header, 
and using the branch sector in TYPV, 
branch to the proper routine to handle 
the particular type of program that is 
being dumped. This provides for the 
punching of the C-type records in front 
of the header and in back of the header. 

NOTE: In its distributed form, the DUMP function 
will not output the Loader overlay and Loader re- 
store records of an 1130 Card/Paper Tape System 
program which has been stored on the disk with 
these records included. 



However, if the user wishes to output these records, 
the following change must be made to the DUMP 
function: 



This pair of instructions 



TYP3 



MDX 
BSC 



ML2 
SPGMX 



must be replaced by this pair of instructions 



TYP3 



STO 
LDX 



L3 



CSW 
/0E00 



This change will permit the outputting of the 
Loader overlay and restore records . If this change 
is made the following holds true . 

The various C-type Loader overlay cards have 
been recorded and are stored on disk in the DUP 
working block. For type 3 or 4 programs, three 
Loader overlay records will be punched prior to the 
header record followed by three Loader restore rec- 
ords. For type 5 or 6, four Loader overlay records 
will be punched prior to the header, then the header, 
and then the Loader restore records. For type 7, 
there will be one Loader overlay card punched prior 
to the header record, followed by the header record 
and the three Loader restore records. If the pro- 
gram is a type 1 or type 2 then the Program Header 
card will be punched out without any Loader overlay 
records or Loader restore records. Exit to SPGMX. 

MOVE Move the number of words specified 

by MCNT from the location specified 
by XR3 to RD1 buffer. Zero the header 
check sum word. Exit to PCHOT to 
punch the record and return. Address 
of calling routine is in MOVE . Exit to 
calling routine. XR2 is left set at 
RD1-1. 

SPGMX Sets XR2 to RD1-1 (start of output) . 

Exit to CONV. 

CONV Converts Disk System format data 

words to Card System format data 
words, includes the proper indicator 
words and forms the new data headers 
as required. If end of program data 
header, exit to EOP. Load XR1 with 
the contents of DFPNT. This now 
points at word count field of next 
data header. If sufficient words to 
require only one card, then exit to 
SMALL, otherwise, exit to CLEAR to 
clear 60 word buffer at RD1 and re- 
turn. Decrement CTL by 45 data 
words . Set CNTI equal to 5 . Increment 
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cycle by 1 for type and count of data 
words and store in word 3 of card image , 
Exit to DATCD. 

CLEAR A closed subroutine that clears 60 word 

buffer at RD1 to zeros. Uses XR2 and 
XR3 . Saves and restores both index 
registers after 60 words are cleared. 
The first word of card image is filled 
from CTL which contains the core loca- 
tion of the first data word on the card . 
The A and Q registers are cleared. The 
calling routine address is in CLEAR. 
Exit to the calling routine . 

DATCD Moves indicator bits and data words 

from Disk System format to Card Sys- 
tem format based on an eight-card 
cycle . The eight-card cycle may be 
broken into three basic subdivisions. 
The first case is when the last indicator 
bits saved were from cards 1, 2, 4, 5 
or 7; the second case is when the last 
bits saved were from cards 3 or 6; and 
the third case is if the last card cycle 
was number 8 where no bits had to be 
saved. Indicator bits are saved in 
SVIND and are shifted appropriately 
on each card cycle. The indicator bits 
are also checked to see if LIBF sub- 
routines are indicated; if so, the core 
load address is decremented for the 
next data header . The movement of the 
data words from Disk System format to 
Card System format is also based on 
the eight-card cycle, with the three 
same subdivisions . The data words 
saved from the previous block process 
are moved into the card image . A nom- 
inal 40 words are then moved from the 
Disk System format to Card System 
format buffer . The data words are con- 
sidered in blocks of 8 and any data 
words that are not needed to fill the 
card will be saved, in DWRD1. Exit to 
BUMP. 

SUBT9 Decrement DFPNT by 9. Reset card 3 

or 6 switch. Exit to BUMP A. 

BUMP If second card or fifth card completed, 

exit to SET36. If third or sixth card 
completed, exit to SUBT9. Exit to 
BUMP A. 

BUMP A Increment DFPNT by 54. If remaining 

data word count is not more than 3, 
then decrement DFPNT by 1. Exit to 
PCHOT to punch a record and return. 
Exit to SPGMX. 



SET36 Set card 3 or 6 switch. Exit to BUMPA. 

PCHOT Closed subroutine to punch out a data 

card. XR2 and XR3 saved and restored. 
Exit to CHKCD to check for blank record 
and return. Exit to CDPCH to punch a 
card or paper tape record. If DFPNT 
has moved past the sector boundary of 
the Disk System format, then decrement 
DFPNT by 320. Exit to GETX to get 
next sector from Working Storage and 
return. Restore XR2 and XR3. Address 
of calling routine is in PCHOT. Exit to 
calling routine. 

Blank Card/Monitor Control Record Test 

CHKCD Closed subroutine with calling routine 

address at CHKCD. If paper tape, re- 
turn to address at CHKCD. Exit to 
GETCD to read a card and return with 
card converted to packed EBCDIC in 
CRBUF-40. If non-blank, exit to NONBL. 
After 80 columns checked, exit to call- 
ing routine. 

NONBL Exit to SEXIT to bring in error print 

package and return. Continue to RDRDY. 

RDRDY Check to see if reader ready. Loop 

until it is; then return to CHKCD+1 to 
test next card for blanks . 

Building One Complete Card or Less 

SMALL Number of data words left is insufficient 

to fill more than one full card; therefore, 
DFPNT is preceding data header by the 
count in DATAC . If words required to 
complete card image are less than those 
saved, exit to MVEPT. Calculate num- 
ber of indicator words and number of 
data words actually left available for this 
card image. Move DFPNT to end of next 
data header. Exit to CLEAR to clear 60 
words of buffer at RD1 and return. Save 
new data header in CTL and CTL+1. 
Fill in word 3 of card image with type 
and word count. If more than the saved 
words are available, exit to BRARD. 
Enter indicator bits from SVIND to card 
image. Enter data words from DWRD1 
to card image. Exit to CLRCY. 

MVEPT Adjust count of saved data words to 2. 

Exit to ZROWD. 

BRARD Handles cases where words saved do not 

extend to the data header and therefore 
more words must be moved into the card 
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image, likewise more indicator bits. 
Put indicator bits from SVIND and from 
Disk System format into card image. 
Move data words left over from DWRD1 
into front end of card image. Move re- 
maining Disk System format data words 
preceding new data header to the card 
image. Clear CYCLE and card 3 or 6 
switch . Exit to BUMP 2 . 

GETX Sets XR3 to point at IOAR Header for 

buffer. Increments sector address by 
1 . Exit to GET to read indicated words 
from disk to buffer indicated by XR3 
and return. Address of calling routine 
in GETX. Exit to calling routine. 

EOP Set XR2 to point at RD1-1 . Exit to 

CLEAR to clear a 60 word buffer at 
RD1 and return. Fill first word of end 
of program card from first word of end 
of program data header (effective length 
of program) , Insert into word 3 of card 
image at the end of program type . Ob- 
tain the execution address from COM56, 
and insert into word 4 of card image. 
Exit to PCHOT for punching records and 
return. Exit to REST (DUMP complete). 
Return to DUPCO (print exit message). 

Format Data Input for Punching 



CDDF 

CDDFI 
NEWCD 



FFAFF 



GOGO 
DCNT 



PRPDF 



Obtain disk block count of program from 
DATSW. If disk block count zero , branch 
to GOGO. 

Exit to DCNT to convert disk block 
count to a word count and return. 
If the word count is equal to or less than 
54 words, exit to FFAFF; otherwise, 
set XR2 to point to RD1-1. Exit to 
MOVE to move 54 words , punch a rec- 
ord, and return. If sector of data com- 
pleted, exit to GETY; otherwise return 
to NEWCD. 

If ENDOJ not equal to zero, and last 
card punched, exit to REST. If ENDOJ 
zero, return to CDDFI. DUMP com- 
plete return to DUPCO; otherwise, 
reset XR1 to RD1-1, exit to CLEAR 
and return. Exit to MOVE and return. 
Exit to REST (DUPCO). 
A closed subroutine that supplies CDDF 
routine with a maximum of 2160 words 
to punch. 

If zero word count, exit to REST. 
Insert count of 320 into IOAR Header 
for getting sector from disk. Exit to 



GET to get specified count from disk. 
IOAR Header core location is specified 
by XR3 . Convert disk block count of 
program to word count and insert in 
count field of print binary call. Set XR3 
to IOAR Header for principal print I/O 
routine. Exit to GET to get the required 
words from disk and return. Exit to 
PRTBI to print the entire program in 
binary as specified in word four of the 
calling sequence and return. Exit to 
REST. When the DUMP to the printer 
is complete, give control to DUPCO to 
print out exit message. 

DELETE Function 

Chart: BE, BF 

DELETES programs from either the User or 
Fixed Area. 

Updates and packs LET/FLET if required. 
Packs programs in the User Area. 
Updates DCOM (on disk). 
Updates COMMA (in core) . 

Provides a System Check if DCOM and COMMA 
do not agree. 

DELETE Program From User Area 
The program is divided into two phases: 

Phase I packs LET by the number of words made 
available by the deleted LET entry. This packing 
will take place in the sector containing the entry to be 
deleted and all subsequent sectors, except that six- 
word entries or multiple entries are not split across 
a sector boundary. Only when room for a complete 
entry exists will that entry be moved across a sector 
boundary. The LET sector that contains the program 
entry to be deleted is assumed to be in core and 
DELSW is assumed to be pointing to the first word 
prior to the LET entry that is to be deleted. PGMAD 
is assumed to contain the disk block address of the 
program . 

Phase I also calculates and stores the necessary 
parameters for Phase H. 

Phase II packs the programs into the User Area by the 
size of the deleted program. Disk System format pro- 
grams are moved by an exact number of disk blocks 
until the first Core Image program or Data file is 
encountered. 
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Then the programs are packed only to the nearest 

sector boundary since Core Image programs and Data 

files must start at a sector boundary. A program in 

Working Storage will also be moved so that it still DEL09 

begins at the start of Working Storage, if this boundary 

moves. 

DCOM (on disk) and COMMA (in core) are up- 
dated. Control is returned to DUPCO which initial- 
izes and causes DCTL to print out the exit message. 
Entry Points 

There is only one entry point, DELC+2, which is the 

first word of the first sector of DELETE. Control 

is passed to DELETE from DCTL after reading a 

DELETE control record and finding the program en- DEL10 

try in LET/FLET. This sector of LET/FLET is 

left in core for use by DELETE. 

Phase I - Packs LET 

DELOO Exit to SEXIT if Working Storage will 

be exceeded when moving programs . 
Exit to WSOK if Working Storage not 
exceeded. 

WSOK Exit to DEL01 if program to be deleted 

is in User Area. Turn on FXSW. Exit 
to DEL01. 

DEL01 Use XR1 to point to first word of LET 

entry to be deleted. Use XR2 to point 
to delete constants. Compute number 
of entries yet to check in this LET sec- 
tor and store the number in CNTE . 
Exit to DFLOO if program to be deleted 
is in Fixed Area . If name specified is 
other than the prime entry, then scan 
backwards until prime entry is located. DELI 6 

Obtain number of disk blocks to be de- 
leted, including padding, and store in 
DELDB. Compute new User Area disk 
block address, and store in NEWUA. 
Exit to DEL04 if three-word entry. 
Calculate actual disk block count pro- 
gram required and the new padding re- 
quired for the Core Image program or 
Data file. Exit to DEL04. 

DEL04 Go to DEL05 and return. Exit to DEL18. 

DEL05 A closed subroutine to scan for multiple 

entries being deleted to determine the DEL18 

number of words to be shifted left in 

LET. Exit to DEL09 if last entry of 

sector is encountered during search; DEL20 

otherwise, after first LET entry that 

is not to be deleted has been located, 

go to DEL10 to scan LET for the first 



Core Image program entry that follows . 
Record the pertinent information and 
return. Exit to DEL09. 
Record the disk block count until the next 
Core Image program or Data file has been 
encountered. If there is no Core Image 
program or Data file following, return to 
calling routine. Record the first available 
address for a Disk System format program, 
Core Image program, or Data file that may 
follow the deleted program . Calculate 
the adjusted amount of padding that would 
occur before a Core Image program or 
Data file . Return to calling routine . 
Closed subroutine to search for Core 
Image program entry in LET sector. 
Calling routine address in DEL10. Exit 
to calling routine if Core Image program 
or Data file previously located. If next 
entry is not Core Image program then 
add the disk block count of program to 
the accumulated disk block count. Exit 
to calling routine . If the six-word LET 
entry is located, set the Core Image 
switch (CISW) to indicate a Core Image 
program or Data file. Go to DEL 16 to 
find the actual disk block count required 
by the program and return. Compute 
and record sectors by which the User 
Area must be adjusted. Compute and 
record new User Area disk block ad- 
dress . Compute and record the new 
total disk block count for the Core Image 
program or Data file. Exit to calling 
routine . 

Closed subroutine to calculate the actual 
disk block count used by the Core Image 
program or Data file. Address of the 
calling routine is in DEL16. If Core 
Image format program , the number of 
disk blocks required equals the word 
count of the Core Image program divided 
by 20 . For a data file the actual disk 
block required is in word 6 of the LET 
entry. Record the actual disk blocks 
required in DBPGM . Exit to calling 
routine . 

Set up to move required LET entries 
from next sector. If last LET sector, 
set ENDSW and exit to DEL32. 
Get next LET sector from disk and put 
into core starting 4 words after end of 
first LET sector. Set XR1 at first word 
of LET header in current LET sector. 
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DEL22, Move LET entries from Sector N+l to 

DEL30 sector N until number of words in sector 

N is less than the size of the next entry 
to be moved in from sector N+l. Six- 
word LET entries and multiple entry 
programs may not be split over sectors. 

DEL32 Prepare LET sector for writing. Ad- 

just words in header of LET sector N . 
Move entries required across the sector 
boundaries from sector N+l to sector N. 
Exit to DEL41 (write this sector). 

DEL38 Initialize to process next sector, includ- 

ing the exchange of LET buffers. 
NOTE: LET buffers are exchanged by 
merely reversing the addresses of buf- 
fer 1 and 2 with a Load Double (LDD) , 
Rotate (RTE) 16, and Store Double 
(STD) . The symbolic references to the 
addresses are THIS and NEXT. If a 
Core Image program was encountered, 
exit to DEL18; otherwise restore XR1 
and XR2. Exit to DEL08 (only systems 
format) . 

DEL39 Set LMISW to zero since the last sector 

of LET is not deleted. 

DEL41 Write disk routine. If a LET sector is 

deleted, then rewrite the needed LET 
sector header. If all programs in User 
Area have been deleted, exit to DEL39. 
If the previous LET sector not already 
in core , read previous LET sector and 
update header. Exit to DEL42. 
Update header of previous LET sector. 
Calculate number of words to write and 
sum the disk blocks referenced in this 
sector. Put the previous sector to disk 
using PUT. 

Exit to DEL38 if more updating of LET 
is required. Exit to DEL48 if end of 
LET. Exit to DEL47 if Core Image 
program or Data file already encoun- 
tered. Exit to DEL46. 

DEL46 Go to DEL05 to search for Core Image 

program or data file and return . If 
Core Image program or Data file 
processed, then exit to DEL47; other- 
wise, read next LET sector and exit to 
DEL46. 

DEL47 Write updated LET sector. 

DEL48 Exit to DEL50 if LET is not shorter. 

Adjust number of words in LET . 



DEL42 
DEL43 



DEL44 



DEL50 



Phase II - 
COMMA. 

DEL60 



DEL76 



DEL86 



DEL88 



DEL90 



Exit to DFL60 if deletion from Fixed 
Area; otherwise, exit to DEL60 (go to 
Phase II, Phase I has been completed) . 

Packs User Area and Updates DCOM and 



Set up parameters for MOVER subrou- 
tine to move programs by disk blocks . 
Go to MOVER and return. Exit to DEL76 
if any programs to move by sectors . 
Exit to DEL86. 

Set up parameters for MOVER subrou- 
tine to move programs by sectors . Go 
to MOVER and return. Exit to DEL86. 
Get Disk Communication sector (DCOM) 
from disk. Set XR1 to point at Core 
Communication Area (COMMA). Set XR2 
to point at delete parameters. Set XR3 
to point at Disk Communication Area 
just brought into core. Update COM4 
(word address of next LET entry) both 
in COMMA and DCOM. Exit to SYSCK 
(system check) if the two are not equal . 
Adjust COM10 (word address of next 
LET entry adjusted) both for COMMA 
and DCOM. Exit to SYSCK (system 
check) if both do not agree . Update 
COM6 (first available disk block address 
in User Area base) of both COMMA and 
DCOM. Exit to SYSCK (system check) 
if they do not agree . Update COM12 
(next available disk block address of 
User Area adjusted) in both COMMA and 
DCOM. Exit to SYSCK (system check) if 
both are not the same. Update file pro- 
tect address in both DCOM and COMMA. 
Exit to SYSCK (system check) if the 
DCOM and COMMA do not agree. 
Update FPA and FPAD (File Protect 
Address Base and Adjusted); i.e. , the 
beginning of Working Storage on one 
disk. Rewrite DCOM back to disk. Exit 
to DEL90. 
Exit to REST (return to DUPCO) . 



DELETE Program From the Fixed Area 

Phase I replaces the program entry by a dummy 
entry. If there is an adjacent dummy entry, the 
dummy entries are combined to form a single dummy 
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entry and FLET is shrunk by 6 or 12 words depend- 
ing whether there were 1 or 2 adjacent dummy en- 
tries . Phase II - The programs in the fixed area 
are not moved. Only DCOM and COMMA are up- 
dated and control is returned to DCTL which reads 
the next control record. Phase I - updates FLET. 

DFLOO Convert FLET program entry to dummy 

entry. Exit to DFL30 if not first entry 
in sector. Exit to DFL40 if first FLET 
sector. Read previous FLET sector. 
Exit to DFL40 if first entry on previous 
sector is not a dummy entry. Combine 
dummy entries. Exit to DFL35. 

DFL30 Exit to DFL40 if previous FLET entry 

not a dummy. Combine dummy entries. 

DFL35 Increment SHR by 6 (number of words 

to shrink FLET) . 

DFL40 Exit to DFL05 if not last entry in sector. 

Exit to DFL20 if last entry in FLET. 
Exit to SYSCK (system check) if next 
FLET sector address is missing from 
this sector header. Read next FLET 
sector. Exit to DFL20 if first entry is 
not a dummy entry. Combine dummy 
entries. Exit to DFL15. 

DFL05 Exit to DFL20 if next FLET entry is not 

a dummy entry. Combine following 
dummy with this dummy entry . 

DFL15 Increment SHR by 6 (number of words 

to shrink FLET) . 

DFL20 Exit to DFL50 if FLET not condensed. 

Shrink FLET by SHR words. This is 
accomplished by using the LET updating 
part of Phase I for deleting routines 
(DEL18 thru DEL50) from the User Area. 
The following parameters are set for 
that purpose: DEL34+1, TO, CISW, 
CNTE. Go to DEL18 to shrink FLET 
by SHR words and return to DFL60 . 

DFL50 Rewrite uncondensed, but updated, 

FLET sector. 

Phase II - Updates DCOM and COMMA., 



DFL60 



Read DCOM from disk. Update COM5 
in DCOM and COMMA by the number of 
words in FLET. Exit to DEL88 to 
write DCOM back on to the disk. 



Exit 



STORE Function 
Chart: BG 

• Stores card input in Working Storage, including 
any required data format conversion. 

• Transfers control to the Loader, which converts 
to Core Image format and returns control to 
STORE. 

• Updates LET/FLET as required. 

• Updates DCOM as required. 

• Calls in the Loader to convert DSF programs to 
CI format when STORE CI has control. 

• Stores Working Storage in either the User or 
Fixed Area, including any required data format 
conversion. 

The STORE function is comprised of two basic sub- 
functions. One subf unction, using the DUP I/O rou- 
tines, inputs a Data file or program from a specified 
I/O device to Working Storage. The I/O routines 
convert the information to be STORED from the char- 
acter codes of the I/O devices to packed EBCDIC. 
This subfunction converts the program or data from 
the format of the FROM field to the format of the TO 
field. 

The other subfunction moves a program or Data 
file from Working Storage to the User or Fixed Areas . 
Upon completion of the STORE, this subfunction up- 
dates LET/FLET and DCOM to reflect changes to 
the User and Fixed Areas. 

The operation of the STORE function is entirely 
controlled by switches and parameters set up by 
DCTL according to the DUP control record (*STORE, 
*STORECI, or *STOREDATA) and the LET/FLET 
search. The contents of the FROM and TO fields in 
the control record determine whether only one of the 
two or both of the STORE subfunctions are to be exe- 
cuted. 

The Working Storage to User/Fixed Area routines 
precede the I/O to Working Storage routines in core 
so that they may expand and use part of the I/O to 
Working Storage routine area as a buffer . 

Entry Points 



WSD 



If no system checks occur then DELETE exits to 
DUPCO which initializes and causes DCTL to print 
the exit message . 



Entry point from DCTL function when 
I/O is required; i.e. , Card or Paper 
Tape to Work Storage, User Area, or 
Fixed Area. If storing in Core Image 
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format to either User Area or Fixed 
Area then this entry is from DCTL 
function through the called FILEQ 
routine. Exit is to IOWS. 

WSD+2 Entry point from DCTL function through 

the called FILEQ routine when Storing 
Core Image and I/O is not required. 
Entry point from IOWS (STORE function) 
if Core Image and I/O was required. 
Exit is to CICAL. 

WSDP+4 Entry point from DCTL function when 

not Storing Core Image and I/O is not 
required. Entry point from IOWS 
(STORE function) if not Core Image and 
I/O was required. Entry point from 
Loader thru DUPCO when conversion 
to Core Image has been completed. 

Card System Format 

Records are read, check summed, and examined for: 

Loader Overlays-Checks length of header and creates 
Program Header with required 
words saved in COMMA. 

Data Records -Indicator bits and data words are 
converted to Disk System format 
with data headers inserted as re- 
quired . 

F-type Record -Terminates reading from I/O 

device . Furnishes information for 
Program Header and last (EOP) 
data header; forces transfer of 
Disk System format program from 
core to Working Storage. 

NOTE: If core buffer fills before F-type record is 
read, the buffer is transferred from core to Work- 
ing Storage and then the reading and conversion of 
records continues. 



Storage only. Exit to WSD+2 if Storing Core Image. 
Exit to WSD+4 if Storing Data or Disk System format. 

Card to Working Storage Routines 

Records are read from the I/O device in Card System 
or Card Data Format. 

Assume that LET has been searched for name 
and, if name found, then all words of the LET entry 
have been saved and name switch is set . If no name 
found, then sector and word addresses where an entry 
may be made are made available . 

Multiple entry point names will be checked when 
going from Working Storage to User /Fixed Area. 

Working Storage to User/Fixed Area 

In general, this picks up the program from Working 
Storage and transfers it to either the User Area or 
the Fixed Area, filling in program headers from 
COMMA. 

If the program is a multi-entry subroutine , then 
a LET search is done for each of the secondary entry 
points . This is accomplished by calling an overlay 
(SRLET) from disk. 

The program may be in Working Storage either 
from a previous STORE from I/O to Working Stor- 
age, a compilation, an assembly, or a DUMP from 
User Area to Work Storage . Parameters generated 
by the FORTRAN compiler or the Assembler, after 
the header has been written, are written by them 
into COMMA. It is these parameters that are se- 
lected from COMMA and placed into the program 
header as it is stored from Working Storage to disk, 
User or Fixed Area. 

NOTE: If Storing to the User Area, the program in 
Working Storage is partially overlayed. 



Card Data Format 

Records of 54 words are read and transferred to 
core in sequence until the number of records speci- 
fied on the DUP control record are read or until the 
buffer in core is filled. In either case, the buffer 
is then written to Working Storage without any con- 
version. This process continues until the record 
count has been satisfied. 

Termination for Both 

Return control to DUPCO for initialization and call 
of DCTL to print exit message if Storing to Working 



As the program is moved from Working Storage 
to the User Area, LET and COMMA are adjusted in 
the following sequence: 



1. 



2. 

3. 

4. 
5. 
6. 

7. 



GET X-l (nominal) sectors from Working Stor- 
age where X is the number of sectors in Disk 
System format buffer . 

Get the sector containing the start of the last 
program in User Area. 
Fill in program header from COMMA. 
Put X sectors into the User Area. 
Add program name and length to LET. 
Adjust COMMA and DCOM. 
Exit to REST in DUPCO function. 
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IOWS Enter from DUP Control. Record file 

protect address in working constant M. 
Compute buffer size required for IOWS 
to allow one more card than integral 
number of 320-word sectors, and put 
word count of IOWS buffer into L2 . 
Exit to DAFMT if storing data. Exit to 
CDGET to read binary and pack into 
CD+1 through CD+54. Set XR2 to point 
to DF+1 ; i . e . , the disk buffer . Go to 
MOV54 to move 51 words from card 
buffer to disk buffer, and return. This 
saves the maximum length of Program 
Header. Set XR1 to DF+13 (the position 
of the disk data header for mainline 
programs) . Decode type of header 
card. Calculate displacement for TY348 

branch instruction that permits adjust- 
ments required by each header type . 
If type 3 or 4-, then Program Header 
length is 9 plus number of entry points. TYP56 

If the program is not type 1 or 2, then 
there may be some Loader overlay cards 
preceding the header and some Loader 
restore cards following the header. If NAME 

they are present, they will be read and 
stored on disk in the proper locations 
to permit punching them out when the 
program is dumped. Types 3 and 4 TYP7 

have three Loader overlay cards and 
three Loader restore cards, while types 
5 and 6 have four Loader overlay cards 
and the same three Loader restore cards. WRTC 
Type 7 has one Loader overlay card and 
the same three Loader restore cards. 
Loader overlays for types 3 and 4 are 
placed in the DUP working block at C1D, 
while the Loader overlay cards for type 
5 and 6 are placed in C2D. The Loader READ2 

overlay cards for type 7 are placed at 
C3D, and the Loader restore cards are 
placed at C4D. Each one of these 
areas is one sector long. When a dump 
is to be done for these respective types, 
the proper Loader overlay cards and re- 
store cards could be dumped out in the TEOP 
required sequence coming from this 
area. The branch table (BR) is used to 
determine the branch location for the 
various types. There are 16 words and TESTC 
16 types. Exit to HDEND, if type 1, 
mainline, absolute. Exit to HDEND, if 
type 2 , mainline , relocatable . Exit to 
TY348, if type 3, (Non-ISS LIBF) library 



function, one word LIBF. Exit to TY348, 
if it is type 4, (Non-ISS CALL) it is sub- 
program, two-word call. Exit to TYP56, 
if it is type 5, one -word LIBF, ISS rou- 
tine. Exit to TYP56, type 6, two-word 
call, ISS routine. Exit to TYP7, type 7, 
is ILS routine. Exit to SEXIT, if type A 
data is not legitimate at this time . Exit 
to CTYPE, type C automatic load card. 
Types D and E are automatic load cards. 
Exit to ARE AD, which in effect ignores 
them. Exit to SEXIT if type F, end of 
program card, is invalid at this time. 
Exit to SEXIT, (print error message) 
types 0,8,9 and B, which are reserved 
for system expansion. 
Exit to SEXIT if a type C record was 
omitted (not three type C records read) . 
Set up to write three records to disk on 
one sector . Exit to NAME . 
If a type C record was omitted (not four 
type C records read) , exit to SEXIT . 
Set up to write four type C records to 
disk in one sector . Exit to NAME . 
Compare name on control record and 
Program Header. Exit to SEXIT if no 
match (print NAME error message) . 
Exit to WRTC. 

If more than one type C record read, 
then exit to SEXIT (print error message) . 
Set up to store one record in one sector 
on disk. Exit to WRTC. 
Go to PUT to write on disk and return. 
(Type C records read will be written.) 
Calculate special length for Program 
Header types 3, 4, 5, 6, and 7. Exit to 
SEXIT if header length invalid. Exit to 
READ2. 

Go to CDGET read binary non-header 
records, pack (at CARD) and return. 
Set XR1 to point at buffer for Working 
Storage. Set XR2 to point at packed 
record input. Exit to SEXIT (Invalid 
Type) if type not greater than 9 . Exit to 
TEOP if type greater than 9. 
Branch vector type F exits to EOPCD. 
Type A exits to DATRC. Type C, D and 
E exit to TESTC . Type B exits to SEXIT 
(Invalid Type) . 

If type D or E, exit to READ2. If type 
C, set XR2 to point to output buffer. 
Go to MOV54 to move 54 words from 
card input buffer to locations specified 
by XR2 and return. Adjust pointer and 
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count C-type cards . Exit to READ2 
(get another record) . 

CTYPE Set XR2 pointing to output buffer. Go 

to MOV54 to move 54 words from card 
input buffer to location specified by XR2 
and return. Adjust pointer and count of 
Otype cards . Exit to ARE AD (get an- 
other record) . 

MOV54 A closed subroutine to move 54 words 

from card input buffer to locations 
specified by XR2 . Calling routine ad- 
dress is in MOV54. Set XR1 to count 
words to move from input buffer. Exit 
to calling routine . 

DATRC IF mainline program, exit to DATCD. 

Exit to NONC if no Loader restore rec- 
ords. Exit to SEXIT (Invalid Type) if 
not 3 Loader restore records. Initialize 
count and sector address for writing 
Loader restore records to disk. Go to 
PUT to write to disk from IOAR speci- 
fied by XR3 (Loader restore records). 
Turn off C-type switch. Exit to DATCD. 
Increment Sector Address. Move words 
in excess of IOWS block size. Exit to 
calling routine . 

A closed subroutine to set COM 52 of 
COMMA to address of Work Storage. 
Go to PUT to write last part of program 
to disk and return. Load word count of 
last part written. Set XR1 to point at 
COMMA. Return to calling routine. 

EOP Move XEQ address from card image to 

COM56 in COMMA. Exit to EOP3. 

EOP3 Entry point for end-of -program record 

processing. If non-mainline program, 
COM56 already contains address of en- 
try point 1 . Compute words required to 
be written in Working Storage and new 
sector address. Update COM60 with 
effective length of program, and insert 
into first word of end-of-program data 
header . Set second word of end-of- 
program data header to . Go to 
LWRIT to write last parts of program 
to disk and return. Convert word count 
to disk blocks required by program. 
Insert disk blocks required into COM54 
in COMMA, (disk block count of pro- 
gram being stored) and COM 59 (disk 
block count of program in Working 
Storage) . 



WRAP 



NONC 



LWRIT 



CICAL 



DAFMT 



GCIB 



GCIB2 



MOVER 



If Working Storage switch not zero, then 
exit to REST (job complete return to 
DUPCO). Exit to CICAL if Storing Core 
Image. Exit to WSDP4 if data or storing 
to User Area. 

Put sector of DUPCO to a temporary 
disk sector (on the DUP working cylin- 
der) . Loader will return saved sector 
to core when Core Image conversion 
complete. Read one sector of Loader to 
RLDC. Branch to LOENT. Loader will 
convert program in Working Storage, in 
Disk System format, to program in Core 
Image Buffer, in Core Image, then get 
DUPCO and enter at RLEPT. Address 
of RLEPT is in COM44 of COMMA to 
signal DUP call of Loader. STORE 
entry address from DUPCO is in CISW. 
DUPCO will recall STORE to core and 
exit to the address in CISW. 
Assumes data switch contains the record 
count. Go to CDGET to read and pack 
binary data records and return. Set 
XR2 to point at buffer. Go to MOV54 to 
to move 54 word blocks into disk buffer 
and return . Increment disk buffer 
pointer by 54. If buffer is full, go to 
WRITE to write buffer and return. 
Decrement card count by 1 . If not last 
card, exit to RE ADD to get another card; 
otherwise, insert sector address. Cal- 
culate word count required. Go to 
LWRIT to write last part of program to 
Working Storage and return. Compute 
number of full sectors . Put disk block 
count of program into COM54 of COMMA. 
Put disk block count of program in Work- 
ing Storage into COM69 of COMMA. Exit 
to WRAP. 

Exit to SEXIT if non-DUP switch on. 
Calculate words of Core Image program 
now in the CIB and upper core. Exit to 
GCIB2 if Storing Core Image to Fixed 
Area. Exit to SEXIT if Core Image pro- 
gram will exceed Working Storage . 
Go to GET to read the Core Image header 
from the first sector of the CIB, and re- 
turn. Exit to FXA if storing to Fixed 
Area. Exit to CIFX. 
Closed subroutine to move words from 
location specified by XR1 to location 
specified by XR2 and number of words 
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specified by XR3 . Address of calling FXA 

routine in MOVER. Exit to calling 
routine . 

CIGO Calculate core address and word count 

of last sector written on disk. Go to 
MOVER to move those words to front 
of buffer, and return. Go to MOVER 
to move words in upper core next to GETWS 

words remaining from last sector 
written, and return. Go to MOVER to 
move words of Core Image header to 
output buffer, and return. Go to PUT 
to write last sector plus excess words 
in core , and Core Image header to 
disk, and return. ExittoDOLET. 

WSDP4 Enter from DUP Control, STORE, or 

DUPCO. Exit to SEXIT if Working 
Storage will be exceeded by program 
specified. Initialize by setting WDPGM 
to program disk block count times 20, 
that is, the word count. Set WDUA to 
16 minus DBADJ all multiplied by 20; 
i.e. , the words previously written in 
the last sector that will be brought back 
down to core . CNT is the maximum 
number of words in the Disk System 
format buffer. 

NOTE: Compute SAD, SADP, CAD, 
CADP, CNT, CNTP as required for LENSR 

initial GET from Working Storage; 
also for PUT considering disk blocks 
already in use and sector containing 
first disk block of the location where 
the next program will be stored in the 
User Area. 

CAD is set to Disk System format MULSR 

buffer minus 1. 
CADP is set to Working 
Storage address. 
SAD is set to Working Storage 

address. 
SADP is also set to Working Storage 
address initially. 
Exit to GCIB if Storing Core Image. 
Exit to FXA if Storing to Fixed Area. SRLET 

Exit to DOLET if Storing Data file. 
Increment CAD by number of words in 
User Area (WDUA) . CNT is set for 3 
full sectors (960 words, 3CO Hex 
Words) . SADP is decremented by one 
sector. Exit to GETWS. 



Compute sector address in Fixed Area 
and enter into SADP . Compute padding 
required for FLET entry and record in 
DBADJ. Move FLET parameters for 
updating FLET. Exit to SEXIT if insuf- 
ficient room in Fixed Area for specified 
program. Exit to CIFX. 
Adjust CNTP to reflect either the Disk 
System format buffer size or the words 
in the program , whichever is smaller . 
Set WDPGM to zero if last part to be 
written now. Get block from Working 
Storage using CAD as the core address 
of the IOAR header , CNT as the word 
count, and SAD as the sector address 
from which to obtain it. Exit to PUTUA 
if omitting Program Header routine. 
Set XR2 to point to the words, minus 1, 
brought down from Working Storage . 
This permits the operand of instructions 
using XR2 to refer to the actual word 
being called. Insert the required words 
from COMMA into the Program Header 
just read from Working Storage to core . 
Exit to LENSR if not type 3 or 4; other- 
wise , OR the SOCAL class code (type 3 
modification) with type 3 and with word 
count. Exit to LENSR. 
Set LREQD to the value in word 6 of the 
header record . This is considered the 
nominal length of the LET entry. Set 
PGMHL to LREQD + 9. This is the 
actual Program Header length. Exit to 
MULSR if program is type 3 or 4 . Exit 
to SPHA if types 1, 2, 5, 6, or 7. 
If only one entry point, then exit to SPH; 
otherwise call store overlay closed sub- 
routine (SRLET) which overlays a portion 
of IOWS. Exit to SRLET (Search LET) 
to check that multiple entry points of 
this program do not already appear in 
LET, then return. If none of the entry 
point names have been found in LET or 
FLET, exit to SPH. 
Closed subroutine called from disk by 
STORE , and entered from STORE when 
storing a subprogram with multiple en- 
try points. Go to GET to read each 
sector of LET and FLET from disk and 
return. Compare secondary entry 
points with each name in LET and FLET. 
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Exit to calling routine if secondary NEWHD 

names not found in LET or FLET. 
Print error message with name of 
entry point found in LET or FLET. 
Exit to Rest + 1 in DUPCO. 

SPHA Set the size of LET entry, which is 3, 

into LREQD. Exit to SPH. 

SPH Save Program Header at location of 

IOWS to permit updating LET at a later 
time . Exit to GETUA when last sector 
of User Area still has some disk blocks 
that may be used; otherwise, the move 
of the program is not required as it is 
already located where it will be stored. 
Put just the : header sector on disk by 
setting CNTP equal to 320 words, CADP 
equal to CAD, and SADP equal to Work- 
ing Storage address. Exit to PUTUA. 

CIFX Common exit for both CI and Fixed 

Area routines. Set header switch to DOLET 

skip Program Header routine. Indicate 
zero words required from User Area. 
Exit to GETWS. 

GETUA Get the last partial sector from the User 

Area and put it into core at the front end 
of the Disk System format buffer. This 
data brought in from the User Area does 
not overlay any of the program which 
was previously brought in from Working 
Storage. Exit to PUTUA. 

PUTUA Put block to User Area or Fixed Area. ENT1 

This utilizes CADP for the core address 
of the IOAR header, CNTP for the word 
count to be put to disk, and SADP for 
the sector address to be written to disk. 
Exit to NDCK if all words of the pro- 
gram have been written. Exit to CI50, 
if Storing Core Image or Storing to WD123 

Fixed Area. Step the sector address 
(SAD) by two sectors . Increment SADP 
by the same sector count written. Ad- 
just CADP 320 words (1 sector) higher. 
Zero words in User Area (WDUA) . Set 
CNTP equal to two sectors . Exit to 
GETWS. 

NDCK Exit to CI60 if Storing Core Image. WD456 

Exit to DOLET. 

CI50 Step SAD and SADP by 4 sectors. This 

permits storing of data or Core Image pro- 
grams in 4 sector parts. Exit to GETWS. 

GFLET A closed subroutine to get the current 

LET or FLET sector from disk. Call- 
ing routine address is in GFLET. After 
the sector is completely on disk, return 
to calling routine. 



A closed subroutine to adjust last LET 
or FLET sector header, setting the 
second word non-zero and the fifth word 
LET sector address plus 1. This rou- 
tine also writes the last LET sector to 
the disk. The calling routine address is 
in NEWHD. 

NOTE: LET sector header is made up 
as follows . Word 1 is sector number 
0-7 if LET, and 16-23 if FLET. Word 
2 is last LET sector or last FLET sec- 
tor if . Word 3 is the disk block ref- 
erenced by this LET sector. Word 4 
contains the number words in the LET 
sector available for LET. Word 5 con- 
tains the sector address of the next LET 
or FLET sector. This will be zero if 
this is the last sector to be searched. 
Exit to calling routine. 
Go to GFLET to GET required LET or 
FLET sector and return. Set index to 
first word of the next new entry. Exit to 
FXA1 if storing to Fixed Area. Exit to 
ENT1 if enough words are available in 
this LET sector to contain the words re- 
quired for this LET entry (nominally 3 
per entry point). Go to NEWHD to adjust 
header words of LET, write current 
sector on disk, and initialize next LET 
sector header, returning when complete. 
Go to WD123 to insert three-word LET 
entry and return. Exit to PGM if Disk 
System format program. Go to WD456 
to insert LET entry for Data file and 
return. Decrement words available in 
LET sector by 3. Exit to ADJHD (adjust 
sector header) . 

A closed subroutine to insert a three- 
word entry into LET or FLET. The 
entry contains the name from COM51 
and COM53 in name code and the disk 
block count from COM54. Restore disk 
block count into DBADD. Calling rou- 
tine address is in WD123 . Exit to call- 
ing routine. 

A closed subroutine to process Data file 
and Core Image program LET/FLET 
entries. Modify words 1, 2, 3 as required 
and insert words 4, 5, and 6 for Data files. 
In word 1, set first two bits to ones (11) 
to indicate a Data file. Word 3 is incre- 
mented by the number of disk blocks of 
padding required for sectorization. 
Words 4 and 5 are reset to zero. Word 
6 is the disk block sectorized length of 
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data in disk blocks. Calling routine PFLET 

address is in WD456. Exit to calling 
routine . 

FXAl Sectorize program length and insert to 

COM54. Exit to MORQD if a new dummy 
entry is required (disk blocks available 
are greater than sectorized program 
disk block length plus padding) . Go to 
WD123 to enter first three words of MVBY6 

FLET entry and return. Go to WD456 
to enter words 4 , 5 , and 6 of data pro- 
gram FLET entry and return. Exit to 
PFXA. 

PFXA Go to PFLET to write FLET sector and 

return. Exit to FXAL. 

MORQD Go to MVBY6 to move balance of FLET NEWFL 

entries by 6 words, so that the new 
FLET entry may be inserted and return. 
Go to WD123 to insert first three words 
of FLET entry and return. Go to WD456 
to insert last three words of six-word 
FLET entry for Data file, modify first 
three words as required, and return. 
Reduce the disk block count of dummy 
entry by the disk block count of the 
inserted program. Reduce the number MORFL 

of disk blocks referenced in the FLET 
header word 3, by the number of disk 
blocks in the entry that was shifted 
(off the end of disk FLET sector) by SAVE6 

MVBY6. 

WDATS Decrement sector header word 4 (words 

available this sector) by the length of the 
inserted entry (6 words) . Exit to PFXA 
if more words available in this sector. 
Exit to NEWFL. 

ADJHD XR1 points to COMMA. XR2 points to 

word 1 (first available LET entry) . 
XR3 points to IOAR of LET sector. 
Decrement word 4 of LET sector header 
(words available this sector) by 3 words. 
Increment sector header word 3 (disk 
blocks referenced by this LET sector) 
by disk blocks of program being stored. PGM 

Calculate exact word count for this sec- 
tor and insert into IOAR header . Go to 
PUT for writing LET sector to disk and 
return after sector has been completely 
written. Go to GCOMM to get DCOM 
from disk, and return after DCOM is in 
core . Exit to UPDTE . 



A closed subroutine to write a sector of 
LET or FLET to the disk with the exact 
word count required. Exit to SEXIT, 
(D94) , if this entry causes a cylinder 
overflow of LET or FLET. Calling rou- 
tine address is in PFLET. Go to PUT 
(in DUPCO) and return when last word 
has been written. Exit to calling routine. 
A closed subroutine to shift FLET entries 
six words , to permit insertion of a new 
entry. WORDS contains the number of 
words of this FLET sector which are to 
be shifted right by 6 words . Calling 
routine address is in MVBY6. Return 
to calling routine when move completed. 
Insert into FLET header word 4, three 
words available . Exit to MORFL if not 
last sector of FLET. Go to NEWHD to 
make final adjustments of sector header 
and write it to disk, returning after ini- 
tializing for next sector. Increment 
number of words in FLF.T (COM5) by the 
size of the next FLET sector header 
(5 words) . Insert leftover (shifted) 
entry and adjust header. Exit to SAVE6. 
Go to PFLET to write FLET sector and 
return. Increment sector address in 
IOAR header. Go to GFLET to get next 
FLET sector and return. Exit to SAVE6. 
Save the six words beyond the end of this 
FLET sector. Go to MVBY6 to shift 
right all entries in this FLET sector by 
six words , and return . Insert the six 
words, previously saved from last FLET 
sector, into the beginning of this FLET 
sector. Adjust FLET sector header word 
3 by disk blocks of the entry just inserted 
and subtract the disk blocks of the entry 
that has been shifted out of this sector. 
NOTE: If this is a partial sector, then 
zeros will be in the shifted entry and thus 
zero disk blocks will be subtracted . 

Exit to WDATS. 

XR1 set to Program Header word zero. 
XR2 points to word 1 (first available 
LET entry) . XR3 set at word 1 of LET 
entry just filled. Adjust word 3 of the 
LET entry to reflect the disk blocks 
required by the Disk System format 
program being stored. If this program 
has multiple entries, then enter into 
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GCOMM 



UPDTE 



PGM2 



PCOMM 



FXAL 



LET an additional LET entry of three 
words for each additional entry point; 
Exit to ADJHD (adjust sector header of 
LET) . 

A closed subroutine to get DCOM from 
disk. Calling routine address in 
GCOMM. Go to GET, in DUPCO, to 
read sector from disk. Exit to calling 
routine . 

Exit to PGM2 if neither Core Image 
program nor Data file . Sectorize disk 
block address of Core Image program 
or Data file. Exit to PGM2 
Record disk block address of program 
for exit message . Update disk block 
address of User Area, sector address 
of Working Storage , and the relative 
address of the next LET entry, both for 
COMMA and DCOM. Zero length of 
program in Working Storage. Exit to 
PCOMM if in temporary mode. Update 
the base values . 

Go to PUT (in DUPCO) to write adjusted 
DCOM to disk and return. Exit to REST 
(return to DUPCO for writing exit mes- 
sage; Job complete). 
Go to GCOMM to read DCOM from disk 
and return. Update COMMA and DCOM 
for Fixed Area operation. Exit to 
PCOMM (to put DCOM to disk and exit) . 



STOREMOD (STMOD) Function 

Chart: BH 

• Stores a program or data on the disk overlaying 
another program or data of the same name . 

This function accomplishes the replacement of a pro- 
gram or data stored on the disk by a new program or 
data without having to perform a DELETE function. 
It is assumed that the replacing program and the pro- 
gram to be replaced are in the same format. The 
word count of a new Core Image program is placed 
into the LET/FLET entry for that program. How- 
ever, no change is made to LET/FLET when pro- 
grams in Disk System format or Data files in Disk 
Data format are being stored. 

The first sector of the User or Fixed Area which 
contains the program to be replaced is read into the 
output buffer . The first sector of Working Storage is 
read into the input buffer. The output pointer is made 
to point to the first word of the program to be re- 
placed . The input pointer is made to point to the 
first word of the replacing program. 



The input buffer is moved one word at a time to 
the output buffer until either the input buffer is empty 
or the output buffer is full . 

When the output buffer is full, it is written onto 
the disk in the User or Fixed area. The next sector 
of the program to be replaced is read from the User 
or Fixed Area into the output buffer and the word for 
word replacement continues. 

When the input buffer is emptied, the next sector 
of the replacing program is read into it from Working 
Storage and the word for word replacement continues . 

This move and overlay sequence is repeated until 
all of the replacing program in Working Storage has 
been written onto the disk overlaying the program to 
be replaced. 

This function then returns to DUPCO for initiali- 
zation and the printing of the exit message . 

Entry Point 

SMODC+2 Exit to STMOV if not a Core Image pro- 
gram. Adjust the word count of the re- 
quired entry in LET and write to disk. 



Routines 
STMOV 

STM4 
STM3 



STM1 



STM2 



Save starting sector address and initial- 
ize output buffer. Initialize the move 
counters. Exit to STM4. 
Initialize the input buffer and pointer. 
Exit to STM3. 

Move 1 word from input to output buffer. 
Exit to ST Ml if more room in output 
buffer. If output buffer full, then write 
buffer to disk. Reinitialize the output 
buffer and pointer. Exit to STM1. 
Exit to STM2 if more words of this disk 
block still to be moved. Decrement 
count of disk blocks to be moved. Exit 
to STM2 if more disk blocks required to 
to be moved. Exit to REST (in DUPCO) 
if all words of output written back to disk . 
Write last output buffer to disk . Exit to 
REST (in DUPCO). 

Exit to STM3 if there are more words in 
the input buffer. Exit to STM4. 



DUMPLET Function 
Chart: BI 

• Restores the carriage before printing LET/FLET 
title. 

• Prints title LET/FLET with a six-word or three- 
word header respectively. 
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• Prints one LET/FLET entry per line. 

• Prints a five-word sector header for each sector 
after it is read into core. 

• Prints the Location Equivalence Table (LET) 
and/or the Fixed Location Equivalence Table 
(FLET) on the principle print device. 

• Returns control to DCTL, after last LET sector 
is printed, for printing an exit message. 

When DUMP LET is first brought into core from disk, 
it determines whether LET, or both LET and FLET 
are to be printed. When printing LET, it first prints 
the title 'LET'. It then prints six words from 
COMMA as a header. These six words are: FPA, 
FPAD, COM6, COM12, COM4, COM10. After the 
first header is printed, a sector of LET is read from 
disk. 

Within each sector of LET, there are five sector 
header words. 

These five words are printed after each sector 
is read into core . These words include : 

1. the sector ID number. 

2. the last sector indicator. 

3 . the number of disk blocks used by the programs 
represented in this sector of LET. 

4. the number of words that are available for entries 
in this sector. 

5. the next LET or FLET sector address, or if this 
is the last LET or FLET sector, zero (0). 

A LET entry can be either a three -word entry or 
a six -word entry. DUMPLET next determines wheth- 
er it is pointing to a three- or six -word entry. If it is 
a three -word entry, it checks to see if it is a prime or 
non-prime entry. For a three-word prime entry, the 
disk block address is calculated by accumulating the 
previous disk block counts and adding them to COM6 
(the base disk block address of the User Area). One 
LET entry will be printed per line on the print device. 
A printed prime entry will contain the program name, 
the disk block count of the program, and the starting 
disk block address of the program on disk. A non- 
prime LET entry will just have its entry name 
printed. For the six -word LET entries, a printed 
line will have the name of the entry, the disk block 
count, the disk block address, the core load address, 
the core execution address, and the actual disk 
block count of the program or Data file. 

After the last LET sector is printed, control is 
given back to DUP Control, and a two-word exit 



message is printed. The first word of this message 
is the User Area base address. The second word is 
the accumulated disk block count of all the programs 
whose entries are in the LET table. 

If it was determined from the DUMPLET control 
record that FLET was to be printed also at this time, 
DUP Control will return to DUMPLET and FLET will 
then be printed. 

FLET, which is the map of the Fixed Area on disk, 
contains only six -word entries. These entries will be 
printed as described above for six -word LET entries. 

The title 'FLET' is printed first, followed by a 
three-word header . The three words are obtained 
from COMMA words COM2, COM37, and COM5. 

As in LET, there will also be a five-word sector 
header . This header will be printed after each new 
sector is brought into core. 

At the completion of dumping FLET to the princi- 
pal print device, control is given back to DUP Control, 
whereby the exit message is printed, similar to the 
one after dumping LET. Then a new control card is 
read and decoded. 

Entry Point 

DLETC+2 Branch to START. 



Routines 
START 



SETUP 



GTLET 



This sets the LET/FLET header words 
switch (SCDSW) which is tested in the 
print I/O routine . Go to PRTRP to 
restore paper, and return. Set up the 
disk block address of the User Area 
base and initialize the exit message 
words . Check for FLET or LET print- 
ing. Exit to DFLT, if printing FLET; 
otherwise , go to PRTCR to space a line 
and return. Go to PRTEB to print the 
title 'LET' and return. Go to PRTCR 
to space a line and return. Set up for 
the five header words from COMMA. 
Go to PRTBI to print header words and 
return. Go to CLRBF-1 to clear LET 
buffer and return. Exit to SETUP. 
Set up the disk I/O buffer area 
LETAR with the word count and sector 
address of the LET sector. Exit to 
GTLET. 

Go to GET to get next sector of LET 
and return. Go to PRTCR to space one 
line and return. Check to see if this is 
a FLET sector; if so, exit to FLTHD. 
Exit to LTSKT. 
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LTSKT Prepare sector header words for print- 

ing, and set the SCDSW switch. Go to 
PRTBI to print sector header words 
and return. Reset SCDSW. Go to 
CLRBF-1 to clear LET entry buffer 
and return. Go to PRTCR to space a 
line and return. Set up the number of 
words of the present sector to be printed. 
Exit to LSTSK if this is the last LET 
sector. Exit to SETLF if last LET sec- 
tor, but there is a FLET to be printed. 
Exit to ENLUP if neither of these last 
LET sector conditions exists. 

ENLUP Exit to ENT6 if a six-word entry. Move 

the two-word entry name to the LET 
buffer LTBUF. Exit to MNONY if a non- 
prime entry. Calculate the disk block 
address of the current entry and place 
it in the LET buffer LTBUF along with 
the disk block count. Also update the 
second word of the exit message with 
the current entry's disk block count. 
Continue to BYPSS. 

BYPSS Exit to PRLET to print this entry, and 

return. Go to CLRBF-1 to clear LET 
entry buffer and return. Return to 
ENLUP if all entries in current sector 
have not been printed . Otherwise exit 
to TSTLT. 

TSTLT Exit to ENDMG if last LET sector. 

Exit to ENDMG if dump FLET indicator 
is on (RPSW) . If neither condition above 
exists, restore XR3. Return to GTLET. 

MNONY Set the name only switch JSTNM. 

CLRBF A closed routine to clear the LET entry 

data buffer LTBUF. Return to calling 
routine . 

SETFL Set the print FLET indicator (RPSW) . 

Exit to ENLUP. 

LSTSK Set the last sector indicator (LSTSW) . 

Exit to ENLUP . 

ENT6 Set the six-word entry indicator (SDCSW) 

and move the entry name to the LET 
buffer LTBUF. Disk block address of 
current LET entry is adjusted and 
moved to LET buffer LTBUF. Disk 
block address for next entry is calcu- 
lated. Second word of exit message is 
updated. Exit to DATAN if this is a data 
entry name . Calculate CI program disk 
block count and move to LET buffer 
LTBUF. ExittoLST3. 



DATAN Exit to NODUM if this is not a 1DUMY 

entry. For a 1DUMY entry, move disk 
block count from third word of entry to 
LET buffer LTBUF. Exit to NODUM+1. 

NODUM Move disk block from sixth word of data 

entry to LET buffer LTBUF. Exit to 
LST3. 

LST3 This moves the last remaining three 

words of a six-word entry to the LTBUF 
area. Reset SCDSW. Go to PRLET to 
print one LET entry and return. Reset 
SDCSW. Go to CLRBF-1 to clear LET 
entry buffer, and return. If all entries 
have been printed, exit to TSTL; if not, 
return to ENLUP . 

FLTHD Go to PRTEB to print title FLET and 

return. Go to PRTCR to space one line 
and return. Set up the FLET header 
words. Go to PRTBI to print FLET 
header words from COMMA and return. 
Go to PRTCR to space one line and re- 
turn. Reset the FLET header switch 
FHDSW and return indirectly through 
FLTHD. 

ENDMG Go to PRTCR to space one line, and 

return. Exit to REST (return control 
to DUPCO) . 

DFLT Set up the disk I/O buffer (word count 

and sector address) to get FLET sec- 
tors . Initialize the base disk block 
address of the Fixed Area, and reset 
the print FLET switch (RPSW) . Set 
the FLET Header switch (FHDSW) and 
exit to GTLET. 

Disk Write Address (DWADR) F unction 

Chart: BJ 

• Rewrites sector addresses in Working Storage. 

• Writes D120ie into the first word of all sectors. 
Writes 2663i6 into the second word of all 
sectors . 

• Writes the next 238 words containing AXXX 
(where XXX = sector address in hexadecimal) . 

• Writes zeros in the remainder of the sector. 

• Writes the above information on every sector 

from the start of Working Storage through Sector 

1599 decimal (63 F_). 
lb 
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Entry Point 



WADRC+2 



Routines 
ADSAD 

PUSAD 



NUCYL 



Enter from PLUS2 routine of DUP Con- 
trol. Insert the address of the last sec- 
tor of the User Area into SAD. 
NOTE : SAD is used for the sector ad- 
dress. Exit to GET to read last sector 
of User Area and return. Thus the arm 
is positioned just one sector in front of 
Working Storage. Exit to ADSAD. 



Step SAD by one to obtain sector address 
of next sector to be written. Exit to 
NUCYL if this is a new cylinder . Exit 
to PUSAD. 

Format the sector; i.e. , proper sector 
address , first two special words and the 
address ORed with A000 and filled out 
with zeros . Exit to the Disk I/O rou- 
tine in the Skeleton Supervisor to cause 
the sector to be written and then return. 
Exit to ADSAD. 

If last sector of Working Storage has 
been written, exit to REST (return con- 
trol to DUP CO) . Use disk I/O to do a 
direct seek of plus 1 cylinder. Exit to 
PUSAD if not a defective track; other- 
wise , add seven to sector address in 
SAD. Exit to ADSAD. 



DEFINE Function 

Chart: BK 

DEFINE consists of three basic segments which per- 
form the following: 

• Define a Fixed Area. 

• Void the Assembler. 

• Void FORTRAN. 

To provide a Fixed Area or to increase its size , the 
Core Image Buffer, LET, and the User Area must be 
moved toward, and partly into, Working Storage. 
Working Storage will be reduced by the increased size 
of the Fixed Area. The corresponding addresses in 
COMMA and DCOM are updated. The elimination of 
FORTRAN or the Assembler will cause all programs, 
Core Image Buffer, and LET to be moved away from 
Working Storage and thus Working Storage will be ex- 
panded by the size of the eliminated program. 



Both COMMA and DCOM must be updated accord- 
ingly. Once FORTRAN or the Assembler have been 
eliminated, neither can be restored without reloading 
the entire disk pack including all the programs in the 
User or Fixed Area that are still of value to the user. 

Likewise, after a Fixed Area has been defined it 
cannot be reduced in size without a complete pack 
reload . 



Entry Point 



DEFC+2 



Routines 



MVDSK 



DKMVD 



FINSH 



PRVFA 



Enter from DUP Control. Exit to 
VDASM if voiding Assembler . Exit to 
VDFOR if voiding FORTRAN. Exit to 
print error message if not sufficient 
number of cylinders requested (at least 
2 if no previous Fixed Area, at least 1 
if Fixed Area present). Exit to print 
error message if defining requested 
number of cylinders would exceed Work- 
ing Storage. Set up addresses of first 
sector to be moved FROM and TO, using 
FPAD as a base address. Exit to 
MVDSK. 



Move sectors on disk left, until the 
FROM address is equal to the old CIB 
sector address (COM2) . Exit to DKMVD. 
Update most of COMMA. Exit to PRVFA 
if there was a previous Fixed Area. 
Assign a FLET sector address (from 
old CIB) . Exit to SHDR to set up the 
FLET sector header, and return. Exit 
to DUMMY to produce a dummy entry, 
and return. Write FLET sector to disk. 
Exit to FINSH. 

Exit to UPDLT to update LET sectors . 
Exit to UPDCM to update DCOM. Exit 
to REST (return control to DUP CO for 
exit message and next DUP control 
record) . 

Finds the address of the last sector of 
FLET. Reads the sector into core and 
locates the position of the last entry. If 
the last entry is a dummy entry, adds 
to it the number of disk blocks being 
defined (PDMY) . If the last entry is not 
a dummy entry, checks if there is room 
for another (dummy) entry in this FLET 
sector. If yes, corrects the header and 
creates a dummy entry, using the closed 
subroutine DUMMY . If no , modifies the 
header and COMMA, writes the sector 
of FLET in core back onto the disk, 
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builds a new sector header using closed 
subroutine SHDR, and creates anew 
dummy entry. Writes the sector onto 
the disk. Exits to FINISH. 

VDASM Print error message if Fixed Area pres- 

ent, or if Assembler is not present. 
Compute FROM, TO addresses of first 
sectors to be moved. Use closed sub- 
routine MOVE to do all of the moving. 
Use closed subroutine UDCOM to update 
COMMA. Use closed subroutine UPDLT 
to update the LET sectors . Use closed 
subroutine UPDCM to update the DCOM 
sector. Exit to REST (return control 
to DUPCO) . 

VDFOR Print error message if Fixed Area pres- 

ent or if FORTRAN is not present. Com- 
pute the FROM and TO of first sectors 
to be moved. 

Use MOVE to do the moving. 
Use UDCOM to update COMMA. 
Use UPDLT to update the LET sectors. 
Use UPDCM to update the DCOM sector. 



Exit to REST (return control to DUPCO) . 

DUMMY A closed subroutine that inserts dummy 

entry into FLET. Set into words 1 and 
2 the name code of 1DUMY. Set word 3 
equal to the disk block count of the un- 
used Fixed Area. Set words 4-6 to 0. 
Exit to calling routine . 

UPDLT A closed subroutine to update all the 

LET sectors. Get each LET sector. 
Modify word 5 of the sector header; 
that is, the sector overflow address. 
Put each LET sector back to disk in 
turn. Exit to calling routine. 

UPDCM A closed subroutine to update DCOM. 

Get DCOM from disk. Insert into DCOM 
the corresponding values from COM2, 
COM5, COM6, COM12, COM35, COM36, 
COM37, COM52, COM54, FILE, FPA, 
FPAD, ASAD, and FSAD. Put DCOM 
back to disk. Exit to calling routine. 

UDCOM A closed subroutine to update COMMA. 

Alter COM2, COM6, COM12, COM35, 
COM36, FILE, FPA, and FPAD by the 
required amount. Exit to calling routine. 

MOVE A closed subroutine to move specified 

sectors from sector whose address is 
contained in FAD2 to sector whose ad- 
dress is contained in TAD2 and continue 
moving until last sector to be moved has 
been moved. Exit to calling routine. 



DUP I/O 

Because of the variety of I/O devices and formats 
required, specialized I/O routines are used in DUP. 
These routines consist of the basic Read and Write 
IOCS, the normal device code conversion routines, 
and the special formatting routines. 

At system load time , the System Loader/Editor 
selects the required I/O routines based on the system 
configuration records . These I/O routines are loaded 
to the disk in specified sectors . The ILS routines 
required by these I/O routines are grouped within 
DUPCO to ensure they are in core during a DUP oper- 
ation. In addition, since it is desirable to permit 
paper tape output while the principal I/O is cards, 
the paper tape I/O routine (PTX) is loaded in the 
auxiliary IOCS cylinder regardless of which I/O rou- 
tine is loaded in the principal IOCS cylinder . 

Thus , at DUP execution time , any DUP function 
requiring I/O specifies a word count and transfers to 
an I/O entry point determined by the format to which 
the data or program is to be converted. That entry 
point in any DUP I/O routine accomplishes the re- 
quired conversion and the formatting of the data or 
program as dictated by the entry point . 

Table 1 shows the I/O code conversions accom- 
plished within the DUP I/O routines . See the publica- 
tion IBM 1130 Monitor System Reference Manu al 
(Form C26-3750) for detailed descriptions of the 
various formats handled by the DUP functions . 



DUP I/O ROUTINES 



DISKO Routine 

• Performs all the disk I/O functions for DUP. 

This routine is described in the publication IBM 1130 
Subroutine Library (Form C26-5929) . 

CARDX Routine 

• Performs the card I/O functions for DUP includ- 
ing the required conversions . 



Entry Points 

GETCD A closed routine to read a card in IBM 

card code. Store a count of 80 into 
core I/O area, read one card, using 
card I/O routine, into CRBUF. Con- 
vert the 80 characters into 40 packed 
EBCDIC words in CRBUF-40 using 
the Speed Routine. 
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Table 1. I/O Code Conversion Table 



Disk 
Representation 


Input or Output 


Output 


Card 


Paper Tape 


1 132 Printer 


Console Printer 


1 word (16 bits) 
packed EBCDIC 


2 columns 

(2 characters) 

IBM card code 


4 frames 

(2 characters) 

PTTC/8 code 


2 alphameric 
characters 


2 alphameric 
characters 

(via Rotate/Tilt code) 


1 word (16 bits) 
binary 


1 -1/3 columns 
binary 


2 frames 
binary 


4 alphameric 
characters- 
hex number 


4 alphameric 
characters- 
hex number 

(via Rotate/Tilt code) 



CDGET 



CDSEL 



CDPCH 



Buffers 

DF-82 

CRBUF 

CRBUF-40 

PCH1 

RD1 



Routine to read a binary coded card. 
Read 72 columns into DF-81 through 
DF-10. Pack the 72 words into 54 bi- 
nary words at DF-81. IE the card is a 
data card (DATSW t 0) , skip the check 
sum routine. Check sum routine: If 
check sum word in card is zero, don't 
do check sum. If check sums don't 
compare , exit to SEXIT (error exit in 
DUPCO) . Exit to calling routine. 
A closed subroutine to pass non-DUP , 
non-SUP cards. Stacker select the last 
card read. Exit to calling routine. 
A closed subroutine to punch binary 
cards . The card ID is in core in name 
code . Convert ID to IBM card code 
and store in card area. If card is a 
data card, skip check sum; otherwise 
calculate the check sum and store it in 
word 2 of the card area. Convert se- 
quence number from binary to IBM 
card code and store in card area. Ex- 
pand binary to 12-bit words. Punch 80 
columns . Update sequence number for 
next card. Exit to calling routine. 



Binary card input. 
IBM card code input. 
Packed EBCDIC card buffer. 
Binary card output (12 bit) . 
Binary card output (16 bit) . 



TYPX Routine 

• Performs the output functions to the Console 
Printer for DUP including conversions. 

Entry Points 

PRLET A closed subroutine to print LET. Set 

up for TRUEB and PRTBI. Convert LET 
entry from name code to fine EBCDIC 
characters using TRUEB. If entry con- 
tains a name only, type name using 
PRTEB and exit to calling routine . If 
entry is more than just a name, set up 
for EBPRT conversion. Convert entry 
from EBCDIC to printer code using 
BINHX and HOLPR. Set up to print bi- 
nary. Print entry using PRTBI. Exit 
to calling routine . 

PRTBI A closed subroutine to print binary. Set 

up and convert data using BINHX. If the 
correct number of words has been print- 
ed, go to PTLN and then exit to calling 
routine. PTLN converts data to printer 
code using HOLPR and prints the line. 
If the end of the sector being printed is 
reached, get next sector. If the end of 
a four-word group is reached, put in an 
extra space and check for a full line. 
If line is full, go to PTLN, then back to 
start of PRTBI; otherwise, go to set up 
and convert with BINHX. 

PRTCR Set up for carriage return. Go to WRTY, 

then exit to page restore routine. 
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PRTRP Go to PRTCR 10 times, then exit. 

PRTEB A closed subroutine to print packed 

EBCDIC. Go to PRTCR to return car- 
riage . Set up and convert data using 
EBPRT. Print a line using WRTY 
routine , then exit to calling routine . 



RD3 



Output buffer for printing LET and bi- 
nary. 



Buffers 



RD2+1 



RD3 



PRNTB+40 



Packed EBCDIC in TRUEB; IBM card 
code in BINHX. 

Output buffer for Console Printer code 
when printing LET and binary. 
Buffer for Console Printer code when 
printing EBCDIC. 



VIPX Routine 

• Performs the output functions to the 1132 Printer 
for DUP including conversions . 



Entry Points 



VPSP 



VPSK 



VPET 



VPBI 



VPEB 



Buffers 



RD3+16 



A routine to set up a carriage space. 
Check for 1132 ready and not busy. 
XIO to start carriage space. Exit to 
calling routine. 

A closed subroutine to set up a carriage 
restore. Check for 1132 ready and not 
busy . XIO to start carriage skip . Exit . 
Routine to print LET. Set up TRUEB 
and convert LET entry from name code 
to EBCDIC . If entry contains a name 
only, print the name using VPEB and 
exit. If entry contains more than just 
a name, set up and convert rest of line. 
Print entry using VPBI. Exit to calling 
routine . 

Routine to print binary. Set up and con- 
vert data using BINHX. If the correct 
number of words has been printed, go 
to PTLN, then exit (PTLN prints the 
line) . At end of a sector, space two 
extra lines . If a four-word group is 
complete, put in an extra space. Check 
for a full line. If full, go to PTLN then 
back to BINHX. 

Routine to print packed EBCDIC . Ex- 
pand packed EBCDIC to EBCDIC. Print 
lines using VIP printer special. Exit 
to calling routine. 



Output buffer for unpacked EBCDIC. 



PTX Routine 

• Performs all paper tape I/O functions for DUP 
including conversions. 



Entry Points 



GETPT 



PTGET 



PTSEL 
PTPCH 



Buffers 

CRBUF 
CRBUF-40 
DF-82 
RD1-2 



A closed routine to read PTTC/8 record. 
Sets word count for paper tape read to 
80. Reads one record, with check, 
using PAPT1. Sets character count for 
paper tape conversion to 160 . Converts 
from PTTC/8 to packed EBCDIC using 
PAPEB. Conversion will stop after DD 
(new line) code . Return to calling 
routine . 

A closed routine to read a binary record. 
Reads one word, with check, which brings 
in hexadecimal 00 word count (WC) . Reads 
WC words without check. If record is not 
a data record (DATSW = 0) , do a check 
sum on record, then compare the check 
sums. 

Dummy entry point corresponding to 
CDSEL in CARDX routine. 
Routine to punch binary records . If 
record is a data record, set the word 
count to 54 and skip check sum routine. 
If record is not a data record, determine 
the word count (WC) by closing off blanks 
from the right; calculate a check sum. 
Punch hexadecimal 7F followed by me 
record. Exit to calling routine. 



PTTC/8 control record input. 
EBCDIC area after conversion. 
Binary tape record input. 
Binary tape record output. 



Error Message Routine (PERRC/TERRC) 

• Prints the appropriate error message. 

• Terminates the DUP function. 

To perform the printing of the error messages, the 
routine PERRC is present in those systems having the 
1132 Printer. In all other systems the routine TERRC 
is present. The routines function identically . The 
System Loader selects the required routine at system 
load time . 
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Entry Point 



Exits 



There is only one entry point, PERRC+2/TERRC+3, 
which is the first word of the first sector of PERRC/ 
TERRC. Control is passed to the error message 
routine after a DUP function has requested an error 
message by way of a long BSI instruction to SEXIT. 
The BSI is followed by a DC containing the error 
parameter. 



PERRC/TERRC 



Using the error parameter, this routine calculates 
(1) the word count of the message which is placed 
into XR1, (2) the error message number which is 
placed into XR2, and (3) the return address. The 
print routine contained within PERRC/TERRC prints 
the requested error message and returns to the ad- 
dress specified. 



If the message printed is "DO 3 Invalid Header Length", 
then the calling DUP function was DUMP or STORE . 
In this case , control is not returned to DUMP or 
STORE . Instead, records are read until either (1) a 
Monitor control record is encountered and a call to the 
Monitor is effected after setting the non-read switch or 
(2) a DUP control record is encountered, in which case 
an exit is made to REST+1 in DUPCO which initializes 
the DUP function specified in the control record read. 

If the message printed is "D72 Load Blank Cards", 
control is returned to the calling DUP function, DUMP, 
which then continues after more blank; cards have been 
loaded. 

In all other cases, control is returned to REST+1 
in DUPCO, the exit message is thus inhibited, and 
DUPCO initializes for the next DUP function. 

See the publication IBM 1130 Monitor System 
Reference Manual (Form C26-3750) for a list of the 
error messages, their meanings, and the routines 
from which they are called. 



SECTION 4: ASSEMBLER PROGRAM 



This section contains descriptions of the internal 
structure and operation of the 1130 Monitor System 
Assembler. 

The 1130 Monitor System Assembler is designed 
to translate the statements of a source program 
written in 1130 Assembler Language into a format 
which may be dumped and/or stored by DUP or 
executed directly from Working Storage. 

Basically, the functions of the Assembler are: 

1. Convert the mnemonic to machine language 
(except for Assembler control records). 

2. Assign addresses to statement labels. 

3. Insert the format and index register bits into the 
instruction if applicable. 

4. Convert the instruction operands to addresses 
or data. 



control records. When the first non -control record 
statement is encountered, Phase 1A is read in over- 
laying Phase 1. If the principal input device is the 
paper tape reader, Phase 1A moves the source 
record previously read 20 character positions to the 
right in the input buffer. It then initializes the bound- 
ary conditions for the Symbol Table. When this is 
completed, Phase 2 is read in, and statement process- 
ing begins. 

As the statements are processed, a table is 
built which contains the symbols found in the Label 
Fields. This table is called the Symbol Table. Each 
valid label used in the program along with the ad- 
dress assigned to the label is entered into the Symbol 
Table. The format, contents, and use of the Symbol 
Table are described in detail later in this section. 
The building of the Symbol Table is the major objec- 
tive of the Assembler during Pass 1. 



PROGRAM OPERATION 

Phase of the Assembler Program is read into core 
storage by the Supervisor whenever the Supervisor 
encounters an ASM Monitor control record. Control 
is then transferred to the Assembler Program. 

The source program is read and processed (one 
statement at a time) twice during each assembly. 
The source statements are normally read into core 
storage from the principal I/O device, processed, and 
stored on disk during the first Pass (Pass 1). 

During the second Pass (Pass 2) the statements 
are read from the disk for processing. When the 
source program is read in only once, the assembly 
is said to be in one pass mode . In some cases, the 
source program is read through the principal I/O 
device on Pass 1 and Pass 2. The assembly is then 
said to be in two pass mode. 

Pass 1 

The Supervisor reads the first sector (Phase 0) of 
the Assembler Program into core storage and 
transfers control to it. Phase then reads in the 
principal I/O and principal printer subroutines and 
a level 4 ILS, sets up the Interrupt Transfer Vector 
(ITV), reads in the non -overlay section (Phase 9) of 
the Assembler and then overlays a part of itself with 
the Control Record Phase (Phase 1). The control 
records are read, analyzed, and listed. Switches 
are set for the various options specified by the 



Pass 2 

At the end of Pass 1, the Assembler initializes itself 
for Pass 2. Phase 1 is read in; S1A +2 is the entry 
point for Pass 2. If the Assembler is operating in 
one pass mode, Pass 2 begins automatically, using 
the source program stored on the disk during the 
first pass. If the Assembler is in two pass mode, the 
source program must be reloaded to begin Pass 2. 
During Pass 2, object output in the form of hexa- 
decimal digits and/or error codes is generated. The 
object output is stored on the disk in Disk System 
Format and an on-line listing may be obtained. If 
a list deck or paper tape object program is desired, 
the Assembly must be made in two pass mode. 

When the input is from cards and a list deck is 
specified, the output is punched into the first 19 
columns of each source card. The object output 
consists only of error codes if the List Deck E option 
is specified. 

When the input is from paper tape, the entire 
source statement is punched into the new tape in 
addition to the object data. (This simulates the opera- 
tion of the 1442 Card Reader Punch.) 



I/O Data Flow 

The input to the Assembler is from cards or paper 
tape. The output depends upon the mode of assembly. 
(See Figure 10.) 
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One Pass Mode: In Pass 1, source program state- 
ments are read into storage and stored on the disk. 
The data in the I/O area is packed 2 EBCDIC char- 
acters per word, beginning with the first position of 
the label field if the label field is not blank, or with 
the first position of the operation field if the label field 
is blank. A prefix word which indicates the word 
count and the starting point of the record (Col. 21 or 
27) is added before placing the statement on disk. 
During Pass 2, the statements are read from 
disk, unpacked, and processed. The output object 
data is stored on disk in Disk System Format. In 
addition, a. printed listing of the object program and/ 
or the Symbol Table may be obtained by specifying 
these options with control records. 

Two Pass Mode: The card or paper tape source 
program must be read into core storage on Pass 1 
and Pass 2. During Pass 2, object data are stored on 
the disk. A list deck, not compressed, or tape and/ 
or a listing will be generated if specified by an 
Assembler control record. A listing of the Symbol 
Table and/or Symbol Table deck may also be obtained 
if specified by Assembler control records. 



RELOCATABILITY 

The Assembler Program will assemble programs in 
either absolute or relocatable mode. All subroutines 
must be assembled in relocatable mode. 



Absolute Mode 

An absolute program is one that is loaded into a 
predetermined area of core storage for execution. 
The core locations used at execution time are the 
same as those specified in the source program. 

In an absolute assembly, all values assigned 
to labels are absolute and all operands are absolute. 



Relocatable Mode 

A relocatable program is one that can be loaded, by 
the Loader, into (and executed from) an area of core 
independent of the addresses assigned to instructions 
and constants during assembly. 



Source Program 




Source and Object Output (optional) 
Figure 10. Assembler I/O Flow 



Listing (optional) 



Object Output 
(Disk System format) 
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Labels 

When labels are entered into the Symbol Table and 
the assigned value is relocatable, a bit signifying that 
it is relocatable is also entered. All labels except 
EQU statement labels are relocatable. EQU state- 
ment labels are absolute if the operand is absolute 
and relocatable if the operand is relocatable. 

Operands 

Operands that are assembled to become the second 
word of a two -word instruction or an address con- 
stant may be assembled relocatable. These words 
will be modified by the Loader at load time. 

The Loader will modify the second word of re- 
locatable long instructions and the value of relocat- 
able constants by the difference between the address 
assigned to an instruction and the address that the 
instruction will actually occupy. Operands that 
must be relocatable in a relocatable program are: 

1. The operand of the second word of a two-word 
instruction when it represents the address of 
an instruction, a constant, or data that is con- 
tained within the program. 

2. The operand of a short instruction if the dis- 
placement is to be added to the IAR contents 
to yield the effective address at execution time. 
This includes all instructions assembled with 
blank format and tag fields except LDX, LDS, 
and any shift instruction. 

3. The operand of a DC statement when it repre- 
sents the address of an instruction, a constant, 
or data contained with the program; for example, 
a constant that represents the address used by 
an indirect addressing instruction. 

4. The operand of an ORG, ENT, or END 
statement. 

5. The operand of an EQU statement if it is the 
label of a relocatable statement. 



relocatable) the value of the absolute element (or 
product of the absolute elements) is added to (or 
subtracted from) the counter. When all operand 
elements have been processed, the counter must 
be equal to +1 (relocatable) or (absolute). Any 
other value will result in a relocation error. 
Relocatable elements in operands are: 

1. A symbol that is defined by means of the 
Location Assignment Counter (see Tables 
and Buffers) . 

2. The asterisk symbol when used as an 
element. 

Absolute elements in operands are : 

1. Decimal and hexadecimal integers. 

2. Character values. 

3. Symbols which have been equated to an ex- 
pression which has an absolute relocation 
property. 



NOTES 

1. A symbol that has been equated (by means of the 
EQU Assembler instruction) to an expression 
assumes the same relocation property as that 
expression. 

2. The difference of two relocatable quantities is 
an absolute quantity. 

3. A relocatable quantity plus or minus an absolute 
quantity is a relocatable quantity. 

4. The sum or difference of any number of absolute 
quantities is an absolute quantity. 

5. Relocatable elements cannot be multiplied by 
relocatable elements. 

6. In an absolute assembly, all symbols and the 
asterisk value are defined as absolute; therefore, 
no relocation errors are possible. 



All other operands must be absolute. 



STORAGE LAYOUT 



Determining Relocatability : The Assembler adds 
one to a counter for each relocatable element that 
is added in the operand and subtracts one for each 
element that is subtracted. When two or more 
elements are multiplied (only one of which is 



Figure 11 illustrates the layout of core storage during 
an assembly. The addresses listed are approximate 
and should not be construed as the final address 
assignments. For the actual addresses, refer to 
the program listing using the symbolic labels. 
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Address 


Segment 


0000 


Skeleton Supervisor: including 
ITV, COMMA, Disk ILS, DISK0 


025C 


DBUF-Card or P.T. I/O; object output buffer (one pass mode) 


03F4 


BUFI -Intermediate I/O buffer or object output buffer (two pass mode) 


0542 


ILS04, DISK1, multi -sector subroutine, FLIPR 


05B2 


Overlay Area 

1 . Phase Assembler Loader 

2. Phase 1 Control records 

3. Phase 1A 

4. Phase 2 First card group 

5. Phase 5, or 6, or 7, or 8, or 12 

6. Phase 12A 

7. Phase 3 Symbol Table Output 

8. Phase 4 Last phase 


0774 
07B7 


BGASM „, ,.,*..,. 

now Non-overlaid Mainline (Phase 9) 


07D6 
07D8 
07DA 
07DC 
07DE 
07E0 
07E1 


GETS6 
GETS7 
GETS8 
GETS2 
GETS5 
GTS 12 
End of Phase 3 


07F7 
0925 
09E0 
0A67 
0A6F 
0AB3 
0B42 
0B92 
0BE9 


SCAN 

BEGOP 

SAREA (80 word input buffer) 

B4HEX 

ERFLG 

LDLBL 

LABCK 

DFOUT 

STSCH 


0C81 


STADD Overlayed by DTHDR and WRDF0 (Phase 10) 


0D0B 


INT1 Overlayed by fNT2 (Phase 11) 


ODDB 


Optional Print Routine: Console Printer 

or 
1 132 Printer 


0EB2* 


One sector buffer for Symbol Table overflow 


End of 
Core 


In-Core Symbol Table 



"Other possible lower limits for Symbol Table 

1, 0DD8: No listing, one pass mode 

2. 0D74: No listing, two pass mode 



Figure 11. Assembler Storage Layout 
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OUTPUT FORMAT AND ERROR CODES 

Table 2 lists the contents of character positions 1-16 
(each character position corresponds to one word in 
the I/O buffer) of the I/O buffer. The contents are 
inserted during Pass 2 in hexadecimal format. Just 
prior to the optional print and/or punch operation, 
the buffer contents are converted to the proper 
output format for the output devices. 



Character positions 18 and 19 of the I/O buffer 
are used for error codes. The code for the first 
error detected in an erroneous statement is inserted 
into position 18. The code for any remaining errors 
is inserted into position 19. Note that if three or 
more errors are detected within one statement, 
only the first (in position 18) and the last (in 
position 19) are indicated. The error codes are 
listed in Table 3. 



Table 2. Format of the I/O Buffer 



Statement 
Type 


I/O Buffer 
Position* 


I/O Buffer Value in Hexadecimal 


ABS 


1-16 


Blank. 




BSS, BES 


1-4 
9-12 


Location assigned to the label, if any. 
Number of reserved words (operand value). 




CALL 


1-4 
6-7 
9-16 


Location assigned to the branch instruction built by the Loader. 
30 (special relocation code for a CALL). 
Subroutine name in packed EBCDIC form. 




DC 


1-4 
6 
9-12 


Location assigned to the constant. 

Relocation code for the constant (0 = absolute, 1 = relocatable). 

Value of the constant. 




DEC 


1-4 
6-7 


Location of the left-most word of the constant (always at an even location) 
(both words are absolute). 




DSA 


1-4 
6-7 
9-16 


Same as CALL. 

31 (special relocation code for a DSA). 

Same as CALL. 




EBC 


1-4 
9-12 


Location of the left-most word of the operand. 
Number of core positions reserved for the operand. 




END 


1-4 
9-12 


Next available even location after this program. 
Starting address if mainline program. 




ENT 


1-4 
9-12 


Location of the entry point. 
Name of relative entry point. 




EPR 


1-16 


Blank. 




EQU 


1-4 


16-bit operand value. 




EXIT 


1-4 
6 


Location assigned to the label. 
0. 






9-12 


60XX (XX is the address of the EXIT entry point to Skeleton Supervisor; i.e 


., 6038). 


HDNG 


1-16 


Blank. 




All Imperative 
Instructions 


1-4 

6 

7 

9-12 

13-16 


Location of the left-most instruction word. 

Relocation code for word 1 (always zero). 

Relocation code for word 2 (blank for a short instruction; = absolute, 1 = 

Machine-language OP code, F and T, and Displacement. 

Word 2 of long instructions. 


relocatable). 


ISS 


1-16 


Same as ENT. 




LIBF 


1-4 
6-7 
8-16 


Same as CALL. 

20 (special relocation code for an LIBF). 

Same as CALL. 




LI BR 


1-16 


Blank. 




LINK 


1-4 
6-7 
9-13 


Location assigned to label, if any. 

00. 

Same as CALL. 




ORG 


1-4 


Location assigned to the label, if any. 




SPR 


1-16 


Blank. 




XFLC 


1-6 
6-7 
9-16 


Location of the left-most mantissa word. 
Value of the exponent. 
Value of the mantissa. 





'Buffer positions correspond directly with card columns in the List Deck. 
Unlisted positions are always blank. 
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Table 3. Assembler Error Codes 



Error Code 


Error Description 


Error Procedure 


A 


Address Error 

An attempt has been made to specify a displacement, 

directly or indirectly, outside the range +127 to -128 


The displacement is set to zero. 


c 


Condition Code Error 

A character other than +, -, Z, E, C, or O (Alpha) 

has been encountered in a condition operand. 


The displacement is set to zero. 


F 


Format Error 

A character other than a blank, X, L, or 1 has been 
used in the format field or an L or 1 format has been 
specified for an OP code valid in short form only. 


The instruction is processed as a long instruction if the 
instruction is valid in the long form. Otherwise, it is 
processed as though an X format code had been specified. 


L 


Label Error 

An invalid symbol has been used as a label. 


The label is ignored. 


M 


Multiply-defined Symbol Error 

More than one statement has the same symbol in the 

label field . 


The first occurrence of the symbol defines the value in 
the Symbol Table. Subsequent occurrences of the same 
symbol are ignored. Note: this error will appear in 
statement referencing the multiply-defined symbol. 


O 


OP Code Error 

The mnemonic OP code is not in the OP code table. 
Header type statements are incorrectly positioned in the 
source program. 


The Location Assignment Counter is incremented by two. 
The statement is treated as comments (except for the 
error code). 


R 


Relocation Error 

The operand is neither absolute nor relocatable, or two 

relocatable operand elements are multiplied by each 

other. 


The effective operand value is set to zero. 




The operand is absolute in a relocatable assembly 
when the displacement had to be modified or the 
operand is relocatable when the displacement did not 
requ i re mod i f i cation . 


The displacement is set to zero. 




The operand of an ENT or ISS statement is absolute. 


The effective operand value is set to zero. 




The operand of an ORG statement is absolute in a 
relocatable assembly. 


The operand value is ignored. 




The operand of a BSS or BES statement is relocatable. 


The effective operand value is set to zero. 


S 


Syntax Error 

Illegal syntax in the operand field (e.g. invalid sym- 
bols, adjacent operators, illegal characters in an 
integer, no 'before character values). 


The affected operand is given a value of absolute zero. 




Mainline program entry point not specified in an END 
statement of a mainline program. 


Positions 9-12 of the I/O buffer are left blank. 




Incorrect syntax in a DEC or XFLC operand (e.g. Illegal 
character, loss of high order bits, exponent overflow). 


Constant set to or 0.0. 


T 


Tag Error 

The Tag field in an instruction contains a character 

other than a blank, 0,1,2, or 3. 


The Tag field is set to zero and the statement is proc- 
essed as though the Tag field were zero. 


U 


Undefined Symbol Error 

An Undefined symbol is found in an operand. 


The affected expression is given the value of absolute 
zero. 
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TABLES AND BUFFERS 

Operation Code Table (BEGOP) 

The operation code table contains three words for 
each mnemonic entry. The first two words of each 
entry contain the four characters of the op code 
(packed 2 EBCDIC characters per word) . The third 
word contains the binary machine -language op code 
and information used by the routine that processes 
the particular op code. The format of the third 
word is as follows. 



10,1,2,3,4,5,6 


7,8 


9,10 


,11,12,13,14,151 




Op code 








Code for 
statement 


One indi - 








processing 










routine 




LIBF state- 










ment 








One in- 








dicates 


Ones indicate -J 






valid in 


CALL statement 






short 
form 


One indicates — 






only 


displacement 






must be 




' One indicates 


modified by 


displacement 


Location As- 


must not be 


signment 


modified by 


Counter 


Location As- 




signment 




Counter 












shift instructions 



The statement-processing routine code (bits 12- 
15) is used to branch to a branch table at the begin- 
ning of each instruction-processing overlay. If the 
overlay required for this instruction is in core, the 
branch table will branch to the specific routine. 
Otherwise the branch is to the mainline to set-up 
the read of the required overlay. See Figure 11. 

Instruction Buffer (INSBF ) 

The instruction buffer is a one-word work area used 
when instructions are being formed. It contains only 
the first word of long instructions. Initially, it is 
loaded with the op code (bits 0-4) and the modification 
bits (bits 8-9) for shift instructions (derived from the 
third word of the op code table) . As the instruction 
is being processed,the format, tag, indirect address- 
ing, and displacement bits are inserted. 

At the end of the DISP routine , the contents of the 
instruction buffer are saved in the one-sector DSF out- 
put buffer and then are converted to four EBCDIC char- 
acters (four bits per character) and stored in positions 
9-12 of the I/O buffer. 

Location Assignment Counter 

The Location Assignment Counter (named address 
counter in the listings; symbolic: ADCOW) is a one- 
word counter used to assign sequential storage 



addresses to the program statements . It always 
contains the next available address . 

The counter is initially set to zero and is set 
differently or incremented according to the state- 
ment type as shown in Table 4 . 

Secondary Location Assignment Counter 

The secondary Location Assignment Counter (ADCW2) 
is used to detect breaks in sequence in Disk System 
Format output . It is incremented by one in the DFOUT 
subroutine for every data word entered in the output 
buffer (except the first word of an LIBF entry point 
name) . 

Table 4. Location Assignment Counter 



Statement 




Type 


Effect 


ABS 


Set to the lowest loadable core address. 




(Address obtained from the symbolic location 




LDRND.) 


BSS,BES 


Incremented by the value of the operand. 




(If E-format and the counter is odd, increment 




one more.) 


DC,LIBF 


Incremented by one. 


DEC 


Incremented by two. (If the Location Assign- 




ment Counter is odd, increment one more.) 


DSA,XFLC 


Incremented by three. 


EBC 


Incremented by one-half the number of operand 




characters. (An odd character count is incre- 




mented by one before the count is halved.) 


END 


Incremented by one if the Location Assignment 




Counter is odd. 


LINK 


Incremented by four. 


ORG 


Set to the value of the operand » 


EXIT 


Incremented by one. 


Invalid 


Incremented by two. 


OP Code 




Machine 




Instruction 




Statements 




Short 


Incremented by one. 


Long or 




Indirect 


Incremented by two. 



Symbol Table 

The Symbol Table is a table containing the source 
statement labels and their assigned values. There 
are also bit positions to indicate that the label is 
relocatable or multiply -defined. 

All symbols defined in the program are entered 
in the Symbol Table. Symbols that appear in the 
label field of Assembler instructions which do not 
use labels (for example, ABS, END, ENT) are not 
entered. 



Section 4: Assembler Program 51 



The Symbol Table begins at the high address end 
of core and extends toward one of three lower limits 
(see Figure 11): 

1 . The end of the print routine when LIST option se- 
lected. The Console Printer and 1132 Printer 
routines are not the same length, but the lower 
limit will be adjusted for the print routine loaded 
at assembly time. 

2. The end of Phase 11 when LIST option is not 
selected . The Symbol Table is allowed to 
overlay the print routine . 

3. The end of Phase 10 when LIST option is not 
selected and there is no intermediate I/O (two 
pass mode) . 

Symbols are added to the Symbol Table in alpha- 
numeric order with higher values (Z9999) toward the 
lower address end. If the lower limit is reached, a 
one-sector buffer is written on the disk to allow more 
symbols to be added . This buffer is at the low address 
end of the table . Each overflow sector is therefore 
ordered; however, there is no ordering between over- 
flow sectors. There may be up to 32 overflow sectors. 



Symbol Table Size (Approximate) 



Size of Core 
(Words) 

4096 
8192 



LIST 

111 
1476 



No LIST 
1PASS 

184 
1549 



No LIST 
2 PASS 

217 
1582 



Max. , with 

Maximum 

Overflow 

3609 

4974 



Each entry in the Symbol Table requires three 
words. The format of a Symbol Table entry is: 



During Pass 1, labels are entered into the 
Symbol Table by the Symbol Table Add Routine 
(ST ADD). As each label is processed, the partially 
built Symbol Table is searched to determine if the 
label has been previously defined. If it has been 
previously defined, the multiply-defined bit (of the 
first entry) is set, and the label is not entered. 

If the label has not been previously defined, it 
is entered along with the current value of the label 
value buffer. 

If the program is being assembled in relocatable 
mode (no ABS statement), the relocation bit is set 
for each relocatable label. (See Relocatability .) 

The Symbol Table is used during Pass 2 when 
evaluating an operand containing symbols. The 
symbol in the operand field is given the value of the 
symbol in the Symbol Table. If the multiply-defined 
bit was set, an M (multiply- defined error code) is 
entered in the I/O buffer. 

Card Code Input Conversion Table 

Conversion from IBM Card Code to EBCDIC is done 
by table lookup. The conversion table contains two 
EBCDIC characters per word with all 256 characters 
represented. The leftmost eight bits of each word 
represent the card code characters that can be 
formed with 12 through 8 punches ; the right-most 
eight bits of each table word represent the card 
code characters that can be formed with 12 through 9 
punches . Thus , if the input character contains a 9 
punch, the right half of a conversion table word will 
be used. Conversely, if the input character does 
not contain a 9 punch, the left half of a conversion 
table word will be used. (In searching for the 
proper word, the 12-8 punches are used to decide 
which word; the 9 punch is used to determine which 
half of the chosen word. ) (See TLU subroutine 
description. ) 



i0il,.2 



M )\ V. 



Word 1 



15 r 



Word 2 Word 3 

15,0 15, 



Label (packed EBCDIC 
5 char . max.) 



Value 



Relocation bit 
Multiply-defined bit 



Paper Tape Input Conversion Table 

The conversion of paper tape input to EBCDIC is 
performed by table lookup. The input character 
is used as the argument to perform a table search 
for the equivalent EBCDIC character. 

The conversion table contains only valid 
PTTC/8 characters (73 total) and the EBCDIC 
equivalent. Bits 0-7 of each table word contain 
the EBCDIC character code and bits 8-15 contain 
the equivalent PTTC/8 character code. 
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PHASE DESCRIPTIONS 

The generalized logic flow of the Assembler is shown 
in Chart BL. The labels beside the chart symbols 
correspond to the labels used in the program listings. 

The following phase descriptions are divided into 
the routines represented in Chart BL. Subroutines 
are described with the phase in which they reside. 

When tne Supervisor encounters a ASM Monitor 
control record, Phase of the Assembler is read into 
core storage and control is transferred to it. Phase 
sets up the ITV for the principal printer and I/O 
device and reads in the ISS subroutines for these 
devices. It also initializes the Symbol Table limits, 
initializes the heading sector on CIB, makes sure 
there are 33 sectors of Working Storage available, 
reads in Phase 9, and reads in Phase 1, which over- 
lays part of Phase 0. 

Phase also contains a level 4 ILS subroutine, 
a routine that is used with the DISKO subroutine to 
enable it accomodate word counts exceeding 320, 
and a flipper routine that uses the disk routine to 
read in overlay phases. These routines remain in 
core throughout the assembly. 

Phase 1 reads and processes control records, 
sets switches for each control record specified, and 
executes a branch to the print routine to print each 
control record. When the first non-control record 
is encountered, Phase 1A is read in, overlaying 
Phase 1. Phase 1A modifies the I/O area if paper 
tape input is used, and during Pass 1 determines the 
lower limit of the Symbol Table on a basis of the 
options specified by the control records. Phase 2 
is then read in, overlaying Phase 1A. Phase 2 
processes ABS, ENT, ISS, ILS, LIBR, EPR, SPR, 
and HDNG statements. When any other type of 
statement is encountered, Phase 6 is read in, and 
a branch to Phase 9 is executed. 

Phase 3 is used to save the Symbol Table 
(optional) and to print and/or punch the Symbol Table 
(optional) . It is read in from the disk at the end of 
the Pass 2 processing of the END statement. Upon 
conclusion of Phase 3, FLIPR is set up to read 
Phase 4 from the disk. 

Phase 4 is used to print the closing message of 
the number of errors in the assembly and to move 
the object program output back 4 cylinders (to the 
beginning of Working Storage). This phase is read 
from the disk at the end of Phase 3 and returns to 
the Monitor entry point in the Skeleton Supervisor 
when completed. 

Phase 5 processes ORG, EQU, HDNG, BSS, and 
BES statements. It also contains the subroutine used 
to print the heading at the top of each new page of the 
listing. The phase is always in core as a result of 



one of the above statement types, except when 
brought in as a result of a Channel 12 condition 
on the 1132 Printer. 

Phase 6 processes all imperative instructions 
(hardware mnemonic op codes) and the DC statement. 
The phase is always in core as a result of an im- 
perative instruction or a DC statement. 

Phase 7 processes DEC and XFLC statements. 
The phase is always in core as a result of encounter- 
ing a DEC or XFLC constant. 

Phase 8 processes CALL, LIBF, DSA, LINK, 
EXIT, and EBC statements. The phase is always 
in core if one of the above statements is encountered. 

Phase 9 checks the mnemonic op code for all 
statements except ABS, ENT, ISS, ILS, LIBR, EPR, 
and SPR statements , and executes a branch to the 
branch table contained in each statement processing 
phase. If the required phase is in core, the state- 
ment is processed. If the required phase is not in 
core, it is read in, and the statement is processed. 
Phase 9 also contains subroutines that are common 
to all phases of the Assembler. 

Phase 10 consists of two subroutines used during 
Pass 2 to control the generation of the Disk System 
Format output. This phase is an overlay which is 
read over the Symbol Table Add portion of Phase 9 
during Pass 1 of the END statement processing. 

Phase 11 contains a subroutine that is used to 
read the source statements from the disk during 
Pass 2 if the assembly is in one pass mode. It is 
read in when the END statement is processed during 
Pass 1 and overlays the subroutine used to save the 
source statements on the disk during Pass 1. 

Phase 12 is brought into core when the END 
statement is encountered. This Phase is used in 
Pass 1 to build the program header record, read 
in Phase 10 to replace the STADD section of Phase 9, 
and read in Phase 11 to replace a section of Phase 9 
(one pass mode only) , and then overlay with Phase 1 
after the first record for Pass 2 is in the I/O buffer. 
In Pass 2, Phase 12 reads in Phase 12A to process 
the END statement, finishes the DSF output, and 
then Phase 12A is overlaid. 

Phase (Initialization Phase) 

Chart: BM, BN 

• Contains the non -overlay routines, ILS04, DISK1, 
and FLIPR. 

• Reads in non -overlay phase (Phase 9). 

• Reads in ISS subroutines for the principal 
printer and I/O device. 
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• Initializes: ITV, Symbol Table Limits, and the 
listing page heading on the first sector of the 
CIB. 

• Checks Working Storage available on disk. 

Non -Overlay Section of Phase 

ILS04: Interrupt level subroutine for level 4. This 
subroutine senses the interrupt level status work 
(ILSW) for level 4 to determine which device on this 
level is responding. When this is determined, a BSI 
instruction is executed to the interrupt service entry 
point in the ISS subroutine for the device . When the 
ISS subroutine returns to ILS04, the interrupt is 
reset and the routine returns control to the mainline 
program . 

DISK1 : Multiple sector read/write subroutine. This 
routine is used with DISKO to read and write more than 
320 words at a time . The two words preceding the 
I/O area are saved and 320 is subtracted from the 
word count. If the word count is greater than 320, 
320 is used as word count and a read or write of one 
sector is performed. If the word count is less than 
320 , the specified amount is used and the read or 
write operation is executed. When the disk operation 
is completed, the two previously saved words are 
restored. If the last word count was not less than 
320, the subroutine sector address is incremented 
by 1, the next two words are saved, and a read or 
write function is executed. This process is repeated 
until the word count indicates that all data has been 
read or written. 

DSKER: Disk error exit. 

TV3 (Pseudo - transfer Vector Entry): Replaces the 
need for an LIBF statement. Branches to the stand- 
ard entrance in the Print subroutine. 

FLIP R (Overlay Flipper): Uses DISK1 to read in 
overlay phases. The sector address and word count 
are set up before entering FLIPR. 

BRBCK (Branch Back): A long branch that is modi- 
fied to branch to the correct location in the branch 
table of an overlay phase. 

OVRLY (Overlay): Contains the word count and 
sector address of the overlay phase now in core or 
to be read into core. 



Overlay Section of Phase 

STRTO: Start of Phase execution. Also corre- 
sponds to the loading address of all instruction- 
processing phases. 



1. Save the settings of non-XEQ and non-DUP 
switches and set them on temporarily. 

2. Set up interrupt level addresses for levels 
0, 2, and 4 (words 8, 9, and 12 of the ITV). 

3. Use the DISK1 routine to read in Phase 9. 
Use the DISK1 routine to read in the ISS sub- 
routine for the principal printer and the principal 
I/O device. 

5. Set the HIEND and LOEND of the Symbol Table. 

6. Use the DISK1 routine to write a listing page 
heading containing EBCDIC blanks on the first 
sector of the CIB. 

7. Make sure there are at least 33 sectors of 
Working Storage available. 

8. Read in Phase 1 overlaying Phase 0. 

LSS33: Less than 33 sectors of Working Storage. 
Branches to print an error message (A 01) and 
returns control to the Supervisor. 

Phase 1 (Control Records) 

Chart: BO 

Reads a source record. 

Processes Control Records. 

Sets switches for specified options. 

Prints control record read. 

Overlays Phase 1 with Phase 1A. 

Operation 

Phase 1 reads in and processes control records; the 
data on each control record is compared with data 
stored in core. When the data in the control record 
matches the string of data in core, a switch is set 
indicating the options specified. When a non -control 
record is encountered, Phase 1A is read in over- 
laying Phase 1. 

S1A: Entry Point for Phase 1: Uses the read card 
(RDCRD) subroutine to read one card or paper tape 
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record. If the record is not a control record, go 
to ENDCC. XR1 is set to the first word of the input 
record. XR2 is set to the number of words in the 
string in core containing a control record. XR3 is 
set to the address of the first word of the string 
in core. 

CKBLN (Check Blank); Check the input record 
(character by character) for blanks. If all 70 char- 
acters are blank, go to NXSTR. When a non-blank 
character is found, go to PSTBL. 

PSTBL (Past Blank): Compare the input character 
with the character in the string stored in core. If 
they do not match, go to NXSTR. If they match, 
return to CKBLN to process the next character. 
If all characters in the input record match the char- 
acters in the string in core and a blank follows the 
last character, go to the routine servicing the record 
type. If the input record does not match any string 
in core or if the character following a matching 
record is not blank, go to NOCTL. 

NXSTR (Next String): Update counters and index 
registers to scan the next string. If the input record 
has been checked with each string and no matching 
string is found, go to NOCTL. 

INTCC: Initializes to scan all strings. This is done 
after one control record has been completed and 
before the next record is read. 



of numeric information and then use the SCAN 
routine to evaluate the number of sectors or the 
interrupt level number contained in the control 
record. The value will be returned in the accum- 
ulator. Any error will cause an exit to NOCTL. 

PRTST (Print Symbol Table): Sets bit in STOPT 
(Symbol Table option) switch when a PRINT SYMBOL 
TABLE control record is processed. 

LIST: Set bit in LSTOP (list option) switch when 
a LIST control record is processed. 

PCHST (Punch Symbol Table): Sets bit 15 in STOPT 
switch when a PUNCH SYMBOL TABLE control 
record is processed. 

TWOPS (Two Pass Mode): Sets PSMDE (Pass Mode) 
switch to zero when a TWO PASS MODE control 
record is processed. 

LSTDK (List Deck): Sets bit in LDKOP (List Deck 
option) when a LIST DECK control record is 
processed. 

EDIT: Sets bit 15 in LDKOP when a LIST DECK E 
control card is processed. 



SAVST (Save Symbol Table): Sets SAVSW (Save 
Symbol Table) switch on (non-zero) when a SAVE 
SYMBOL TABLE control record is encountered. 



COMN1: Go to CLCTN to compute size of COMMON. 
Save the size of COMMON in SCOMN and go to 
CCCOM. 



DEFINE (Define File Size) : Set FILSW indicating a 
FILE control record. Go to CLCTN to obtain the 
number of sectors required by the program at object 
time. Store the number of sectors at FILSZ (File 
Size). Increment ADCOW by 7. Note that when 
*FILE is used, the first data word that would normally 
have been assigned to relocatable address zero will 
now be assigned to relocatable address seven. 

INTLV (Interrupt Level): Go to CLCTN to obtain the 
interrupt level number. Save the interrupt level 
number and decrement the interrupt level count by 1. 

CLCTN: Used by DFINE, COMN1, and INTLV to 
obtain numeric information from control records . 
Sets up the SCAN routine to allow only the processing 



SYSTB (System Symbol Table): Reads the System 
Symbol Table into the Symbol Table area. The 
System Symbol Table resides in the Assembler area 
on the disk. The first word will be a count of the 
symbols in the System Symbol Table. This will be 
used to initialize the symbol count (CTSYM) and 
position the lower limit of the Symbol Table 
(LOEND) . 

CCCOM (Current Control Record Common): Use the 
principal printer to print the control record and go 
to INTCC to initialize for the next control record. 

NOCTL (NOT Control Record): Insert ID into the 
input buffer before listing the control record. This 
record has an * in the first position indicating a 
control record, but was not recognizable or was an 
illegal Level or File record. 

ENDCC (End Control Record): Read in Phase 1A. 
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Phase 1A 
Chart: BP 

• Move record right 20 positions if input is from 
paper tape. 

• Initialize the Symbol Table limits according to 
the options specified. 

• Read in Phase 2. 

The current record is not a control record. Restore 
SCAN and go to CRDIO if input is from cards. If the 
input is from paper tape, move the current record 
over 20 positions and set the read-in address for 
position 21 of the I/O area. 

CRDIO (Card I/O); If Pass 2, go to FTCH2; other- 
wise initialize for Symbol Table overflow. Compute 
the End of Symbol Table address (ENDST) on a basis 
of the options specified by the control records . Set 
up a word count of 320 and a sector address of 
(relative to start of Working Storage) at ENDST-2 
and ENDST-1 respectively. Go to FTCH2. 

FTCH2 (Fetch Phase 2): Use the DISK1 routine to 
read in Phase 2 overlaying Phase 1. 

Phase 2 (Header Statement Processing) 

Chart: BQ 

• Process ABS, ENT, ISS, ILS, EPR, SPR, LIBR, 
statements . 

• Initiate reading of Phase 5. 

• Initiate reading of Phase 6. 

• Transfer control to Phase 9. 

This routine is entered at STRT2 when entered from 
Phase 1A. 

STRT 2: Initialize ENTCT to allow 14 entry points. 
If Save Symbol Table option is in effect, set reloca- 
tion mode (RLMDE) to for absolute and allow only 
ABS and HDNG in Program Header group. 

S2000: Bypass a comment record (* in postion 21) . 

S2003: Pack and save op code. Look up op code in 
small op code table. If op code not in table, go to 
SZOUT. 



OPVC2: Transfer Vector DC Table for Program 
Header group. Sections of code for a particular op 
code are reached by an indexed, indirect branch, 
where an entry in the table becomes the effective 
address of the branch. 

TB2ST: Beginning of small op code table. Includes 
following mnemonics: ABS, ENT, LIBR, ISS, EPR, 
SPR, and ILS. 

ENT1: ENT processing. Assembly relocation 
mode must be relocatable. 

S2006: Op code error code entered in buffer. This 
error will occur if mutually exclusive op codes of the 
Program Header group are in the same source pro- 
gram, i. e. , ABS and ENT. 

S2008: ENT must not be preceded by ISS or ILS. 
Up to 14 ENTs allowed. Each ENT increases word 
6 of the Program Header (Length of Header -9) by 
three. In Pass 2, S2100 is used to collect the entry 
point name and to look up the address of the entry 
point. 

ISS1: ISS processing. The relocation mode of the 
assembly must be relocatable. An ISS cannot be 
preceded by an ENT, ILS, or another ISS. Set up 
SCAN to allow only numeric operand. SCAN is then 
used to evaluate the ISS number in positions 32-33 
of the ISS record. If Pass 2, S2100 is used to set up 
scan for symbolic operand and collect entry point 
and evaluate its address. 



LIBR1: LIBR processing. 



Assembly relocation 
LIBR not permitted if 



mode must be relocatable. 

no entry point in source program (ENT, ILS, or ISS). 

ABSl: ABS processing. Must not be preceded by 
LIBR, ENT, ILS, or ISS. RLMDE (Relocation mode) 
is set to for absolute assembly, and the primary 
(ADCOW) location counter and secondary (ADCW2) 
location assignment counter are set equal to ADCNI 
(Resident Supervisor with DISKN). 

ILS1: ILS processing. The relocation mode of the 
assembly must be relocatable. Only one ILS 
statement is permitted and it must not be preceded 
by an ENT or ISS statement. The interrupt level 
(positions 32 and 33 of the I/O buffer) is stored in 
ISSNO until the program header is constructed in 
Phase 12. 

EPR1: EPR processing. Must not be preceded 
by SPR. 
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SPR1: SPR processing. Must not be preceded 
by DPR. 

S2100: Subroutine used by ENT and ISS during 
Pass 2 to collect entry point name and evaluate its 
address. Since the pass mode (PSMDE) determines 
the object output buffer, S2100 will store the entry 
point name and address in the program header in 
DFBUF or BUFI for one pass mode or two pass 
mode, respectively. The name and address of the 
first entry point will also be stored in COMMA. 



HDNGA; The HDNG op code is permitted anywhere 
in the source program. When Phase 2 is in core, 
Phase 5 must be read in to process the HDNG 
statement and then Phase 2 is restored. Further 
Phase 2 type op codes may then still be processed. 

S2QUT: Phase 2 exit. Set up FLIPR to uncondition- 
ally read in Phase 6 and transfer to BGASM in Phase 
9 to process the current source statement. 

Phase 3 

Chart: BR 

• Save the Symbol Table (optional) . 

• Print the Symbol Table (optional) . 

• Punch the Symbol Table (optional) . 

• Set up FLIPR to read in Phase 4. 

S3A: Phase 3 begins at this address. If the SAVE 
SYMBOL TABLE option was not selected, the 
Assembler branches to S3A2. If there were any 
assembly errors (ERCNT non-zero), the Symbol 
Table cannot be saved. If the number of entries in 
the Symbol Table exceeds the count contained in the 
constant at D100, the Symbol Table cannot be saved 
(STPSV set non-zero) . 

SV1: Set up the word count and sector address to 
save the Symbol Table. Insert the symbol count 
(CTSYM) as the first data word of the System 
Symbol Table (next word after the sector address) . 
Temporarily set the file protect address to zero to 
allow the System Symbol Table to be written in the 
Assembler area on disk. 

WRTST; Write the System Symbol Table and then 
restore the file protect address. 



S3 A 2: Save the relative sector address of the disk 
sector of DSF output, and save the relocation mode 
of the assembly. If any condition causes an inhibit 
of the Symbol Table save (STPSV non-zero), use 
GETER to read the error print routine from Disk, 
and print error message (A 04) . 

S3A3: Go to S3 OUT if no symbols in Symbol Table 
(CTSYM = 0). Move the Symbol Table that may reside 
in the area of the principal print routine and in Phase 
11 to Phase 9. 

LIPH3: Loop to make move described above. Set up 
the word count and sector address to read the prin- 
cipal I/O routine and the principal print routine from 
the disk. Go to RSTIO if print routine already in core 
(LIST option selected); otherwise, read principal 
print routine. 

RSTIO: Read principal I/O routine. Use the PLNIO 
routine to blank the I/O buffer. If no Symbol Table 
output (print or punch) , go to S30UT . Go to NOPRT 
if PUNCH SYMBOL TABLE only. Use RPAGE to 
restore the page (printer) , and then print a blank line 
(space). Move the words 'SYMBOL TABLE' to the 
I/O buffer (centered) , and print. Print a blank line 
to provide a space after the title. 

BLNIO: Subroutine to move eighty blanks into the 
I/O buffer. 

NOPRT; Common point for print and punch. Start 
output of table at the high -core end. 

L4: Use SUDMP to print and/or punch a record of 
five symbols. If the output is complete, go to 
S30UT; if the output address (PARA1) has gone 
below the low -end address of the table (LOEND) , go 
to DOSTO. If the output address is within 14 words 
of the breakpoint address caused when part of the 
Symbol Table was moved to Phase 9, the disconti uiity 
must be corrected. If it is not within 14 words, go 
back to L4. In correcting the discontinuity caused 
by the move, the LOEND value will have to be changed 
to the address in Phase 9 of the last in-core symbol. 
The number of words in the discontinuity (one to 
fourteen) are moved to adjoin to the table moved to 
Phase 9. The table output now continues from the 
part of the table that is now in the Phase 9 area. 

L5: Use SUDMP to output a record of five symbols. 
If there are any overflow sectors, go to L5A; if 
there are no more symbols, go to S30UT; other- 
wise, go back to L5. 
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L5A: If the output address (PARA1) has gone below 
the value of LOEND, go to DOSTO. Go back to L5 
if another complete record of five symbols can be 
outputted. Otherwise, set the temporary symbol 
count (TCONT) for the exact number of symbols 
left in the in -core table. SUDMP will then cause a 
record of fewer than five symbols to be outputted. 
Set LOEND to a large value before returning to L5. 
This will cause the test at L5A to go to DOSTO. 

SUDMP; Subroutine to set up the conversion routine 
called DUMP, and to print and/or punch the record. 
If the punch option has been selected, go to S3PCH 
to read (if card). If printing the Symbol Table and 
the principal printing device is the 1132, restore 
page if printer on channel 12. 

S3065: Set-up DUMP to output five symbols if more 
than five to go. Otherwise, set-up DUMP to do the 
exact number left. Use DUMP to convert to output 
format from symbol format. 

S3TPR: Print output record and go to S3PC2 to 
punch the record if this option is also selected. 

S3PC2: Punch the output record. Branch here for 
punch only, or after print if print and punch. 

DOSTO: Output overflow sectors of table. Set 
TCONT equal to 106 for each sector of overflow. 

L8: Read overflow sector. 

L9: Use SUDMP to output a record of five. First 
time through the output address (PARA1) is at high- 
core end of overflow sector. If the sector is com- 
pleted, decrement the overflow sector count 
(OFCNT) by one, and go to S3040 if overflow sectors 
remain. If sector is not complete, return to L9 to 
continue. When overflow sectors are completed, 
go to S30UT. 

S3040: Set-up for next overflow sector, and return 
to L8. Note that each overflow sector consisting of 
106 symbols is outputted as 21 records of five sym- 
bols and one record of one symbol. 

DUMP : Subroutine to convert from name code to 
EBCDIC. An M is inserted in front of each symbol 
that is multiply-defined, and an A is inserted in 
front of a symbol whose value is absolute in a re- 
locatable assembly. 

NOTE : The characters mentioned should not be 
considered to be Error Flag Indicators (see Table 3). 



Phase 4 
Chart: BS 

• Print the number of errors in the assembly. 

• Move the Disk System format output to the 
beginning of Working Storage. 

« Return control to the Supervisor. 

S4A: Start of Phase 4. 

SPCE4: Space printer (or typewriter). Go to 
ERMSG if no assembly errors, and go to ONER if 
only one assembly error. Use routine starting at 
BC06 to convert the error count from binary to a 
sign and five decimal positions starting at OUTP4. 

S4110: Move decimal error count into the output 
message string (MSG4). 

ERMSG: Move error message into I/O buffer. When 
there are no assembly errors, the word 'NO' is used 
instead of an error count. Print message and go to 
S4A2. 

ONER: Replace the S in 'ERRORS' by a blank, and 
move an EBCDIC one (1) into the error count position 
of the message. Go to ERMSG. 

S4A2: Move the DSF output down four cylinders to 
the beginning of Working Storage. The number of 
sectors moved is rounded to the nearest number of 
half -cylinders of DSF output, since the move takes 
place by half-cylinders . 

RE ADD: Loop to read in one sector of DSF output 
from its sector position during the assembly, and 
then write it with its sector address reduced by 32 
(four cylinders) . When all sectors of DSF output 
have been moved in this fashion, the non-XEQ 
switch and the non-DUP switches are restored from 
TXQSW and TDPSW respectively. These two tempor- 
ary values reflect the effect of assembly errors (if 
any) before returning to the Skeleton Supervisor. 



Phase 5 

Chart: BT, BU 

• Processes OR, EQU, HDNG, BSS, and BES 
Statements. 
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a. Sets the Location Assignment Counter equal 
to the operand value of an ORG statement. 

b. Assigns the value of the operand to the label 
of an EQU statement. 

c. Reserves a number of words in core equal 
to the operand value for a BSS or BES 
statement. 

• Prints the heading when a channel 12 indicator 
is sensed. 

ORG A: Branch table causes ORG processing to 
begin here. The SCAN routine is used to evaluate 
the operand, and then the ORGBS subroutine (common 
to ORG and BSS) is set-up for an ORG entry. ORGBS 
will under certain conditions insert an error code in 
position 18 of the I/O buffer. If error M (multiple 
definition), simply use first value to change the 
Location Assignment Counter. If any other error, 
ORG has no effect on the Location Assignment 
Counter. 



AB: Modified instruction. Conditional BSC tests for 
the condition tested in ER2. The condition codes are 
modified by ORG or BSS processing. Conditions are 
plus and minus for ORG (branch on condition zero) 
and zero for BSS (branch on condition non-zero). If 
operand relocation is valid, go to NOER 2; otherwise 
insert an R (relocation error) in the I/O buffer and 
set the operand value to zero. 

NOER: If Pass 1, go to ER2. In Pass 2 use ERSCH 
to determine if the internal statement number for this 
statement was added to ERTBL in Pass 1. If it was, 
insert a U (undefined error) in the I/O buffer. 

NOER2: ORGBS exit. 

EQUA: Branch table starts EQU processing here. 
Use SCAN to evaluate operand and store the value 
returned in the label value word (LABVL). If Pass 2, 
go to EQU2. If operand contained an undefined sym- 
bol, go to EQUER. 



ORGER: Use LDLBL routine to load label in Pass 1 
(if any) . The label of an ORG will have the value of 
the Location Assignment Counter before the ORG 
changed it. In Pass 2, the output options will be 
performed by going to LDLBL. Return to BGASM 
in Phase 9 to process the next statement. 

BSSA: Branch table starts BSS (or BES) processing 
here. The label value (LABVL) is made even if odd 
when an E is present in position 32. 

NALGN; The SCAN routine is used to evaluate the 
operand, and the ORGBS subroutine is set-up for a 
BSS entry. The value of the operand (number of 
words reserved by BSS or BES) is added to the label 
value and the sum is stored in the Location Assign- 
ment Counter. If BES statement (OPCNT— third 
word of op code table entry) , the label value is set equal 
to the new value of the Location Assignment Counter 
(last reserved word plus one). The number of words 
reserved (Hex) is inserted into positions 9-12 of the 
I/O buffer. Exit at ORGER. 

ORGBS: Common subroutine for BSS and ORG proc- 
essing. If no error as a result of the operand scan, 
go to NOER. If error is present in Pass 2, go to 
ER2, otherwise use ERADD to enter the internal 
statement number (INTSN) in the 25 word error 
table (ERTBL) . 

ER2: If assembly is absolute, go to NOER2. In a 
relocatable assembly, an ORG operand must be 
relocatable, and a BSS operand must be absolute. 



EQLBL: Save relocation value returned from SCAN 
in label relocation word (LABRL). 

EQUER: Use ERADD to enter the internal statement 
for this statement in the error table. 



EQU2: Use ERSCH to determine if the internal 
statement for this statement was added to the error 
table in Pass 1. If it was, insert U (undefined error) 
in the I/O buffer, and set the label value equal to 
zero. 

EQUXT: Use LDLBL to enter label in Symbol Table 
or to do output options. Return to BGASM in Phase 9 
to process next statement. 

ERADD : Since any symbol in the operand of an ORG, 
BSS, BES, or EQU statement must be previously 
defined, a table is built during Pass 1, containing the 
internal statement numbers of the above statements 
whose operands were undefined. This table, known 
as ERTBL is 25 words long, and the address of the 
last entry is known as ERPTR. 

ERSCH: This subroutine is used to search ERTBL. 
If the internal statement number is found in the table, 
a switch known as ERSW is set non-zero. 

HP 5: The GTHDG routine in Phase 9 reads Phase 5 
into core and transfers to this label. An entry is 
made into the print routine at RPAGE to restore the 
page on the printer (dummy entry if print routine is 
for Console Printer). When the page restore is 
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finished, the heading is read into the print area 
(PARE A) from the first sector of the CIB. 

LI: The binary page count (PGCNT) is converted to 
decimal and stored in positions 78-80 of the print 
buffer. Leading zeros in the page number are 
suppressed. 

OUTVP: Increment the page count by one. Set up 
the print routine pseudo -transfer vector (TV3) to 
enter the print routine beyond the section which 
moves the I/O buffer to the print buffer. Print the 
heading line. Restore the pseudo -transfer vector for 
normal entry, and clear the page restore switch 
(EJECT). Restore the phase which was in core 
before GTHDG read in Phase 5. Return to GTHXT 
in Phase 9 to exit GTHDG routine. 

HDNG5: If Pass 2, and LIST option selected, the 
HDNG statement is processed. The HDNG statement 
is punched (optional) , and then the HDNG operand is 
centered, and written on the first sector of the CIB. 
If typewriter is print device, the heading line is 
typed, preceded, and followed by a line feed. If the 
1132 is the print device, GTHDG is used to perform 
the new page routine. If HDNG 5 entry is from 
Phase 2, Phase 2 is restored. 

Phase 6 

Chart: BV, BW 

• Processes DC statements and all imperative 
instruction statements. 

a. Converts the operand of a DC statement to 
its binary value. 

b. Builds machine -language instructions for 
all imperative instruction statements. 



as a short instruction. If format is I, go to IINST to 
process an indirect instruction, and if format is L, 
go to LINST to process a long instruction. Any other 
format is an error, but since instruction is valid in 
the long form, after error is inserted in the I/O 
buffer, Assembler branches to LINST to process as 
a long instruction. 

SINST: If Pass 2, go to SI2ND; otherwise increment 
Location Assignment Counter by one and go to INSXT. 

SI 2ND: Save the Location Assignment Counter 
(TTEMP plus 2), because it must be incremented 
before going to SCAN and then restored before going 
to DFOUT. The Location Assignment Counter is then 
incremented by one (points to next instruction) . 

DISP: If instruction uses special operand (condition 
codes), go to SPOND. Use SCAN to evaluate operand. 
If format is non -blank, go to NOMOD (no modification) . 
If op code is STX, go to MOD (displacement modifi- 
cation). If instruction is LDX, LDS, any shift in- 
struction, or WAIT, go to NOMOD. For any other 
instruction, the tag bits are checked, and if they are 
zero, the Assembler branches to NOMOD. 

MOD: Displacement modification. The value of the 
Location Assignment Counter is subtracted from the 
value of the operand and relocation value is made 
absolute. 

NOMOD: No displacement modification. The dis - 
placement must be absolute or an R is inserted in 
the I/O buffer and the displacement is set equal to 
zero. The displacement must be in the range of 
minus 128 to plus 127 or an A (addressing error) is 
inserted in the I/O buffer and the displacement is 
set equal to zero. 



INST A : Branch table starts imperative instruction 
processing here. The five-bit op code obtained 
from the op code table is saved in the instruction 
buffer (INSBF). The tag position (33) is examined, 
and if it is blank, a branch is made to INST2. A 
non -blank tag is tested for validity. If it is not a 
0, 1, 2, or 3, a T (tag error) is inserted in the 
I/O buffer. The tag bits, 6-7, are inserted in 
INSBF (zero if tag error) . 

INST 2 : The format position (32) is examined, and 
if it is blank or X a branch is made to SINST . If 
the long form of this instruction is not valid (con- 
trolled by third word of op code entry), go to FCER 
to insert F (format error) in I/O buffer and process 



INST3: The displacement is inserted in INSBF, and 
the Location Assignment Counter is restored from 
ITEMP plus 2. A zero (relocation code for the first 
word of a long instruction, or the code for a short 
instruction) is inserted in position 6 of the I/O 
buffer. INSBF is outputted in hexadecimal to posi- 
tions 9-12 of the I/O buffer, and in binary to the 
object output buffer by DFOUT. The Location 
Assignment Counter is incremented by one, and if 
this is a long instruction, the Assembler goes to 
LI3RD (TWOSW non -zero). 

INSXT: Uses LDLBL in Pass 1 to load label (if any) , 
and in Pass 2 to do I/O options. Returns to BGASM 
in Phase 9 to process the next statement. 
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SPOND: Special (conditional) operand processing. 
This section checks each operand character for the 
condition codes shown below, and inserts the corre- 
sponding condition bits into INSBF for those it finds. 
It returns to INST3 when it reaches a blank, or when 
it detects an erroneous condition code (C inserted in 
I/O buffer) . Shown below is a table of the condition 
codes and the bit each sets: 



Bit Position Set 

10 
11 
12 
13 
14 
15 



Condition Indicated 

Zero (Z) 
Minus (-) 
Plus (+ or &) 
Even (E) 
Carry (C) 
Overflow (O) 



IINST: Indirect instruction. Inserts indirect ad- 
dressing bit (8) in INSBF. 

LINST: Long instruction. Inserts long instruction 
bit (5) in INSBF. If Pass 2, go to LI2ND; otherwise, 
increment Location Assignment Counter by one and 
return to SINST plus four to increment (ADCOW) for 
second word. 



LI 2ND: Turn on TWOSW to indicate a long instruc- 
tion (for later use). Save Location Assignment 
Counter as in short instruction processing, and use 
SCAN to evaluate operand. Insert relocation prop- 
erty (0 or 1) in position 7 of the I/O buffer and save 
relocation bits with the operand value in ITEMP 
(2 words). If instruction may have condition codes 
(BSC), go to SPOND. Otherwise, return to DISP 
plus two to output first word of this instruction. 
Note that after the first word is outputted, if TWOSW 
is set, the Assembler will branch to LI3RD to output 
the second word. 

LI 3RD: Set TWOSW equal to zero to return to one- 
word mode. Output second word (saved in ITEMP) 
in hexadecimal to positions 13-16 of the I/O buffer, 
and use DFOUT to output the second word and its 
relocation indicator bits. Return to INSXT in the 
short instruction processing section. 

DCA: Branch table starts DC statement processing 
here. If Pass 2, go to DC2ND; otherwise increment 
Location Assignment Counter by one and use LDLBL 
to load label (if any) . Return to BGASM in Phase 9 
to process the next statement. 

DC 2ND: Save the Location Assignment Counter in 
DCCN plus 1 before incrementing it by one (it must 



point to location of the DC plus one before entering 
SCAN) . Use SCAN to evaluate operand and then 
restore the Location Assignment Counter from DCCN 
plus 1. Insert the relocation value of the constant in 
position 6 of the I/O buffer (0 or 1). Output the value 
of the constant in hexadecimal to positions 9-12 of 
the I/O buffer and use DFOUT to insert the binary 
value with its relocation indicator bits into the object 
output. Go back to DCA plus 4 to exit. 

Phase 7 

Charts: BX, BY, BZ, CA 

• Processes DEC statements. 

a. Converts decimal integers to a 31-bit binary 
value. 

b. Converts fixed -point numbers to a 31 -bit 
binary value. 

c. Converts floating point numbers to a 23-bit 
binary value plus an exponent. 

• Processes XFLC statements. 

a. Converts floating point numbers to a 31-bit 
binary value plus an exponent. 

DECA1: The branch table starts DEC processing 
here. If this statement is an XFLC, go to XFLCA. 
If the Location Assignment Counter value is now odd, 
go to ADJCT. 

STOLB: Store the Location Assignment Counter in 
the label value. If Pass 2, go to DECIN; otherwise 
increment the Location Assignment Counter by two 
and go to DECCN-4 to exit to LDLBL. 

ADJCT: Add one to the Location Assignment Counter 
to make it even. Go to STOLB to revise label value. 

DECIN: Use FLOTD to evaluate DEC operand. Go to 
DEC A if non-integer constant, and to DEFXP if inte- 
ger. Treat integer as fixed point with a binary place 
value of 31. 

DECA: If B -value specified, go to DEFXP. Other- 
wise form two-word constant in DECBF for output at 
DEOUT. (Convert negative constant to complement 
form. ) 

DEFXP: Fixed point section of DEC. Compute the 
shift count; go to FLERR if minus; if shift count is 
more than 31 go to FLZER. If sign of constant is 
plus, shift constant by the first shift count and go to 
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DEOUT. If sign of constant is minus, remove sign 
bit, shift right by shift constant, and convert to 
two's complement. 

DEOUT: Output section of DEC. Insert relocation 
code (0) in positions 6-7. Output first word in hex- 
adecimal to positions 9-12 of I/O buffer, and then 
use DFOUT to output in binary to Disk System 
format. Increment Location Assignment Counter 
by one and then output word two of constant in hex- 
adecimal to positions 13-16 of I/O buffer. Use 
DFOUT to output word two in binary to DSF, and 
then increment Location Assignment Counter by 
one. Use LDLBL to load label (if any) in Pass 1 
and to do I/O options in Pass 2. Return to BGASM 
in Phase 9 to process the next statement. 



3. 



(b) If a decimal point is included in the operand, 
a minus one is added to XR3 for each digit 
to the right of the decimal point (the operand 
is treated as an integer) . 

(c) The binary value of the decimal integer or 
mantissa is stored into a 5-word buffer 
(BUF5) for further processing. 

The value of a power of 10 exponent (E -type) is 

converted to its binary value and stored in 

FLE10. 

The value of a binary point identifier (B-type) is 

converted to its binary value and stored in FLB2. 



Assume an operand of 4. 500 E-l; at the end of 
the scanning process the contents of buffers would be: 



XFLCA: If Pass 2, go to XFLIN, otherwise incre- 
ment the Location Assignment Counter by three and 
exit at DECCN-4 to LDLBL. 



XFLIN: Use FLOTD to evaluate XFLC operand. If 
any B -value specified, go to FLEKR. Convert mag- 
nitude and sign to complement form. Use DFOUT to 
insert the binary characteristic as the first word of 
the constant in the DSF, and then convert to hexa- 
decimal and insert in positions 6-7 of the I/O buffer. 
Increment the Location Assignment Counter by one, 
and go to DEOUT plus 5 to output words two and 
three. 

FLOTD - Floating Decimal: The FLOTD subroutine 
converts the operand of a decimal integer, fixed, or 
floating point number to their binary equivalents . 
A floating point number represented in powers of 10 
will be converted to powers of 2. The FLOTD sub- 
routine contains a scanning process which converts 
the operand to its binary equivalent and a post scan- 
ning process which converts from powers of 10 to 
powers of 2. Buffers FLE10 - BUF5 are initialized 
to zero upon entry to FLOTD; XR3, which is used to 
count digits to the right of the decimal point, is also 
set to zero. 

Scanning Process: This portion of the FLOTD sub- 
routine does the following: 

1. Converts the decimal integer or the mantissa of 
a fixed or floating point number to its binary 
equivalent, 
(a) If the decimal integer or mantissa is 

negative, a /8000 is stored in the FLSGN 
buffer (the decimal integer or mantissa is 
processed as a positive number. 



BUF5 



Word 1 


Word 2 


Word 3 


Word 4 


Word 5 


0000 


0000 


0000 


0000 


7194 



XR3 = -3 

Ifffd I 



FLE10 = 
|FFF F 



At the end of the scanning process, the power of 10 
representation is: 

(a) A binary mantissa representing an integer 
in BUF5. 

(b) A binary power of 10 exponent (FLE10). 

(c) A binary value equal to the number of digits 
to the right of the decimal point (XR3). 

The objective of the post scanning process is: 

(a) A binary fraction (left-justfied to the binary 
point identifier) . 

(b) A binary exponent using 128 as the zero 

© point. Positive exponents will range from 
129 (+1) to 255 (+127), and negative exponents 
will range from 127 (-1) to zero (-128). 

The post scan processing is initialized to convert 
to a power of 2 by: 

(1) Combining the values of XR3 and FLE10 to 
obtain the effective value of the power of 10 
exponents. The result is stored in FLE10. 

(2) Moving the binary point identifier (decimal 
point) from the end of word 5 to the end of 
word 2. This is effectively raising the power 
of 2 exponent +64. 
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(3) Set XR3 to represent the initial power of 2 
exponent. This is 128 (zero) plus 64 (step b) 
or 192. 

(4) Shift the mantissa left (normalized) until the 
high -order bit is in bit position zero of 
word 2. Decrement XR3 by 1 for each bit 
position shifted. 

After initializing for the post scan processing, 
the buffers contain: 



BUF5 



Word 1 


Word 2 


Word 3 


Word 4 


Word 5 


0000 


8CA0 


0000 


0000 


0000 



XR3 = 1 92 
00C0 I 



FLE10 = - 4 
|FFFC I 



Prior to returning to the DEC or XFLC routines, the 
contents of word 2 and word 3 are loaded into the 
accumulator and extension, and shifted right one to 
clear bit position of the accumulator before per- 
forming an OR of the sign bit. The mantissa and 
sign are then stored in the FLBMN (Binary Mantissa) 
buffer. 

The contents of XR3 are stored in the FLBCH 
(binary characteristic) buffer. 

The output of the FLOTD subroutine is: 

FLBMN (Manti ssa) 
I 4800| OOOOl 



FLBCH (Binary characteristic) 
|00 83| 



The scanning portion of the FLOTD subroutine is 
entered at FLOTD from the DEC or XFLC statement 
processing routines. 



The following steps are performed, during the post- 
scan process, to convert from a power of 10 to a 
power of 2. 

1. Reduce the power of 10 exponent (FLE10) toward 
zero' by: 

(a) Dividing the mantissa by 10 if the exponent 
is negative and multiplying the mantissa by 
10 if the exponent is positive. 

(b) Add a 1 to FLE10 for each division and sub- 
tract a 1 from FLE10 for each multiplication. 

2. Normalize the mantissa by shifting the high- 
order bit to bit position of word 2. 

3. Determine the effective power of 2 exponent by: 

(a) Adding a 1 to XR3 for each bit position 
shifted to the right. 

(b) Subtracting one for each bit position shifted 
to the left. 

4. Repeat steps lto3 until FLE10 is equal to zero. 
At the end of the post-scan process the buffers 
show: 



BUF5 



Word 1 


Word 2 


Word 3 


Word 4 


Word 5 


0000 


9000 


0000 


0000 


0000 



FLOTD 



FLLP 



FLSSC 



XR3 = 131 



0083 



FLE10 

looool 



Initializes subroutine. 

(a) Resets buffers and switches. 

(b) Sets FLSGN equal to /8000 if the 
mantissa is negative. 

Converts the mantissa to its binary value 
and stores the binary value in BUF5. 

(a) Checks each digit to determine if 
it is numeric and if it is not, goes 
to FLSSC. 

(b) Converts character by character, 
beginning with the high-order digit. 

(c) If a decimal point is encountered, 
add a -1 to XR3 for every digit to 
the right of the decimal point. 
(The instruction at FLLP will be 
changed from a NOP to an ADD by 
the FLSSC routine. ) 

(d) If BUF5 overflows indicating the 
mantissa is too large, go to FLERR. 

Analyzes non-numeric operand characters. 

(a) Branch to FLBSC if the character is 
a B (binary point identifier) . 

(b) Branch to FLESC if the character is 
an E (power of 10 indicator). 

(c) Modify the instruction at FLLP2 to 
ADD if the character is a decimal 
point. 

(d) Branch to FLFIN when a blank is 
found. 

(e) Branch to FLERR if the character 
is not one of the above. 
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FLBSC Initializes for the processing of B-type 

exponents . 

(a) Set FLNIS to non-zero. 

(b) Load the address of FLB2 to 
FL3+1. 

(c) Go to step (c) of FLESC. 

FLESC Initializes for the processing of E-type 

exponents and processes E and B-type 
exponents . 

(a) Set FLNIS to non-zero. 

(b) Load the address of FLE10 into 
FL3+1. 

(c) Modify the instruction at FL4 to 
ADD if the exponent is positive and 
to SUBTRACT if the exponent is 
negative. 

(d) Go to FL2. 

FL2 Converts exponents to their binary 

value. 

(a) If the exponent is an E-type, 
convert it to its binary value and 
store in FLE10. 

(b) If the exponent is a B-type, convert 
it to its binary value and store it in 
FLB2. 

(c) Exit to FLSSC when a character 
other than numeric is found. 

The post-scan processing is entered at 
FLFIN from FLSSC of the scanning 
process. 
FLFIN Initializes for the post-scan processing. 

(a) Add XR3 and FLE10 and store in 
FLE10. 

(b) Load XR3 with 192 (128 + 64). 

(c) Check BUF5 for a zero condition 
and branch to FLZER if zero or 
FLFNL is not zero. 

FLFNL This routine determines the direction 

of shift and if necessary shifts the 
mantissa right. 

(a) Check word 1 of BUF 5; if zero, go 
to FLFNX. 

(b) Branch to the SRT subroutine to 
shift the entire contents of BUF 5 
one position to the right. 

(c) Add a 1 to XR3. 

(d) Repeat steps (b) and (c) until word 
1 is zero. 

FLFNX This routine determines if word 2 of 

BUF5 is negative and, if necessary, 
shifts mantissa left, 
(a) Check word 2 of BUF5; if negative, 
go to step (c) . 



FLFEX 



FLXXX 
FLZER 

FLERR 



(b) Branch to the SLT subroutine to 
shift the entire contents of BUF 5 
one position to the left. 

(c) Subtract 1 from XR3. 

(d) Repeat steps (b) and (c) until 
word 2 is negative. 

(e) Check the value of FLE10 and if 
negative or zero go to step (h). 

(f) Subtract 1 from FLE10. 

(g) Branch to the multiply (MPY) sub- 
routine to multiply the contents of 
BUF 5 by 10 and return to FLFNL. 

(h) Check FLE10 and branch to FLFEX 
if zero. 

(i) Add a 1 to FLE10. 

(j) Branch to the Divide (DIV) sub- 
routine to divide the contents of 
BUF 5 by 10 and return to FLFNL. 

This routine stores the mantissa and 

exponent into buffers to be used by the 

DEC or XFLC routines. 

(a) Store the contents of XR3 into 
FLBCH (binary characteristic). 

(b) Load words 2 and 3 of BUF 5 into 
the accumulator and extension. 
Shift right one and insert the 
mantissa sign bit. (FLSGN contains 
a /8000 if the mantissa is negative.) 
Store in FLBMN (binary mantissa). 

(c) Check the binary exponent to 
determine if it is greater than 256 
or less than 0. If it is, branch to 
FLERR. If not, go to FLXXX. 

Load XR2 with the address of FLBMN. 
Exit via the return address at FLOTD. 
Floating zero routine. 

(a) Clear buffers and switches. 

(b) Set data in FLNIS. 

(c) Go to FLXXX. 
ERROR Routine. 

(a) Load S (syntax error) into position 
18 or 19 of the I/O buffer. 

(b) Go to FLZER. 



Phase 8 



Charts: CB, CC, CD 

• Processes CALL, LIBF, DSA, LINK, EXIT, 
and EBC statements. 

a. Converts the operand (subroutine name) to 
name code for CALL and LIBF statements. 
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b. Reserves three words in the program (these 
will be filled by the Loader) for a DSA. 

c. Generates four words in the object program. 
Words 1 and 2 are a long BSI to MONCL +1. 
Words 3 and 4 are the program name in 
name code for a LINK. 

d. Generates a short LDX, tag 0, to MONCL 
for an EXIT statement. 

e. Reserves the needed storage for the operand 
of EBC. 



DSAA: Branch table starts DSA processing here. If 
Pass 2, go to DS2ND, otherwise increment the 
Location Assignment Counter by three, and go to 
DSA2-4 to exit. 



DS2ND: Relocation code for word one is three and for 
word two, one. Use CLLCT routine to collect the 
name. Go to DSA2 if the name is all right; otherwise, 
increment the Location Assignment Counter by three 
and go to DSA2-4 to exit. 



LIB FA Statement: Beginning of LIBF processing. 
This label is reached from CALL processing on the 
basis of information contained in the third word of 
the op code table entry. The relocation bits (in 
hexadecimal) are 20 and are saved in INDBT. If 
Pass 2, go to CA2ND; otherwise, increment the 
Location Assignment Counter by one and go to 
CLLXT to exit. 

CALLA: Branch table starts CALL processing at this 
point. If LIBF (see above), go to LIBFA. Set re- 
location indicator bits (in hexadecimal) to 30 and 
save in INDBT. 

CALLC: If Pass 2, go to CA2ND; otherwise, in- 
crement the Location Assignment Counter by two 
and go to CLIXT to exit. 

CA2ND: Use CLLCT subroutine to collect the 
name of the call. The name is returned in the 
accumulator and extension and, if it is blank 
(accumulator equal zero), the Location Assignment 
Counter is incremented by one (LIBF) or two (CALL) 
before going to CLLXT to exit. 

COP : CALL (or LIBF) output. The relocation code 
(3 or 2) is inserted in position 6 of the I/O buffer 
for word one of the call name. The first word of the 
name (in hexadecimal) is inserted in positions 9-12, 
and DFOUT is used to enter word one (in binary) 
with it relocation indicator bits into the DSF. The 
Location Assignment Counter is incremented by one 
if this is a CALL statement. A zero is inserted into 
position 7 of the I/O buffer, and word two of the 
name is inserted into positions 13-16. DFOUT is 
used to insert word two of the name into the DSF. 
The Location Assignment Counter is then incremented 
by one. 



DSA2: Insert 3, relocation code for word one of name, 
into position 6 of the I/O buffer. Output the first 
word of the name (in hexadecimal) to positions 9-12, 
and use DFOUT to insert word one (in binary) with its 
relocation indicator bits into the DSF. Increment the 
Location Assignment Counter by one. Insert a 1, 
relocation code for word two of the name, into position 
7, and insert word two of the name into positions 
13-16. Use DFOUT to output word two and its re- 
location indicator bits to the DSF. Increment the 
Location Assignment Counter by two before exiting. 
Note that the DSA statement will generate a data 
header in the DSF since only two words are actually 
output. 

LINKA: Branch table starts LINK processing here. 
If Pass 2, go to LK2ND; otherwise increment the 
Location Assignment Counter by four before going 
to DSA -4 to exit. 

LK2ND: Use CLLCT routine to collect the name of 
the program link. If the name is all right , go to 
LINK2; otherwise, increment the Location Assignment 
Counter by four, and go to DSA -4 to exit. 

LINK 2: Insert a zero into position 6 of the I/O buffer, 
and insert word one (first word of a long BSI — 4400 in 
hexadecimal) into positions 9-12. Use DFOUT to 
enter this word (in binary) into DSF, and then in- 
crement the Location Assignment Counter by one. 
Insert a zero into position 7, and then insert word two 
(address of MONCL plus one) into positions 13-16. Use 
DFOUT to enter this word into DSF, and then incre- 
ment ADCOW by one. Use DFOUT to enter word three 
(first word of link name) into DSF, and then increment 
ADCOW by one. Use DFOUT to enter word four 
(second word of link name) into DSF, and then incre- 
ment ADCOW by one. Go to DSA-4 to exit. 



CLLXT: Use LDLBL to load label (if any) during 
Pass 1, and to do output options during Pass 2. 
Return to BGASM in Phase 9 to process the next 
statement. 



EXIT A: Branch table starts EXIT processing here. 
If Pass 2, go to EX2ND, otherwise increment 
ADCOW by one and go to DSA-4 to exit. 
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EX 2ND: Insert a zero into position 6 of the I/O 
buffer, and insert a short LDX instruction, tag 0, 
to MONCL into positions 9-12. Use DFOUT to insert 
this instruction into DSF, and then increment ADCOW 
by one. Go to DSA-4 to exit. 

EBCA: Branch table starts EBC processing here. 
Position 35 is checked for the presence of the period 
(.) delimiter. If it is present, go to EBLP-1. If it 
is missing, an S (syntax error) is entered in the I/O 
buffer, the Location Assignment Counter is incre- 
mented by 18 (maximum number of words generated 
by an EBC), and the Assembler exits at EBX. 

EBLP: The operand field is scanned from position 
71 to the left for the right-end delimiter. When 
found, go to EBDL. 

EBDL: A blank is used to replace the delimiter just 
detected. Then if the character count between the 
delimiters is odd, the blank for the right half of the 
last compressed word will be present. The number 
of characters is stored in EBBF and adjusted to be 
the next even number if odd before dividing by two to 
obtain the word count. The number of characters 
(EBBF) is inserted (in hexadecimal) into positions 
9-12 of the I/O buffer. 

EBXR2: The number of words to be generated by 
this EBC is stored into the second word of this LDX 
instruction. 

EBPCK : Loop used to pack the characters in the 
EBC operand, two characters per word, and insert 
into DSF by means of the DFOUT subroutine during 
Pass 2 . Increment the Location Assignment 
Counter by one for each time through the loop, in 
Pass 1 and in Pass 2. 

EBX: Use LDLBL to load label (if any) in Pass 1, 
and to do I/O options in Pass 2. Return to BGASM 
in Phase 9 to process Hie next statement. 

Phase 9. (Non-Overlaid Mainline) 

Charts: CE, CF, CG, CH, CI, CJ, CK, CL, CM, 

CN, CO 

• Searches the op code table to ascertain valid 
operation mnemonic. 

• Transfers control to the proper statement 
processing routine (directly or through an 
overlay read -in routine) . 



• Contains subroutines common to statement 
processing. 

BGASM: Entry point for Phase 9. If the record is a 
comment record, do not process. Pack the mnemonic 
op code into two words and save in the OPBUF (Op 
Code Buffer). 

Input-Buffer: 

Position 27 Position 28 

lOQOOi 0000 1 1100 ,0001 1 0000,0000 1 1100,01001 
A D 

Op Buffer: 

First Word Second Word 

Ino0i000iinooi0ioo|ooo0i0io0i00o0i0ioo| 

A D blank blank 

Representation of the mnemonic AD (Add Double) 

OP LP: Performs a search of the op code table 
(BEGOP) using the op buffer contents as the argu- 
ment. 

The search is performed using XR3 as the entry 
pointer. When an equal entry is found, a branch to 
the OPOK routine is executed. If an equal entry is 
not found, an O (Op code error) is placed in position 
17 or 18 of the I/O buffer and the program exits to 
the LDLBL routine if in Pass 1; otherwise, two zero 
words are inserted in object output before going to 
LDLBL. 

OPOK Using XR3, the third word of the op code 

table entry is obtained (see Operation 
Code Table). Bits 12-15 are used as a 
transfer vector for transfer of control 
through a branch table to the individual 
routine used in processing the statement, 
or to a routine which reads in the proper 
overlay and repeats the transfer vector 
branch to the branch table. 

COMPT Initializes the FLIPR routine to read in 

the phase required to process the state- 
ment. 

Scan: This subroutine converts the expression in the 
operand field to its binary value. It also determines 
whether the operand expression is absolute or re- 
locatable. 

SCAN Entry point for the scan routine. 

Initializes the scan routine. 
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SCNLP (Scan loop) Checks the operand char- STAR 

acter to determine if it is an operator 

(+, -, or *) or delimiter (blank or 

comma) anrl branches to the routine 

that processes the special character. 
TYPE Checks the operand character to 

determine the type of operand element SPLUS 

to be processed and branches to the 

routine servicing the element. The 

instruction at TYPE is modified to go 

directly to the servicing routine once 

the type is determined. It will be 

changed to a NOP instruction when an SMNUS 

operator or delimiter is encountered. 
SKPCB This routine leaves the scan pointer 

(XR1) pointing at the terminator (if 

blank) or one character position past SCMMA 

the terminator (if comma) . 
FERR (Format error) Clears buffers and 

enters an S (syntax error) into the SBLNK 

I/O buffer when an operand error is 

detected. 
SCNEX (Scan exit) Uses the SKPCB routine to 

set up for processing the second 

operand. Exits to the Scan return RELER 

address. 
SMBOL Initializes to process symbols and UDFER 

returns to SCNLP. 
SYMTP Modifies TYPE to return to SYMTP. 

Exits to GENRT+2 if the symbol has COLL 

five or less characters and to FERR 

if it has more than five characters. 
DCINT (Decimal integer) Initializes the 

INTYP routine to collect decimal 

integers. Modifies TYPE to branch 

to INTYP. Returns to SCNLP. 
HXINT (Hexadecimal integer) Initializes the 

INTYP routine to collect hexadecimal LABCK 

integers. Modifies TYPE to branch to 

INTYP. Returns to SCNLP. 
INTYP (Integer type) Converts decimal or 

hexadecimal integers to their binary 

equivalents. Returns to SCNLP. 
CHRVL (Character value) Collects character 

values. Modifies TYPE to branch to 

FERR if there is more than one char- 
acter in a character value. 
STRX (Asterisk) Determines if the asterisk 

is an operator or an element. Branches 

to STAR if it is an element. Modifies 

the CON routine to multiply the previous 

operand element by the one following 

the asterisk and to suspend addition or 

subtraction until all multiplication has 

been completed. Goes to GENRT. 



Sets RLSCW (relocation switch) equal to 
the mode of assembly (RLMDE). As- 
signs the asterisk the current value of 
the Location Assignment Counter. Goes 
to CHRVL+2 (ensures an operator 
follows the asterisk). 
Branches to the COLL routine to per- 
form the arithmetic operation which was 
determined by the previous operator. 
Modifies the COLL routine to add the 
next value of the next operand element 
to the VALUE buffer. 
Same as SPLUS except it modifies the 
COLL routine to subtract the value of 
the next operand element from the 
VALUE buffer. 

Branches to FERR if the comma is in 
the operand field of a short instruction. 
Goes to SBLNK. 

Branches to the COLL routine to process 
the last operand element. Branches to 
RELER if the operand is neither abso- 
lute or relocatable. Normal exit is to 
SCNEX. 

(Relocation error) Enters an R into the 
I/O buffer using the FERR routine. 
(Undefined Symbol Error) Enters a U 
into the I/O buffer if a symbol in the 
operand is not in the Symbol Table. 
(Collect) Entered when an operator or 
terminator is found in the operand. 
This routine performs the arithmetic 
specified by the operators in the oper- 
and expression. The result is stored 
in the VALUE buffer. It also resets the 
Scan routine after each operand element 
has been processed. 
This subroutine checks labels for 
validity and converts them into name 
code. LABCK is called by the LDLBL 
(Load Label) routine when building the 
Symbol Table and from SCAN when 
determining the value of an operand 
field containing labels. 

The input is a label (five words ; one 
EBCDIC character per word) from the 
label field of the I/O buffer or from the 
operand field. 

LABCK first checks the validity of 
the label. A label is valid if: 

1. The first character is not numeric. 

2. There are no blanks between 
characters . 
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3. All characters are in the range of 
A-I, J-R, S-Z, 0-9, or#, @, or $. 

If the label is not valid, an L 
(Label error) is inserted in position 18 
or 19 of the I/O buffer and the label is 
ignored (zeros are returned to the call- 
ing routine) . 

If the label is valid, it is converted 
to name code. The label AJS 19 is 
compressed as follows: 



Label (positions 21-26 of the I/O buffer) 

A . J S 

1 000000001 1000001 | 000000001 1010001 | 000000001 1 100010 | 

Word 1 Word 2 Word 3 



1 . 9 

ooooooooi 1 1 loooi ooooooooi 1 1 1 looi ; 



Word 4 



Word 5 



Symbol Table entry (name code) 

A J S 1 9 

looioooooi lOioooi iiolooioinoooi miooi I 

Word 1 Word 2 



Hex: 



01462C79 

A valid label is placed in A and Q; 
zeros are returned if label is invalid. 

STSCH — Symbol Table Search : This subroutine is 
entered from SCAN to look up the value of the sym- 
bolic operand just collected. It searches the Symbol 
Table (including any disk overflow) and returns the 
symbol value if the symbol is found. When a symbol 
is found, STSCH exits to the return address plus one. 
If the symbol is not found, STSCH exits to the normal 
return address. This exit to SCAN causes a U 
(Undefined error) to be inserted in the I/O buffer. 

The following is a description of STSCH by 
label: 



STS1A Save index register 1. Use SRCH sub- 

routine to search in-core table. If 
symbol is found at this point, go to STS1, 
otherwise go to STSXT plus 2 for possible 
overflow search. 

STS1 Symbol is found, therefore increment 

link word for return plus 1 to SCAN. 
Save the symbol value returned from 
SRCH, restore the partial sector pre- 
viously saved if there is any table 
overflow. 

STXR1 Restore XR1 as per saved upon entry. 

This instruction is transferred to for an 
undefined symbol. The link word is not 
incremented. 

STSXT Symbol Table search exit. If a symbol 

is not found in the in-core table, trans- 
fer is made to STSXT plus 2. At this 
point, a check is made to determine if 
there is any table overflow. If there is 
none, the symbol is undefined, and 
transfer is made to STXR1. Otherwise, 
go to OFSCH to set up search of over- 
flow sector(s). 

GTOF2 Use RDSYT subroutine to read overflow 

sector, and then use SRCH to search 
the one sector table. If found, go to 
STS1; otherwise, increment sector ad- 
dress of overflow and, if there are more 
overflow sectors to search, go to 
GTOF2. If there are no more overflow 
sectors, the symbol is undefined and 
transfer is made to STS2 to restore the 
partial sector. 

SRCH - Search: This subroutine is used to do the 
actual search of the Symbol Table. The search 
technique used is a binary search. SRCH is entered 
from STSCH and ST ADD (Symbol Table Add). If 
SRCH finds a symbol, the return link word is incre- 
mented by one. The relocation and multiple definition 
bits (if any) are stored in a location named BITS. The 
limits of the table to be searched may be controlled 
externally, thus facilitating the use of SRCH for the 
in -core table and the one -sector table. The following 
is a description of SRCH by label: 



STSCH Entry point. A check is made to deter- SRCH 

mine if there is any table overflow. If 
no overflow, go to STS1A, otherwise GO 

save the partial sector (any symbols 
in the one sector I/O area of the table). 



Entry point. Begin computing limits of 

search. 

Begin finding midpoint of table. Check 

if HI - LOW is greater than three. If 

not, search is done. 
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MID 



NOTEQ 



SECHF 



MULT 



SAREA 
ERTBL 

BTHEX 

B4HEX 
ERFLG 



GTHDG 



LDLBL 



STLBL 



Load XR1 with address of table mid- 
point. Compare input symbol (SYMBL) 
with this table entry. If not equal, go 
to NOTEQ. If symbol was found and 
SRCH was entered from ST ADD, this is 
a multiply-defined symbol. If entry 
was from STSCH, save relocation and 
multiple definition bits , increment link 
word, and exit. 

Input symbol was not equal. If input 
symbol was greater, (higher in alpha- 
numeric sequence) go to SECHF. If 
not, the last midpoint address is the 
new LOW address. 
Input symbol was greater. The last 
midpoint address is the new HI ad- 
dress. 

Multiply-defined symbol. OR the multi- 
ple definition bit into the table entry 
just found. Transfer to NOTEQ-6 to 
increment link word, clear ADDSW 
(indicates entry from ST ADD) , and 
exit. 

Source Area. 80-word buffer for card 
or paper tape. 

Table of internal statement numbers of 
EQUs, ORGs, and BSSs whose operands 
where undefined in Pass 1. 
Binary to hexadecimal (General) . Input 
is binary word in accumulator. Output 
is 1-4 hexadecimal EBCDIC characters 
starting in address specified in XR3. 
Binary to 4 hexadecimal characters. 
Uses BTHEX to output exactly 4 hexa- 
decimal characters. 
Error Flag. Inserts error codes into 
positions 18 and 19 of I/O buffer 
(SAREA). Each entry also increments 
error count (ERCNT) by 1. 
NOTE: ERCNT is the count of the 
total number of errors, not just those 
reflected in positions 18 and 19. 
If listing is specified, and 1132 is 
principal printer, read Phase 5 into 
core and transfer control to new page 
routine (HD5). After new page routine 
is performed, control is returned here, 
and the overlay that was in core before 
Phase 5 is restored. 
Load Label. Uses LABCK (Label 
Check) to collect label. If label OK, 
goes to ST ADD in Pass 1. 
Label value to positions 1-4 of 
SAREA in hexadecimal. 



PALBL Pass label. Secondary load label 

entrance. Statements whose label fields 
are ignored enter here. 

Al If output (object or intermediate) fills 

Working Storage, print error message 
(A03). If Pass 1, set PSMDE = for 
two pass assembly. The Assembler 
will stop at a WAIT instruction after 
printing the error message. This will 
enable the operator to take the necessary 
action with regard to his card or paper 
tape input. The assembly will continue 
in the two pass mode after pressing 
Start. When it is undesirable to alter 
the JOB source, the Assembler will 
eventually trap out the next Monitor 
control record and pass it to the 
Supervisor. If Pass 2, exit to Super- 
visor (MONCL). 

If Working Storage not yet full, save 
source statement in intermediate output 
if one pass assembly (INT1). 

RDSRC Read Source record and exit LDLBL. 

AITWO If no LIST, go to PUNCH. If Console 

Printer is print device, go to PRLNE 
and print record. If 1132 is print 
device, go to GTHDG if this is the first 
source record, or if printer is on 
channel 12. 

PUNCH No LIST DECK unless two pass assem- 

bly. If not, get next record from 
intermediate input (INT 2) and exit. 

PCHDK Go to RDSRC if LIST DECK or LIST 

DECK E options not selected. Go to 
ERS if LIST DECKE. 

PCHNB For full list deck, find end of object 

output (1-19) and set punch count for 
this number. 

ERS Punch errors only. Go to RDSRC and 

read next record if no errors. Other- 
wise, blank positions 1-17 and set 
punch count to 20 before punching. 
Note that when punching paper tape the 
punch count is not needed, since the 
object and source is punched into the 
tape. 

GETER Reads error printing routine into 

BUFI from disk. 



RDSYT - Read Symbol Table: This subroutine is 
used by STSCH and ST ADD to read one sector of 
Symbol Table overflow. 
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RSTRE - Restore: This subroutine is used by 
STSCH and SRCH to restore full table status after 
an overflow search. It uses RDSYT to read in the 
partial sector initially saved, and resets the HIEND 
and LOEND addresses. 



OFSCH - Overflow Search: This subroutine is used 
by STSCH and STADD whenever it is necessary to 
initialize for an overflow search. The LOEND ad- 
dress is saved in SVLOW, the overflow sector 
address is set for the first overflow sector, and 
the HIEND and LOEND addresses are set up for a 
one-sector table. Upon exit, XR3 contains the 
number of overflow sectors. 

WRSYT - Write Symbol Table: This subroutine is 
used by STSCH to save a partial sector and by STADD 
to either save a partial sector or to write a com- 
plete sector of table overflow. 

DFOUT - Disk Format Output: This subroutine is 
used in Pass 2 to build the object output sectors in 
Disk System format (DSF). Data is input to DFOUT, 
one word at a time, along with the two relocation 
indicator bits which pertain to this word. The data 
word and its indicator bits are stored in a two -word 
buffer named TRWRD. DFOUT also checks for data 
breaks by comparing the primary Location Assign- 
ment Counter (ADCOW) with the secondary Location 
Assignment Counter (ADCW2). If they are not the 
same, DFOUT transfers to the data header sub- 
routine (DTHDR) to insert a data header in the DSF. 
After each data word has been output, DFOUT trans- 
fers to the write disk format output subroutine 
(WRDFO) to determine if the one -sector buffer is 
full. The following is a description of DFOUT by 
label: 



DFOUT 



CMPCT 



FXDTH 



Entry point. If first entry, store load 
address in first data header (follows 
immediately after Program Header 
Record). Set ADC W2 equal to ADCOW. 
Compare the Location Assignment 
Counter (ADCOW) with the secondary 
Location Assignment Counter (ADCW2). 
If equal, go to DFXR1. Otherwise, go 
to DTHR unless a data header was just 
generated because of a new sector 
(see WRDFO) . 

Fix data header. If a break in sequence 
occurs, and a new sector data header 
was just generated, the Location 
Assignment Counter (current) is stored 
in the first word of this new data header. 



DFXR2 Disk format index register 2. Index 

register 2 points to the buffer word con- 
taining the relocation indicator bits for 
the current block of eight data words. If 
first entry, or if starting a new block of 
eight words, XR2, XR1 (points to buffer 
word where this data word will be stored) , 
and XR3 (shift count for indicator bits) 
are initialized. 

DFXR3 Disk format index register 3. Load 

shift count to XR3. Store data word and 
increment program word count (WRDCT) 
by one. Shift data word's indicator bits 
and OR to indicator bits word (XR2) . If 
this data word is the first word of an 
LIBF name, ADCW2 is not incremented, 
since the two words of the name will be 
replaced by a short BSI at load time. 

DFOXT Disk format exit. Clear two -word input 

buffer and redundant data header switch 
(RDTHD) to zero. 

LDXRS Load index registers. Go to WRDFO to 

check if output sector is done. Reload 
index registers as per saved upon enter- 
ing. Exit. 

STADD - Symbol Table Add: This section of Phase 9 
is used only in Pass lto build the Symbol Table; conse- 
quently it is overlaid during Pass 1 processing of the 
END statement by Phase 10 (consisting of the DTHR 
and WRDFO subroutines). 

If label field of a statement is blank, STADD 
transfers to ADDXT which exits to load label sub- 
routine. SRCH is used to determine if the label has 
already been defined in the in-core table. If it has 
not, and there is no table overflow, go to STAD2 to 
add label to table. If defined in in-core table, go to 
ADDXT. If not defined in in-core table and there are 
overflow sectors, this overflow must be searched. 
WRSYT is used to save the partial sector, and then 
OFSCH is used to initialize the overflow search. In 
STADD, all sectors of overflow must be searched to 
detect a possible multiple definition. If a multiply- 
defined symbol is found on an overflow sector, this 
sector is rewritten so as to contain the multiple 
definition flag bit. If the symbol is not multiply- 
defined on any overflow sector, the full table is first 
restored before making the new entry. 

The following is a description of STADD by 
important labels: 

STAD2 Label not multiply-defined and can be 

added to table. If this label is the next 
higher alphameric entry (no table move 
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required) , go to SYMIN for direct add 

to table. Otherwise move all higher 

entries three words toward lower core 

(one entry leftwards) . LFPTR 

SYMIN OR label relocation value (LABRL) into 

label before adding to table. Increment NOPBR 

the count of number of symbols (CTSYM) 
by one. Reduce LOEND address by 
three, and determine if in -core table 
full. If not, go to ADDXT. Write over- 
flow sector, increment count of over- 
flow sectors (OFCNT) by one, and check 
whether or not the four cylinder overflow 
area has been exhausted. If not go to ID 

ST002. If it has, print error message 
(A02) and return to Supervisor. 

ST002 Increment sector address of table 

overflow, and reset table limits to LDCTL 

allow another sector of overflow (106 
more symbols) . 

INT1 - Intermediate I/O Pass 1: This subroutine NOWRT 

is used in Pass 1 of a one pass assembly to save 
the source input on the disk. It is overlaid by INT 2 
during Pass 1 processing of the END statement of a 
one pass assembly. Each source statement is WRTIO 

packed, two characters per word, and preceded by 
one word referred to as a prefix word. The prefix 
word contains the word count of the statement (in- 
cluding the prefix word) in bits 8 - 15. Bit is used CTLX2 
to indicate that the statement begins in position 21. 
Bit 1 is used to indicate that the statement includes 
an ID field. 

The following is a description of INT1 by prin- 
cipal label: 



by two. This result is the number of 
words to be packed (also enters prefix 
word) . 

Pack statement, two characters per 
word, and store in output buffer (BfUFI) . 
NOP or branch. When INT1 is entered, 
this word is set to an NOP to allow 
checking for the ID field. If the ID 
field is found, this word is set to a 
branch to LDCTL. This allows the 
same packing routine to be used for the 
ID field (LFPTR) . If there is no ID 
field, go to LDCTL. 

ID field found. OR bit 1 (CON plus 4) to 
prefix word. Add four to word count in 
prefix word. Use packing routine at 
LFPTR to pack ID field. 
Reset NOPBR to a NOP. Check if room 
in buffer for one more statement (use 
maximum statement length) . If not 
enough room, go to WRTIO. 
CTLWD contains address in buffer of 
next prefix word. Set this next prefix 
word equal to 0001 (minimum word 
count) . Exit. 

Compute total word count for this sector 
(including prefix words) . This count 
becomes the first data word in this 
sector. 

Write sector of intermediate I/O. 
Decrement count of sectors of Working 
Storage left (SCRA) by one, and incre- 
ment sector address of intermediate 
I/O by one. Go back to NOWRT to 
initialize before exit. 



INT1 Entry point XR1 points to the prefix 

word for this statement, XR2 points to 
position 21 of I/O buffer (SAREA), and 
XR3 is set to five to check the label 
field. If there is any non-blank in the 
label field, go to IN105. When there 
is no label field, packing starts at 
position 27 (LFT27). 

IN 105 OR bit (CON plus 2) to prefix word 

and start packing at position 21. 

BLSCN Scan from position 71 toward left 

pointer (position 21 or 27) for a non- 
blank. If a non -blank found, go to 
LVSCN. 

LVSCN Compute number of positions from left 

pointer to end of statement. If minus 
(blank record), go to LDCTL. Add two 
(CON plus 5) to this number and divide 



Phase 10 
Chart: CP 

• Enters a data header in DSF when required 
(DTHDR) . 

• Writes one sector on the disk when the output 
buffer is full (WRDFO) . 

DTHDR (Data Header): This subroutine enters a 
data header in DSF as required. The program word 
count (WRDCT) is incremented by two for each entry 
to this subroutine, since each data header is two 
words long. The number of words to and including 
this new data header is stored in word 2 of the last 
data header. The Location Assignment Counters 
(ADCOW and ADCW2) are set equal, and the load 
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address (ADCOW) is stored in word 1 of the new 
data header. The address constant which is used 
for determining the number of words between data 
headers (DHPTR) is set to the address of the first 
word of this new data header. The buffer address 
where the next data word is to be stored (DFXR1 
plus 1) is incremented by two. XR2 and XR3 initial- 
ization is also performed. The number of words to 
be moved, in the event that this data header is a 
normal new sector data header, is incremented by 
one so that all data words will be moved (see 
WRDFO) . Exit. 



NOTE: In both DTHDR and WRDFO, reference is 
made to a buffer. This buffer will be DFBUF if 
assembly is in one pass mode, or will be BUFI if 
assembly is in two pass mode (see Figure 11). Both 
buffers are long enough to contain one sector of out- 
put plus a maximum of ten words past the three 
hundred and twentieth word. Note that various ad- 
dresses in DFOUT, DTHDR, and WRDFO are set 
initially for DFBUF (one pass mode). Should the 
assembly be in two pass mode, these addresses will 
be set to their equivalent positions for BUFI during 
the processing of the END statement (Phase 12). 



WRDFO (Write Disk Format Output) : This sub- 
routine writes one sector of Disk System format 
output when the output buffer is full. After the 
sector is written, it moves any words past the 
three hundred and twentieth word of the buffer back 
to the beginning of the buffer. The following is a 
description of WRDFO by principal label. 

WRDFO: Entry point. If the entry is from END 
statement processing, go directly to WRTSR to write 
the sector. Otherwise, check if output is past 
sector point of buffer. If output is past the three 
hundred and twentieth word of the buffer and a block 
of eight data words has been completed, go to 
DTHDR to insert a data header for the next sector 
and turn the redundant data header switch (RDTHD) 
before writing the sector. If the above condition 
does not exist, exit. 

WRTSR: Write DSF sector. Increment sector 
address of DSF output by one, and decrement 
number of sectors of Working Storage available 
(SCRA) by one. 

MVLFT: If entry is from END statement processing, 
no move is required. Exit. 

MVCNT: The number of data words to be moved is 
contained in the second word of this LDX instruction. 
This number is a result of the difference computed 
when checking for output past the three hundred and 
twentieth word of the buffer, and is incremented in 
DTHDR by one to give the correct move number. If 
the count is zero, go to NOMVE. 

W2: Loop to move words past the three hundred and 
twentieth word of the buffer back to beginning of 
buffer. 

NOMVE: Initializes XR1 and XR2 control in DFOUT, 
and resets the data header address constant (DHPTR) . 
Exit. 



Phase 11 

Chart: CQ 

• Reads the source statements from the disk during 
Pass 2. (One pass mode assembly. ) 

INT 2 (Intermediate I/O Pass 2): This subroutine is 
used in Pass 2 of a one pass assembly to bring the 
source statements saved by INT1 back into core in 
such a way that they are indistinguishable from 
statements read from the principal I/O device (card 
or paper tape). The following is a description of 
INT2 by principal label. 

INT 2: Entry point: Store blanks in I/O buffer 
(SAREA). 

INT2A: Load XR1 with the next prefix word, and 
XR2 with the address of position 21. If prefix word 
indicates no label field, change XR2 for position 27. 

LDR3: The second word of this LDX instruction 
contains the number of words to be unpacked (ob- 
tained from prefix word) . If statement has an ID 
field, reduce word count by four. If the word count 
of this statement is 1 (only a prefix word, i.e., a 
blank record), go to NOID2. 

UNPCK: Unpack statement into I/O buffer. Reduce 
the total data word count of this sector (contained in 
BUFI plus 2) by one for each time through this loop. 

TSTID: Check prefix word to determine if this 
statement has an ID field. If no ID field, go to 
NOID2. Otherwise, go back to UNPCK and unpack 
four -word ID field. 

NOID2: Check total data word count to see if this sector 
is exhausted. Ifitis,goto RDIO to read in next sector. 
Pack and save op code (save in OPBUF) , and set XR2 
for two positions preceding I/O buffer. Then exit. 
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RDIO: Read next sector of intermediate input. In- 
crement sector address by one, reset address where 
next prefix word is obtained, and exit. 

NOTE: It is possible for the Symbol Table to extend 
into the area where INT1 and INT 2 reside if the 
assembly is in two pass mode with no listing. 

Phase 12 

Charts: CR, CS 

• Processes END statements. 

• Reads in Phase 10 to build a Program Header 
Record (Pass 1). 

• Reads in Phase 11 (one pass mode) (Pass 1). 

• Reads in and transfers control to Phase 3 
(Pass 2). 

ENDA: The branch table starts END processing 
here. If Pass 2, go to END2. Initialize switches 
for Pass 2, and load XR2 with BUFI plus 2, or 
DFBUF plus 2 if two or one pass mode, respectively. 

CLR51: Clear first 51 words in DSF buffer to zero 
( maximum Program Header Record length) . If 
relocation mode of assembly is relocatable (RLMDE), 
go to S2402. Otherwise, the program is type 1, and 
the length of the header (word 6 of header) is equal 
to three. 

S2402: If ISS assembly, move the ISSNO ( saved 
from Phase 2) to word 14 of the header, and the 
number of interrupt levels required to word 15. 
Move the number(s) of the interrupt levels specified 
with control records into the header beginning with 
word 16. Increment the length of the header by one 
for each level specified (ISHDR). 

ISSXX: Reset XR2 to its value before moving the 
ISS information into the header. Set HDLTH equal 
to ISHDR and go to S2420. 

S2403: If no ENTs used, go to S2404; otherwise, 
the program type is set to 4. 

S2404: If ILS assembly, the interrupt level (saved 
in ISSNO) is inserted in word 13 of the Program 
Header, the Header length is 4, and the program 
type is 7. 



S2420: If no EPR statement, go to S2421; otherwise, 
store extended precision indication in word 3 of 
Program Header Record, and go to S2430. 

S2421: If no SPR statement, go to S2430, otherwise 
store standard precision indication in word 3 of the 
Program Header Record. 

S2430; If program is type one, go to S2431. If pro- 
gram type is greater than two, go to S243A. If a file 
was not defined (no *FILE record), go to S2431. 
Store number of files defined (one) in word 9 of the 
Program Header Record. A seven word table (see 
S2485 in listing) is outputted to DSF by the DFOUT 
routine. As each word is outputted, the Location 
Assignment Counter is incremented by one. Thus 
the first data word will be assigned to relocatable 
seven in Pass 2. This table includes the size of the 
file (FnSZ) as obtained from the *FILE record. 

S243A: If LIBR assembly (ISS or ENT called with 
one word call), reduce program type by one (type 
equals 5 or 3, respectively). 

S2431: OR program type to precision already in 
word three of the Program Header Record. 

S2440; Read Phase 10 from disk replacing the ST ADD 
section of Phase 9. Store the length of the header 
minus nine (HDLTH) in word 6 of the Header. In- 
itialize the total word count of the program (WRDCT) 
to the length of the Header. Store the length of 
COMMON (completed in Phase 1) in word 5 of the 
Header. Set the data header address (DHPTR) equal 
to the address of the first word past the Program 
Header Record, and setup the XR load addresses in 
DFOUT to correspond. Note that these addresses 
will at this time be for the correct output buffer 
since XR2 was initialized for the correct buffer 
earlier in this phase. 

S2151: If two pass assembly, go to ENDA2; other- 
wise, set word count equal to 320 at DFBUF, and 
sector address 32 relative to Working Storage at 
DFBUF plus one. Save the END statement in inter- 
mediate I/O (INT1), and force one more sector of 
intermediate output to be written, thus insuring that 
the END statement will be found in Pass 2. 

ENDAO: The force -sector -write returns from INTl 
to this address. Read Phase 11 (INT2) from disk, 
replacing the INTl section of Phase 9. Force the 
reading of the first intermediate input sector. 
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ENDA1 : The forced -read returns from INT 2 to this 
address. Use INT 2 to get the first source statement 
into the I/O buffer (SAREA) . Clear the ENT and 
ISS switches for Pass 2 processing, and set-up 
FLIPR to read Phase 1 from the disk. Write the 
sector buffer area of the Symbol Table (possible 
partial sector) to the next available table overflow 
sector. 

ENDXX: Address filled in here points to the sector 
overflow section of the Symbol Table. 

ENDA2: Two pass assembly. Therefore it is nec- 
essary to reverse these addresses in the WRDFO 
subroutine to point to BUFI. Decrement the paper 
tape first position address (PTADR) by twenty 
so that the next record, if from paper tape, will 
read into position 1 of the I/O buffer. Use RDCRD 
to read the next record from the I/O device, and go 
to ENDA1 plus 2 to complete Pass 1 processing of 
END. 

END 2: Read in Phase 12A. Phase 12A performs 
END statement processing in Pass 2 beginning at 
P12AX. 

Phase 12A 

Chart: CT 

P 12AX : Adjust the Location Assignment Counter to 
the next even address if it is odd. Store the Location 
Assignment Counter in COM60 of the Skeleton 
Supervisor. Use DTHDR to complete the word count 
for the last data header, and then force the word 
count of this new data header to be zero. If pro- 
gram has an entry point, go to SBRTN; otherwise, 
program must have an execution address specified, 
or an S (syntax error) is inserted in the I/O buffer. 
The SCAN routine is used to compute the execution 
address which must be relocatable in a relocatable 
assembly. If it is not, ENDER is used to insert 
an R (relocation error) in the I/O buffer. 

XEQQK: Store the execution address in COM56, and 
output in hexadecimal to positions 9-12 of the I/O 
buffer. 

SBRTN : END statements with no execution address 
required or with an error pertaining to the execution 
address transfer to this address. The LDLBL routine 
is set up to bypass the read of the next record and 
to do only output options (print and/or punch) . 



END A 5: The special entry to LDLBL returns to this 
address. If the DSF output is not past the three hun- 
dred and twentieth word of the buffer, go to ENDA3. 
Otherwise, use WRDFO to write output sector. 

ENDA3: Use WRDFO to write last sector of DSF 
output. 

ENDA4: Set up FLIPR to read Phase 3 from disk. 
Compute the block count of the program by dividing 
the total word count (WRDCT) by 20. Store the disk 
block count in COM 54 of the Skeleton Supervisor and 
overlay with Phase 3. 



ASSEMBLER INPUT -OUTPUT ROUTINES 
Input/output routines for the Assembler include: 

1. DISKO - This routine is part of the Skeleton 
Supervisor. 

2. CARD0/PAPT1 — This routine services either 
card or paper tape depending on which is defined 
as the principal I/O device for the particular 
system. 

3. WRTYO/VIPST - This routine services either 
the Console Printer or the 1132 Printer, depend- 
ing on which is defined as the principal printer 
for the particular system. 

Input -Output Device Routine 

The Assembler is device -independent; i.e. , it is in- 
different to the I/O device which it uses. The assem- 
bler uses whichever I/O device routine, card or paper 
tape, which was loaded by the System Loader/Editor. 

The I/O device routine reads the input record 
and converts it into unpacked EBCDIC code in the 
input -output buffer SAREA. No return is made to 
the Assembler until the reading and conversion of 
the entire record is complete. 

After completion of the Assembler control record 
input, the Assembler, by examining word 97 io in 
COMMA, determines if the input is from paper tape. 
If so, the Assembler shifts the pointer to the input 
buffer 20 character positions to the right. 

As the assembly of each statement is completed, 
the Assembler builds the output record in the buffer 
SAREA. Card punching occurs from positions one 
through twenty of this buffer. The card output 
routine performs the character conversion. No 
return is made to the Assembler until the entire 
card has been punched. 
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If the output is to paper tape, the output record 
is built in the buffer SAREA and then moved to the 
buffer PBUF. Paper tape punching occurs from this 
buffer beginning at position one, ending at the end- 
of -record. The paper tape output routine performs 
the character conversion. As soon as punching has 
been initiated, the paper tape output routine returns 
to the Assembler, thus allowing for overlap of the 
paper tape output operation. 

Print Device Routine 

As with the principal I/O device, the Assembler is 
indifferent to the device assigned as the principal 
print device; i. e. , the Console Printer or the 1132 
Printer. The Assembler uses whichever routine 
was loaded by the System Loader Editor. 

Upon entry, the move routine (P9MVE) deter- 
mines if any I/O operation is in progress. If so, 
the move routine waits for the completion of that 
operation. Then the contents of the output buffer 
SAREA are moved to the print buffer PARE A. (This 
is the same buffer used for paper tape output, PBUF, 
renamed. ) When the move is completed^the print 
line is initiated and the print routine returns to the 
Assembler. 

The Assembler will not call for the new page 
routine (Phase 5) if the principal print device is 
the Console Printer. 

The Console Printer output has as its first 
character a new line character to restore the type 
ball before starting each line. The 1132 Printer 
routine is set up to space after printing each line 
and to double space after printing at channel 1. 
The Printer routine has an entry labeled RPAGE 
to eject to a new page. A corresponding address in 
the Console Printer routine is a dummy entry to 
make the Assembler more independent with regard 
to the print device. 

Overlays 

To conserve core, the Assembler Program is 
divided into 15 phases (numbered 0-12A). Only 



Phase 9 and a portion of Phase remain in core 
during the entire assembly process. 

Statement processing phases (5, 6, 7, 8, and 
12) are read in whenever they are needed. A 
branch table (Figure 3) is included at the beginning 
of each statement 



Statement 


Phase 


Phase Needed 


Phase Needed 


Type 


Needed 


is in Core 


is not in Core 






BSC L to 


BSC L to 


DC 


6 


DCA 


GETS6 


INST 


6 


INSTA 


GETS6 


EQU 


5 


EQUA 


GETS5 


ORG 


5 


ORGA 


GETS5 


BSS,BES 


5 


BSSA 


GETS5 


EBC 


8 


EBCA 


GETS8 


CALL,LIBF 


8 


CALLA 


GETS8 


EXIT 


8 


EXITA 


GETS8 


LINK 


8 


LINKA 


GETS8 


DSA 


8 


DSAA 


GETS8 


DEC,XFLC 


7 


DECA 


GETS7 


END 


12 


ENDA 


GTS 12 


HDNG* 


5 


HDNG5+2 


GETS5 



*When HDNG occurs while in Phase 2, reads in Phase 5 
and branches to HDNG5. When HDNG processing is 
completed, Phase 2 is restored and control is returned to 
Phase 2 at HDRT2. In all phases after Phase 2, one of 
the two options indicated in the table is executed. 



processing phase. When the statement type is 
determined (Phase 9) , a branch is executed to the 
instruction in the branch table corresponding to the 
statement type. If the phase needed to process the 
statement type is in core, processing begins. If 
the phase is not in core, the branch table returns 
control to Phase 9. Phase 9 initializes the routine 
used to read disk data (FLIPR) and the requested 
phase is read into core and the program returns 
to the branch table to process the statement. 
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SECTION 5: FORTRAN 



This section describes the internal structure of the 
1130 Disk Monitor System FORTRAN Compiler pro- 
grams which are designed to compile FORTRAN 
source statements into object programs. The source 
statements must conform to the statement specifica- 
tions given in the 1130 FORTRAN Language publica- 
tion (Form C26-5933). 



PROGRAM PURPOSE 

The FORTRAN Compiler accepts statements of a 
source program written in the 1130 FORTRAN 
language as input (see Figure 12) and translates 
them into machine language instructions, which 
form the object program. The object program can 
then be loaded, along with the required subroutines, 
for execution. 

The compiler-generated machine language coding 
includes a large percentage of branch instructions 
which transfer control to subroutines during execu- 
tion of the program. Thus, it is the subroutines 
that perform the majority of the operations in any 
given problem; however, it is the compiler-gener- 
ated coding that selects and directs the subroutines. 




FORTRAN source 
statements 



FORTRAN control records 



Figure 12. FORTRAN Input (card form) 



GENERAL COMPILER DESCRIPTION 

The FORTRAN Compiler consists of a series of 28 
phases. Generally grouping the phases, Phases 1 
and 2 are initialization phases which set up the 



compiler-reserved areas, interrupt levels, etc. 
Phases 3, 4, and 5 are the control phases which 
read control records, set Communications Area 
indicators, read the source statements, and ready 
them for the compilation phases. Phases 6 through 
11 are specification phases which process the 
specification statements and other definitive infor- 
mation. Phases 12 through 20 are the analysis 
phases which perform the actual compilation. 
Phases 21 through 27 are the output phases, and 
Phase 28 is a recovery phase which restores the 
Skeleton Supervisor. 



PHASE OBJECTIVES 

The following is a list of the compiler phases and 
their major objectives. 

1. First Sector — initializes the loader routines. 

2. Second Sector — stores the Skeleton Supervisor 
on the disk and loads the Input Phase. 

3. Input — reads the control records and source 
statements. 

4. Classifier — determines the statement type and 
places the type code in the ID word. 

5. Check Order/Statement Number — checks for 
the presence and sequence of SUBROUTINE, 
FUNCTION, Type, DIMENSION, COMMON, 
and EQUIVALENCE statements and places 
statement numbers in the Symbol Table. 

6. COMMON/ SUBROUTINE or FUNCTION - 
places variable names and dimension informa- 
tion in the Symbol Table; checks for a SUB- 
ROUTINE or FUNCTION statement and, if 
found, places the name and dummy argument 
names in the Symbol Table. 

7. DIMENSION/REAL and INTEGER - places 
DIMENSION statement information in the 
Symbol Table and indicates the proper mode 
for REAL and INTEGER statement variables. 

8. Real Constant — places the names of real 
constants in the Symbol Table. 

9. DEFINE FILE — checks the syntax of DEFINE 
FILE, CALL LINK, and CALL EXIT statements 
and determines the defined file specifications. 

10. Variable and Statement Function — places the 
names of variables, integer constants, and 
statement function parameters in the Symbol 
Table. 

11. FORMAT — converts FORMAT statements into 
a special form for use by the object time 
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input/output routines. 

12. Subscript Decomposition — calculates the 
constants to be used in subscript calculation at 
object time. 

13. Ascan I — checks the syntax of all arithmetic, 
IF, CALL, and statement function statements. 

14. Ascan II — checks the syntax of all READ, 
WRITE, FIND and GO TO statements. 

15. DO, CONTINUE, etc. — replaces DO state- 
ments with a loop initialization statement and 
inserts a DO test statement following the DO 
loop termination statement. This phase also 
handles STOP, PAUSE, and END statements. 

16. Subscript Optimize — replaces subscript ex- 
pressions with an index register tag. 

17. Scan — changes all READ, WRITE, GO TO, 
CALL, IF, arithmetic, and statement function 
statements into modified Polish notation. 

18. Expander I — replaces READ, WRITE, GO TO, 
and RETURN statements with object coding. 

19. Expander II — replaces all CALL, IF, arith- 
metic, and statement function statements with 
object coding. 

20. Data Allocation — allocates an object time 
storage area for all variables. 

21. Compilation Errors — prints out unreferenced 
statement numbers, undefined variables, and 
error codes for erroneous statements. 

22. Statement Allocation — determines the storage 
allocation for object program coding. 

23. List Statement Allocation — lists the relative 
statement number addresses, if requested. 

24. List Symbol Table — lists the subprogram names 
from the Symbol Table and System Subroutine 
names found in the statement string, if requested. 

25. List Constants — computes the addresses of the 
constants and lists them, if requested. 

26. Output I — builds the program and data header 
records and places them into Working Storage. 
This phase also outputs the real and integer 
constants into Working Storage. 

27. Output II — completes the conversion of the 
statement string to object coding and places the 
object program into Working Storage. 

28. Recovery — restores the Skeleton Supervisor 
and returns control to it. 

29. Dump — dumps the contents of the Symbol Table, 
Communications Area, and String Area, upon 
request. 



CONTROL RECORDS 

The FORTRAN control records are discussed in 
detail in the publication IBM 1130 Card/Paper Tape 



Programming System Operator's Guide (Form 
C26-3629). 



CORE STORAGE LAYOUT 

Figure 13 illustrates the layout of core storage 
during compilation. The hexadecimal addresses 
listed are approximate and should not be construed 
as the final address assignments. For the actual 
addresses, refer to the program listings using the 
symbolic labels. 



Hardware Area 



String Area 



— / 7590 



Phases 3 and 28 origin here 



Symbol Table 



FORTRAN Communications Area 



Other phases origin here 



Phase 1 origin 






COMMON Save Area 



ROL Routine 



DISKF Routine 



/ 0042 



/ 7950 
/ 7984 



/ 7F09 
/ 7F2B 

/ 7FFF 



Figure 13. Layout of Storage during Compilation 
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Compiler-reserved Areas 

Two areas of storage are reserved by the compiler. 
The first area, in the low-addressed words of 
storage, is comprised of approximately 66 words 
of storage. In this area are the index registers, 
the Interrupt Transfer Vector (ITV), interrupt 
traps, information pertaining to the restoration of 
the Skeleton Supervisor, and a CALL EXIT routine. 

The second area, in the high-addressed words 
of storage, is comprised of approximately 247 
words of storage. In this area are stored the ROL, 
DISKF, and DUMP routines. The DUMP routine 
calls the Dump Phase upon request; the ROL and 
DISKF routines control and execute the phase-to- 
phase transfer. 

Phase 1, of which these routines are a part, is 
loaded into these locations by the Supervisor when 
the FORTRAN Compiler is initialized. These three 
routines are resident in storage all during the 
compilation. 



FORTRAN Communications Area 

The FORTRAN Communications Area consists of 52 
words of storage where information obtained from 
the control records and compiler-generated ad- 
dresses and indicators are kept. This information 
is available to any phase needing it. The contents 
of the FORTRAN Communications Area words are 
described in Table 5. 



Phase Area 

The Phase Area is the area into which the various 
phases of the compiler are read by the ROL routine. 
The size of the Phase Area is determined by the 
size of the largest phase of the compiler. 

Each phase, when loaded into the Phase Area, 
overlays the preceding phase. There are three 
phases, however, which are exceptional in that they 
are loaded at some location other than the Phase 
Area origin. Phase 1 is loaded into high -addressed 
storage so that the ROL and DISKF routines occupy 
initially the positions they will occupy throughout 
the compilation. The control card analysis portion 
of Phase 3 is loaded into the String Area. This 
portion of the phase is in use only until the control 



cards have been processed and is overlaid by the 
source statements. Phase 28, the Recovery phase 
which follows the compilation, is also loaded into 
the String Area. The compilation, however, is 
completed by the time this phase is loaded. If the 
Recovery Phase should be loaded during compila- 
tion, due to an overlap or disk error, the Statement 
String is overlaid by the Recovery Phase. 



COMMON Save Area 

The COMMON Save Area is composed of nine words 
of storage used to save core location ten and vari- 
ous addresses which are used by the Recovery 
Phase, if and when it should be called. 



Symbol Table 

The Symbol Table contains entries for variables, 
constants, statement numbers, various compiler- 
generated labels and compiler-generated temporary 
storage locations. 

The first entry of the Symbol Table occupies the 
three highest -addressed words of the String Area; 
i. e. , the 3 words just below the first word of the 
Communications Area. The second entry is posi- 
tioned in the lower-numbered core storage words 
adjacent to the first entry, etc. 

During the initialization of the Symbol Table in 
Phase 3, three words of storage are reserved for 
the first Symbol Table entry. This entry is not 
made, however, until Phase 5. From this point 
the size of the Symbol Table varies from phase to 
phase until it achieves its largest size in Phase 19. 
Its size always includes the three words reserved 
for the next Symbol Table entry. 

During Phases 5 through 19, the Symbol Table 
contains variables, constants, and statement num- 
bers. Information for these entries has been re- 
moved from the statement string and has been 
replaced by pointers to corresponding Symbol Table 
locations. Also, the Symbol Table contains the 
various compiler-generated labels and temporary 
storage locations used in compilation. 

During the output phases, 20 through 27, these 
entries in the Symbol Table are replaced by object 
time addresses which are inserted into the object 
coding by Phase 27. 
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Table 5. FORTRAN Communications Area 



Word 


Symbolic Name 


Description of Contents 


1 


SOFS 


The address of the start of the string. 




2 


EOFS 


The address of the end of the string. 




3 


SOFST 


The address of the start of the Symbol Table. 




4 


SOFNS 


The address of the start of the non -statement-number entries in the Symbol Table. 




5 


SOFXT 


Phases 1-20. The address of the start of the Symbol Table entries for SGTs (subscript-generated temporary 
Phases 21-25. The work area word count. 


variables). 


6 


SOFGT 


Phases 1-20. The address of the start of the Symbol Table entries for GTs (generated temporary storage locations). 






Phases 21-25. The constant area word count. 




7 


EOFST 


The address of the end of the Symbol Table. 




8 


COMON 


Phases 1-19. The address of the next available word for COMMON storage. 

Phase 20. The address of the highest addressed word reserved for COMMON storage. 

Phase 21 - Not used. 

Phases 22-25 — Relative. entry point. 




9 


CSIZE 


All phases except Phase 20. The COMMON area word count. 

Phase 20. The address of the lowest-oddressed word reserved for COMMON storage. 




10 


ERROR 


Bit 15 set to 1 indicates overlap error. 
Bit 14 set to 1 indicates other error. 




11-12 


FNAME 


The program name (obtained from the *NAME control record, or SUBROUTINE, or FUNCTION statement). 
Stored in name code. 




13 


SORF 


Set positive to indicate FUNCTION. 
Set negative to indicate SUBROUTINE. 




14 


CCWD 


Control card word. 

Bit 15 set to 1 indicates Transfer Trace. 

Bit 14 set to 1 indicates Arithmetic Trace. 

Bit 13 set to 1 indicates Extended Precision. 

Bit 12 set to 1 indicates List Symbol Table. 

Bit 11 set to 1 indicates List Subprogram Name. 

Bit 10 set to 1 indicates List Source Program. 

Bit 9 set to 1 indicates One Word integers. 

Bit 8 set to 1 indicates Save Loader. 

Bit 6 set to 1 indicates Console Printer as the principal print device. 

Bit 5 set to 1 indicates 1 132 Printer as the principal print device. 




15 


IOCS 


IOCS Control Card Word. 

Bit 15 set to 1 indicates 1442 Card Read Punch. 

Bit 14 set to 1 indicates Paper Tape. 

Bit 13 set to 1 indicates Console Printer. 

Bit 10 set to 1 indicates Keyboard. 

Bit 9 set to 1 indicates 1132 Printer. 

Bit 8 set to 1 indicates Disk. 




16 


DFCNT 


Define File Count. 





Following the above 16 words are 36 words containing the IOCC words. The contents of these words is described in the compiler listings. 
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An entry for a subprogram name of COUNT 
would appear as : 



ID Word 
(see Table 6) 



Name Word 1 
C O U 



Name Word 2 
N T 



[0000000010000000 [100001 1010110100 |1 1000101011000111 



Lowest-Addressed 
Word 



Highest-Addressed 
Word 



Entry in hexadecimal form -0080 86B4 C563 



ID Word . The layout of the Symbol Table ID word 
is given in Table 6. The ID word is formed when 
the entry is placed in the Symbol Table. 

Name-Data Words . Names in the Symbol Table 
are in a format similar to name code. However, 
the 30 bits comprising the name are equally divided 
between the two words. Bit zero of each word is 
set to zero for constants; it is set to one for all 
other Symbol Table entries. 



Format. All entries in the Symbol Table are 
comprised of three words; an ID word and two 
Name-Data words. The entries for dimensioned 
variables are exceptional, however, in that they 
are six word entries; the additional three words 
contain the dimension information. 

The ID word occupies the lowest -addressed 
word of the three word entry. The Name -Data 
words occupy the two higher-addressed words. 

In the six word, dimensioned variable entries 
in the Symbol Table, the ID word and Name-Data 
words occupy the same positions relative to each 
other. The dimension information is added in the 
three lower-addressed words below the ID word. 

A typical entry is illustrated in the following 
example of an integer constant entry of 290. 



ID Word 
(see Table 6) 



Data Word 1 
2 9 



Data Word 2 
blank blank 



1 1 1 00000000000000 1 11 00 1 1 11 00 11 1 1 0000000000000000 | 



Lo w est - Add ressed 
Word 



Highest-Addressed 
Word 



Entry in hexadecimal form -E000 65CE 0000 



Table 6. Symbol Table ID Word 



Bit 




Position 


Status and Meaning 





1 - Constant 




- Variable 


1 


1 - Integer 




- Real 


2 


1 - COMMON 


3-4 


01 - One dimension 




10 - Two dimensions 




1 1 - Three dimensions 


5 


1 - Dummy argument 


6 


1 - Statement number 


7 


1 - Statement function name 


8 


1 - Subprogram name 


9 


1 - FORMAT statement number 


10 


1 - Referenced statement number or defined 




variable 


11 


1 - External 


12 


1 - Generated temporary storage location (GT) 


13 


1 - Subscript-generated temporary variable (SGT) 


14 


1 - Allocated variable 


15 


Not Used 



Dimensioned Entries . The Symbol Table entry for 
dimensioned variables requires six: words: two for 
the array name, one for the ID word, and three for 
the dimension information. Three words are always 
used for the dimension information regardless of 
the number of dimensions. 

For one-dimension arrays, the dimension words 
all contain the same information — the integer con- 
stant that specifies the dimension of the array. 
For example, the entry for array ARRY (10) would 
appear as: 



Dimension Information 


ID Word) 


Array Name 


|10 , 10 | 10 | 


1 1 


Lowest- 
Addressed 
Word 




Highest- 
Addressed 
Word 



For two-dimensional arrays, one dimension 
word contains the integer constant of the first 
dimension and the remaining two words contain the 
product of the first and second dimension integer 
constants. For three-dimensional arrays, the 
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first two words are as they are for a two-dimen- 
sional array and the third word contains the product 
of the first, second, and third integer constants of 
the array dimensions. Thus, the dimension infor- 
mation for array B(5, 15) appears as: 



Statement Body . Each statement, after being con- 
verted to EBCDIC, is packed two EBCDIC charac- 
ters per word. This is the form in which the 
statements are initially added to the statement 
string. 



75,75, 5, ID 



and the dimension information for array C(9, 9, 9) 
appears as: 



Statement Terminator . Statements are separated 
by means of the statement terminator character, a 
semicolon. The statement terminator character 
indicates the end of the statement body. This 
character remains in the string entry throughout 
the compilation process. All statements in the 



Table 7. Statement ID Word Type Codes 



Statement String 

The source statements are read by the Input Phase, 
converted to EBCDIC, and stored in core storage. 
The first statement is stored just above Compiler- 
reserved area in lower storage and each succeeding 
statement is placed adjacent to the previous state- 
ment thus forming the source statements into a 
string. The area within which the source statements 
are stored is referred to as the string area. 

ID Word. For identification purposes, as each 
statement is placed in the string area, an ID word 
is added at the low-address end of each statement: 



| 0,1,2,3,415,6,7,8,9,10,11,12,13114,151 



Statement 
type code 
(see Table 7), 
FORMAT type 
code set in 
Phase 3,* all 
others set in 
Phase 4. 



t 



1 = Numbered statement; 
set during Phase 3 if 
statement contains a 
statement number. 

Inter-phase communication; 
various uses. 



Norm — Binary count of the number of words 
used for storing this statement (count 
includes ID word; set during Phase 3). 



The Norm is the only portion of the ID word 
completed by the Input Phase. The Norm is a 
count of the number of words used to store that 
statement, including the ID word and statement 
terminator. 

The statement type codes, shown in Table 7 
are added in the Classifier Phase. 



Code 


Statement Types 


00000 


Arithmetic 


00010 


END 


00100 


SUBROUTINE 


00110 


CALL 


00111 


COMMON 


01000 


DIMENSION 


01001 


REAL 


01010 


INTEGER 


01011 


DO 


01100 


FORMAT 


01101 


FUNCTION 


OHIO 


GO TO 


01111 


IF 


10000 


RETURN 


10001 


WRITE 


10010 


READ 


10011 


PAUSE 


10100 


Error 


10101 


EQUIVALENCE 


10110 


CONTINUE 


10111 


STOP 


11000 


DO-test 


11001 


EXTERNAL 


11010 


Statement Function 


11011 


Internal Output Format 


11100 


CALL LINK, CALL EXIT 


11101 


FIND 


11110 


DEFINE FILE 
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statement string carry the statement terminator 
except for FORMAT and CONTINUE statements and 
compiler-generated Error entries. Error entries 
inserted into the string by the compiler are inserted 
without the terminator character. 



String Area 

The string area during compilation contains both the 
statement string and the Symbol Table. The state- 
ment string is built by the Input Phase beginning in 
the low-addressed words of the string area. The 
Symbol Table is built during the compilation process, 
beginning in the high-addressed words of the string 
area. 

The sizes of the string and Symbol Table vary 
during the compilation. As some items are removed 
from the string, they are added to the Symbol Table. 

In addition, some phases move the entire state- 
ment string as far as possible toward the Symbol 
Table. The last statement of the string then resides 
next to the last Symbol Table entry. As the phase 
operates on the statement string, now referred to 
as the input string, it is rebuilt in the low-addressed 
end of the string area. The rebuilt string is re- 
ferred to as the output string. This procedure 
allows for expansion of the statement string. 

If at any time during the compilation an entry 
cannot be made to the statement string or to the 
Symbol Table due to the lack of sufficient storage, 
an overlap error condition exists. In the event of 
such an overlap condition,the remaining compilation 
is bypassed and an error message is printed. (See 
the section, Compilation Errors. ) Either the size 
of the source program or the number of symbols 
used must be decreased or the program must be 
compiled on a machine of larger storage capacity. 



Compilation Errors 

When an error is detected during the compilation 
process, the statement in error is replaced by an 
appropriate error entry in the statement string. 
Each entry is made during the phase in which it is 
detected and the procedure is the same in all phases. 

1. The type code in the erroneous statement's 
ID word is changed to the Error type (see 
Table 3). 

2. The statement body is replaced by the 
appropriate error number (see Table 7). The 
statement number, if present, is retained in 



the Symbol Table and the Symbol Table pointer 
is retained in the error entry on the string. 
3. The statement string is closed up, effectively 
deleting the erroneous statement from the 
statement string. 

Error entries in the Statement String are 
exceptional in that they do not carry the statement 
terminator character (semi-colon). CONTINUE 
and FORMAT statements also do not carry the 
special terminator character. All other statements 
in the string are ended by means of the semi-colon. 

Error indications are printed at the conclusion 
of compilation. If a compilation error has occurred, 
the message 

OUTPUT HAS BEEN SURPRESSED 

is printed and no object program is punched. 

Error messages appear in the following format: 

CbAAbATbSTATEMENTbNUMBERbXXXXX YYY 

where C indicates the FORTRAN Compiler, AA is 
the error number, XXXXX is the last encountered 
statement number, and YYY is the count of state- 
ments from the last statement number. See the 
publication IBM 1130 Monitor System Reference 
Manual (Form C26-3752) for a list of the FORTRAN 
error numbers, their explanations, and the phases 
during which they are detected. 

hi addition to the errors, undefined variables 
are listed by name at the end of compilation. Un- 
defined variables inhibit output of the object pro- 
gram. 

The initialization of each phase includes an 
overlap error check. If, at any time during the 
compilation, the statement string overlaps the 
Symbol Table, or vice-versa, the remainder of the 
compilation is bypassed and the message 

PROGRAM LENGTH EXCEEDS CAPACITY 

is printed. 



PHASE DESCRIPTIONS 

The description of the compiler operation is 
divided into separate descriptions for each phase. 
Each phase description is accompanied by a flow 
chart illustrating the logic flow of that phase. The 
symbols used on the charts are the same as those 
contained in the program listings. 
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Phase 1: First Sector 



Phase 2: Second Sector 



Chart: DA 



Chart: DB 



• Loads Phase 2. 

Upon detecting the // FOR Monitor control record, 
the Skeleton Supervisor loads the first sector of the 
FORTRAN Compiler. Phase 1 comprises this first 
sector. 

The purpose of the phase is simply to load Phase 
2 which performs the initialization needed to begin 
the compilation of the FORTRAN source program. 

The phase is loaded into high-addressed storage 
rather than at the normal Phase Area origin. This 
is done in order to locate initially the ROL, DISKF, 
and DUMP routines into the compiler-reserved 
area in high-addressed storage. These routines 
reside in this area throughout the compilation and 
are used to control and execute the phase-to-phase 
transfer (ROL and DISKF) and to print the contents 
of the Symbol Table and statement string between 
phases (DUMP). 

Errors Detected . There are no errors detected in 
this phase. 

Routine Summary . The following descriptions 
summarize the purpose or functions of the major 
routines and subroutines contained in Phase 1. 



Routine/ 
Subroutine 

PHO 

ROL 

DUMP 

DISKF 



PLACE 
SKOl 



Function 

Initializes the disk interrupt; sets 
up the parameters for the disk read. 
Loads the next phase from the disk 
into the phase area in memory. 
Tests the Console Entry Switches 
(1130) or Data Entry Switches (1800); 
if dump requested, sets up for the 
next phase; calls Dump Phase. 
Sets up the disk function parameters ; 
tests disk for not-busy state and 
defective cylinders; accomplishes 
the READ, WRITE, and READ 
CHECK. 

Controls the READ, WRITE, SEEK, 
and READ CHECK disk functions. 
Performs the SEEK operation to a 
specified cylinder on the disk. 



• Places the Supervisor into the Core Image 
Buffer on the Disk. 

• Loads Phase 3. 

Phase 2 stores the Skeleton Supervisor in the Core 
Image Buffer on the disk. The CALL EXIT routine, 
which is loaded with Phase 2 but not executed, i$ 
placed into the compiler-reserved area in low- 
addressed storage. The defective cylinder table 
is saved for use by the FORTRAN disk routines. 
Phase 2 loads Phase 3 through the ROL routine. 

Errors Detected . There are no errors detected 
in this phase. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 2. 



Routine/ 
Subroutine 

PHOA 



CALL1 



CALL2 



Function 

Sets up the parameters for placing 
the Skeleton Supervisor onto the 
disk. 

Writes the first of two portions of 
the Skeleton Supervisor onto the 
first sector of the CIB. 
Writes the second of two portions 
of the Skeleton Supervisor onto the 
second sector of the CIB; saves 
the defective cylinder table; places 
the CALL EXIT routine into the 
reserved area in lower storage i; 
loads Phase 3. 



Phase 3: Input 

Chart: DC 

• Computes the core storage size. 

• Reads the control records; sets indicators ijn 
the FORTRAN Communications Area. 
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• Reads the source statements; stores them in 
the string area; precedes each statement with 
a partially completed ID word. 

• Checks for a maximum of five continuation 
records per statement. 

• Lists the source program, if requested. 

Phase 3 is composed of two major segments; the 
first analyzes the control records and the second 
dnputs the source statements. The control record 
analysis portion of Phase 3 is loaded into the string 
area, while the statement input portion is loaded at 
the normal Phase Area origin. 

The control record analysis routines, therefore, 
remain in storage until the processing of the control 
records is completed. They are then overlaid by 
the source statements as the statement string is 
built by the statement input portion. 

Phase 3 begins the compilation process by 
determining the storage capacity of the compiling 
machine. The FORTRAN Communications Area 
is set up with pertinent addresses, indicators, and 
the computed storage size. The I/O interrupt levels 
and indicators are initialized and the control records 
are read. I/O controls and compiler indicators 
drawn from the control records are placed in the 
FORTRAN Communications Area. The control 
records are converted to modified EBCDIC and 
listed. 

The source statements are now read. If the 
control records include an *LIST SOURCE PRO- 
GRAM or *LIST ALL record, the source statements 
are listed as they are read. At this time comment 
statements are bypassed from further processing. 
During input, a check is made for continuation 
statements. A maximum of five continuation state- 
ments per statement is permissible. 

The body of the statement is packed, two 
modified EBCDIC characters per word. Blanks 
between characters or words are removed from 
all statements except FORMAT statements. 

Phase 3 calculates the number of words required 
to store each statement on the string, including an 
ID word and two words for the statement number, 
if one is present. This number is called the state- 
ment Norm. 

The statement is now stored on the statement 
string. The Norm is placed in the ID word and bit 
position 15 of the ID word is set to 1 for all state- 
ments having statement numbers. 



Statement numbers are compressed into two 
words. Bits 15 and 16 of the second word are not 
used; statement numbers of less than five digits 
are left- justified, leading zeros being removed. 
The 2-word statement number is inserted between 
the ID word for the statement and the statement 
body. 

Phase 3 handles FORMAT and END statements 
in an exceptional manner. The statement type code 
is inserted into the ID word of all FORMAT state- 
ments. For all other statements this function is 
provided in Phase 4. 

When the source statement input routines detect 
the END statement in the source program, a 
special 1-word END indicator is placed onto the 
statement string rather than the END statement. 

If, during Phase 3, an input record having a / 
(slash) in column one is detected, control is 
transferred to the Recovery Phase and the com- 
pilation is discontinued. 

Errors Detected. The errors detected by Phase 3 
are: 1 and 2. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 3. 

Routine/ 

Subroutine Function 

AXXO Reads the control records and 

source statements. 

AXX2 Calls CONVT to convert the input 

buffer to EBCDIC; checks if the 
source statements are to be listed. 

AXX3 Lists the source statements, if 

requested. 

AXX4 Performs a check for comments 

statements. 

AXX4A Performs a check for continuation 

statements. 

AXX5 Checks if more than five continua- 

tion statements are encountered. 

AXX6 Checks for blank records. 

AXX7 Calls PUT to place the ID word on 

the string; if present, puts the 
statement number on the string. 

AXX11 Packs the statement body into two 

EDCDIC characters per word; puts 
the packed word into the string 
area. 
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Routine/ 
Subroutine 



Function 



Phase 4: Classifier 



AXX15 Inserts the statement type code into 

the ID word for FORMAT state- 
ments. 
CCDO Checks control record; stores 

control information in Communica- 
tions Area. 
CARDS Controls column reading into the 

input buffer. 
CONVT Converts input characters to 

EBCDIC; converts characters to 

be printed into print code. 
CSL Checks for valid statement numbers, 

if present; packs the number into 

two words. 
CNM Removes trailing blanks from 

statements; computes the statement 

length (Norm) ; inserts the Norm 

into the ID word. 
DEE Resets interrupts; transfers to the 

ROL routine to load the next phase. 
ERST Places an error message on the 

string in place of an erroneous 

statement. 
GETCH Checks for an END record. 

GTWD Obtains characters from the input 

record; converts them to modified 

EBCDIC form. 
HOBO Picks up non-blank columns from the 

input records. 
INTER Transfers control to the specific 

device routines on an interrupt. 
NEXT Places the END indicator into the 

string. 
PHO Computes core size; initializes the 

FORTRAN Communications Area; 

sets up the I/O interrupts. 
PRINT Performs the printing onto the 

system printer. 
PUT Places a word into the string. 

PUTS Generates the special END indicator. 

RTNMN Transfers to the Recovery Phase 

if a / (slash) is detected in column 

1 of an input record. 
W8 Obtains the source program name 

from the *NAME control record; 

stores the name in the FNAME word 

in the FORTRAN Communications 

Area. 



Chart: DD 

• Determines the statement type for each state^- 
ment; inserts the type code into the statement 
ID word. 

• Places the terminal character at the end of each 
statement. 

• Converts subprogram names longer than five 
characters to five -character names. 

• Converts FORTRAN supplied subprogram names 
according to the specified precision. 

• Generates the calls and parameters which will 
initialize I/O routines at object time, if the 
IOCS control indicators are present. 

Initially, Phase 4 moves the entire statement string 
next to the Symbol Table. As each statement is 
processed, it is moved back to the lower end of the 
string area. 

According to the indicators set in the IOCS word 
of the FORTRAN Communications Area by the 
previous phase, Phase 4 generates the required 
calls to FORTRAN I/O. If the Disk indicator is on, 
a 'LIBF SDFIO' followed by its parameter is in- 
serted in front of the statement string. Then, 
Phase 4 inserts the 'LIBF SFIO' followed by its 
parameters. Next, the table of device servicing 
routines is built and inserted. 

See FORTRAN I/O in the Subroutine Library 
section of this manual for a description of these 
calls and parameters, an explanation of their 
function at execution time, and examples of the calls 
and calling sequences. 

Phase 4, beginning with the first statement of 
the string, then proceeds to check each statement 
in order to classify it into one of the 31 statement 
types. FORMAT statements, already having the 
type code, and compiler-generated error messages 
are not processed by this phase. 

Each statement name is compared to a table of 
valid FORTRAN statement names. Each recognized 
statement name is removed from the string and the 
corresponding ID type code is inserted into the 
statement ID word. (See Table 7 for the statement 
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ID type codes. ) 

Arithmetic statements are detected by location 
of the equal sign followed by an operator other than 
a comma. Because of this method of detection, 
arithmetic and statement function statements both 
carry the arithmetic statement ID type until Phase 
10 which distinguishes them. 

Names within the statement body are converted 
into name code and stored. Names with only one or 
two characters are stored in one word. 

Phase 4 converts all parentheses, commas, etc. 
into special operator codes. These operators are 
each stored in separate words. Also, arithmetic 
operators (+, ~, /, *, **) are each stored in 
separate words, and a statement terminator char- 
acter (a semicolon) is placed after each statement, 
except CONTINUE and FORMAT statements and 
compiler-generated error messages. 

NOTE: The string words containing name or con- 
stant characters have a one bit in bit position 0. 
Bit position of string words containing arithmetic 
operator characters has a zero bit. 

The standard FORTRAN supplied subprogram 
names specified in the source program are changed, 
if necessary, to reflect the standard or extended 
precision option specified in the control records. 
Also, the six-character subprogram names of 
SLITET, OVERFL, and SSWTCH, which are allowed 
so as to be compatible with System/360 FORTRAN, 
are changed to SLITT, OVERF, and SSWTC, 
respectively. 

The word FUNCTION appearing in a Type state- 
ment and the statement numbers of DO statements 
are isolated by the Classifier Phase. Isolation is 
accomplished by placing a one-word special operator 
(colon) just after the word or name to be isolated. 
This process aids later phases in detecting these 
words and numbers. 

Errors Detected. The error detected by Phase 4 

is: 4. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines or subroutines contained in Phase 4. 



Routine 
Subroutine 

CLFIO 

CQCT 



Routine/ 
Subroutine 

BACK 



Function 

Moves the entire statement string 
next to the Symbol Table. 



ENDD 
FCNT 

FIO 

FUNEX 

GET1 

GET2 

GETID 



IDAHO 

MAKE 



MOVE 

MOVIE 

PSDIO 

PTFIO 
PUT 

QZA1 

START 

TWONT 

WAIT 

XXYZ 

XYZ 
XYZ1 



Function 

Determines I/O specifications; 
generates the *FIO call. 
Checks for the presence of IOCS 
indicators in the FORTRAN 
Communications Area; sets up 
the parameters of the *FIO LIBF 
to reflect the specified precision. 
Checks for the presence of an END 
statement. 

Isolates the word FUNCTION in the 
string entry. 

Table of I/O routine calls. 
Functional name exchange table. 
Gets a character from the string. 
Gets two characters from the input 
string. 

Initializes for a statement type 
code table search; gets the state- 
ment type code; stores it in the 
ID word. 

Checks for the name SSWTCH. 
Stores names in compressed 
EBCDIC, five characters per two 
words; stores operators in one 
word on the string. 
Moves statements from the input 
string to the output string. 
Updates the string pointer (XR1) to 
move to the next statement. 
Places a call to single-disk I/O 
routines onto the string, if 
applicable. 

Places the *FIO call into the string. 
Places the word in the accumulator 
into the string. 

Inserts the new Norm in the state- 
ment ID word. 

Checks the FORTRAN Communica- 
tions Area ERROR word for overlap 
condition. 

Table containing the first two char- 
acters of FORTRAN statement 
names and the address of the re- 
maining name characters. 
Transfers to the ROL routine to 
load the next phase. 
Closes the string by one word and 
adjusts the statement Norm. 
Checks for the name OVERFL. 
Checks for the name SLITET. 
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Routine/ 

Subroutine Function 

ZAO Initializes for a scan of the 

statement string. 
ZA1 Checks for the special END 

indicator. 
ZA1A Places the END statement ID 

word on the string. 
ZA1B Checks for arithmetic state- 

ments. 
ZA2 Checks the arithmetic statement 

for the various types of operators. 
ZA6 Places the ID word into the string. 

ZA7 Checks for a DO statement. 

Z All Isolates statement numbers in DO 

statements. 
ZA13 Places the statement terminator 

( ;) at the end of the statement. 



Phase 5 : Check Order/ Statement Number 



Chart: DE, DF 

• Checks subprogram and specification statements 
for the proper order; removes any statement 
numbers from these statements. 

• Checks to ensure that statements following IF, 
GO TO, RETURN, and STOP statements have 
statement numbers. 

• Removes CONTINUE statements that do not have 
statement numbers. 

• Checks the statements for statement numbers; 
checks the Symbol Table for a previous entry 
of the same statement number. 



Statement numbers assigned to the statements 
listed above are removed. A second check is made 
to ascertain that these statements precede the first 
executable statement of the source program. 

Any CONTINUE statements that do not have 
statement numbers are removed from the statement 
string. A check is made to ensure that statements 
following GO TO, IF, RETURN, and STOP state- 
ments have statement numbers. 

The SORF word in the Communications Area is 
appropriately modified if a SUBROUTINE or 
FUNCTION statement is present. 

The second pass of Phase 5 scans the statement 
string for statements with statement numbers. 
Each unique statement number is placed into the 
Symbol Table and the address of the Symbol Table 
entry is placed into the string entry where the 
statement number previously resided. 

All statements having statement numbers pre- 
viously added to the Symbol Table (duplicates of 
other statement numbers) are in error. 

After each statement number has been placed 
into the Symbol Table and the Symbol Table address 
placed into the string, a check is made to determine 
if the Symbol Table has overlapped the statement 
string area. If an overlap has occurred, an error 
is indicated in the FORTRAN Communications Area 
by setting bit 15 of the ERROR word to 1 ; any 
further processing is bypassed by an immediate 
transfer to the ROL routine to load the next phase. 
All remaining phases are bypassed except Phase 21, 
which prints the overlap error message. 

Errors Detected. The errors detected by Phase 5 
are: 5, 6, and 9. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines or subroutines contained in Phase 5. 



• Places the statement number into the Symbol 
Table; places the Symbol Table address into 
the string entry. 

Phase 5 makes two passes through the statement 
string. The first pass checks to ascertain that the 
subprogram and specification statements are in the 
following sequence: 

SUBROUTINE or FUNCTION statement 

Type statements (READ, INTEGER) 

EXTERNAL statements 

DIMENSION statements 

COMMON statements 

EQUIVALENCE statements 



Routine/ 

Subroutine Function 

ABEL Checks the statement for a state- 

ment number. 

CKRL Checks for REAL statements. 

CLOSE Replaces the erroneous statement 

CLOZE with an error message; closes up 

the string. 

EFF Checks for the presence of transfer 

statements. 

ENDST Checks for the END statement; 

checks for a statement number in 
statements other than END. 
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Routine/ 

Subroutine Function 

EOP Branches to the ROL routine to load 

the next phase. 

INIT Initializes the phase; checks for a 

previous overlap condition. 

LOOK Scans the Symbol Table for a 

duplicate statement number. 

MOVE Updates the string pointer (XR1) 

to move to the next statement. 

NEXT Checks for statement numbers in 

statements following transfer 
statements. 

PUTIN Places the statement number into 

the Symbol Table ; updates the 
FORTRAN Communications Area 
to reflect changes in the table's 
length; replaces the string area 
statement number with the Symbol 
Table address where it is now 
located. 

RMOVE Removes the statement number. 

RMOV1 Removes the statement from the 

string. 

START Checks for a previous overlap 

error. 

ST1 Checks for a FUNCTION statement. 

SUBRT Checks for a SUBROUTINE 

statement. 

TAG3 Checks for COMMON statements. 

TAG4 Checks for EQUIVALENCE 

statements. 

TAG5 Checks for CONTINUE statements. 

TENT Checks for DEFINE FILE state- 

ments. 

TENT1 Checks for INTEGER, EXTERNAL, 

and DIMENSION statements. 



Phase 6: COMMON/ SUBROUTINE or FUNCTION 



Chart: DG, DH 

• Places COMMON statement variables into the 
Symbol Table; includes dimension information, 
if present. 

• Removes COMMON statements from the string. 

• Checks for a SUBROUTINE or FUNCTION 
statement. 



• Places the names and dummy arguments of the 
SUBROUTINE or FUNCTION statement into the 
Symbol Table; deletes the statement from the 
statement string. 

• Checks REAL and INTEGER statements for 
the word FUNCTION. 

Phase 6 is a two pass phase. The first pass 
processes COMMON statements; the second pass 
processes SUBROUTINE and FUNCTION state- 
ments, including FUNCTION found in REAL and 
INTEGER statements. 

Pass 1 of Phase 6 examines all COMMON 
statements, checking all variable names for validity. 
Variable names are considered valid if the name: 

1. begins with an alphabetic character, 

2. contains no special characters, and 

3. contains no more than five characters. 

Unique variable names found in COMMON 
statements are placed into the Symbol Table. 
Duplicate variable names are in error. 

When dimension information is present in a 
COMMON statement, the Symbol Table entry is 
expanded to six words, the dimension constants are 
changed to binary format, and this binary informa- 
tion is inserted into the Symbol Table entry. The 
Symbol Table ID word is updated to indicate the 
presence of the dimension information and the level 
of dimensioning. 

See the section SYMBOL TABLE for the format 
of dimension and non-dimension entries in. the 
Symbol Table. 

Upon completion of storing the statement infor- 
mation, the COMMON statement is removed from 
the string. 

The second pass of Phase 6 checks for a 
SUBROUTINE or FUNCTION statement among the 
specification statements. If either is found, the 
SORF word in the FORTRAN Communications Area 
is modified to indicate whichever is applicable. 
The subprogram name is checked for validity. If 
valid, the name is added to the Symbol Table and 
the address of the Symbol Table entry is placed into 
the FNAME word in the FORTRAN Communications 
Area Following this, the subprogram parameters 
are checked and, if valid, they are added to the 
Symbol Table and the statement is removed from 
the string. 

REAL and INTEGER statements are examined 
for the presence of the word FUNCTION. If the 



FUNCTION specification is found, the REAL or 
INTEGER statement is processed in the same 
manner as a FUNCTION statement, except that the 
subprogram mode is specified explicitly by the 
statement type. 

Errors Detected. The errors detected by Phase 6 
are: 7, 8, 10, 11, 12, 13, 14, and 15. 

Routine Summary. The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 6. 



Routine/ 

Subroutine Function 

CHK Checks for a COMMON entry of a 

parameter name. 
CLOSE Closes the string after replacing 

the erroneous statement with an 

error message. 
DD1 Updates the string pointer (XR1) 

to move to the next string word. 
DD2 Checks the name for validity. 

DD3 Checks for a comma operator. 

D02 Checks for a valid subprogram 

name. 
D03 Checks for a SUBROUTINE or 

FUNCTION statement. 
DTB Checks for a left parenthesis or a 

statement terminator following the 

subprogram name. 
FLOP Checks for a valid parameter name. 

LLPQ Removes an erroneous statement 

from the string. 
MOVE Replaces an erroneous statement 

with an error message; closes up 

the string. 
MV Updates the string pointer (XR1) to 

move to the next statement. 
NEX Places a dimension constant into 

the Symbol Table. 
NEXP Checks for a comma, aright 

parenthesis, and an overlap error; 

indicates the dimensioning level 

in the Symbol Table ID word. 
PH Initializes the phase; checks for a 

previous overlap error. 
PIECE Places the parameter name into 

the Symbol Table; sets the 

parameter and type indicators in 

the Symbol Table ; checks for a 



Routine/ 
Subroutine 



PLACE 



PL ACQ 



PLAC1 



PRTE 

PTB 

RMOVE, 

RMV 

SOS 

START 
STAR1 



TCNT 
TRY 



TST 
ZARRO 
ZOR 
ZORRO 



Function 

Symbol Table overlap; checks for 
a comma or right parenthesis. 
Places a variable name in the 
Symbol Table ; sets the COMMON 
and type indicators in the Symbol 
Table ID word; checks for a 
Symbol Table overlap. 
Places the subprogram name into 
the Symbol Table; places the 
address of the Symbol Table entry 
into the FORTRAN Communications 
Area (FNAME). 
Sets the subprogram and type 
indicators in the Symbol Table ID 
word of a subprogram name found 
in a SUBROUTINE, FUNCTION, 
REAL FUNCTION, or INTEGER 
FUNCTION statement; checks for 
a Symbol Table overlap. 
Converts the dimension constant 
to binary. 

Checks for the statement termina- 
tor. 

Removes a statement from the 
string; closes up the string. 
Branches to the ROL routine to 
load the next phase. 
Initializes the phase; checks the 
first statement to see if it is a 
*FIO LIBF. 

Checks the FORTRAN Communica- 
tion Area (SORF) for a subprogram 
indication; if none, checks the 
first statement to see if it is REAL 
or INTEGER. 

Checks that the dimensioning does 
not exceed three levels. 
Checks for the word FUNCTION in 
a REAL or INTEGER statement; 
if found, indicates the function in 
the FORTRAN Communications 
Area. 

Checks for END and COMMON 
statement. 

Scans the Symbol Table for the 
parameter name. 
Scans the Symbol Table for a 
duplicate of the subprogram name. 
Scans the Symbol Table for 
duplication of the variable name. 
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Phase 7: DIMENSION, REAL, INTEGER, and 
EXTERNAL 



EXTERNAL statements are scanned for the 
names IFIX and FLOAT. These subprogram names 
are erroneous. 



Chart: DJ, DK 

• Analyzes DIMENSION statements; places 
dimension information into the Symbol Table. 

• Removes DIMENSION statements from the 
statement string. 

• Places variables and dimension information 
from REAL, INTEGER, and EXTERNAL 
statements into the Symbol Table. 

• Indicates in the Symbol Table ID word the mode 
(Real or Integer). 

• Check EXTERNAL statements for the names 
IFIX and FLOAT, which are not allowed. 

The processing of Phase 7 is done in two passes. 
The first pass analyzes DIMENSION statements. 

Each variable name found in a DIMENSION 
statement is first checked for validity. If the name 
is valid,the Symbol Table is searched for a duplicate. 
If no duplicate is found, the variable name, along 
with its dimensioning information, is added to the 
Symbol Table. 

If a duplicate is found which has not yet been 
dimensioned, the dimensioning information from the 
variable name is added to the existing Symbol Table 
entry. If a duplicate is found which has already 
been dimensioned, the variable name is in error. 

In a subprogram compilation, a comparison is 
made to ensure that no variable name duplicates the 
subprogram name. 

As dimensioned variables are added to the 
Symbol Table, the DIMENSION statements are re- 
moved from the statement string. 

See the section SYMBOL TABLE for the format 
of dimension and non-dimension entries in the 
Symbol Table. 

The second pass of Phase 7 examines the REAL, 
INTEGER, and EXTERNAL statements found in the 
statement string. Each variable found in these 
types of statements is checked for validity. Valid 
variables are compared to the Symbol Table entries. 
Those variables duplicated in the Symbol Table as 
the result of prior COMMON or DIMENSION state- 
ments are in error. Those not equated to Symbol 
Table entries are added to the Symbol Table in the 
same manner as in the first pass of this phase. 



Errors Detected. The errors detected by this 
phase are: 7, 8, 16, 17, 18, 19, 20, 21, and 22. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routine and subroutines contained in Phase 7. 



Routine/ 
Subroutine 

BEGIN 
BOB 



CHK 

CLOSE 

CLQSE 
COZ 

DAP 

FUN 



JAP 
LAP3 



LAP5 

LORD 

MA 

MIX 



MLTN 



Function 

Checks for a Symbol Table overlap. 
Removes the statement from the 
string after a statement terminator 
is located; closes the string up. 
Determines if the dimensioned 
variable duplicates the subprogram 
name. 

Closes up the string after re- 
placing an erroneous statement with 
an error message. 
Replaces the erroneous statement 
with an error message. 
Checks for a right parenthesis; 
indicates the dimensioning level in 
the Symbol Table ID word. 
Checks for END, REAL, INTEGER, 
and EXTERNAL statements. 
Checks a variable name for a 
FUNCTION or SUBPROGRAM name 
equivalent or previous dimensioning; 
initializes error routines, if 
required. 

Checks for the statement terminator. 
Initializes to scan the body of REAL, 
INTEGER, and EXTERNAL state- 
ments. 

Sets the REAL indicator of the 
Symbol Table ID word. 
Checks for a Symbol Table overlap. 
Sets the INTEGER indicator of the 
Symbol Table ID word. 
Indicates a DIMENSION statement; 
initializes to scan the body of the 
statement. 

Checks the subprogram name for 
prior COMMON or DIMENSION 
reference; sets the EXTERNAL 
indicator in the Symbol Table ID 
word; checks for the name 
IFIX. 
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Routine/ 
Subroutine 

MOTQS 

MV 
NEX 

NEXP 

NEXT 
NEXTS 



PADS 
PHASE 

PHIL 



PLACE 
PLACQ 
PREV 

RMOVE 
SIP 

SOS 

SUBN, 
SUBQ 
TARZ 

TCNT 
TEST 



Function 

Moves the pointer; checks the next 
word for comma or left parenthesis; 
checks for a subprogram. 
Moves the pointer to the next 
statement. 

Checks that the dimension constant 
is not zero; puts it into the Symbol 
Table. 

Chepks for a comma or a right pa- 
sis; checks to see that there 
no more than 3 dimensional pa- 
present per variable name, 
the dimension constant into 
Symbol Table. 

s the next word for a comma; 
to see that there are no more 
3 dimensional parameters 
£ent. 

the variable name for validity, 
izes the phase; checks for a 
overlap error, 
es to the word following a 

a or left parenthesis; tests 
a dimension constant; converts 
constant to binary. 
s the variable name into the 

Table. 
s the variable or subprogram 
into the Symbol Table, 
for previous dimensioning 
variable; checks SORF word 
the subprogram indication; 

s if name is in COMMON. 
s the statement from the 
closes up the string, 
for the statement terminator, 
rts the dimension constant to 



load 

Sp 

men 

Mov 

left 



renthe 

are 

ranieters 

Puts 

the 

Chebk 

checks 

than 

pre 

Checks 

Initial 

pre^/ious 

Mo\ 

conim 

for 

the 

Place 

Symbol 

Place 

name 

Checks 

of a 

for 

determines 

Remove 

string 

Checks 

Conve 

binary 

Transfers 



s to the ROL routine to 

the next phase. 

:ads the Symbol Table so that di- 

sional parameters can be added. 

es the pointer; checks for a 

parenthesis. 
Checks to see that there are no 
more than 3 dimensional parameters 
pre sent. 

Checks for END and DIMENSION 
statements. 



Routine/ 

Subroutine Function 

TICKK Checks for the name FLOAT. 

TICKQ Indicates Real or Integer in the 

Symbol Table ID word of a 
variable. 

YELP, Checks for a Symbol Table overlap; 

YELP1 checks the next word for a comma. 

ZAR Checks for valid names in REAL, 

INTEGER, and EXTERNAL state- 
ments. 

ZOR, Searches the Symbol Table for a 

ZORRO duplicate entry. 



Phase 8: Real Constants 



Chart: DL 

• Scans all IF, CALL, and arithmetic statements 
for valid real constants. 

• Converts real constants to standard or extended 
precision format, as specified. 

Phase 8 examines the arithmetic, IF, and CALL 
statements found in the statement string, checking 
for valid real constants. 

Each valid real constant is converted to binary 
in the precision indicated by the FORTRAN 
Communications Area indicators derived from the 
control records in Phase 3. The Symbol Table is 
checked for a previous entry of the constant. If a 
previous entry is found no new entry is made and 
the Symbol Table address of the constant is inserted 
into the statement string along with the constant 
operator in place of the constant. If no previous 
entry in the Symbol Table is found, the converted 
constant is added to the Symbol Table and the con- 
stant operator with the Symbol Table address of the 
constant replaces the constant in the statement 
string. The statement string is closed up following 
the alteration of the string. 

Errors Detected. The following error is detected 
in this phase: 23. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 8. 
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Routine/ 
Subroutine 

CAP 

CLSUP 

GET 

MOVE 

OUT 

RC 

RCC 
RC1 
RC2 
RC3 



RC10 
RC19 



RC20 
RC21 



RC22 



START 
SWIT 



Z 

zz 

Zl 



Function 

Checks for END, arithmetic, IF, 
and CALL statements. 
Closes up the string; adjusts the 
Norm of the closed statement. 
Collects the elements of the real 
constant to be converted to binary. 
Moves to the next statement on the 
string. 

Transfers to the ROL routine to 
load the next phase. 
Checks for the statement terminator; 
tests switch 6, indicating the string 
needs to be closed up. 
Initializes to scan the body of IF, 
CALL, and arithmetic statements. 
Gets a character from the constant; 
checks it for zero or a digit. 
Checks whether the present char- 
acter is E, if E is allowable. 
Checks whether an exponent sign is 
present and valid, if signed numbers 
are allowable. 

Checks the constant for validity. 
Checks the specified precision of 
the program ; combines the extended 
constant, if Extended Precision. 
Combines the Standard Precision 
constant. 

Checks the Symbol Table for a pre- 
vious entry of a constant; enters 
constants into the Symbol Table if 
not previously entered; checks for 
an overlap error. 
Inserts the constant operator and 
the Symbol Table address into the 
statement string; moves the state- 
ment pointer; checks whether 
statement closure is required; 
calculates the number of words for 
closure. 

Checks for a Symbol Table overlap. 
Checks whether the present char- 
acter is a decimal point, if a 
decimal point is allowable. 
Moves the pointer to the next word 
of the statement body. 
Checks the real constant for 
validity. 
Checks for a decimal point. 



Routine/ 
Subroutine 



Function 



Z3 Checks for an operator. 

Z33 Moves the pointer to the last 

operator preceding the constant; 

initializes to collect the real 

constant. 



Phase 9: DEFINE FILE, CALL LINK, CALL EXIT 



Chart: DM 

• Checks the syntax of DEFINE FILE, CALL EXIT, 
and CALL LINK statements. 

• Determines the defined file specifications. 

Phase 9 checks the syntax of all DEFINE FILE, 
CALL LINK, and CALL EXIT statements. All 
variable names are checked for validity and are 
added to the Symbol Table. All valid constants are 
converted to binary and are added to the Symbol 
Table. 

The SORF word in the FORTRAN Communications 
Area is examined to ensure that a DEFINE FILE 
statement does not appear in a subprogram. 

This phase then computes the file definition 
specifications; that is, a DEFINE FILE table 
comprised of one entry for each unique file. Each 
entry consists of, in order, the file number, the 
number of records per file, the record length, the 
associated variable, a blank word for insertion of 
the sector address at load time, the number of 
records per sector, and the number of disk blocks 
per file. A count is kept in the DFCNT word in the 
FORTRAN Communications Area of the number of 
files defined. 

Errors Detected. The errors detected by this phase 
are: 3, 70, 71, 72, and 73. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 9. 



Routine/ 
Subroutine 

CE1 



Function 



Modifies the CALL EXIT ID word 
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Routine/ 
Subroutine 



CK1 

CL1 

COLL 
DF1 

DF3 
DF5 



EDI 
FILES 

rosvi 

OUT 
SKIP 
XR2R 



Function 

to match the CALL LINK ID word. 
Initializes to scan the statement 
body. 

Checks the syntax of the CALL 
LINK statement. 
Converts a constant to binary. 
Checks for file definition in a 
subprogram. 

Places a variable name into the 
Symbol Table, if not previously 
entered. 

Collects valid constants to binary; 
gets; the file count, file number, 
number of records, and record 
length; checks variable names for 
validity. 

Transfers to the ROL routine to 
load the next phase. 
Checks that there are no duplicate 
file s and no more than 75 files 
defined. 

Checks for DEFINE FILE, CALL 
EXIT, CALL LINK, and END 
statements. 

Places the contents of the accumu- 
lator into the output string. 
Bypasses the remainder of the 
statement. 

Computes the number of records 
per sector and disk blocks per file; 
updjates the file count. 



Phase 10: Variable 



Chart: DN 

• Places variables 
and integer constants 



Places parameters 
statements into the 



• Converts the left 
a special 



Phase 10 checks the 
statement string for 



and Statement Functions 



internal statement numbers, 
into the Symbol Table. 



from statement function 
Symbol Table. 



• Converts operators according to the scan- 
forcing table. 



parenthesis of subscripts to 
dimension indicator. 



added to the Symbol Table. A second check is made 
to ensure that all variable names conform to the 
implicit or explicit mode specifications (Real and 
Integer). Integer constants and internal statement 
numbers are also added to the Symbol Table, pro- 
vided they are unique. However, names, integer 
constants, and internal statement numbers that are 
found in subscript expressions are not added to the 
Symbol Table until a later phase. 

When adding names, constants, and statement 
numbers to the Symbol Table, Phase 10 replaces 
them in the string by pointers to their respective 
Symbol Table entries. The pointer replacing a con- 
stant, name, etc. is the address of the ID word of 
the Symbol Table entry for that constant, name, etc. 

This phase also examines statement function 
statements. 

The ID word of the statement function statement, 
until now identical to that of an arithmetic state- 
ment, is changed to the statement function type. 
Also, the parameters of statement functions are 
added to the statement function name, located in the 
Symbol Table. These entries in the Symbol Table 
are distinguished by their lack of a sign bit in the 
second word of the name. 

During Phase 10,the left parenthesis on sub- 
scripts is changed to a special left parenthesis 
operator which indicates the order of the dimension 
that follows. 

This phase also converts all operators except 
those in subscripted expressions from the 6 -bit 
EBCDIC representation to a pointer value. This 
pointer value is derived from the scan-forcing 
table. The conversion is done in preparation for 
the Scan Phase, Phase 17, when an operation 
priority will be determined through these pointer 
values. 

Errors Detected . The following errors are detected 
in this phase: 7, 24, 25, 26, and 43. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 10. 



Routine/ 
Subroutine 

COOT 
CVO 



variable names found in the 
validity. Valid variables are 



Function 

Converts the constant to binary. 
Changes the ID word of statement 
function statements from arithmetic 
type to the statement function type ; 
checks for a statement number; if 
one is found, changes the statement 
number in the Symbol Table to a 
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Routine/ 
Subroutine 



Function 



Routine/ 
Subroutine 



Function 



CV1 



CV2 

CV3 

CV3A 

CV4 

CV5B 
CV5C 

CV5D 

CV6 
CV8 
CV9 
CV10 

CV11 
CV12 
CV13 



CV14A 



compiler- gene rated label; CV15 

removes the statement number 

from the string; inserts into the 

string a pointer to the generated 

label in the Symbol Table. 

Initializes to scan the statement CV16 

body; checks for END, *FIO, 

CONTINUE, FORMAT, 

EQUIVALENCE, Error, CALL CV19 

LINK, CALL EXIT, DEFINE 

FILE, and statement function 

statements. 

Checks for the presence of a CV20 

GO TO statement; checks for a 

left parenthesis operator, indicating 

a computed GO TO. CV22 

Checks for the presence of a DO CV25A 

statement. 

Checks for the presence of an IF CV26 

statement. CV27 

Checks for the presence of 

READ/WRITE statements. CV31 

Checks for a semicolon operator. 

Converts the semicolon operator 

to scan -forcing code. CV31A 

Closes up the string by the specified 

number of words; adjusts the 

statement Norm. DIMED 

Checks for a constant operator; 

if present, removes it. EXTRA 

Checks for a left parenthesis 

operator. 

Checks for a right parenthesis 

operator. NASFT 

Converts the operator with the aid 

of the QX1 table to scan-forcing ORGIN 

code. 

Checks for a variable name; if PUTF 

present, checks it for validity. STOOK 

Replaces the erroneous statement 

with an error message. 

Places statement function names 

into the statement function name 

table; checks for duplicate dummy SXB1 

parameters; checks for a maximum TAM 

of 15 entries in the statement 

function name table. WAIT 

Checks the statement function name 

table for previous entry of the YYX 

statement function name. 



Removes the sign bit from the 
second word of the statement 
function name ; adds the dummy 
arguments indicator to the Symbol 
Table ID word being built. 
Checks for an integer name; adds 
the integer indicator to the Symbol 
Table ID word being built. 
Converts the left parenthesis to 
the special left parenthesis operator 
indicating subscripts and dimen- 
sion level. 

Moves the pointer; checks for a 
semicolon operator or a right 
parenthesis operator. 
Checks the constant for validity. 
Checks the statement number for 
validity. 

Tests for a semicolon operator. 
Checks for a right parenthesis 
operator. 

Checks for an apostrophe (') mark 
separating the parameters of a 
disk READ or WRITE statement. 
Checks for the statement number 
of a FORMAT statement in a 
READ or WRITE statement. 
Checks for a dimensioned name 
and arithmetic statement. 
Places the Symbol Table address 
of the statement function name into 
the statement string; closes up 
the string. 

Checks the statement function name 
table for a duplicate entry. 
Initializes the phase; checks for a 
Symbol Table overlap. 
Checks for a Symbol Table overlap. 
Checks the Symbol Table for a 
previously entered statement 
function name ; if not found, enters 
the name, along with the ID word 
constructed. 

Closes up the statement by 1 word. 
Moves the pointer; checks for a 
left parenthesis operator. 
Transfers to the ROL routine to 
load the next phase. 
Checks for a duplicate statement 
number in the Symbol Table. 
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Routine/ 
Subroutine 

YYZ 

YY2 



Function 

Checks for a DO statement. 
Indicates in the Symbol Table 
ID word that a statement number 
is referenced. 



Phase 11: Format 



Chart: DP 



• Converts FORMAT statements to a format for 
interpretation by the FORTRAN I/O routines. 

• Converts the Apostrophe (') type format to 
H-type. 



Phase 11 first moves the statement string into the 
upper end of the string area adjacent to the Symbol 
Table. The string is then scanned for FORMAT 
statements. All statements are moved to the output 
string at the lower end of the string area unchanged, 
except for FORMAT statements. 

FORMAT statements are checked for a statement 
number. Those without statement numbers are in 
error. Numbered FORMAT statements are checked 
for valid types and syntax. All formats are checked 
for the Apostrophe (') type specification. Any of 
this type that are detected are changed to H formats. 

In decomposing the FORMAT statement, Phase 
11 converts each format into a format specification. 
(See Table 8. ) Where required, the Field Repeat, 
Group Repeat, and REDO counts are computed and 
inserted. At the completion of Phase ll,the FOR- 
MAT statement is simply a chain of format specifi- 
cations. 



Table 8. Output Code of FORMAT Specifications 

Type Specification 



E- 
F- 
I- 
A- 
X- 
H- 

/ 
Group Repeat 
Field Repeat 

REDO 



DD 



4 Bits 



WW 
RR 



5 Bits 



7 Bits 














DD 


WW 




1 


DD 


WW 




10 


WW 




11 


WW 




10 


WW 




10 1 


WW 




110 


Not Used 




0111 


Undefined 




10 


NO 


RR, |S 


10 1 


NO 




10 10 


Not Used 




10 11 


RR 





decimal width has a maximum of 127 (used only in E and F 
type formats) 

total field width has a maximum of 127 in E and F type for- 
mats, 145 in I, A, X, and H type formats 
1 negative count to the first specification of the group to be 

(Group Repeat) repeated 

RR (REDO) positive count to the specification following the first open 

(right) parentheses to the left 

NO positive count of repetitions to be made of a field or group 
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Errors Detected. The following errors are 
detected in this phase: 27, 28, 29, and 30. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 11. 



Routine/ 
Subroutine 



INDIC 



Routine/ 
Subroutine 

ABEL 
B 

BAKER 

BOY 

BTEST 



C 

CBEL 

D 

DEC EM 

DOG 

ECHO 



FOX 

GET 

GRP 

GRP1 

HANI 

I 



Function 

Checks for the END statement. 

Indicates F-type format in the 

format specification. 

Replaces erroneous FORMAT 

statements by error messages. 

Sets the carriage control character 

into the T-type format specification. 

Checks for a right parenthesis; 

puts the T-type format specification 

into the statement; inserts the 

Field Repeat word. 

Indicates E-type format in the 

format specification. 

Detects FORMAT statements in the 

string. 

Indicates I-type format in the 

format specification. 

Checks FORMAT statements for 

the presence of a statement number. 

Calculates the field width; checks 

that the Field Width specification 

in I-, A-, X-, and H-type formats 

does not exceed 145. 

Checks for the / (slash) ; checks 

for the right parenthesis; checks 

for the T-type format. 

Checks X- and H-type formats for 

repeat specifications; checks width 

specifications; outputs the Field 

Repeat word. 

Generates and outputs the Group 

Repeat word. 

Gets a word from the FORMAT 

statement body for analysis. 

Checks for the carriage control 

characters in T-type formats. 

Checks the value of the Group 

Repeat indicators. 

Places the format specification 

into the FORMAT statement. 

Indicates A-type format in the 



INK 
K 

KILO 

LOB1 

LOB3 
LXQ 

M 



MAN 

NOVEM 

O 
OUT 

RP 



START 
TST 



TST1 



ZX 



Function 

format specification. 

Sets the indicator in the Symbol 

Table ID word to denote that the 

statement number refers to a 

FORMAT statement; initializes 

to scan the statement body; gets 

a word of the statement body; 

checks for the left parenthesis. 

Checks for invalid apostrophe (') 

marks. 

Inserts the Decimal Width and 

Field Width into the format 

specification. 

Gets the next word of the statement 

body; checks for apostrophe (') 

marks. 

Places a special apostrophe (') 

mark on the string; checks that 

the Field Width in I-, A-, X-, and 

H-type formats does not exceed 145. 

Checks for double apostrophe (') 

marks in the statement. 

Moves the statement string adjacent 

to the Symbol Table. 

Checks to see that the Decimal 

Width in E- and F-type formats 

does not exceed 127 or that the 

Decimal Width is not greater than 

the Field Width. 

Outputs a REDO Count if a Group 

Repeat is indicated. 

Moves non-FORMAT statements 

to the output string. 

Outputs H-type specification. 

Transfers to the ROL routine to 

load the next phase. 

Generates a slash (/) into the 

output string when a format is to 

be repeated. 

Checks for a Symbol Table overlap. 

Checks for specification types 

F, E, I, H, X, A, or a left 

parenthesis. 

Checks that the Field Width in E- 

and F-type formats is not greater 

than 127. 

Indicates X-type format in the 

format specification. 
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Phase 12: Subscript Decomposition 



For a 3-dimension array — A(C * I + C , C * J 
+ C 4> C 5* K + C 6> C 5* K + C 6> 



Chart: DQ 

• Calculates the constants needed for object time 
subscript computation. 

• Sets up dummy arguments for insertion of 
object time variables. 

Phase 12 bypasses immediately all FORMAT, *FIO, 
CONTINUE, and Error statements. All other 
statements are scanned but only those statements 
that contain the special left parenthesis operator 
inserted by Phase 10 are operated upon. 

The subscripting information for each variable 
is checked for validity. 

Phase 12 then calculates the subscript constants 
D4 and D^, D 2 , and Dg depending on the dimen- 
sioning level. See below for the method of 
derivation of these constants. 

These subscript constants are inserted into the 
subscript expression with the subscript indices. 
The right and left parentheses enclosing the sub- 
script expression are then changed to special 
operators to be used in a later phase. 



D 1 =C 1* S 

D 2 = L * C 3 * S 

D=L*M*C*S 
o 5 



D 4 = [(C -1)+L*(C -1) + L*M*(C -1)] *S 



In these formulas, 

L = first dimension factor 

M = second dimension factor 

S = size in words of the array entries 

S = 1 for 1 word integers 

S = 2 for Standard precision 

S = 3 for Extended precision 
C and C = constants in the first dimension value 

J. Li 

C„ and C„ = constants in the second dimension value 
3 4 

C r and C = constants in the third dimension value 
6 

I, J, and K are the subscript indices. 



Errors Detected . The following errors are 
detected in this phase : 31, 32, 33, 34, and 35. 



Calculation of the Subscript Constants. Assuming 
the maximum subscript form 

C *I + C' 

Phase 12 computes the subscript constants D-factors 
as follows: 



For a 1-dimension array — A(C * I + C ) 



D 1 = C 1* S 

D 4 = (C 2 - 1) * S 



For a 2-dimension array — A(C * I + C , C * 

4 



D = C * S 

D = L * C * S 

D 4 = [ (C 2 " 1) + I * (C 4 - 1)] * S 



Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutine contained in Phase 12. 



Routine/ 
Subroutine 

ABEL 



ABELL 



CK1 
CK3 
CK6 



Function 

Checks for statement function 
statements with subscripting; if 
found, initializes the error routine. 
Gets the dimension information 
from the Symbol Table entry to 
decompose the subscript expression. 
Complements the constant; stores 
it; initializes for the next segment 
of the scan. 

Checks for a duplicate name in the 
Symbol Table. 

Converts the name to a pointer to 
the Symbol Table. 
Determines the level of dimension- 
ing by means of the special left 
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Routine/ 




Routine/ 


Subroutine 


Function 


Subroutine 




parenthesis inserted in Phase 10; 


Zl 




calculates D. for 3 dimension 






variables. 


Z4 


CK8 


Calculates D. for 1 dimension 
variables. 






Z6 


CK9 


Calculates D4 for 2 dimension 






variables. 


ZAPZ 


CK11 


Checks for agreement between the 


ZAP6 



CK12 



CK13 
CK14 
COLL 

E 



G 

HOLD1 

MOVE 

N 

OUT 

START 

TAT 

TV 

TEST 



TEST1 



string dimension indicator and the 

extracted dimension factor; checks 

for an EQUIVALENCE statement 

with a dimensioned variable; checks 

for agreement between the dimension 

information and the number of 

subscripts. 

Calculates the number of words 

needed to store the decomposed 

subscript on the string. 

Closes up the statement. 

Opens up the string. 

Converts the dimension constant to 

binary. 

Detects a non-dimensioned name; 

checks for the +, -, comma, and 

right parenthesis operators. 

Determines if a word contains an 

operator, name, or constant; checks 

the constant for validity. 

Checks the CCWD word for the 

Extended Precision indicator. 

Moves the string pointer to the next 

statement. 

Replaces erroneous statements by 

error messages. 

Transfers to the ROL routine to 

load the next phase. 

Checks for a Symbol Table overlap; 

initializes the string pointer. 

Places the special right hand 

parenthesis on the string. 

Checks the variable name for 

validity. 

Checks for END, Error, FORMAT, 

*FIO, DEFINE FILE, CALL LINK, 

CALL EXIT, and CONTINUE 

statements; initializes to process 

all other types. 

Checks for the statement terminator; 

checks for 1, 2, or 3 dimension 

subscripts. 



ZZZZ 



Function 

Puts a 1 dimension subscript onto 

the output string. 

Puts a 2 dimension subscript onto 

the output string. 

Puts a 3 dimension subscript onto 

the output string. 

Closes up the string. 

Goes to the next statement in the 

string. 

Sets up the dimension indices; 

adds D . to the statement string. 



Phase 13: A-Scan I 



Chart: DR 

• Checks the syntax of arithmetic, IF, CALL, 
and statement function statements. 

• Checks statement function calls, including 
nested calls, for valid names and the correct 
number of arguments. 

• Checks for the definition of variables; checks 
for valid statement number references in IF 
statements. 

Phase 13 examines only the arithmetic, IF, CALL, 
and statement function statements in the statement 
string. 

During the analysis of statement function state- 
ments a table is built containing the statement 
function name and the number of arguments associ- 
ated with that function. This table is used in 
analyzing statement function calls, including nested 
calls, to check for the proper number of arguments. 

The syntax of all arithmetic expressions is 
checked. When a variable is defined, i.e., found 
on the left side of an equal sign, the defined indica- 
tor is set in the ID word of the Symbol Table entry 
for that variable. 

The statement number lists in IF statements are 
checked for proper syntax, for valid statement 
number references. References to FORMAT 
statements are in error. 

The syntax of the record number expression in 
Disk READ/WRITE statements is checked. The 
right parenthesis is changed to a colon operator. 
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When detected in the following phase, the colon 
operator causes generation of a disk I/O operator 
rather than the standard I/O operator. 

Errors Detected . The following errors are detected 
in this phase: 36, 37, 38, 39, 40, 41, 42, and 43. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 13. 



Routine/ 
Subroutine 

ARITH 



CHECK 

CKASF 

GETID 
LIST 

MOVCH 

MOVE1 

NAME 



ORGIN 



OUT 



OVERF 



Function 

Scans all arithmetic expressions; 
checks statement function names 
for validity; generates a nested 
call table for statement functions ; 
converts all operators to scan- 
forcing code. 

Checks for an overlap condition 
between the input and output state- 
ment strings. 

Ensures that all calls to statement 
functions have the correct number 
of arguments. 

Gets the ID word of a Symbol Table 
entry. 

Checks the statement number lists 
in IF statements for valid refer- 
ences. 

Moves disk READ/WRITE state- 
ments to the output string; checks 
the syntax; converts the right 
parenthesis to a colon operator. 
Moves one word from the input 
string to the output string; incre- 
ments the pointer. 
Checks names for dimensioning; 
determines the dimension level; 
moves the name and dimension 
information to the output string; 
allows space in the output string 
according to the dimension level. 
Moves the statement string adjacent 
to the Symbol Table; initializes 
the input and output string pointers. 
Moves words to the output string 
using index register 3 as a count 
control. 

Transfers to the ROL routine to 
load the next phase. 



Routine/ 
Subroutine 

PUT 



START 
TESTV 

XY1 

XY2 

XY5A 

XY5 

XY7 

XY11 

XY13 

XY22 

XY23 



XY25 
XY26 
XY27 
XY28 



XY30A 

XY30 

XY32 
XY33 



Function 

Moves the word in the accumulator 
to the output string; moves the 
pointer. 

Checks for a Symbol Table overlap. 
Checks for valid variables in 
arithmetic expressions. 
Initializes to scan the statement 
body. 

Checks for the END statement; 
checks for a statement function 
table; if present, removes it. 
Checks for the equal sign; if found, 
initializes to scan the arithmetic 
expression. 

Checks for an arithmetic statement; 
if found, checks for valid variable 
names; checks whether the name 
is defined. 

Replaces the erroneous statement 
by an error message. 
Moves a word to the output string; 
adjusts the statement Norm. 
Checks for the statement 
terminator. 

Moves the string pointer to scan 
the next statement. 
Checks for an IF statement; if 
found, inserts the IF operator; 
checks for left and right paren- 
theses; inserts the comma opera- 
tor for the comma. 
Detects CALL statements; checks 
for the subprogram indication. 
Checks for disk READ/WRITE 
operators. 

Moves a statement to the output 
string. 

Checks for statement function 
statements; checks for a valid 
statement function name; moves 
the name into the statement function 
name table. 

Checks for a comma or right 
parenthesis. 

Checks for a subscripted variable; 
if found, skips over it. 
Checks for valid dummy arguments. 
Counts the statement function 
arguments. 
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Phase 14: A-Scan II 



Routine/ 
Subroutine 



Function 



Chart: DS 

• Checks FIND, READ, WRITE, and GO TO 
statements for correct syntax, statement 
numbers and references, and variables. 

• Detects implied DO-loops in READ and WRITE 
statements ; generates the needed indicators. 

The A- Scan II Phase examines all READ, WRITE, 
FIND, and GO TO statements. 

When READ and WRITE statements are en- 
countered in a mainline program, a check is made 
for the presence of IOCS indicators in the FORTRAN 
Communications Area. All READ and WRITE 
statements in a subroutine or function do not require 
the presence of IOCS indicators. 

READ and WRITE Statements are checked for 
valid variables and FORMAT statement references 
and for proper syntax. Disk READ and WRITE 
statements are differentiated by means of the 
apostrophe ('). The appropriate I/O operators are 
generated for all READ and WRITE statements. 

READ and WRITE statements are also checked 
for implied DO-loops. The necessary DO-initialize 
and DO-test operators are generated and inserted 
into the statement body. 

GO TO statements are checked for proper syntax 
and the statement number lists are checked for 
valid statement number references. References 
to FORMAT statements are in error. 

Testing the CCWD word in the FORTRAN 
Communications Area, Phase 14 determines if 
Tracing has been specified in the control records. 
If tracing, Arithmetic or Transfer, has been 
specified but IOCS has not, an error message is 
generated to this effect. However, if the SORF 
word in the FORTRAN Communications Area 
indicates that the program being compiled is a 
subprogram, no error message is generated. 

Errors Detected . The following errors are 
detected in this phase: 43, 44, 45, 46, 47, 48, 49, 
50, and 68. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 14. 



CHECK 

CLMV1 
DELET 
DO 

GETID 
LIST 

MOVE1 

NAME 



OR GIN 



OUT 

OVERF 
PUT 

SKCOL 



START 
TESTV 



Wll 



Checks for an overlap condition 
between the input and output 
statement strings. 
Checks for the semi-colon operator 
in FIND statements. 
Deletes one word from the input 
string. 

Checks for implied DO-loops in 
input and output lists; checks the 
syntax of the implied DO. 
Gets the ID word from a Symbol 
Table entry. 

Checks the statement number list 
in GO TO statements for valid 
references. 

Moves one word from the input 
string to the output string; incre- 
ments the pointer. 
Checks names for dimensioning; 
determines the dimension level; 
moves the name and dimension 
information to the output string; 
allows space in the output string 
according to the dimension level. 
Moves the statement string 
adjacent to the Symbol Table ; 
initializes the input pointer; checks 
for the Trace and IOCS indicators 
in the FORTRAN Communications 
Area. 

Moves words to the output string 
using index register 3 as a count 
control. 

Transfers to the ROL routine to 
load the next phase. 
Moves the word in the accumulator 
to the output string; moves the 
pointer. 

Checks for the colon operator; if 
found, changes the I/O operator to 
a disk I/O operator; changes the 
colon operator back to a right 
parenthesis operator. 
Checks for a Symbol Table overlap. 
Checks for valid variables in 
READ, WRITE, and GO TO state- 
ments. 
Detects EQUIVALENCE statements. 
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Routine/ 
Subroutine 

XY1 

XY2 

XY3 

XY4 

XY4B 

XY5 



XY6 



XY6A 



XY7 

XY8 

XY10 
XY11 

XY14 



XY15 
XY16 



XY24 



XY27 



Function 

Initializes to scan the statement 

body. 

Checks for the END statement. 

Detects READ statements. 

Detects WRITE statements. 

Detects FIND statements. 

Checks for the apostrophe (') 

mark; changes it to a comma 

operator. 

Checks the SORF word for a 

subprogram indicator; checks for 

the presence of IOCS indicators in 

a mainline compilation. 

Checks the syntax of FIND, READ, 

and WRITE statements; generates 

I/O operators into the statement 

string; checks variable names and 

integer constants for validity; 

checks for a FORMAT statement 

number reference. 

Replaces the erroneous statement 

by an error message. 

Checks for the right parenthesis 

operator. 

Checks for the semicolon operator. 

Moves a word to the output string; 

adjusts the statement Norm. 

Checks a variable for definition; 

if defined, sets the indicator in the 

Symbol Table ID word. 

Checks for the range operator. 

Checks for a non-dimensioned 

integer variable; indicates definition 

if defined; generates the DO- 

initialize operator. 

Checks the syntax of GO TO 

statements; checks the statement 

number list for valid references. 

Moves a statement to the output 

string. 



Phase 15: DO, CONTINUE, STOP, PAUSE, and END 



Chart: DT 

• Checks the validity of DO statements and of 
nested DO-loops. 



• Generates the coding needed to perform the 
DO-test. 

• Checks the syntax of DO, CONTINUE, STOP, 
PAUSE, and END statements. 

• Checks for a GO TO, IF, STOP, CALL LINK, 
CALL EXIT, or RETURN statement as the last 
executable statement of the source program. 

Phase 15 examines DO, CONTINUE, CALL LINK, 
CALL EXIT, STOP, PAUSE, and END statements 
only. 

Statements which follow STOP statements are 
checked to ensure that they are numbered state- 
ments. All integers found in PAUSE and STOP 
statements are checked to ensure that they are not 
greater than 9999. Valid integers are added to the 
Symbol Table as integer constants. 

Detection of the END statement causes a check 
to be made of the last executable statement in the 
source program. An Error results if this state- 
ment is not an IF, GO TO, STOP, or RETURN 
statement. 

While the DO statements are analyzed for 
correct syntax, Phase 15 constructs a DO table in 
the format given in Figure 14. 



Index 



DO-test 

Stmt. No. 

or 

Gen. Lbl. . Test Vol. 



DO Range 
Increm't ■ Stmt. No 



J 



Word Word 1 Word 2 

Figure 14. DO Table 



Word 3 



Word 4 



A DO table entry is made for each DO statement 
when it is detected. As the statements following 
the DO statement are scanned, the statement 
numbers are compared with the contents of word 4, 
the range limit, of the DO table entries. When the 
range limit is found the DO-test coding is inserted 
into the statement string. 

The DO table is built from low-to high -addressed 
storage. It is scanned, however, fiom high-to 
low-addressed storage. In this manner, nested DO 
loops which violate range limits are detected and 
an error message replaces the DO statement on the 
statement string. 

The maximum number of entries in the DO 
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table is 25. Thus, no more than 25 nested DO 
loops can be contained in one program. 

Phase 15 also checks to ensure that the last 
statement of the DO range is not a transfer state- 
ment. 

Errors Detected . The following errors are 
detected in this phase: 51, 52, 53, 54, 55, 56, 
57, 58, 59, 60, 61, and 62. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 15. 



Routine/ 
Subroutine 

ABEL 

BAKER 
BOXX 



BTOD 
CEE 

CHECK 
CLOSE 

DEMP 

DOTBL 

FULL 

HAH 

HAP 



HOHO 



Function 

Checks for END, DO, STOP, and 

PAUSE statements. 

Checks for numbered statements. 

Puts the pointer to a constant in 

the string; places the constant into 

the Symbol Table; checks for a 

Symbol Table overlap. 

Converts binary numbers to 

decimal. 

Initializes to scan the statement; 

gets the statement number from 

the Symbol Table. 

Gets the ED word of a Symbol Table 

entry. 

Replaces the erroneous statement 

with an error message; closes up 

the string. 

Places a zero as the increment into 

word three of the DO table entry ; 

puts the test value constant into 

word two of the DO table entry. 

Checks to ensure that the DO table 

is empty at the end of the phase. 

Checks for more than 25 entries in 

the DO table. 

Places the generated label or 

statement number for the DO-test 

into word 1 of the DO table entry. 

Puts the end of range statement 

number into word 4 of the DO table 

entry; checks for valid variables; 

indicates definition on all defined 

variables. 

Checks for FORMAT statements. 



Routine/ 
Subroutine 

LIZ 



MOVE 
MOVE1 

MUIT 



NASTY 

OUT 

OUT1 

OVERL 

PEND 
PPEM 

ROUT 

SEM 

START 

TED 



TINUE 

TRCKS 
XYZ1 



Function 

Checks for a DO-test statement; 
if not found, opens the string seven 
words; inserts the DO-test ID word. 
Moves the statement pointer to the 
next statement. 

Changes the ID word of CONTINUE 
statements defining the DO range 
to the DO-test type; opens the 
string six more words. 
Checks for a numbered statement 
following the DO statement; if 
found, generates a label and inserts 
it in the Symbol Table if no state- 
ment number found. 
Inserts the special DO-test into 
the string when the increment is 
implied. 

Transfers to the ROL routine to 
load the next phase. 
Checks for a transfer statement 
just prior to the END statement. 
Checks for a Symbol Table overlap; 
inserts the DO-test coding into the 
statement string. 

Places the index variable into word 
of the DO table entry. 
Checks the statement ID word for 
the "referenced' 1 indicator; checks 
for a CONTINUE statement. 
Opens the string one word for 
insertion of a generated label. 
Places the DO-initialize coding on 
the string; closes up the string. 
Checks for a Symbol Table overlap; 
initializes the string pointer. 
Initializes to scan the statement; 
checks for the semicolon; opens 
the string one word; adjust the 
statement Norm; places the Symbol 
Table address of the constant on the 
string. 

Checks for an equivalent statement 
number in the DO table; checks 
for a transfer statement. 
Checks the statement ID word for 
transfer statement types. 
Places the DO ID word into the 
statement string. 



102 



Phase 16: Subscript Optimize 



Chart: DU 

• Scans READ, WRITE, IF, CALL, and arithmetic 
statements for subscript expressions. 

• Optimizes subscript calculation by means of 
the subscript expression table. 

• Inserts the SGT (subscript generated temporary). 

This phase examines READ, WRITE, IF, CALL, 
and arithmetic statements. These statements are 
checked for subscript expressions. 

Each unique subscript expression is placed into 
a table called the subscript expression table (see 
Figure 15). Each unique variable of a subscript 
expression is placed into a table called the bound 
variable table. 



| D 4|'| P ll J l D 2| K | D 3| lnd -| 

Indicator = / 0000 - not used 

/ 0010 - used on this statement 

/ 8010 - used on previous statement 

Figure 15. Subscript Expression Table 



As each subscript expression is entered into the 
subscript expression table, it is removed from the 
string and replaced by a pointer to its location in 
the subscript expression table. 

An SGT (subscript generated temporary) is 
generated for each entry made to the subscript 
expression table. The SGT is placed into an SGT 
table. The SGT is also placed into the Symbol Table 
and a pointer to the Symbol Table entry is inserted 
into the statement in the string. 

For each subscript expression encountered, a 
scan is made of the bound variable table. If one or 
more of the variables in the subscript expression 
are not located in the bound variable table, the 
subscript must be re -calculated. Thus, a unique 



entry is made to the subscript expression table for 
this expression and an associated SGT is generated. 

If, however, all the variables of the subscript 
expression are located in the bound variable table, 
the subscript expression table is then scanned to 
determine if a duplicate subscript expression is 
already located in the table. If no equivalent is 
found, the subscript expression is added to the table 
and a corresponding SGT is generated. 

If a duplicate expression is found in the subscript 
expression table, the subscript expression is re- 
moved from the string and is replaced by a pointer 
to its duplicate in the subscript expression table. 
Identical subscript expressions now share the same 
indices of a common entry in the subscript ex- 
pression table and the same SGT. 

Whenever a variable is assigned a new value, 
i. e. , appears to the left of the equal sign in an 
arithmetic expression, in the argument list of a 
subprogram, etc. , that variable, if found in the 
bound variable table, is removed from the table. 
This removal from the bound variable table causes 
all entries in the subscript expression table con- 
taining that variable to be removed. The associated 
SGTs are also removed from the SGT table but 
remain in the Symbol Table. The string pointers 
to the SGTs in the Symbol Table also remain. 

If a statement is encountered containing a sub- 
script expression and having a statement number 
which is referenced by some other statement, the 
entire subscript expression table is cleared and all 
subscripts, beginning with the subscript expression 
of the referenced statement, must be re-calculated. 

The subscript expression table is also cleared 
whenever a DO statement is encountered. Following 
subscripts must be re-calculated. Implied DO- 
loops, as in READ and WRITE statements, cause 
only those entries involving the index of the implied 
DO to be cleared. Only the subscripts involving 
that index must be re-calculated. 

A maximum of 15 entries can be made into the 
subscript expression table. Thus, more than 15 
subscript expressions in a single statement result 
in an error. 

Errors Detected. The following error is detected 
in this phase: 63. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 16. 
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Routine/ 
Subroutine 



Function 



ANIML Extracts a bound variable to be 

purged from the subscript ex- 
pression table. 

B Checks for READ, WRITE, IF, 

CALL, and arithmetic statements. 

B3 Checks for a non-dimensioned 

integer variable; if statement is 
arithmetic type, purges the variable 
from the subscript expression table. 

B4 Purges a variable from the bound 

variable table. 

CHECK Gets the ID word of a Symbol Table 

entry. 

D Determines the dimension level of 

a subscript expression. 

ECHO Adds a subscript variable to the 

bound variable table. 

F Checks for a semicolon operator; 

checks for a DO-initialize operator; 
if found, purges the index variable 
from the subscript expression table. 

G Checks for an opening in the sub- 

script expression table. 

JAM Adds a subscript expression to the 

subscript expression table; tags 
the variable name with the entry 
number. 

JAY1 Closes up the string using TOT as 

a counter; adjusts the statement 
Norm. 

JAY2 Clears the subscript expression 

table; indicates a referenced 
statement number has been en- 
countered. 

MOVE Moves the statement pointer to the 

next statement. 

OPEN Opens the statement two words; 

adds the SGT address; adjust the 
statement Norm. 

OPEN1 Generates the SGT; places it into 

the Symbol Table; checks for a 
Symbol Table overlap. 

OUT Transfers to the ROL routine to 

load the next phase. 

PIG Replaces the erroneous statement 

by an error message. 

PURG Purges an entry from the subscript 

expression table. 

START Checks for a Symbol Table overlap; 

initializes the pointers and switches. 



Routine/ 
Subroutine 

TLR 

TEST 

TEST1 

TEST2 
TST4 

TST5 

TST5 
TOR2 

Phase 17: Sca n 
Chart: DV 



• Converts all READ, FIND, WRITE, IF, GO TO, 
CALL, statement function, and arithmetic 
statements into modified Polish notation. 

• Establishes the order of operational performance. 

• Sets up the arguments for subroutine calls to be 
generated. 

The Scan Phase converts all READ, WRITE, GO TO, 
arithmetic, statement function, CALL, and IF 
statements to a modified Polish notation. This 
conversion is accomplished through the use of a 
forcing table, strings, and an Interpreter. 

The forcing table is a table of 2-word entries. 
The first word contains the left and right forcing 
values for each operator. The first 8 bits comprise 
the left forcing value and the last 8 bits, the right 
forcing value. The second word of the 2-word entry 



Function 

Clears the entire subscript 
expression table. 
Checks for END, CONTINUE, 
DEFINE FILE, CALL LINK or 
CALL EXIT, and FORMAT state- 
ments. 

Checks for referenced statement 
numbers; checks for the special 
statement reference, the generated- 
label. 

Checks for no entries in the bound 
variable table. 

Gets the subscript expression from 
the string; checks for a duplicate 
entry in the subscript expression 
table. 

Tags the variable name with the 
subscript expression table entry 
number; checks for a literal 
subscript. 

Removes symbols from the state- 
ment using Y as a counter. 
Purges common variables from the 
subscript expression table. 
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contains the address of the string to be used by the 
Interpreter when the corresponding operator is 
forced. 

The string address for each operator is a 
pointer used by the Interpreter. This pointer 
designates to the Interpreter a string of operations 
which must be performed by the Interpreter in 
order to convert the forced operator and its operands 
to modified Polish notation. 

NOTE: Strings sometimes contain pointers also. 
These pointers designate substrings, which are 
detailed extensions of the string and which are 
used by the Interpreter in the same manner as the 
strings. 

A forcing condition exists if the forcing value of 
the right operator is equal to or greater than the 
forcing value of the left operator. This condition 
results in the left operator being forced; that is, 
the operation to the left has precedence. When- 
ever a non-forcing condition exists the operands 
and operators involved remain in the statement. 
Operands and operators are removed from the 
string only when an operator is forced and the 
Interpreter-generated symbol FAC replaces them. 

The Interpreter controls the conversion of the 
statement to Polish notation. As each operator is 
forced, the Interpreter, using the string address 
from the forcing value table, selects the associated 
string and performs the string operations. These 
operations result in the outputting of the forced 
operator and its operands, re-sequenced in the 
order of operational performace. The forced 
operator and its operands are outputted into the 
output buffer by the Interpreter and are replaced 
in the statement body by the symbol FAC. 

The scan begins with the string pointer moving 
from left to right. When an operator is encountered, 
the scan looks two words to the left for a second 
operator. If none is found, the string pointer moves 
right one word at a time in search of another 
operator. If an operator is found to the left, the 
scan converts the left and right operators to their 
respective forcing values and checks for the forcing 
condition. 

If a forcing condition does not exist the scan 
again resumes, moving the pointer to the right. If, 
however a forcing condition does exist, the Inter- 
preter handles the operator and operands involved. 

Upon return to the scanning process, the string 
pointer is positioned to the same operator which 



caused the previous force, the symbol FAC re- 
sides one word to the left in place of the forced 
operator and its operands, and a new operator 
resides two words to the left. These operators 
are then converted and the check is made for the 
forcing condition. 

If, at any time, the symbol FAC is an operand 
of a forced operator, FAC is replaced by a GT 
(generated-temporary storage location). The GT 
is then outputted as the operand in place of FAC. 
FAC again replaces the forced operator and 
operands in the statement body. New GTs are 
created as they are needed in order to maintain 
FAC in the statement body. 

At the completion of the scan process the 
statement body has been reduced to the symbol 
FAC; the statement body now consists of less 
than four words. The output buffer contains the 
entire statement converted to the modified Polish 
notation. 

If, in looking for a left operator, the scan 
must bypass the argument list of a call operator, 
the elements of this argument list are stored 
temporarily in a special buffer called the push-down 
list. When the call operator is forced and placed 
into the output buffer, the push-down list is then 
emptied into the output buffer in reverse order so 
that the arguments are restored in their original 
sequence following the call operator. 

When the scan detects that the statement con- 
sists of less than four words (the symbol FAC only) 
the output buffer is placed into the statement string, 
overlaying the symbol FAC, and the scan moves 
to the next statement. 

The statement terminator serves as an operator 
which is scanned as any other operator. 

See Figure 16 for an example of the scanning 
process. 

Errors Detected. The following error is detected 
in this phase: 64. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 17. 



Routine/ 
Subroutine 

BADST 



Function 

Replaces the erroneous statement 
by an error message; closes up 
the string. 
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Arithmetic Statement 
A=B+C*D-E 



Step 


Contents of 
the string 


Contents of the 
Output Buffer 


Comments 


1 


A = B+C*D-E 

t 
P 




A is not an operator, so the pointer, P, moves to the right. When scanning to the right for an 
operator, non-operators are simply skipped. When scanning for an operator to the left with which 
to force, non-operators are added to the push-down list. 


2 


A = B+C*D-E 
P 




There is no operator to the left with which a forcing condition test can be made; therefore, the 
pointer moves to the right until an operator is encountered. 


3 


A = B+C*D-E ; 

t 
P 




Using the forcing table, the pointer indicates the RV (right forcing value) and P - 2 (two positions 
to the left) indicates the LV (left forcing value). The RV of + is 0A; the LV of = is 3B. 0A is not 
equal to or greater than 3B. The left operator is not forced, and the pointer moves to the next 
operator. 


4 


A = B+C*D-E ; 
P 




The RV of * is 05; the LV of + is 0A. 05 is not equal to or greater than 0A . The left operator is 
not forced, and the pointer moves to the next operator. 


5 


A = B+C*DrE; 

p 


*CD 


The RV of - is 0A; the LV of * is 05. 0A is greater than 05. Hence, the left operator is forced. 
*CD is placed in the output buffer and the symbol FAC replaces the outputted operator and 
operands. The pointer is not moved; an attempt is made to force the new left operator. 


6 


A = B+FAC-E; 
P 


*CD+B 


The RV of - is 0A; the LV of + is 0A. 0A is equal to 0A . Hence, the left operator is forced. 
+B is added to the output buffer. The symbol FAC still replaces the contents of the output buffer. 
The pointer is not moved; an attempt is made to force the new left operator. 


7 


A = FAC-E; 
P 


*CD+B 


The RV of - is 0A; the LV of = is 3B. 0A is not equal to or greater than 3B. The left operator 
is not forced and the pointer moves to the next operator. 


8 


A = FAC-E; 

t 
P 


*CD+B-E 


The RV of ; is 3C; the LV of - is 0A. 3C is greater than 0A. Hence, the left operator is 
forced. -E is added to the output buffer . The symbol FAC still replaces the contents of the 
output buffer. The pointer is not moved; an attempt is made to force the new left operator. 


9 


A = FAC; 
P 


*CD+B-E=A 


The RV of ; is 3C; the LV of = is 3B. 3C is greater than 3B. Hence, the left operator is 
forced. =A is added to the output buffer. The symbol FAC still replaces the contents of the 
output buffer. 


10 


FAC; 


*CD+B-E=A 


The original statement now consists of three words or less. This indicates that the statement has 
been scanned. The symbol FAC is now replaced by the contents of the cutput buffer. 


11 


*CD+B-E=A; 




The scan is complete. 



Figure 16. Scan Example 



Routine/ 
Subroutine 



Function 



Routine/ 
Subroutine 



Function 



CKNM 

CLOSE 
COMGT 



CRTNM 
DELET 



Check the statement norm for a 
count of less than four. 
Closes up the statement string. 
Computes a GT (generated- 
temporary storage location) in 
place of the symbol FAC. 
Adjusts the statement Norm. 
Deletes the number of symbols 
specified by the operand. 



FORCE 

GOSS 

MOVE 

MVPT 



Changes operators to scan -forcing 
code; checks for a forcing con- 
dition. 

Transfers to the ROL routine to 
load the next phase. 
Places the output buffer into the 
string, deleting the symbol FAC. 
Moves the pointer by adding the 
operand to index register one. 
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Routine/ 

Subroutine Function 

NAME Determines if the symbols being 

pointed at are operators. 
NEXTS Moves to scan the next statement; 

determines if the last statement 

scanned was a statement function 

statement. 
OPEN Determines if the string can be 

opened; if so, opens the string. 
OUTFC Generates the output buffer under 

control of a substring; generates 

GTs (generated-temporary storage 

locations) as necessary. 
OVCHK Checks for an overlap error in the 

output area. 
PLACE Stores an operand on the string; 

if operand is FAC, stores the 

address of FAC. 
PTO Moves the push-down list to the 

output buffer until a stop code is 

detected. 
PTPOL Calculates the statement Norm; 

determines if the string must be 

opened or closed. 
PUSH Places the string elements specified 

by the substring onto the push-down 

list. 
SCANI Initializes to scan the statement 

body. 
SETUP Checks for READ, WRITE, IF, 

GO TO, CALL, statement function, 

and arithmetic statements; checks 

for the END statement. 
START Checks for a Symbol Table overlap; 

initializes the pointers and table 

areas. 
STOPD Deletes the stop code from the 

push-down list. 
STOP1 Inserts the stop code into the 

push-down list. 
SUBSC Outputs subscript elements 

unchanged. 



• Sets up implied DO-loops within READ and 
WRITE statements. 

• Replaces those parts of arithmetic, IF, CALL, 
and statement function statements that involve 
subscripting of variables with compiler-generated 
coding. 

• Checks subprograms for a RETURN statement. 

Phase 18 replaces READ, WRITE, and FIND 
statements by a call to the appropriate I/O routine 
along with the necessary arguments. Generated- 
labels are added to READ and WRITE statements 
involving implied DO-loops. These special labels 
are handled in Phase 22. 

Also, statement function, arithmetic, IF, and 
CALL statements are examined for subscripted 
variables. Those parts of these statements which 
involve subscripts are replaced by compiler- 
generated coding. 

In order to produce more efficient coding, a 
table is created of the SGTs (sub script-gene rated- 
temporaries) generated in Phase 16. 

By means of the SGT table unnecessary 'LDXL1' 
and 'LDXI1' instructions are avoided. Also, 
'LDXL1' instructions used for literal subscripts 
are placed immediately before the indexed opera- 
tions. During the process of macro-expansion, 
SGT indicator bits are removed from subscripted 
variables. 

In the case of a FUNCTION subprogram, the 
name of the program is loaded in output format 
into FNAME in the FORTRAN Communications 
Area. Also, RETURN statements in FUNCTION 
subprograms are converted to an accumulator load 
sequence followed by a 'BSC I', rather than the 
simple f BSC I' used for SUBROUTINE subprograms. 

Errors Detected. The following error is detected 
in Phase 18: 69 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 18. 



Phase 18: Expander I 



Routine/ 
Subroutine 



Function 



Chart: DW 

• Replaces READ, FIND, WRITE, GO TO, and 
RETURN statements with compiler -gene rated 
coding. 



D1011 



EXIT 



Detects the disk I/O operator; 
outputs the appropriate operators 
and arguments. 

Transfers to the ROL routine to 
load the next phase. 
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Routine/ 
Subroutine 

OUTP 



P1061 
P2011 

P2012 

P2031 



P3031 
P3041 



P3043 



P3051 



P4011 
P4023 

PASSA 

Q1021 
Q1022 
Q1031 



Q1041 
Q1051 



Q2011 
Q4011 



Q4021 



Function 

Moves a word from the accumulator 
to the output string; checks for a 
Symbol Table overlap. 
Generates 'CALL *COMP* when a 
WRITE statement is detected. 
Produces a 'BSC L* instruction 
from a simple GO TO operator ; if 
tracing is required, outputs the 
call to the trace routine. 
Produces a 'BSC II' instruction 
from a computed GO TO operator; 
if tracing is required, outputs the 
call to the trace routine. 
Generates the return linkage from 
a subprogram; allows for the 
arguments to be passed. 
Identifies the list variable type. 
Generates the calls for dimensioned 
list variables with the associated 
SGT. 

Generates the calls for non-dimen- 
sioned list variables with the 
associated SGT. 

Generates the call for a dimensioned 
list variable without the associated 
SGT. 

Generates DO- initialize code. 
Generates DO-test code. 
Moves the pointer past the arguments 
of 'LIBF SUBSC. 

Initializes to scan the next statement. 
Extracts the statement type. 
Tests for arithmetic, statement 
function, CALL, IF, GO TO, READ, 
FIND, WRITE, and RETURN 
statements. 

Retains the current statement in the 
string unaltered. 
Outputs the name and dummy 
variables for statement function 
statements. 

Identifies the next operator. 
Scans the 2-word call argument list 
for subscripted names; generates 
the instructions for object -time 
address insertion for subscripted 
variables. 

Outputs the 2-word subprogram 
call with arguments. 



Routine/ 

Subroutine Function 

Q5011 Computes displacement values for 

'STX LI' instructions; inserts 
those values in the second word of 
the instruction. 

SBSLT Makes the literal subscript entry 

into the SGT table. 

SBSN Generates the call for subscript 

calculation with arguments; makes 
the SGT table entry. 

SCHP2 Generates the 'LDX' instruction, 

using the SGT table. 

START Moves the statement string next 

to the Symbol Table ; checks for a 
Symbol Table overlap. 

SYMT Gets the ID word of a Symbol Table 

entry. 

TMTE Inserts the function name into 

FNAME in the FORTRAN Communi- 
cations Area in output code. 



Phase 19: Expander II 



Chart: DX 

• Replaces arithmetic, statement function, CALL, 
and IF statements not involving subscripted 
variables by compiler-generated coding. 

• Completes the replacement of arithmetic, 
statement function, CALL, and IF statements 
that do involve subscripted variables by 
compiler-generated coding. 

• Optimizes IF statement branch instructions. 

• Handles mixed-mode arithmetic. 

This phase generates the code necessary to replace 
arithmetic, statement function, CALL, and IF 
statements. This phase wholly converts statements 
of these types that include no subscripted variables 
and merely completes the conversion, which was 
partially completed in Phase 18, of statements of 
these types that do include subscripted variables. 

Phase 19 generates the code to perform integer, 
real, and mixed-mode arithmetic. Where possible 
integer arithmetic is done in-line. The remainder 
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of the coding consists of calls to System Sub- 
routines followed by argument lists. 

As needed, calls to the System Subroutines 
IFIX and FLOAT are generated. All calls to these 
subprograms are made 1-word calls. However, 
calls to exponentiation subroutines generated by 
Phase 19 are made 2 -word calls. 

GTs (generated-temporary storage locations) 
detected in the string by this phase or generated 
by this phase for storing intermediate results of 
arithmetic calculations are made to agree in mode 
with the function of which they are a part. 

IF statements are optimized to combine branch 
instructions when a statement number appears more 
than once in an IF statement. Also, a branch to 
an immediately following statement is omitted from 
an IF statement. 

Errors Detected. There are no errors detected in 
Phase 19. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 19. 

Routine/ 

Subroutine Function 

CAXB Makes the Symbol Table entry for 

the subroutine names FAXB and 
EAXB. 

CAXBX Makes the Symbol Table entry for 

the subroutine names FAXBX and 
EAXBX. 

D5011 Outputs disk READ/WRITE state- 

ments. 

FINDN Locates the next operator not yet 

processed. 

GETGT Computes the GT Symbol Table 

address. 

GTMOD Makes the mode of the GT agree 

with the current mode of mode switch. 

OUTUN Adds a word to the statement string 

from the accumulator. 

OUTNA Adds a name to the statement string 

packed into one word with an 
operator. 

P1021 Initializes to scan the next state- 

ment; extracts the statement ID 
type. 

P1031 Checks for a CALL, IF, arithmetic, 

or statement function statement. 

P1041 Moves the statement to the output 

string unaltered; determines if 



Routine/ 
Subroutine 



P1051 



P2011 



P2031 
thru 
P2091 
P3011 



P4011 
P5011 

P5023 

P6011 
REVOP 

SCKLD 
MOVST 
STENT 
SYMT 



Function 

the last statement was an END 

statement. 

Outputs the name and dummy 

variables from the statement 

function statement. 

Moves the pointer past the 

processed part of the string entry; 

retains the processed part in the 

string unaltered; picks up at the 

next not processed word. 

Generates the floating point 

or fixed point arithmetic 

specifications. 

Checks for an IF operator ; 

generates the tracing calls; checks 

for a statement number on the next 

statement; optimizes the 'BSC L' 

instruction generated to combine 

conditions. 

Moves a subscript expression and 

its arguments to the output string. 

Detects a call operator; sets 

modeswitch; if IFK or FLOAT 

call, changes it to a 1-word call. 

Checks for the EXTERNAL 

specification; generates the proper 

call; outputs the complete call 

and arguments. 

Generates the calls or instructions 

to handle the unary minus. 

Changes the subtract, divide, and 

exponentiate operators into reverse 

operators where needed. 

Generates the code for a 'LD' 

instruction in the designated mode. 

Moves the string next to the Symbol 

Table. 

Gets the name of the next new 

Symbol Table entry. 

Gets the Symbol Table ID word of 

the variable name. 



Phase 20 : Data Allocation 

Chart: DY 

• Allocates storage for COMMON variables. 

• Allocates all storage assignments aligned 
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according to EQUIVALENCE Statements. 

• Assigns all allocations according to the specified 
precision of the program. 

• Prints the allocations of the variables as they 
are assigned, if requested. 

Phase 20 performs the function of allocation of the 
variables found in the Symbol Table; i. e. , these 
variables are assigned object-time storage 
addresses. This object-time address replaces 
the Symbol Table entry of the variable. 

The COMMON Area at object time resides in 
high -addressed storage. Thus, all COMMON 
variables are assigned absolute addresses within 
this high -addressed area. The variable area at 
object time resides in storage just below the object 
program. All variables not in COMMON are 
assigned relative addresses within this area. 

Phase 20 first allocates COMMON variables 
found in the Symbol Table. EQUIVALENCE 
statements that include COMMON variables are 
then examined and the addresses are aligned during 
allocation to obtain an equivalence. A check is 
made to ensure that the equivalence does not extend 
beyond the limits of the COMMON area. 

Variables that appear in EQUIVALENCE state- 
ments are allocated next, one combined equivalence 
nest at a time. A check is made to determine that 
one variable in a combined nest is defined. The 
remaining not yet allocated variables in the Symbol 
Table are finally allocated, real variables first, 
followed by integer variables. 

Undefined variables are not allocated (see 
Phase 21). 

The printing of the Symbol Table variables 
takes place during Phase 20, if the option has been 
specified in a control record. 

Phase 20 also computes the core requirements 
for constants after all defined variables have been 
allocated. The core requirements for variables 
and for COMMON are then stored in the FORTRAN 
Communications Area. 



Errors Detected , 
is either: 65, 66, 



The error detected by Phase 20 
or 67. 



Routine/ 
Subroutine 

ARRL 
DEFVT 



EVENA 



GETD4 
INSER 



Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 20. 



PRINT 

NEXT 

P821A 

P821C 

P8221 

P8222 

P8253 
P8311 

P8331 

P8411 
P8412 

P8431 



Function 

Computes the size of an array. 
Determines if the variable is 
defined; if defined, sets an 
indicator. 

Makes the variable area start at 
an even address if the defined 
precision is standard. 
Gets the value of D^. 
Inserts the "allocated" bit and the 
"defined" bit into the statement 
ID word. Moves to the print area 
the variable allocation, if a listing 
is required. 

Performs the printing of the data 
allocation on the system printer. 
Bypasses I/O calls and error 
messages in the string. 
Sets the integer variable format 
according to the required integer 
format. 

Checks for EQUIVALENCE state- 
ments; detects error messages 
and I/O calls. 

Checks the Symbol Table entry of 
a variable for the COMMON 
indicator. 

Stores the allocation of the en- 
countered COMMON variable as the 
alignment value of the current 
nest. 

Checks that exactly one item in 
the nest was previously allocated. 
Begins processing the allocation 
of equivalenced items that are not 
in COMMON. 

Marks the first nest in a combined 
nest by inserting allocation bits into 
the Symbol Table entry of the in- 
volved variables. 
Begins identifying the remaining 
nests in a combined nest. 
Checks whether the next equivalence 
nest contains any connecting var- 
iables, thus belonging to the current 
combined nest. 

Establishes the alignment of the 
new nest (nest alignment equals the 
nest alignment of the previously 






no 



Routine/ 
Subroutine 



P8441 

P8442 
P8512 
P8523 
P8524 

P8531 

P8621 

P8641 
P8651 
P8711 



TCOMB 
VARFO 



Function 

identified nest, corrected with D4 
in case the connecting variable is 
dimensioned). 

Inserts the nest alignment value 
into the new nest to be included in 
the combined nest. 
Checks that there is only one 
connecting variable in the new nest. 
Allocates all variables in the 
previously identified combined nest. 
Locates the next equivalence nest 
within a combined nest. 
Determines if the next equivalence 
nest is included in the current 
combined nest. 

Modifies the size of the variable 
area by the size of the combined 
nest just allocated. 
Allocates COMMON variables, 
making the names right-justified. 
Allocates real variables. 
Allocates integer variables. 
Inserts the work area size and the 
constants area size into the FOR- 
TRAN Communications Area. 
Tests for the combined nest limits. 
Computes the variable format. 



detected, an indicator bit (bit 14) is set in the 
ERROR word in the FORTRAN Communications 
Area. The presence of the bit causes the suppres- 
sion of the final output. 

The statement string is scanned for error 
messages. Two counters are maintained during 
this scan. The first (STLAB) contains the state- 
ment number of the last numbered statement 
encountered. The second (STCNT) contains a 
count of the statements encountered since the last 
numbered statement. Compiler-generated state- 
ments and statement numbers are disregarded in 
these counts. 

When an error message is detected, these 
counters are inserted into the error message along 
with the error number for printing. In addition, 
bit 14 of the ERROR word in the FORTRAN 
Communications Area is set in order to inhibit 
the final output. 

After the printing of the error messages, bit 
15 of the ERROR word is tested. If this bit is on, 
an overlap error has occurred during the compila- 
tion. Phase 21 then prints the messages "Program 
length exceeds capacity" and immediately termi- 
nates. If the overlap error indicator (bit 15) is not 
on, bit 14 of the ERROR word is tested. If this 
bit is on, the message "Output has been suppressed" 
is printed and the phase is terminated. 

Errors Detected. There are no errors detected 
in this phase. 



Phase 2 1: Compilation Errors 



Chart: DZ 

• Lists any and all errors that were detected 
during the compilation process. 

• Rearranges the statement string, if there were 
no errors detected. 

The Compilation Error phase initially scans the 
statement string, deleting EQUIVALENCE statements 
that do not have an error indicator and replacing 
EQUIVALENCE statements that have an error 
indicator by error messages. 

The Symbol Table is then scanned twice. The 
first scan detects unreferenced numbered statements 
and lists them on the system printer. The second 
scan detects undefined variables and lists these also 
on the system printer. If an undefined variable is 



Routine Summary. The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 21. 



Routine/ 

Subroutine Function 

A1011 Searches the Symbol Table for 

unreferenced numbered statements. 

A1021 Searches the Symbol Table for 

undefined variables. 

CONV Converts the characters into the 

output code of the system printer. 

CON3D Converts the statement number 

counter and error type value from 
binary mode to decimal, both 3 
digits. 

ERRSW Sets the ERROR switch in the 

FORTRAN Communications Area 
to inhibit the final output. 

E1021 Searches for the Error statements 
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Routine/ 
Subroutine 



MOVS1 



MOVS2 



MOVS3 



MOVS5 
PRINT 

R1011 



START 



Function 

■an -the statement string. 
Initializes to move the statement; 
checks for an EQUIVALENCE 
statement; checks for error marks; 
deletes EQUIVALENCE statements 
with error marks. 
Inserts the Error message for 
EQUIVALENCE statements with 
error marks. 

Checks for the END statement; 
if not the END statement, retains 
the statement in the string. 
Stores the end-of-string address. 
Performs the printing on the system 
printer. 

Rearranges the statement string, 
placing the DEFINE FILE, state- 
ment function, and FORMAT 
statements at the low-address end 
of the string. 
Initializes the phase. 



Phase 22: Statement Allocation 



Chart: EA 

• Assigns the relative addresses to statement 
functions and numbered statements; inserts 
the allocations into the string. 

• Creates the subroutine initialization call, if 
required. 

• Calculates the core requirements of the program; 
stores the result in the FORTRAN Communica- 
tions Area. 

• Generates the statement function return code. 

Phase 22 allocates relative addresses to all 
numbered statements and statement functions. The 
allocation is placed into the statement string entry, 
following the statement number or function label. 

From the Location Counter at the end of alloca- 
tion, a calculation of the program's storage require- 
ments is made and stored in the SOFNS word in the 
FORTRAN Communications Area. 



If the program being compiled is a subprogram, 
this phase also creates the subroutine initialization 
call, 'CALL SUBIN', along with its psuedo- 
arguments, which directs the insertion of arguments 
at object time. In the case of a FUNCTION subpro- 
gram, Phase 22 also generates the accumulator 
load and branch instructions which comprise the 
return linkage to the mainline program. 

Errors Detected. There are no errors detected 
by this phase. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 22. 



Routine/ 
Subroutine 

ENT 



GETST 
LDR 

MOVST 
M1011 

M1021 
M1031 



M1051 
M1071 

M1081 

NAMT 
OUTP 



Function 

Checks for a Symbol Table overlap; 
moves the string adjacent to the 
Symbol Table. 

Gets the ID word of a Symbol Table 
entry. 

Moves a DEFINE FILE statement 
to the output string, not counting 
its locations. 

Moves a string item from the input 
string to the output string. 
Adds the size of the work area to 
the size of the constants area; 
equates the Location Counter to this 
value. 

Extracts statement Norm and ID 
type ; checks for FORMAT and 
I/O call types. 

Moves FORMAT and I/O call 
statements to the output string 
unaltered; allocates the statements; 
eliminates the labels of these state- 
ments from the string. 
Allocates a statement function 
statement. 

Allocates a statement other than 
a FORMAT or statement function 
statement. 

Checks for dummy variables in the 
Symbol Table ; outputs them behind 
the 'CALL SUBIN'. 
Eliminates duplicate names from 
the same argument list. 
Moves a word from the accumulator 
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Routine/ 
Subroutine 



SUBPR 



S2011 



S2165 

S2172 

S2182 

S2201 
S3013 

S3015 



Function 

to the output string; checks for a 
Symbol Table overlap. 
Checks for a subroutine name in 
the call arguments; if required, 
adjusts argument list to allow for 
the subroutine name. 
Initializes statement function state- 
ments, initializes subprograms, or 
allocates statements and moves the 
string, depending on the value of 
TRACKSWITCH. 
Checks for 'CALL SUBIN'; if 
found, moves pointer past argument 
list; counts the locations. 
Moves 'CALL SUBSC and its SGT 
and D^ arguments to the output 
string. 

Moves the subscripted variable and 
the D]_, D 2 , and D3 arguments to 
the output string. 
Generates a 'BSC L' instruction 
from a generated label operator. 
Generates 'CALL SUBPR' with 
name if the name following a call 
operator is a dummy variable or 
external name. 

Generates a 'BSI L' instruction if 
the name following a call operator 
is both a dummy variable and 
external name. 



If specified in a control record, the statement 
allocation and statement number or statement 
function name are listed on the system printer. 

Errors Detected: There are no errors detected 
in this phase. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 23. 

Routine/ 

Subroutine Function 

ALOC Gets the Symbol Table entry; 

checks for a list request; bypasses 

generated labels. 
ENT Initializes input and output string 

pointers; checks for an overlap 

error. 
EXIT Transfers to the ROL routine to 

read in the next phase. 
LIST Converts the statement label and 

allocation address to output code. 
MOVE Moves the statement to the output 

string unaltered. 
M1000 Checks for a numbered statement 

or statement function. 
PRINT Performs the printing on the system 

printer. 



Phase 24: List Symbols 



Phase 23: List Statement Allocations 



Chart: EC 



Chart: EB 

• Inserts the statement allocations into the 
Symbol Table. 

• Lists the statement allocations on the system 
printer. 

This phase scans the statement string for statement 
function statements and numbered statements. The 
allocation found in each of these statements is 
entered in the Symbol Table. The allocation and 
the label are then deleted from the string entry. 
The remainder of the numbered statement or 
statement function statement is moved to the output 
string unaltered. 



• Lists the Features Supported by the program 
as indicated in the FORTRAN Communications 
Area. 

• Lists the System Subroutines used by the 
program, if requested. 

• Lists the subprogram names found in the 
Symbol Table, if requested. 

• Makes additions to the coding generated by 
Phases 18 and 19, Expander I and II. 

Using the indicators in the CCWD word in the 
FORTRAN Communications Area, Phase 24 re- 
creates the control records which were recognized 
by the compiler in Phase 1. These control records, 



Section 5: FORTRAN 113 



excepting the *IOCS, are listed on the system 
printer under the title 'Features Supported'. 

According to the indicators in the CCWD word, 
Phase 24 also alters, for purposes of printing, the 
names of subprograms in the compiler-generated 
calls to reflect Extended Precision, if specified. 
The actual compiler-generated coding is not altered 
until Phase 27. 

If requested, a list is made of all the subprogram 
names that appear in the Symbol Table. 

Phase 24 also scans the statement string, by- 
passing all single word statements and tagging the 
names in the System Subroutine table which are 
called by the program. The Subroutine table is 
then scanned and, if requested, the tagged System 
Subroutine names are listed. 

As a supplement to the Expander phases, 18 and 
19, Phase 24 adds indexing to System Library Sub- 
routines and to 2 -word instructions which reference 
dimensioned variables. 

Errors Detected . There are no errors detected 
in this phase. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 24. 

Routine/ 

Subroutine Function 

CHNAM Changes the names of called 

subprograms to reflect Standard 

or Extended Precision specifications. 
CNVAD Converts the address in the 

accumulator into printer code. 
CONV Converts characters to printer code. 

ENT Initializes the system printer; 

checks for a Symbol Table overlap. 
EXIT Transfers to the ROL routine to 

load the next phase. 
GET ST Gets the ID word of a Symbol Table 

entry. 
K1031 Prints 'IOCS', if applicable. 

K1021 Prints 'Arithmetic Trace' if 

applicable. 
K1035 Prints 'One word Integers' if 

applicable. 
K1041 Prints 'Save Loader' if applicable. 

K1051 Prints 'Extended Precision' if 

applicable. 
L1035 Prints 'Called Subroutines'. 



Routine/ 
Subroutine 

L1041 



Function 

Initializes for the scan of the 
Symbol Table ; checks for a con- 
stant; compares subprogram 
names to the compiled program 
name; compares statement function 
names to the compiled program 
name ; gets the compiled program 
name from the Symbol Table. 
Checks for the END statement; 
checks for one word statements 
and FORMAT statements. 
Adds indexing to packed instructions 
if the name refers to a dimensioned 
variable. 

Checks for the special 'BSC L' 
instruction; adds an extra word 
to it. 

Checks for a Symbol Table list 
request. 

Checks for a 2-word System 
Subroutine or subprogram call; 
adjusts call codes involving 
dimensioned variables. 
Checks for the special argument 
list on subroutine calls; moves 
the pointer past the argument list. 
Checks for a call to a statement 
function; changes these calls to 
'BSI L' instructions. 
Converts the subprogram name to 
printer code; moves it to the print 
area. 

Performs the printing on the system 
printer. 

Initializes the transfer vector; 
prints 'Features Supported', if 
applicable; prints 'Transfer Trace' 
if applicable. 



Phase 25: List Constants 

Chart: ED 

• Lists the Core Requirements. 

• Lists the constants and their addresses if 
requested. 



L2021 

L2031 

L2033 

L2041 
L3011 

L3013 
L3051 

MNAME 

PRINT 
START 
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Under the heading 'Core Requirements' Phase 25 
prints the amounts of storage used by the program, 
COMMON area, and variables. The program name 
is printed from the FNAME word in the FORTRAN 
Communications Area. 

If a list request is specified in the CCWD word, 
the real and integer constants are converted to 
output code and listed with their relative addresses 
according to the specified precision. Real constants 
are listed first, followed by integer constants. 

Errors Detected. There are no errors detected 
in this phase. 



Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 25. 



Routine/ 

Subroutine Function 

CONVI Converts an integer constant to the 

(TOPAU) printer code; moves the constant 

to the print area. 

COREQ Prints the core requirements of 

the program. 

ENT Initializes the phase; checks for 

a Symbol Table overlap. 

EXIT Transfers to the ROL routine to 

load the next phase. 

L4011 Prints 'Core Requirements' ; if 

requested, sets up to list the con- 
stants; checks for Extended 
Precision; makes modifications in 
the constant formats if Extended 
Precision. 

MULT1 Converts the binary constant to 

decimal. 

PRINT Performs the printing on the system 

printer. 



Phase 26: Output I 



Chart: EE 

• Builds the program header and data header 
records. 

• Places these records onto the disk in Working 
Storage. 



• Places real and integer constants into the 
Working Storage in absolute mode. 

Phase 26 initially builds the program header and 
data header records. These records and the buffer 
communications area carry pertinent information 
about the compiled program to Phase 27. The 
program header and data header records are placed 
in Working Storage. 

The statement string is searched for DEFINE 
FILE statements. These statements are analyzed 
and then placed into Working Storage. The file 
specifications are outputted in absolute mode, 
except for the associated variable which is in 
relocatable mode (the only relocatable constant). 

The Symbol Table is scanned twice. The first 
scan extracts real constants, computes their 
allocations, and inserts the allocations into the 
Symbol Table. The second scan performs the same 
operations for integer constants. All constants are 
placed into Working Storage in absolute mode. 

Errors Detected. There are no errors detected 
in this phase. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 26. 

Routine/ 

Subroutine Function 

EXIT Transfers to the ROL routine to 

load the next phase. 
Q1014 Checks for more than one DEFINE 

FILE statement. 
GETST Gets an address or name at object 

time from the Symbol Table. 
OUABS Outputs an address or constant in 

absolute mode. 
OUREL Outputs an address or constant in 

relocatable mode. 
Q1011 Checks for a mainline program or 

a subprogram; sets additional 

information into the output area; 

outputs a DEFINE FILE statement. 
Q1022 Outputs real and integer constants 

in the absolute mode. 
Q1033 Inserts a constant allocation into 

the Symbol Table. 
START Sets disk I/O indicators into the 

output area; stores the FNAME 
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Routine/ 
Subroutine 



WRITE 



Function 

word in the output area; checks for 
the first DEFINE FILE statement. 
Writes the output buffer onto the 
disk in Working Storage. 



Phase 27: Output II 



Chart: EF 

• Converts the compiled statement string to 
output code. 

• Places the object program into Working Storage. 

According to the indicators in the CCWD word in the 
FORTRAN Communications Area, Phase 27 alters 
the subroutine names referenced by the compiled 
program, to reflect, if necessary, the Extended 
Precision as specified by the user. Phase 24 made 
the same conversion for listing purposes; this 
phase makes the conversion during the generation 
of the object program. 

Phase 27 then converts the statement string into 
object code. The object code is placed onto the disk 
in Working Storage. 

At the completion of the output, the termination 
routine (OUTER) inserts the necessary data into the 
FORTRAN Communications Area so that the Re- 
covery Phase can complete the compilation. 

Errors Detected. There are no errors detected 
in this phase. 

Routin e Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 27. 



Routine/ 

Subroutine Function 

OUABS Outputs an address or constant in 

absolute mode. 
OUREL Outputs an address or constant in 

relocatable mode. 
OUTER Sets the final indicators; transfers 

to the ROL routine to load the last 

phase. 
Q2012 Checks for FORMAT, DEFINE 

FILE, CALL LINK, and CALL 

EXIT statements. 
Q2211 Outputs 'BSI L' with name for a 

CALL LINK or CALL EXIT 

statement. 
Q4031 Outputs an absolute value following 

an 'LDX LI' instruction. 
Q4041 Outputs an entry address (an 

object time linkword) following a 

'BSC T instruction. 
Q7011 Outputs a one -word call for 

System Subroutine calls. 
Q7021 Converts one word to object time 

instruction; outputs in absolute 

mode. 
Q8011 Outputs the arguments for 'Call 

SUBSC. 
Q8051 Outputs arguments of calls FIOAX 

and FIOIX. 
START Checks for Extended Precision; 

alters Subroutine names, if 

necessary, to reflect precision. 
T7005 Outputs a two word call. 

T8013 Outputs addresses in relocatable 

mode; if variable is in COMMON, 

outputs in absolute mode. 
TOBUF Moves a word to the output buffer. 

WRITE Writes the output buffer onto the 

disk in Working Storage. 



Routine/ 
Subroutine 

CHNAM 

GETST 

INIT 



Function 

Changes the names found in the 

Subroutine table. 

Gets an object time address or 

name from the Symbol Table. 

Initializes to scan the next 

statement. 



Phase 28: Recovery 

Chart: EG 

• Restores the Skeleton Supervisor from the CIB. 

• Sets up the switches and parameters needed 
by the Skeleton Supervisor to assume control. 
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This phase handles the return to the Skeleton 
Supervisor following completion or termination 
of the compilation. 

An entry at ENT1 results from the detection of 
a Monitor control record during the Input Phase. 

An entry at ENT2 results from an excessive 
number of disk errors occurring during compilation 
or from a Working Storage overflow. 

An entry at ENT3 results from a direct Mon- 
itor call, interrupting the compilation, manually 
executed by the machine operator. 

An entry at ENT4 results from a normal end 
of compilation condition, with or without errors. 

In each case the Recovery Phase sets indicators 
in the FORTRAN Communications Area in order 
to inform the Skeleton Supervisor as to the results 
of the compilation. 

Disk errors, compilation errors, the exceeding 
of Working Storage, and the trapping of a Monitor 
control record all cause the compilation output to 
be suppressed, the non-XEQ switch to be set, and 
the non-DUP switch to be set. 

If the compilation is successful, the program 
length, the number of disk blocks used to store the 
program, and the XEQ address are all transmitted 
to the Skeleton Supervisor. 

Errors Detected. There are no errors detected 
in this phase. 

Routine Summary . The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in Phase 28. 



Routine/ 
Subroutine 

ENT1 



ENT2 



ENT3 



GMON 



RCMON 



Function 

Disables the end of compilation 

message; inhibits program 

execution. 

Prints the message 'Over 50 

disk errors at sector xxxx' ; 

inhibits program execution. 

Inhibits program execution; 

prints the message 'MON Call'. 

Checks for compilation errors; 

if none, sets up for program 

execution. 

Restores the disk interrupt word; 

prints the message 'End of 

Compilation'. 

Recalls the Skeleton Supervisor 



Function 

from the Core Image Buffer on the 

disk. 

Transfers control to the Skeleton 

Supervisor. 



Routine/ 
Subroutine 



RTN 



Phase : Dump 



Chart: EH 

• Dumps the FORTRAN Communications Area, 
statement string, and Symbol Table upon request. 

The ROL routine, prior to loading the next phase, 
calls the DUMP routine. This routine tests the 
status of the Console Entry Switches. If the 
number entered in the switches equals the number 
of the phase just completed, the DUMP routine 
initializes to load the next phase but calls instead 
the Dump Phase. 

The Dump Phase prints the contents of the 
statement string, the FORTRAN Communications 
Area, and Symbol Table onto the 1132 Printer. 
At the completion of the dump, the Dump Phase 
returns to the ROL routine which loads the next 
compiler phase. 

Special User Information. The Dump Phase is 
included in the Monitor System FORTRAN Com- 
piler. However, since inter-phase dumps are 
not normally required, the call to the Dump Phase 
is bypassed. 

In order to implement the Dump Phase, the 
user must make the following modification to the 
ROL routine in Phase 1: 

the two instructions 

GODMP STX 1 ROL3 
STX 2 CNT 

must be deleted and the following instruction 
inserted: 

GODMP BSC L DUMP 

This change will enable the inter -phase dump 
feature. 
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Errors Detected. If the dump address-parameter 
is a negative quantity, the Dump Phase prints the 
message 

ERROR IN ADDRESS 



and terminates the dump. 

Routine Summary. The following descriptions 
summarize the purpose or function of the major 
routines and subroutines contained in the Dump 
Phase. 



Routine/ 
Subroutine 



Routine/ 
Subroutine 

DUMP 



Function 

Checks for a valid address - 
parameter; if valid dumps the 



HEX 

LOADR 

PRINT 

XQX1 



Function 

contents of the FORTRAN 
Communications Area, statement 
string, and Symbol Table as per 
the parameters given by XQX1. 
Changes storage addresses to 
hexadecimal print code. 
Halts; transfers to the ROL 
routine when START is pressed. 
Performs the printing of the dump 
according to the formats given by 
DUMP. 

Sets up the print counters and 
indicators; computes the address- 
parameters for the statement 
string and Symbol Table. 
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SECTION 6: SUBROUTINE LIBRARY 



This section contains a discussion of a representative 
cross-section of the I/O subroutines. For details 
regarding any of the subroutines contained in the 
Subroutine Library, see the publication IBM 1130 
Subroutine Library (Form C26-5929). 



CARD SUBROUTINE (CARD1) 
Call Processing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 

Operation: When entered via an LIBF statement, the 
contents of XR1 , XR2, the Accumulator, and the 
status indicators are saved. The control parameter 
is then checked to determine the type of function re- 
quested. 

If a Test function is specified, the routine Busy 
indicator is checked and the saved registers are 
restored. If the routine is busy, the subroutine exits 
to LIBF+2; if it is not busy, to LIBF+3. 

An error exit is made to location 41 if the card 
read punch is not ready (and not busy) or if a param- 
eter or the word count is in error. If the card read 
punch is not ready, the error indicator is on, and the 
requested function is Read or Feed, a skip indicator 
is set before the exit to location 41 is executed. If 
the card read punch is not ready and busy, the sub- 
routine loops until the 1442 is ready. 

If a Read function (GET) is specified, a read 
IOCC is built for use by the column interrupt routine. 
Restart data (word count and I/O address) is saved 
and each word of the input area is initialized to one 
(/0001) for use in determining if a column has been 
read. If the last card indicator is on, the card is 
ejected (but causes no interrupt) and an error exit to 
location 41 for "not ready" is made. The ISS counter 
is incremented by one, and the routine Busy indicator 
is set. If the skip indicator is set, indicating a pre- 
vious feed check error, a feed operation is initiated 
to pass the first card through the read station. If the 
skip indicator is off, a read operation is initiated. 
The saved registers are then restored and the routine 
exits to LIBF+3. 



If a Punch function (PUT) is specified, a punch 
IOCC is built for use with the column interrupt rou- 
tine and the restart data is saved. The ISS counter 
is incremented by one, the routine Busy indicator is 
set, and a punch operation is initiated. The saved 
registers are then restored and the routine exits to 
LIBF+3. 

If a Feed function (FEED) is specified, the last 
card indicator is checked. If on, the card is ejected 
(but causes no interrupt) and an error exit is made 
to location 41 for a "not ready" condition. Other- 
wise, the ISS counter is incremented by one, and 
the routine Busy indicator is set, and a card feed 
cycle is initiated. The saved registers are then 
restored and the routine exits to LIBF+2. 

If a Stacker Select function (STK) is specified, a 
select stacker is executed. The saved registers are 
then restored and the routine exits to LIBF+2. 

Column Interrupt Processing 

• Determines if last column has been read or 
punched 

• Initiates next read or punch operation 

Operation: The word count is decremented by one. 
If it is not zero, the interrupt indicator is reset, the 
I/O area address is incremented by one, and another 
read or punch operation is initiated. The routine 
then exits to the Interrupt Level Subroutine (ILS00). 

If the word count is zero, it is an indication that 
the last column has been read or is to be punched. 
If a read operation is being performed, the interrupt 
indicator is reset, the word count is set to +1 so that 
when it is decremented it will be zero, and the rou- 
tine exits to ILS00. If a punch operation is in pro- 
gress, a last word indicator bit is added to the last 
character (stored in CHAR) and the punch command 
is executed. 

Operation Complete Interrupt 

• Check for errors and last card condition 

• Decrement ISS counter and clear busy indicator 

Operation : A check is performed for an error, last 
card, or skip condition. If none is indicated, the 
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ISS counter is decremented by one, the routine Busy 
indicator is reset, and an exit to ILS04 occurs. 

Last Card: If the last card indicator is on, an exit to 
the user's Error subroutine takes place. The Accum- 
ulator contains the device number and the last card 
indicator. Upon return from the user's subroutine, 
the ISS counter is decremented by one, the routine 
Busy indicator is reset, and an exit to ILS04 occurs. 
(If the function is Punch, the last card is ejected 
prior to decrementing the ISS counter.) 

Errors: If an error is detected, an exit to the user's 
Error subroutine takes place. The Accumulator con- 
tains the error type code. Upon return from the 
user's subroutine: 

1. If termination is requested (Accumulator = 0), 
the ISS counter is decremented by one and the 
routine Busy indicator is reset. 

2. If termination is not requested, a loop occurs 
until the device is made ready. (The operator 
must clear the reader and then place the nonproc- 
essed cards - or blank cards if punching - back 

in the reader. ) When Reader START is pressed, it 
is necessary to determine if a feed check occur- 
red, preventing initiation of the operation by the 
1442. If the function is feed and the error was 
not a feed check at the read station, or if the 
function is read and the first column was not 
read in, the operation was not initiated. It is 
necessary to skip the first card replaced in the 
hopper by the operator and to reinitiate the re- 
quested operation on the second card. Therefore 
the skip indicator is set and a card feed initiated. 
Otherwise the requested operation is restarted, 
using previously saved restart data, and an exit 
to ILS04 occurs without modifying the ISS counter 
or Busy indicator. 

Skip: If the skip indicator is set, the I/O operation 
causing the operation complete interrupt was a card 
feed used as part of the error recovery procedure. 
Therefore the skip indicator is cleared, the opera- 
tion is restarted, and an exit to ILS04 occurs without 
modifying the ISS counter or Busy indicator. 

KEYBOARD, CONSOLE PRINTER OR OPERATOR 
REQUEST SUBROUTINE (TYPEO) 

Call P rocessing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 



Operation: When entered from a mainline program 
via an LIBF statement, the contents of XR1, XR2, 
the Accumulator and Extension, and the status indica- 
tors are saved. 

If a Test function is specified, the routine busy 
indicator is checked and the saved registers are 
restored. If the routine is busy, the subroutine 
exits to LIBF+2; if not busy, to LIBF+3. 

If a Read function is specified, the address of the 
first data word in the I/O area is set into the first 
word of the Read IOCC. This address is saved at 
RSTRT+1 for restart. The word count is stored at 
COUNT and is saved at RSTRT+2 for restart. The 
addresses for HOLL and PRTY tables are set up for 
the conversion of the input data. The routine busy 
indicator is set and the ISS counter is incremented by 
1. The Keyboard is then released via an XIO com- 
mand and the routine exits to LIBF+3. 

If a Write function is specified, the word count is 
doubled because the characters are stored in the I/O 
area two characters per word. The word count is 
stored in COUNT. The routine busy indicator is set 
and the ISS counter is incremented by 1. The word 
to be printed is stored in a temporary area (TEMPI) 
and the first character is printed. The routine exits 
to LIBF+3. 

Errors: An exit to location 41 occurs if the device or 
function is not valid, if the character count is zero or 
minus, or if the requested device (Keyboard and/or 
Console Printer) is not ready. 

Interrupt Processing 

• Determines the cause of the interrupt 

• Reads and/or Prints 

• Indicates routine and device not busy when the 
operation is completed 

General Int errupt Processing: This routine is entered 
when an interrupt occurs. It determines the cause of 
the interrupt and executes a branch to the routine 
servicing the type of request. 

If all characters have been read and/or printed, 
(character count is 0), the routine busy indicator is 
reset and the ISS counter is decremented by 1. 

If the interrupt is caused by an operator request, 
the subroutine exits to the address in location 44. 
(This is the address of a routine that processes oper- 
ator requests. The user's operator request routine 
must return to the ISS routine. ) 

Print Function Interrupt Process: This routine prints 
data from the I/O area. Data in the I/O area is in 
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Console Printer code, two characters per word. A 
switch (RIGHT) is set to zero if the right character 
(bits 8-15) is to be printed, and to one if the left 
character (bits 0-7) is to be printed. The address of 
the word to be printed is incremented by one prior to 
processing the left character. The character count 
is decremented by one for each character printed. 
If the last character has been printed (character count 
becomes 0), the routine busy indicator is reset, and 
the ISS counter is decremented by one. Otherwise a 
character print is initiated. In either case, the rou- 
tine checks for an operator request before exiting to 
the ILS. 

Keyboard Interrupt Processing: This routine proces- 
ses input characters from the keyboard. 

Graphic Characters: Graphic characters are con- 
verted to console printer code and stored in a tem- 
porary buffer. If more characters are to be read, 
the keyboard is made ready. In any case, a char- 
acter print is initiated, after looping if necessary, 
until the console printer is ready. The routine 
checks for an operator request before exiting to ILS04. 

End of Message Character: The end of message char- 
acter is converted to an IBM Card Code NL and stored 
in the I/O area following the last non-control char- 
acter read. The routine busy indicator is reset, the 
ISS counter is decremented by one, and the routine 
checks for an operator request before exiting to 
ILS04. 

Re-entry Character: When a re-entry character is 
read, the original address of the I/O area and the 
word count are restored, a re-entry indicator is set, 
and a print is initiated to print one slash (/). Proc- 
essing interrupts while the re-entry indicator is set 
has the following results: one more slash is printed, 
the carrier is restored, the keyboard is released, 
and the re-entry indicator is cleared. After each 
interrupt, the routine checks for an operator request 
before exiting to ILS04. The message in the I/O area 
is not cleared. The new message overlays the pre- 
vious message, character by character. 

Backspace: When a backspace character is read, the 
address of the I/O area is decremented by one and 
the word count is incremented by one. The backspace 
indicator is set, and a backspace initiated. Process- 
ing interrupts while the backspace indicator is set has 
the following results: a slash is printed (over the last 
graphic character), the backspace indicator is cleared, 
and the keyboard is released. After each interrupt, 
the routine checks for an operator request before 



exiting to ILS04. The last character in the I/O area 
is not cleared. The next graphic character entered 
will overlay it. 



CONSOLE PRINTER OR OPERATOR REQUEST SUB- 
ROUTINE (WRTYO) 

• Call processing similar to TYPEO except that 
the keyboard cannot be read 

• Keyboard interrupts are ignored except for the 
interrupt request 

Call Processing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 

Operation : When entered via an LIBF statement, the 
contents of XR1 , XR2 , the Accumulator and Exten- 
sion, and the status indicators are saved. 

If a Test function is specified, the routine busy 
indicator is checked and the saved registers are re- 
stored. If the routine is busy, the subroutine exits 
to LIBF +2, if not busy, to LIBF+3. 

If a Write function is specified, the word count 
is doubled because the words are stored in the I/O 
area, two characters per word. The word count is 
stored in COUNT. The address of the first data 
word is stored in IOAR and the character indicator 
(RIGHT) is set to indicate that the right character is 
to be processed next. The character to be printed is 
put into the temporary buffer (TEMPI) . The routine 
busy indicator is set, the ISS counter is incremented 
by 1 , and a print operation is initiated. The routine 
exits to LIBF+3. 

Errors: An exit to location 41 occurs if the device 
ID or function, is not valid, or if the character count 
is zero or minus , or if the Console Printer is not 
ready. 

Interrupt Processing 

The interrupt is checked to determine whether it is 
a print or operator request: 

1. A print request causes the character count to 
be decremented by one and the RIGHT charac- 
ter indicator to be checked. The setting of the 
RIGHT character indicator determines which 
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half of the data word is to be processed (words 
in the I/O area are packed 2 characters per word) . 
When RIGHT = 0: process the rightmost character 
(bits 8-15) and set RIGHT to one. 
When RIGHT = 1: process the leftmost character 
(bits 0-7), increment the IOAR 
address by one, and set the 
RIGHT indicator to zero. 
When the character count goes to zero, the ISS 
counter is decremented by one. Routine busy is 
already cleared because the character count was 
used as the busy indicator. If the character 
count is not zero, a print operation is initiated, 
hi either case, the routine checks for an operator 
request before exiting to the ILS. 
2. An operator request causes the subroutine to 
exit to the address stored in location 44. (This 
is the address of the routine that processes oper- 
ator requests. The user's operator request rou- 
tine must return to the ISS routine. ) When con- 
trol is returned, the routine exits to ILS04. 

^P^PER TAPE SUBROUTINE (PAPT1) 
Call Processing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 

Operation: When entered from a mainline program 
via an LIBF statement, the contents of XR1, the 
Accumulator and Extension, and the status indicators 
are saved. XR1 is set to point to the calling sequence 
control parameter. 

If a Test function is specified, the routine Busy 
indicator is checked and the saved registers are re- 
stored. If the routine is busy, the subroutine exits 
to LIBF+2, if it is not busy, to LIBF +3. 

If a Read or Write (punch) function is specified, 
the IOCC is built and the CHECK indicator is set if 
the control parameter specifies that a check of DEL 
or NL characters is required. The routine Busy 
indicator is then set and the ISS counter is incremen- 
ted by one. The Read or Write function is initiated 
and the routine exits to LIBF +4. 

Errors: An exit to location 41 occurs if the device, 
function, or check digits are not valid, if the char- 
acter count is zero or minus, or if the requested de- 
vice (reader or punch) is not ready. 



Interrupt Processing (Read) 

As each character is read, the character counter, 
CHAR, is incremented by one. The first character 
is placed in bit positions 0-7 of the specified word in 
the I/O area, and the second character is placed in 
bit positions 8-15 of the same word. Each time 
CHAR is even, the word count is decremented by one 
and the I/O area address is incremented by one. 
When the word count goes to zero, the routine busy 
indicator is reset, the ISS counter is decremented 
by one, and the Read function is terminated. 

If a check function has been specified, each 
character read is checked to see if it is a DEL or 
NL character. When the DEL character is encoun- 
tered it is not placed in the I/O area and reading 
continues. When the NL character is encountered, 
the operation is terminated. 

Errors: A read error or a reader not ready condi- 
tion after the operation is initiated causes an exit to 
the user's error routine. Read errors are checked 
as each character is read prior to processing the 
information. 

Interrupt Processing (Punch) 

The punching of the first character is controlled by 
the call processing routine. The interrupt process- 
ing routine controls the punching of all remaining 
characters. The second character of a record comes 
from bit positions 8-15 of the first word. When- 
ever a complete word has been punched, the word 
count is decremented by one and the I/O area address 
is incremented by one. When the word count goes to 
zero or when an NL character is encountered, if 
check is specified, the routine busy indicator is re- 
set , the ISS counter is decremented by one , and the 
Punch function is terminated. 

Errors: A punch not ready condition after the oper- 
ation is initiated causes an exit to the user's error 
routine. 



PAPER TAPE SUBROUTINE (PAPTN) 

• Call processing: similar to PAPT1 except 
reader and punch can operate simultaneously. 

• Interrupt processing routines similar to PAPT1. 
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Call Processing Routine 

• Determines type of device and function 

• Checks status of routine and device 

• Initiates requested operation 

Operation: When entered from a mainline program 
via an LIBF statement, the contents of XR1, XR2, 
the Accumulator and Extension, and the status indi- 
cators are saved. XR1 is set to point to the calling 
sequence control parameter and XR2 is set to point 
to the constants table for the device called (reader 
or punch). 

If a Test function is specified, the routine device 
busy indicator is checked. If the requested routine is 
busy, the routine exits to LIBF +2, if it is not busy, 
to LIBF +3. 

For Read and Write functions , separate con- 
stant tables are built - one for the reader and one for 
the punch. Each table contains a device Busy indica- 
tor, Check indicator, word count, character count, 
I/O area address, and error subroutine address. 

All other operations are the same as the PAPT1 
operation. 

Interrupt Processing Routine 

Same as PAPT1 operation, except after processing 
any read interrupt, the subroutine checks and pro- 
cesses any punch interrupt before returning control 
to ILS04. 



condition is indicated. Then, indicators and con- 
stants are initialized, and the ISS counter is incre- 
mented by one. The Write function to perform the 
operation indicated by the first hexadecimal digit 
in the control area character is now executed, the 
saved registers are restored, and control is re- 
turned to the calling program. 

Buffers and Indicators 

BUF - Contains the data word (or partial 

word) being processed. 
BUSY - Set to indicate the routine is busy. 
DEVIC - Contains the number of the plotter 

being used (zero). 
DIGIT - Contains the count of the number of 

characters remaining in the data word 

being processed. 
DUPCT - Duplication counter. Contains the 

count of the number of times a plotter 

action is to be repeated. 
ERR+1 - Set to the address of the user's error 

routine. 
FIRST - Set to indicate that the PLOT subrou- 
tine was entered by an LIBF call 

rather than by an interrupt. 
IOAR - I/O area address. Initially contains 

the address of the first data word in 

the I/O area. 
WDCNT - Word Count. Contains the count of the 

number of words in the I/O area. 
WORK - Contains the hexadecimal character 

being processed. 



PLOT SUBROUTINE (PLOT1) 
Call Processing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 

Operation: When entered via an LIBF statement, the 
contents of XR1, the Accumulator and Extension, and 
the status indicators are saved. XR1 is set to point 
to the calling sequence control parameter. 

If a Test function is specified, the routine busy 
indicator is checked and the saved registers are re- 
stored. The subroutine exits to LIBF +2 if the Busy 
indicator is set, and to LIBF +3 if it is not set. 

If the Write function is specified and the Busy 
indicator is set, the subroutine loops until a not busy 



Interrupt Processing 

• Check for parity error 

• Execute next plotter function 

Operation: Upon entering the routine from an inter- 
rupt, the duplication counter (DUPCT) is checked to 
determine if the previous plotter action is to be du- 
plicated. This check is accomplished by decrement- 
ing DUPCT by one . If it does not change sign or go 
to zero, the previous operation is repeated and the 
routine exits to ILS03 routine. 

If DUPCT changes signs or goes to zero, it is 
set to zero and the next plot character is obtained 
by the GET routine. 

GET Routine: DIGIT contains the count of the num- 
ber of plot characters remaining in the data word 
being processed. It is set to four each time a new 
word is entered into BUF. As each hexadecimal 
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digit is moved to WORK, DIGIT is decremented by 
one. When DIGIT goes to zero, WDCNT and IOAR 
are decremented and a new word is placed into BUF 
for processing. 

When WDCNT goes to zero, the ISS counter is 
decremented by one, the Busy indicator is reset, and 
an exit to ILS03 occurs. 



THE IBM 1132 PRINTER SUBROUTINE (PRNT1) 
Call Processing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 

Operation: When entered via an LIBF statement, the 
contents of XR1, XR2, the Accumulator and Extension, 
^atfothe^ status indicators are saved. The control 
parameter is then checked to determine the type of 
fikfrfction requested. 

If a Test function is specified (control parameter 
zero, i. e. , the first hexadecimal digit), the routine 
Busy indicator is checked and the saved registers are 
restored. If the device is busy, the subroutine exits 
to LIBF +2, if not busy, to LIBF+3. 

If the first hexadecimal digit of the control par- 
ameter is not zero (non-Test function) , hexadecimal 
digits 2,3, and 4 (bits 4-15) are saved in the Exten- 
sion and the hexadecimal digit for control (bits 0-3) 
is checked to determine if the requested operation is 
Carriage Control (3), Print Alphameric (2), or Print 
Numeric (4). 

If a Carriage Control operation is specified, hex- 
adecimal digits 2 and 3 of the control parameter are 
used to determine the carriage action. Digit 2 con- 
trols immediate actions and digit 3 controls actions 
after print. The after print switch (AFTIN) is set to 
the value of hexadecimal digit 2. If its value is zero, 
it is considered set "on" and the action of the car- 
riage will be determined by the value of hexadecimal 
digit 3 and will be executed after printing. 

The value of hexadecimal digit 2 or 3 is further 
used to determine whether the carriage should space 
or skip. If the value is greater than 12, a space is 
indicated, if one through six, nine, or twelve, a skip. 
If the operation is a space, the contents of hexadeci- 
mal digit 2 or 3 is placed directly in the space or 
skip counter (SPSK). If the operation is a skip, the 
contents of hexadecimal digit 2 or 3 is converted, a 
negative sign is added, and the resultant hexadecimal 
number is placed is SPSK. The converted number 



identifies the channel to which the skip will occur. 
(See chart below. ) 

If the carriage action is to be executed immed- 
iately, (AFTIN not zero) a carriage space or skip is 
initiated, the ISS counter is incremented by one, the 
saved registers are restored, and the subroutine 
exits to the calling program. 

If the carriage action is to be taken after print- 
ing, (AFTIN zero) the saved registers are restored 
and the subroutine exits to the calling program. 



Value of 






hexadecimal 






digits 






2 (immediate) 






and 


Hex value 




3 (after print) 


of SPSK 


Carriage Action 


1 


8008 


Skip to channel 1 


2 


8007 


Skip to channel 2 


3 


8006 


Skip to channel 3 


4 


8005 


Skip to channel 4 


5 


8004 


Skip to channel 5 


6 


8003 


Skip to channel 6 


9 


8002 


Skip to channel 9 


C 


8001 


Skip to channel 12 


D 


0001 


Space 1 


E 


0002 


Space 2 


F 


0003 


Space 3 



If a Print function is specified, the numeric 
indicator (NUM) will be positive if the output is print 
numeric, negative for alphameric. Counters will be 
set for print cycles, words 32-39 will be cleared, 
bit 15 of word 39 will be set on, and the ISS counter 
will be incremented by 1. A start print operation 
(alphameric or numeric) will be initiated and the 
routine will exit to the calling program. 

Errors: An exit to location 41 occurs if any of the 
following conditions are sensed: 

1 . An end of forms (or not ready) condition exists 

2. An illegal function is being attempted 

3. The word count is negative, zero, or over 
sixty 



Interrupt Processing 

• Resets the interrupt. 

• Tests DSW to determine the function. 

• Executes the function. 
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Operation: A sense and reset command is given to 
obtain and store the DSW and to reset the interrupt. 
The stored DSW is then checked to determine if the 
interrupt is a skip or space response: 

If a skip - Compare the channel indicator in the 
stored DSW with the channel indicator 
in the SPSK. If they are equal, execute 
a carriage stop command, decrement 
the ISS counter by 1, and continue the 
interrupt processing routine. If they 
are not equal, the carriage is not at the 
requested channel and no carriage stop 
command will be executed. 
If a space - If the DSW indicates a space response 
OR the DSW into PASS. (PASS contains 
a bit for each channel passed while 
spacing. It will be checked later to 
determine if the carriage is at channel 9 
or 12.) Decrement the space counter 
(SPSK) by 1. If the counter goes to zero, 
decrement the ISS counter by 1 and exit 
to ILS01 . If the counter does not go to 
zero, execute a space command and 
continue the interrupt processing. If the 
DSW does not indicate a space response, 
check for a character emitter interrupt. 

If a Print operation is in progress, the DSW is 
checked to determine if the print scan has been com- 
pleted. If it is not completed the routine will exit 
to ILS01. The following counters are checked during 
a print operation: 

1. Check CTR46. During processing of each char- 
acter emitter interrupt, CTR46 is tested. If 
zero, the stored DSW is checked to determine if 
the last print scan had a print scan check. If it 
did, 46 more cycles must be allowed so that the 
character associated with the print scan check 
can be re-processed. In this event, CTR46 is 
set to 46 and the routine exits to ILS01. With 
each character emitteJ interrupt, CTR46, if 
non-zero, is decremented by one and routine 
exits to ILS01. When CTR46 is zero and no 
print scan error is detected, routine will branch 
to FC70 to check CTR48. 

2. Check CTR48. CTR48 is set to 48 during call 
processing for alphameric printing. It is decre- 
mented by 1 for each successful print scan. If 
CTR48 is not zero, the routine exits to the EMIT 
routine to scan the I/O area for the next char- 
acter to be printed. If the printing is numeric , 
CTR48 will be set to 22 by the EMIT routine (22 



numeric and special characters). If CTR48 is 
zero, indicating that all printing is completed, 
the scan field is cleared and a I bit is placed in 
bit position 15 of word 8 (Core location 39) of the 
scan field. 

3. Check CTR16. CTR16 is set to 48 during call 
processing time. It is used to count 16 of the 

18 idle cycles required to complete a print oper- 
ation. The counter is decremented by 3 for 
each of the 16 idle cycles. When CTR16 goes to 
zero, the SPSK counter is checked. If a space 
or skip operation is to be executed, the SPSK 
will contain the skip to channel number or a 
digit representing the number of spaces remain- 
ing to be taken. A space or skip command will 
be executed, the ISS counter will be incremented 
by 1, and the routine will exit to ILS01. 

If the value of the SPSK counter is zero, the 
control parameter of the print function is checked 
to determine if a space after print should be 
executed. 

4. CTR2. CTR2 is set to twelve during cal^proc- 
essing. It is decremented by 6 each tim^an 
idle cycle interrupt occurs. When CTR2 g&fe^ 
to zero, a stop printer operation is executed. 
The ISS counter is decremented by 1 and the 
routine exits to ILS01 . A skip or space opera- 
tion can be in progress at this time. 

Errors: The PASS indicator is checked after print- 
ing (when CTR16 reaches zero). If it indicates that 
channel 9 has been passed, the routine exits to the 
user's error routine with a 3 in the Accumulator. If 
channel 12 has been passed, the user's error routine 
is entered and a 4 is placed in the Accumulator. Upon 
returning from the user's routine, the operation will 
continue as follows: 

If the value of the Accumulator has been set to 
zero, no skip to channel 1 will be initiated. User 
requested carriage operations will be serviced as 
usual. 

If the value of the Accumulator is not zero, a 
skip to 1 will occur. 

Emit: A Read command will be executed to determine 
which typewheel character is to be printed next. Each 
character in the I/O area is checked and a bit is set 
in the corresponding position of the scan field for 
each matching character. 

If the print function is Print Numeric, CTR48 is 
set to 22 and printing is suspended until the first 
numeric character is in position to print. When the 
I/O area has been scanned and the scan field set up, 
the routine exits to OUT. 
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DISK SUBROUTINES (DISK1) 
Call Processing 

• Determines type of function 

• Checks status of routine and device 

• Initiates requested operation 

Operation: When entered via an LIBF statement, the 
contents of XR1, XR2, the Accumulator and Extension, 
and the status indicators are saved. XR1 is set to 
point to LIBF +2. 

If a Test function is specified, the routine busy 
indicator is checked and the saved registers are re- 
stored. If the routine is busy, the subroutine exits to 
LIBF +3, if not busy, to LIBF +4. 

If the function is not Test, store the address of 
the I/O area into IREAD and IWRITE. This data is 
saved and also becomes the first word of the read and 
write IOCC. Store the original sector address at 
SAVE2.* The effective sector address is computed 
by- adding the file protect address to the original sec- 
tor address if the displacement option is specified 
in the control parameter. If this address is over 
+1599, an error exit is made to location 41. Add 
eight to the sector address for each defective cylinder 
prior to and including the present cylinder (maximum 
three cylinders per disk). Word two of the IOCCs for 
Read, Write, Control, and Sense is now built. The 
ISS counter is incremented by one, the Retry Count is 
set to ten, and the Busy and First Count indicators 
are set. The usable word count (word count +1 to 
indicate the sector ID word) and the usable sector 
address are stored in the I/O area. The function is 
now initiated. 

Seek: If a seek option is specified, set the control 
IOCC to indicate a cylinder count of one, modify 
CYLIN (internal cylinder count) by eight, and set the 
interrupt return to terminate the function. Execute 
a seek to the next cylinder. 

If a seek option is not specified, modify the read 
IOCC to allow the sector address from the desired 
sector to be read. Call SBRTA (subroutine A) to 
initiate a seek to the cylinder specified by the sector 
address in the I/O area. Terminate the operation 
when the correct sector address is read. 

Read (GET): Call SBRTA to determine if the read 
heads are at the correct cylinder. If they are not, 
SBRTA seeks the correct cylinder and reads the 
desired sector. 



Write (PUT): The following paragraphs describe 
the write operations with or without a read back 
check. 

Determine if the cylinder is file protected. If it 
is, terminate the function and exit to location 41. 

If the cylinder is not file protected, call SBRTA 
to determine if the R/W heads are at the correct lo- 
cation. SBRTA seeks if required. When the correct 
sector has been located, write the data, terminate 
the function and exit to ILS02. 

If a Read Back Check (RBC) is specified, modify 
the read IOCC to indicate an RBC with an I/O area 
address the same as the write IOCC. The program 
branches to SBRTA to execute the Read Back Check 
operation. 

Write Immediate: Write disk data and terminate the 
function. No data error checks are made. 

When the operation is terminated, the ISS coun- 
ter is decremented by one and the Routine Busy 
indicator is cleared. 

Errors: The subroutine will exit to the user's error 
routine if after ten tries the desired sector address 
is not located, an irrecoverable read error is found, 
or the read back check indicates an inability to write 
correctly. 

Subroutine A (SBRTA) 

• Check sector address read to determine physical 
location of heads 

• Seek the requested cylinder 

• Read the specified sector 

• Process errors 

Operation: Initially the internal cylinder location 
(CYLIN) is compared to the cylinder address speci- 
fied in the sector address (TRAC) to determine if 
the R/W heads are at the correct location. If CYLIN 
and TRACK agree, a read is initiated at SBA10 to 
confirm the R/W head location and the return is mod- 
ified to SBA13. If the location is incorrect, a seek 
is initiated towards TRACK. The sign of the differ- 
ence between CYLIN and TRACK determines the di- 
rection (if CYLIN is less, the sign is negative and the 
seek will be towards the center of the disk) . If a 
seek is necessary, the return is modified to SBA10. 
At SBA10 a read is initiated and the return is modi- 
fied to SBA13. The routine will continue to loop be- 
tween SBA10 and SBA13 (reinitializing a seek on 
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each pass) in an attempt to locate the correct cylinder 
address. If the correct cylinder is not found after 
ten tries, the routine exits to the user's error rou- 
tine. If the read at SBA10 indicates that the actual 
location agrees with TRACK, the cylinder number is 
stored in CYLIN and the routine exits to the return 
address stored at SBRTA (BSI return) . 

MULT (Read or Write Multiple Sectors) 

• Read or write data on consecutive sectors con- 
tained on more than one cylinder 

• Call RBCRT routine 

Operation: The original word count and sector ad- 
dress is stored in the I/O area. The remaining word 
count (stored in WKWC table) is tested. If its value 
is zero or negative, indicating that all words have 
been read or written, RBCRT is called. If RBC is 
not requested, the routine exits back to MULT; 
otherwise, the routine exits to the return address 
stored at RBCRT (BSI return) . If the word count 
test indicates that more data is to be processed,the 
retry counter is set to ten and one is added to the 
sector address. If the three low-order bits of the 
sector address go to zero (overflow) , a seek to the 
next cylinder is required. 320 is then added to 
IWRITE (the address of the I/O area) , the last two 
data words in the I/O area (IWRITE -1 and IWRITE-2) 
are saved and the new sector ID is inserted in the 
I/O area in place of the last data word (IWRITE-1). 
The new word count is now determined and its value 
is inserted into the I/O area in place of the next to 
the last data word (IWRITE-2). IWRITE is set to 
point to the new word count. One is added to the 
sector number in the write IOCC, the read IOCC 
(IREAD) is modified to indicate the same I/O area and 
sector address as the write IOCC, and the routine 
exits to the return address. 

RBCRT (Read Back Check) 

• Check all written data 

• Return to MULT if RBC is not requested 

Operation: The RBCRT routine is entered from 
MULT when a cylinder has been filled and a seek is 
necessary or when all of the data in the I/O area has 
been written. If an RBC is not requested (RBC not 
zero) the routine exits back to MULT. If a check is 
required, the constant table is searched to determine 
the I/O area to be checked. A read IOCC is built 
using data saved from the call processing routine. 



The interrupt return is modified to return to the 
RBCRT routine. When all written data has been 
checked, the routine exits back to MULT. 



FLIPPER ROUTINES (FLIPO, FLIP1) 

• Read LOCALs into storage and transfer con- 
trol to the LOCAL. 

• FLIPO is used with DISKO and DISKZ. 

• FLIP1 is used with DISK1 and DISKN. 
Description 

The FLIP routine contains two entry points. One is 
used with two-word calls (CALL), and the other with 
one-word calls (LIBF). After entry, the FLIP rou- 
tine fetches the XEQ address and the LOCALs sec- 
tor address in Working Storage from the Flipper 
Table (see Section 2, Supervisor , for a description 
of the Flipper Table). A test is then made to deter- 
mine whether the LOCAL is currently in storage by 
comparing the sector address from the Flipper 
Table with the sector address of the last LOCAL 
read. If the LOCAL is not in storage, the word 
count is fetched from the Flipper Table. 

The manner in which a LOCAL is read differ- 
entiates FLIPO from FLIP1. FLIPO reads a LOCAL 
into storage one sector at a time, whereas FLIP1 
passes the total word count to DISK1 or DISKN and 
that routine reads in the entire LOCAL. After the 
LOCAL is read, or if it was already in storage, a 
check is made to determine if the LOCAL is a CALL 
or a LIBF. If the routine is a CALL, the return 
address is stored in the XEQ address of the routine 
and control is transferred to XEQ+1 . If the routine 
is a LIBF , control is transferred to the XEQ address 
as specified in the Flipper Table. 



FORTRAN I/O 

The FORTRAN I/O routines are a part of Subroutine 
Library. These routines provide a link between the 
FORTRAN object program and the I/O devices. 

There are two versions of FORTRAN I/O - SFIO 
andSDFIO. 



• SFIO services non-disk I/O device; 
standard and extended precision. 



it supports 



SDFIO services the disk I/O statements; it 
supports standard and extended precision. 



Section 6: Subroutine Library 127 



Each of these versions has ten separate entry 
points. The entry mnemonics and major functions 
are: 

SFIO SDFIO 

SFIO - performs I/O initialization SDFIO 

SRED - accomplishes a READ operation SDRED 
SWRT - accomplishes a WRITE operation SDWRT 
SCOMP - completes WRITE operation SDCOM 

(if necessary) 
SIOI - handles an integer, non- SDI 

subscripted element 
SIOIX - handles an integer, subscripted SDIX 

element 
SIOF - handles a real, non -subscripted SDF 

element 
SIOFX - handles a real, subscripted SDFX 

element 
SIOAI - handles an integer, non- SDAI 

subscripted array 
SIOAF - handles a real, non-subscripted SDAF 

array 

Device Routines 

There are 4 versions of the various device routines 
which perform the I/O functions. The version is 
denoted by the suffix added to the routine name. The 
suffixes are 0, 1, N, and Z. The suffix 0, 1, and N 
routines are general utility I/O routines . The suffix 
Z indicates a routine specifically designed to support 
FORTRAN programs. 

See the publication IBM 1130 Subroutine Library 
(Form C26-5929) for a detailed discussion of these 
various routines. 

Input Specifications 

The object time I/O requirements of a FORTRAN pro- 
gram are indicated in the FORTRAN control records 
which precede the source program at compile time. 
These control records are interpreted by the FOR- 
TRAN Compiler (see Phase 1 in Section 5: FORTRAN) 
and during compilation the calls and parameters 
needed to accomplish the I/O functions are inserted 
into the object program under a 'LIRF *FIO' (see 
Phase 2 in Section 5: FORTRAN ) . 

FIO Ca ll 

The calls and parameters inserted by the FORTRAN 
Compiler consist of a FORTRAN I/O initialization 
sequence and a table of calls (LIBF SFIO only) to the 
routines servicing the devices specified in the *IOCS 
control record. 



Non -Disk 

LIBF SFIO 
DC TS 

DC B 



Disk 



LIBF 
DC 



SDFIO 

S 



The first parameter following the 'LIBF SFIO' 
denotes the trace device (T) if tracing is specified by 
an *TRANSFER TRACE or by an *ARITHMETIC 
TRACE control record and integer size and pre- 
cision (S). S equals 4 or 6 if one-word integers are 
specified by the *ONE WORD INTEGERS control 
records. S equals 7 or 5 if either extended or 
standard precision is specified by the *EXTENDED 
PRECISION control record or by the default condi- 
tion, respectively. 

The second parameter contains the displacement 
(D) , in words , to the next executable statement (the 
following I/O calls comprise a table rather than in- 
line executed instructions). 

The SFIO entry to the non-disk I/O routine sets 
up the addresses and parameters which are needed 
by all the other entry points . 

At object -time the call to SFIO must be executed 
prior to any other I/O call (in fact the 'LIBF SFIO', 
or SDFIO if present, is made the first executable 
statement in the object program by the FORTRAN 
Compiler). If a call to SFIO or SDFIO is not execu- 
ted or is preceded by a call to some other I/O entry 
point, the program will WAIT with /F001 (non-disk) 
or /F103 (disk) displayed in the accumulator. Press- 
ing PROGRAM START will cause control to return 
to the Monitor. 

At the execution of a call to the SRED or SWRT 
entry point following execution of the call to SFIO, 
the call corresponding to the device specified in the 
SRED or SWRT call is located in the table of device 
routines. The SRED or SWRT routine then executes 
the call selected from the table. The called device 
performs its I/O function and returns to the SRED or 
SWRT routine. 

1130 FORTRAN Non -disk I/O 

The 1130 FORTRAN non-disk I/O services a non- 
disk device. The Z suffix device routines are used 
to perform the I/O functions. 

Assuming that all devices were specified in the 
*IOCS control record, no tracing was specified, and 
extended precision was not specified, the I/O initial- 
ization sequence and calling table for an 1130 program 
appear as follows: 

LIBF SFIO 
DC 0005 

DC 12 
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LIBF WRTYZ (Typewriter) 

DC 

LIBF CARDZ (Card Read/Punch) 

DC 

LIBF PRNTZ (1132 Printer) 

DC 

LIBF PAPTZ (Paper Tape Read/Punch) 

DC 

DC 

DC 

LIBF TYPEZ (Keyboard) 

DC 

The position and order of the device routine 
calls are fixed; the calls are always separated by 
the 'DC 0'. If a device is not specified in the *IOCS 
control record, its corresponding call in the table is 
replaced by a 'DC 0'. 

Summary of the 1130 FORTRAN Non-disk I/O 

The following descriptions summarize the entry points 
and FORMAT scan routines which comprise the 1130 
FORTRAN non-disk I/O (see Chart FA). 

The ten entry points to the I/O routine are: 

SFIO 

• Saves the address of the I/O call table. 

• Sets the integer length and trace device 
parameters. 

SRED/SWRT 

Sets the Read/Write indicator. 

Sets the address of the FORMAT statement. 

Sets the I/O unit number. 

Sets the I/O call from the call table. 

Reads a record and goes to the FORMAT scan 
or clears the I/O buffer and goes to the FORMAT 
scan. 

SIOF/SIOI 

• Sets real/integer type indicator. 

• Sets array element counter to 1. 

• Sets the address of the variable. 

• Goes to the FORMAT scan. 



siOFX/siorx 

Sets real/integer type indicator. 
Sets array element counter to 1 . 
Calculates address of this element. 
Goes to the FORMAT scan. 
SIOAF/SIOAI 



Sets real/integer type indicator. 

Places the number of elements into array 
element counter. 

Sets address of the first element of the array. 

Goes to the FORMAT scan. 

SCOMP 



Checks REDO indicator. 
Outputs the I/O buffer, if ON. 
Checks the last format type for slash (/) , if OFF. 
Returns to the calling program, if slash found. 
Outputs the I/O buffer, if slash not found. 
The FORMAT scan: 
FRMTS (FORMAT Scan) 



• Checks the REDO indicator; executes I/O, if 
on; gets next word from FORMAT, if off. 

• Checks for types E, F, I, and A; if one of these, 
checks that all items in the last list entry were 
processed; if so, returns to the calling program. 

• Checks for types E and F , if all previous list 
items not processed; if one of these, saves 
decimal specifications. 

• Saves field width specifications. 

• Checks for E, F, I, A, X, and H types; checks 
for full I/O buffer; displays error code and 
WAITS, if full. 

SLASH 

• Sets REDO indicator on. 
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• Moves the FORMAT pointer one position. 

• Sets the buffer pointer to the beginning of the 
buffer. 

• Goes to the FORMAT scan. 
RDO 

• Sets REDO indicator on. 

• Sets the FORMAT pointer to the beginning of the 
FORMAT statement. 

• Determines if the array is exhausted; returns to 
the calling program, if yes; goes to the FORMAT 
scan if no. 

GRPRP (Group Repeat) 

• Moves the FORMAT pointer to the backspace 
number. 

• Increments the repeat counter. 

• Checks for completed repeat; goes to the 
FORMAT scan, if yes; backspaces the FORMAT 
pointer and goes to the FORMAT scan, if no. 

FLDRP (Field Repeat) 

• Increments the repeat counter. 

• Checks for completed repeat; moves to the next 
position of the FORMAT statement and goes to 
the FORMAT scan, if yes; backspaces the 
FORMAT pointer and goes to the FORMAT scan 
if no. 

TYPX (X-type Format) 

• Increments the buffer pointer by positions 
specified in X-type. 

• Moves the FORMAT pointer one position. 

• Goes to the FORMAT scan. 



• Checks for the H-type; moves the FORMAT 
pointer one position and goes to the FORMAT 
scan if yes; decrements the array count and 
address of array storage and goes to the 
FORMAT scan if no. 

TYPIF (E, F, and I-type Formats) 

• Initializes the parameters following a 'LIBF 
FSTO* (floating store) or 'LIBF FLD' (floating 
load). 

• Goes to Decimal-to-Binary conversion routine 
(DEC2) if a Read operation. 

• Determines if storage mode is Real; loads 
Floating Accumulator if yes; loads accumulator 
and converts the fixed point value to a floating 
point value if no. 

• Goes to the Decimal-to-Binary conversion 
routine (DEC2). 

TYPA (A -type Format) 

• Calculates maximum number of characters 
per variable. 

• Gets storage address of A-type I/O area. 

• Truncate left-hand characters if A-type data 
exceeds the maximum specification; insert 
blanks if data fails to fill the input area. 

• Transfers EBCDIC characters - from storage 
to I/O buffer if a Write, from I/O buffer to 
storage, if a Read - until all characters are 
processed. 

DEC2 (Decimal-to-Binary Conversion) 

• Gets a character from the I/O buffer and incre- 
ments the buffer pointer. 

• Determines if the character is one of the valid 
subset; displays an error code and WAITs if 
not. 



TYPH (H-type Format) 

• Sets the address of H data. 

• Transfers EBCDIC characters - from storage to 
I/O buffer if a Write , from I/O buffer to storage 
if a Read - until all characters are processed. 



Checks for a numeric digit; checks for an E 
(exponent) indicator; builds the binary exponent 
if E found; builds a binary mantissa if E not 
found . 

Checks for a decimal point; increments count of 
a decimal digits if decimal found; checks for re- 
maining characters. 
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• Checks for duplication of the E (exponent) indica- 
tor, the sign, and the decimal point; checks for 
imbedded blanks; displays an error code and 
WAlTs on any of these conditions . 

DEC 50 +5 (Process Binary Built Mantissa) 

• Checks if the mantissa equals 0; stores zeros to the 
the Floating Accumulator if yes. 

• Adjusts for the exponent; normalizes the number. 

• Checks if the mantissa sign is negative; stores 
the number in negative form in the Floating 
Accumulator if yes. 

• Checks if the exponent is greater than 250 or less 
than , stores the number in the Floating Accumu- 
lator if not; displays an error code and WAlTs 

if yes. 

• Checks if the mode of data is Real; stores the 
Floating Accumulator at the storage address if 
yes, truncates the number in the Floating Accum- 
ulator at the decimal point and stores the re- 
sultant integer at the storage address if not. 

• Decrements the storage address and array 
counter. 

• Increments the FORMAT pointer and goes to the 
FORMAT scan. 



BINRY (Binary -to-Decimal Conversion) 

• Calculates the working buffer size. 

• Stores the Floating Accumulator in the work area. 

• Checks for sign; initializes to process positive 
or negative number. 

• Checks for zero number; zeros out the exponent 
if yes. 

• Checks if the exponent is greater than or less than 
128; normalizes the binary mantissa, forcing the 
exponent to the base 128. 

• Checks for an E-type format; sets the exponent 
sign and converts the exponent to 2 decimal 
digits if yes. 

• Compares the data length with the field width; 
loads the buffer with asterisks if data overflows; 



loads the number with leading blanks, if neces- 
sary, if data does not overflow. 

Outputs mantissa sign and rounded number if 
I-type format. 

Outputs integer portion of the number. 

Outputs decimal point and fractional portion also 
if not I-type format. 

Outputs 'E', sign, and exponent if E-type format. 

Decrements the array count, increments the 
FORMAT. pointer, and goes to the FORMAT 
scan. 



1130 FORTRAN Disk I/O 

With the exception of SDFIO, SDRED and SDWRT, 
all calls to the FORTRAN disk I/O entries are 
identical to their counterparts in the FORTRAN 
non-disk I/O routines. The exceptions are: 



SDFIO 

The calling sequence is: 

LIBF SDFIO 
DC S 

where S is a parameter specifying integer size and 
precision. Through SDFIO initialization, this par- 
ameter governs the number of words per element to 
be moved via the real and integer entries. 

SDRED and SDWRT 

The calling sequence is: 

LIBF SDRED (or SDWRT for WRITE 

operation) 
DC FILE 

DC REC 

where FILE is the ID of the disk file to be read or 
written (the file must have been defined by a DEFINE 
FILE statement) and REC is the record number 
within the specified file to be read or written. FILE 
and REC actually contain the addresses of the loca- 
tions containing the required information. 

All disk data is stored in binary; therefore, 
knowledge of the type of variable (integer or real) is 
necessary only to determine the number of words to 
be moved. 
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Summary of the 1130 FORTRAN Disk I/O 



SDEX 



The following descriptions summarize the entry points 
and other major areas within the FORTRAN disk I/O 
routines. 

SDFIO 

• Checks and initializes integer precision. 

• Checks and initializes standard or extended pre- 
cision for real variables. 

• Sets indicator showing SDFIO has been called. 
SDRED 

• Sets read indicator. 

• Enters SRED1. 
SDWRT 

• Sets write indicator. 

• Goes to SRED1. 
SDCOM 

• Sets exit to the calling program. 

• Goes to DUFIP to perform final disk write. 
SDF 

• Sets real variable flag. 

• Picks up word count for real variable. 
SDFX 

• Sets real variable flag. 

• Picks up subscript from calling sequence. 

• Obtains word count for real variable. 
SDI 

• Sets integer flag. 

• Obtains integer size. 



Sets integer flag. 

Gets subscript from calling sequence. 
Fetches word count for integer variable. 
SDAF 



SDAI 



Sets integer variable flag. 

Gets number of elements to be moved from 
calling sequence. 

Gets integer size. 

SRED1 



Sets real variable flag. 

Obtains number of elements to be moved from 
calling sequence. 

Picks up word count for each element. 



Verifies that SDFIO has been called. 
Initializes total number of files for this job. 
Searches file table for specified file. 
Issues error condition if file not found. 
DFND 



Gets starting sector address of specified file. 
Checks for valid record number. 
Calculates sector containing specified record. 
RECOK 



DIO 



Sets up associated variable. 

Calculates position in sector of the record. 

Clears REDO switch. 
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• Sets forced read for initial call to disk (if call is 
a WRITE , a read must first be given to preserve 
data that should not be altered. 



DUFIP 



Performs call to disk I/O routine. 

Sets proper function parameter for next call. 

Checks REDO. 

If ON, returns to do a read. 

If OFF, checks count, if zero - exit, if not zero - 
go to MOVE. 



MOVE 

• Checks for full buffer, if yes set REDO and go 
to DUFIP. 

• Checks for full record, if yes, move position 
pointer to next record, increment associated 
variable by one , and return to beginning of 
MOVE. 

• Sets up move of variable, one word at a time, 
until variable is moved. If READ, move from 
buffer to LIST area. If WRITE , move from 
LIST area to buffer. 

• Reduces variable count, when zero, exit. 
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SECTION 7: SYSTEM LOADER/EDITOR FOR THE 1130 MONITOR SYSTEM 



The primary function of the System Loader/Editor is 
to load a disk pack with the programs and subroutines 
necessary to build a working Monitor System which is 
based upon the user's hardware configuration and 
individual requirements. 

Initial System Load 

During an initial load operation, the System Loader/ 
Editor controls placement upon the disk of the 
Supervisor, DUP, the FORTRAN Compiler, the 
Assembler program, and the Subroutine Library. 

During system load, a set of user-supplied 
control records causes deletion (bypassing) of pro- 
grams and/or subroutines not desired or not usable 
by the system. 

By means of the Load Mode control record the 
user can request that the Assembler and/or FORTRAN 
not be loaded. Accordingly the location of buffer 
areas , tables , and subroutine storage on the disk is 
shifted so as to provide as much Working Storage as 
possible. 

The System Configuration Records specify to the 
System Loader/ Editor (1) the devices present in the 
System and (2) the Interrupt Level Subroutines (ILS) 
and Interrupt Service Subroutines (ISS) to be included 
in the system pertaining to the specified devices. 

As the storage locations of the FORTRAN Com- 
piler and the Assembler program (if loaded) are 
established , the System Loader/Editor initializes the 
Communications Area (COMMA) with their starting 
addresses. The location of the Core Image Buffer 
(CIB), Location Equivalence Table (LET), User 
Area (UA) , and other information contained in COMMA 
is also initialized by the System Loader /Editor. 

After the system programs are on disk, control 
is transferred to DUP to load the subroutines and 
update COMMA and LET. 

System Reload 

In the event that the user wishes to reload the Monitor 
System programs (not including the Subroutine 
Library) , the System Loader/Editor can perform a 
reload operation. This is controlled by a control 
record (Load Mode control record) inserted by the 
user in the System Loader/ Editor following the last 
record of Phase El and preceding the first record of 
Phase E2. Bits 14 and 15 of the first 16-bit binary 
word of the Load Mode control record must call for 
exactly the same Monitor System programs to be 



stored as were present just prior to the initiation of 
the reload operation. During a reload operation, 
only the Supervisor (excepting COMMA), DUP, the 
Assembler program, and the FORTRAN Compiler 
are replaced upon the disk. If the Assembler pro- 
gram and/or the FORTRAN Compiler were not 
loaded during initial loading, they cannot be loaded 
during a reload of the Monitor system. Also, if the 
Assembler program and/or the FORTRAN Compiler 
were deleted by DUP after the initial loading, they 
cannot be loaded during a reload of the Monitor 
System. 



SYSTEM LOADER/EDITOR INPUT 

The 1130 Monitor System is available in either card 
or paper tape versions, ready for loading by the 
System Loader/Editor. The card version is supplied 
in a continuous card deck (see Figure 17), whereas 
the paper tape version is supplied in nine separate 
paper tapes which comprise the system (see below, 
Paper Tape Input) . 

User-Supplied Input 

The user supplies to the System Loader/Editor the 
Load Mode control record and the System Configur- 
ation records. These records are generated by the 
user when the input is in card form. When the input 
is in paper tape form, the user simply selects the 
proper Load Mode and System Configuration tapes 
from the IBM-supplied set (see below, Paper Tape 
Input) . 

The Load Mode control record indicates to the 
System Loader/Editor whether an initial system load 
or a system reload is to be performed. This record 
also carries the indicators to the System Loader/ 
Editor which cause bypassing of the Assembler pro- 
gram and/or the FORTRAN Compiler during system 
loading. This record is inserted between Phases El 
and E2 of the System Loader/Editor (see Figure 17). 

The System Configuration records (SCON, REQ, 
and TERM) indicate to the System Loader/Editor the 
devices that are present in the system and their 
associated interrupt Branch addresses. Using these 
indicators, the System Loader/Editor loads only 
those Interrupt Level Subroutines (ILS) and Interrupt 
Service Subroutines (ISS), that are required in the 
system. These records are inserted immediately 
following Phase E2 of the System Loader/Editor 
(see Figure 17). 
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Figure 17. Organization of System Loader /Editor Input 



See the publication IBM 1130 Monitor System 
Reference Manual (Form C26-3750) for a detailed 
description of the format and use of these user- 
supplied records. 

IBM-Supplied Input 

The following is a list of the IBM- supplied programs 
and control records which comprise the System 
Loader /Editor, excepting the User-supplied input 
(see Figures 17, 18, and 19). 



1. The bootstrap loader and Phase El. 

The bootstrap loader is comprised of the first 
six cards of Phase El in card form. The initial 
records of Phase El in paper tape form are the 
same bootstrap loader. 
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Figure 18. Loader /Editor Control Records 
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Loader/Editor to load the following phase 
or routine at a sector boundary. 

Format (in 16-bit binary code) 

Word 1 - non-zero indicates that the 

phase to follow involves either 
a print device or an I/O device 
bit off = I/O device involved 

(paper tape or card) 
bit on = print device involved 
(Console Printer or 
1132 Printer) 

valid codes for word 1 include: 
0001 = 1442 card read/punch 

involved in phase 
000'2 = paper tape I/O involved 

in phase 

8001 = Console Printer involved 

in phase 

8002 = 1132 Printer involved in 

phase 
Word 2 - unused 

Word 3 - type code; hexadecimal 0100, 

0200, or 0900 

Words 4-60- unused 



Figure 19. ISS Subroutines 



2. Phase E2. 

3. The Monitor System programs: the Supervisor 
(including COMMA) , DUP , the Assembler pro- 
gram, and the FORTRAN Compiler. 

4. The Loader /Editor control records. 

5. The ISS subroutines. 

6. The Subroutine Library. 

7. The Load Mode control records and System Con- 
figuration records for paper tape systems (see 
below, Paper Tape Input). 

Within the System Loader /Editor input, the fol- 
lowing control records are found. They are listed 
by type code. The leftmost eight bits of binary 
word three of each control record contain the type 
code. 



02 - Sector Break record (sector address relative 

to the last sector with data) 
04 - *STORE DUP control record 
08 - *EDIT special DUP control record 

08 - // DUP Monitor control record 

09 - Sector Break record (sector address rela- 

tive to the last sector address established 

by a type 01 control record. 
0A - Data (relocatable binary) record 
OF - End-of-program (type F) record 

10 - Load Mode control record (see User- 

supplied Input. ) 
12 - FORTRAN Comoiler lead record 

This record precedes the FORTRAN Com- 
piler and indicates to the System Loader/ 
Editor that the FORTRAN Compiler has been 
reached. 

Format (in IBM card code) 
Cols. 1-4 FORT 
Cols. 5-72 unused 



Type Code 

01 Sector Break Record (absolute sector address) 

This record is found within the Monitor Sys- 
tem programs. It instructs the System 



13 - ISS program lead record 

This record carries the ISS number of the 
following ISS subroutine used by the System 
Loader/Editor in determining whether to 
load the following ISS subroutine. 
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Format (in 16-bit binary code) 

Words 1-2 - unused 

Word 3 - type code; hex 1300 

Word 4 - ISS number (1,2,3,4,6, or 7) of 

following ISS 
Words 5-60- unused 

14 - TERM record (a System Configuration record; 
see User-supplied Input. ) 

20 - REQ record (a System Configuration record; 
see User-supplied Input . ) 

40 - Assembler program lead record 

This record precedes the Assembler pro- 
gram and indicates to the System Loader/ 
Editor that the Assembler program has been 
reached. 

Format (in IBM card code) 
Cols. 1-3 SAP 
Cols. 4-72 unused 

42 - Supervisor program lead record 

This record precedes the Supervisor pro- 
gram (follows COMMA) and indicates to the 
System Loader/Editor that the Supervisor 
program has been reached. 

Format (in IBM Card Code) 
Cols. 1-4 SUPV 
Cols. 5-72 unused 

81 - End of last system program record 

This record follows the last Monitor System 
program and precedes the Loader/Editor 
control records. 

Format (in 16-bit binary code) 
Words 1-2 - unused 
Word 3 - type code; hex 8100 
Words 4-60 unused 

84 - SCON record (a System Configuration record; 
see User-supplied Input) . 

86 - End of last ISS program record 

This record follows the *EDIT control record 
following the last ISS subroutine. It pre- 
cedes the Subroutine Library programs. The 
System Loader /Editor does not analyze any 
ISS records other than the ISS program lead 
record (type 13) of each ISS subroutine and 
the End record (type 86) following the last 
ISS subroutine. , 



Format (in 16-bit binary code) 
Words 1-2 - unused 
Word 3 - type code; hex 8600 
Words 4-60 - unused 

Paper Tape Input 

Paper tapes are provided by IBM which correspond 
to all the standard paper tape-disk system configur- 
ations and loading combinations. The appropriate 
System Configuration tape is to be selected by the 
user from the set furnished. The tape should be 
chosen which contains in its header a list of those 
devices which the user has in his system. 

A Load Mode tape is to be selected to meet the 
user's requirements. During an initial System load, 
7 to 9 tapes will be loaded depending upon whether the 
FORTRAN Compiler and/or the Assembler program 
tapes are included in the load. 

Tapes 1 through 8 contain binary data and all 
records , except the bootstrap loader section of tape 
1, are preceded by a word count. Tape 9 contains a 
combination of binary records with word count and 
control records. Each control record beginning 
with // b or * is preceded by a new line (NL) char- 
acter and is ended by an NL character. The data 
between NL characters is in PTTC/8 code. No word 
count is present. In binary control records (those 
not beginning with //b or *) there are no NL char- 
acters. 



Tape # 

1 

2 



Contents 

The bootstrap loader and Phase El . 
Load Mode control record (IBM supplies a 
separate tape for each possible Load Mode 
combination; the user must select for load- 
ing the number 2 tape that matches his 
desired load mode). 
Phase E2. 

System Configuration records (IBM supplies 
a separate tape for each possible configur- 
ation; the user must select for loading the 
number 4 tape that matches his desired 
configuration). 
The Supervisor. 
DUP. 

The FORTRAN Compiler. 
The Assembler program. 
System Loader/Editor control records, 
the ISS subroutines, and the Subroutine 
Library. 
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GENERAL DESCRIPTION 

Two phases comprise the System Loader/Editor, 
Phase El and Phase E2. On cards, Phase El can be 
identified by "El" in columns 73-74 of the deck and 
Phase E2 by "E2" in columns 73-74. The program is 
organized to operate within 4095 words of core stor- 
age and will not use any location above OFFF. 

To successfully load the Monitor System, the 
user must supply a Load Mode control record and the 
System Configuration records (see above, User-sup- 
plied Input). 

NOTE: The following descriptions of Phases El and 
E2 assume the input to be in card form. However, 
the processing for card input is identical to that for 
paper tape input, except as noted under Paper Tape 
System Loader. 

Phase El 

Phase El of the System Loader/Editor is read into 
core by a 6-card bootstrap loader (RLB). The boot- 
strap loader occupies locations /0000 through /005D 
and /0E50 through /0F24. Phase El is loaded into 
locations /0028 to approximately /0A70. When exe- 
cution of El begins, the first card to be read should 
be the type 10 (hexadecimal) Load Mode Control Card 
which the user has placed between decks El and E2. 
If the Load Mode card is missing, an error message 
will be displayed on the Console Printer and the pro- 
gram will stop. 

If reload is specified, Phase El compares con- 
trol record data with certain information in COMMA 
to determine if a reload is possible. In processing 
with either an initial load or a reload, Phase E2 is 
read and stored in sectors /0630 through /063A of 
disk Working Storage. The System Configuration 
records which follow E2 are read by El and stored 
in the E1/E2 Communications Area that will be used 
by both phases and updated as loading operations are 
executed. 

When the SCON card is read, El clears the area 
into which REQ card data will be stored, and sets a 
switch (PAK) so that the REQ cards will be read into 
an 80 word card buffer without packing to 60 word 
format. As each REQ card is read, the program 
will branch to a routine (CONVT) which will convert 
the IBM card code to binary and store the result in 
table CFTA. Each card is stored next to and 
following the previous one in the table. More than 
six cards will result in an error message. 

When the TERM card is read, El will search 
through table CFTA checking each number from each 
card for validity and at the same time will build 



another table (AUXT2) whose words correspond to 
Interrupt Branch addresses. The words which cor- 
respond to IBAs that will be used are set positive, 
while those that will not be used remain zero. When 
the tables are finished, they are written to disk 
sector /0632 and control branches to routine LDPT2 
to load E2 to core. Nine sectors will be loaded to 
core and will occupy locations /03C2 to /0F02. 
Control will exit from El and enter E2 at location 
/0504 (INIT2). 

Phase E2 



At SET10 Interrupt Branch Addresses will be reset 
to link with the ILS routines in E2. At SETDT, de- 
fective disk track data (originally from DPIR) will be 
set in the DISKO routine of E2. Two additional sec- 
tors (/0630 and /0631) will then be read from disk 
into core to complete the overlay. From the REQ 
card data assembled by El, two words will be set up . 
at locations /047C and /047D which will reflect the 
principle I/O and principle print devices, respec- 
tively. During the system program load, if data is 
present in word 1 of a sector break card, that data 
will be compared with word /047C or /047D and that 
phase will be bypassed if no match occurs. 

If an initial load is to be performed (determined 
in LDMDD subroutine) , reading of the system pro- 
gram decks will commence. 

If a reload is to be performed, sector 8 
(COMMA) will be read into the disk buffer labeled 
BUFFI. If the FLET entry in COMMA is not zero, 
it will be stored in the word called CIBA in E2. If 
FLET is zero, the CIB address from COMMA will 
be placed in CIBA. During loading of the system 
programs, an error will be displayed if any sector 
requested to be loaded is numbered as high or 
higher than the contents of CIBA. 

The words in COMMA which indicate whether or 
not the FORTRAN Compiler is on the disk and whether 
or not the Assembler Program is on the disk will be 
checked and compared with the type of load requested 
by the Load Mode card. If the reload is to be differ- 
ent from the present status of the disk pack, an error 
message will be displayed. 

If no error in the Load Mode card is detected, a 
switch (SPVSW) is set on (non-zero) which results in 
the System Loader /Editor passing all system pro- 
gram cards until the SUPV card is encountered. This 
will be located in the system deck beyond those data 
cards which comprise sector 8 (COMMA). Beyond 
the SUPV card, loading will progress until the FORT 
card is encountered. During either an initial load or 
reload, the Load Mode card (which has been saved at 
MODCD) is tested to see if the FORTRAN Compiler 
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should be loaded. If not, switch A (SWA) is set posi- 
tive and all subsequent cards will be bypassed until 
the SAP header card is read which turns SWA off (to 
zero). In like manner, MODCD is tested to see if the 
Assembler program should be loaded. If not, all 
cards will be bypassed until the type 81 End of System 
programs card is reached. 

At the time the SAP card is read, an indicator 
(SAPX) is set on. When the first data card of the 
Assembler program is processed, the SAPX indicator 
will cause a branch to subroutine ASMCK. If the 
FORTRAN Compiler was not loaded and the Assembler 
program is to be loaded, the beginning sector address 
will be forced to /0080 with the constant ADRF. 
Normally the FORTRAN Compiler starts at sector 
/0080 and the Assembler program at /00E8. 

During card to disk loading of any system pro- 
gram, if a sector break card is read which contains 
data in binary word 1 , that phase involves some kind 
of I/O device and is to be loaded only if the device 
represented in the break card is equivalent to the 
principle I/O device of the system in the case where 
the code in word 1 refers to I/O devices. If the code 
refers to a print device , the phase will be loaded if 
the print device indicated is the principle one of the 
system. Otherwise switch B (SWB) will be set on 
(non-zero) and cards will be passed until a sector 
break card is reached. SWB is then set off (to zero) 
and sector break processing starts again. 

In cases where the system includes both card I/O 
and paper tape I/O, the principle I/O device is inter- 
preted to be the card read/punch. If an 1132 Printer 
is present with the Console Printer, the 1132 Printer 
is interpreted to be the principle print device. This 
is reflected in COMMA (sector 8). 

Each time that a sector break card is read, the 
data-card check-sum routine (CKSR) is reset so that 
the data cards following the sector break card may 
begin with any sequence number. All subsequent data 
cards must then be in sequence until the next sector 
break card or an error message will be displayed. 

As the system programs are loaded to disk, the 
highest sector number used is saved so that the Core 
Image Buffer (CIB) can be positioned at the first 
available cylinder beyond the last sector used. 

When the End of System programs card (type 81) 
is read, the System Loader/Editor will branch to 
ENDSY and test the load mode. If a reload is being 
performed, E2 will be cleared from disk Working 
Storage (WS) and operations will halt at OFFF. No 
more records will be read. COMMA will remain as 
it was when the reload began. 

If an initial load is being performed, control will 
branch to LDSKL to load the Skeleton Supervisor from 
disk to lower core. At MILS in the System Loader/ 



Editor the data in table AUXT2 will be used to gen- 
erate for COMMA a code representation of the de- 
vices (see discussion above of principle devices) 
present in the system. The two words required are 
placed in core locations /0060 (principle print) and 
/0061 (principle I/O). If the FORTRAN Compiler 
was loaded, the beginning sector address will be 
placed in location /004A and if the Assembler pro- 
gram was loaded, its beginning sector address will 
go to /004B. If no program was loaded, the corre- 
sponding locations will contain zero. 

Core size of the CPU will be stored in /007E. 
The CIB address (described above) will be placed in 
/004D and 3 cylinders will be reserved following that 
address. The address of FLET is set to zero and 
placed in /004F. The sector address of LET in 
/0050 will be 3 cylinders greater than the sector 
address of CIB. The User Area (UA) , Working Stor- 
age Base and Working Storage Adjusted sector ad- 
dresses will be equal and one cylinder greater than 
the address of LET. This value will go to locations 
/0051, /0052, and /0053. The UA sector address is 
converted to a disk block address and stored in 
locations /0058 and /0059. /0005 is stored in loca- 
tions /0056 and /0057. Before this data is established 
on the disk, the 320 word buffer (BUFFI) is cleared 
to zero and the fourth word following the sector ad- 
dress is initialized to /013B. This buffer is then 
written to disk at the LET address established. 

The region in lower core starting at location 
/0028 and extending 320 words is written to sector 8 
(COMMA) of disk at REST8. Control goes next to 
MFILS where the highest level ILS that the system 
will require is generated. 

To determine what ILS is to be built first, and 
how many will be required in all , the AUXT2 table 
is entered and the first word containing a positive 
number will correspond to some IBA which in turn 
corresponds to some interrupt level. When such a 
word is found, it will be set negative to indicate that 
it should be ignored next time. 

In core is a basic framework for single device 
ILS routines and a multiple ILS routine. If the con- 
figuration deck contained a device which is on level 
or level 4, an indicator (SETMI) is set which will 
cause ILS04 to be the last ILS routine generated. 

If the positive word found in table AUXT2 cor- 
responds to an IBA less than 12, the disk format 
header of the single device ILS frame will be set up 
to match the ILS under construction. SLW13 will be 
loaded with the level number. The ILS name, in 
truncated EBCDIC, will be loaded at SLW11. Data 
required by the DSF and Core Image Loader will be 
entered at CILO (the first word of the ILS). The 
area code will be loaded to CILA. Disk System 
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format indicator words are included as constants at 
the appropriate places in the framework. 

When the ILS is finished, sector 8 (COMMA) is 
read from disk so that the current Working Storage 
address may be determined. The ILS is then written 
to disk at that address. If this is the first ILS that 
has been built, the next card in the hopper will be 
*EDIT ILSOO. When this card is read, con- 
trol will branch to EDITC where an indicator (FILS) 
will be tested to see if the Supervisor has been called. 
If it has not, control will go to the Supervisor pro- 
vided that the cards in the hopper match the ILS that 
has been built. This is determined by testing columns 
24 and 25 of the *EDIT card. If they do not match the 
name of the manufactured ILS, cards will be passed 
until the System Loader/Editor stops at an *EDIT card 
whose name field does match. At this point the next 
card in the hopper will cause the Supervisor to call in 
DUP, which will in turn read the next card. The rec- 
ord which DUP reads will be of the type *STORE 

WS. . UA. . ILSXX where XX represents the correct 
name of the ILS in Working Storage. 

After the Supervisor has been called once, indica- 
tor FILS will be set to zero and thereafter the System 
Loader/Editor will transfer control directly to DUP 
Control (DCTL) at /027C after positioning the correct 
*STORE card in the hopper for DUP to read. When 
each DUP Store operation is completed, DUP will read 
a special control card (*EDIT) which will cause it to 
reload the System Loader/Editor to core from loca- 
tion /03C4 upward. DUP will then send control to 
/03C4 where a long BSC will send control to the Sys- 
tem Loader/Editor at NEWIL. 

The System Loader/Editor will continue to search 
table AUXT2 until no more positive words can be 
found. The re-entry point from DUP will then be set 
to point to ISSDK since the next processing operations 
will involve ISS decks. 

When the last required ILS has been stored, the 
System Loader/Editor will encounter a lead record 
(type 13) ahead of each ISS routine. The System 
Loader /Editor will compare the ISS number of the fol- 
lowing ISS subroutine with the System Configuration 
data and will either bypass the ISS subroutine or call 
DUP to load it to the User Area. When the last ISS 
subroutine has been processed, a control record 
(type 86) will signal the System Loader/Editor to clear 
itself from disk Working Storage and transfer complete 
control to DUP to load all remaining subroutines. 

1130 P aper Ta pe System Loader/Editor 

A special paper tape reading routine is employed in 
place of CARDO and some differences, to be explained, 
exist in the way the input buffer (B) is filled. Other- 



wise , all input record processing and program logic 
is no different from the card system. In the paper 
tape system all binary input data goes directly into 
buffer B rather than first being read into buffer A 
and then compressed into buffer B. 

Upon entering the paper tape reading routine at 
PAP00, buffer B is cleared and bit 5 of the tape 
reader DSW is tested. If not ready, routine will wait 
at /0C35. If ready, the first frame will be read. At 
PAP60, an indicator (PAK) will be tested to deter- 
mine if the record should be in binary or in PTTC/8 
format. If binary, control will go to PAP62 where 
the first frame will be treated as a word count pro- 
vided that it is not a blank or a delete code. If the 
first frame contained a word count that was not zero, 
negative, or over /003C, the quantity of words indi- 
cated will be read into buffer B (two frames per word) 
and control will branch to CARD1 for record process- 
ing. 

PAK will be set to zero (binary) throughout 
loading of the system programs. When the type 81 
record which precedes the Subroutine Library is read, 
PAK will be set to 1 to cause the next input record to 
be read in PTTC/8 mode. In such a case, control 
will branch to that section of the paper tape routine 
labelled PAP61. Since each record in PTTC/8 code 
begins and ends with a new line (NL) character , the 
first NL character will be ignored and the last NL 
character will be interpreted as the end of the record. 

As each PTTC/8 character is read in, a table, 
whose ending address is TABLE , is searched to find 
the binary equivalent of the frame , had the control 
record been in binary instead of PTTC/8. Not all 
characters are included in the table because the Sys- 
tem Loader/Editor requires only those parts of con- 
trol records which would be found in columns 3, 4, 
24, and 25 of the same records on cards instead of 
tape. 

The data gathered is placed in buffer A (as if it 
had come from a binary card) and when the ending 
NL character is reached, control branches to a rou- 
tine called STUFF which packs the data from buffer 
A to buffer B. The binary data in buffer B is then 
processed at CARD1. When the System Loader/ 
Editor finishes the last ILS control record which it 
will read, PAK is set back to zero. 

The next record is an ISS control record (type 13) 
in binary format. If it is determined from this rec- 
ord that the following ISS should be loaded, PAK will 
be left at zero and control will branch to DUP at 
/027C. If the ISS is to be bypassed, PAK will be set 
to 1 since the next control record will be in PTTC/8 

code (*STORE PT. . UA. .XXXXX). After this 

record is read, PAK will be reset to zero and binary 
records will be read until the End of program (type F) 
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record is reached. At that time, PAK is reset to 1 so 

that the next control record (*EDIT ) is read in 

PTTC/8 mode. PAK is then set to zero again in anti- 
cipation of a type 13 binary record. 

After all of the ISS programs are processed, the 
System Loader/Editor will clear itself from the disk 
and turn over complete control to DUP to load the 
remainder of the Subroutine Library. 

During a reload operation, the System Loader/ 
Editor will expect to find the SUPV binary control 
record within the first twenty records following the 
TERM record. If it is not found, a tape has been 
placed on the reader out of sequence. Error message 
3 will be displayed. 

Core Allocation Summary 

Figure 20 reflects core after the bootstrap loader 
(the first six records of Phase El) is in core. 

Figure 21 reflects core between the reading of 
type F record of Phase El and the reading of the 
last REQ record of the System Configuration records 
following Phase E2. 

When the TERM record is read, Phase E2 is 
loaded from disk to core as in Figure 22. 

After sector /063A has been read from disk, con- 
trol is transferred to Phase E2 at location /0504 and 
sectors /0630 and /0631 are read to core as shown in 
Figure 23. During reload operations, the core map 
remains as in Figure 23. End of reloading occurs 
when the type 81, end of last system program, rec- 
ord is read. 

During an initial load, the Skeleton Supervisor is 
read from disk to core after the type 81 record is 
read. Figure 24 reflects core until the System 
Loader/Editor branches to location /0038 to call the 
Supervisor. 

At this time one of the ILS control records begin- 
ning with //b will be the next record to be read. The 
data from the System Configuration records is used to 
determine which of these records the Supervisor should 
read so that DUP in turn reads an *STORE record 
which contains the ILS name which matches the ILS 
routine that the System Loader /Editor has placed in 
Working Storage. (See Figure 1 in Section 2.) 

After the Monitor control record (with //b DUP) 
is read, DUPCO is loaded, and control is trans- 
ferred to it. DUP reads a STORE record and reads 
from disk to core whatever DUP phases are neces- 
sary to perform the STORE function. Figure 8 (Sec- 
tion 3) reflects core until DUP completes the STORE 
operation and reads the *EDIT record which follows 
each *STORE record in the ILS group. The *EDIT 
card causes DUP to load the System Loader/Editor 
from disk to core as in Figure 25 and to branch to 
location /03C4. 



Bootstrap Loader 



Bootstrap Loader (cont'd) 



/ 005 D 



Figure 20. The Bootstrap Loader 



/ 0E50 



/ 0F23 



/ 0028 



Phase El 



Bootstrap Loader 



/ 0A65 



/ 0E50 



/ 0F23 



Figure 21. Phase El 
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Phase El 



Phase E2 



Figure 22. Phase E2 - Part I 



Phase El 



E2 



Phase E2 



Figure 23. Phase E2 - Part II 
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Skeleton Supervisor 



Phase E2 



Phase E2 



Figure 24. Phase E2 with the Skeleton Supervisor 



Skeleton Supervisor 



DUPCO 



Phase E2 



Figure 25, Phase E2 with DUPCO 



/ 0028 



/ 0272 

/ 037F 
/ 03C2 



/ OEEF 



/ 0028 

/ 0272 
/ 03C2 



/ 1000 



142 



When the System Loader/Editor again needs DUP 
to perform a STORE operation, records are passed 
as necessary by the System Loader/Editor until an 
*STORE record is the next record to be read. At 
this time , a long BSC is performed to location /027C 
and DCTL overlays core, as in Figure 8, with those 
phases necessary to store the ILS routine. 

When the ILS routines have been stored , the 
System Loader/Editor (read into core by DUP at the 
end of each STORE function) tests for the type 13, 
ISS deck lead record. The System Loader/Editor 
remains in core (Figure 25), reading cards until an 
ISS subroutine is reached that should be put on the 
disk. At this time , a branch to DUP is executed and 
DUP is again brought into core (Figure 8). 

At the end of the last ISS deck, a type 86, end 
of last ISS program record causes the System 
Loader/Editor to clear itself from the disk and branch 
to DUP. For the remainder of the subroutine storing 
operations, DUP is in complete control (Figure 8). 



ROUTINE DESCRIPTIONS 

This section describes the principal subroutines, 
entry points , and tables within the System Loader/ 
Editor program. In addition, other subroutines and 
areas referenced by the program are described. 

All references are in terms of labels/ symbols 
used on both the flowcharts (Charts FB, FC, FD, 
and FE) and the program listings. To examine a 
specific portion of the program, the user can: 

1. Find the area of interest on the logical level 
flowchart. 

2. Use an identifying label/symbol from the flow- 
chart as a cross-reference to both the entry point 
descriptions (contained in this section of the 
manual) and the program listing. 

The program listing, with its descriptive nota- 
tions or comments, provides a step-by-step analysis 
of all areas of the program. 

E1/E2 Communication Area 

During analysis of the System Configuration Records 
furnished by the user, Phase El sets up information 
in a region located at approximately /03C2 - /0502 in 
core. To preserve this information when core is 
overlaid by DUP, the area is written to disk storage 
before each DUP operation during ILS and ISS loading. 
Updating of the E1/E2 Communications Area on disk 
is done when necessary by the System Loader/Editor. 



This area contains tables AB, AC, and CFTA, 
an image of the Load Mode control record, principal 
print and input/output device information, and 
various other indicators. 

Primary Program Entry Points /Labels 

Phase Name/Label Function and/or Description 



El & E2 SET10 



El & E2 START 



El 



MODE 



El 



SETDT 



E2 



ABSOR 



Initializes Interrupt Branch 
Addresses for the ILS 
routines which are part of 
the System Loader/Editor. 
Entrance to record read 
routine. On the card sys- 
tem, CARDO is used. 
Performs checks on the 
Load Mode control record 
and sets up indicators in the 
E1/E2 Communications 
Area. 

Picks up defective track in- 
formation which Disk Pack 
Initialization Routine (DPIR) 
has written in sector zero, 
and stores it in both the El 
disk routine and in the El/ 
E2 Communications Area. 
An attempt is made to con- 
firm that DPIR has been 
executed. If it definitely 
has not been executed, an 
error message is displayed 
and program will halt. 
One of several entry points 
in routine which loads sys- 
tem programs to disk. 
Sector addresses are estab- 
lished in one of three ways , 
depending upon the type of 
Sector Break control record 
processed. 

Ordinary data will start 
at the beginning of a sector 
and will progress until that 
sector is filled. The com- 
pleted sector will then be 
written to disk and the next 
successive sector read down. 
Record information may 
overlay all or part of the 
sector being processed. 
This will continue until the 
program is loaded or until a 
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Phase Name/Label Function and/or Description Phase Name/Label Function and/or Description 



El 



SCON 



El & E2 LDPT2 



E2 



IN1T2 



E2 



LDMDD 



Sector Break record is E2 IOCSD 

read and a new sector ad- 
dress is established. 
Clears area in which "AB M 

and "AC" auxiliary tables 
will be built and feeds con- 
trol to routine labelled 
"CONVT" which will accept 
IBM card code and convert 
it to binary. The DCBIN 
conversion routine is used 
in this operation. Con- 
verted information from the 
REQ System Configuration 
records is then stored in 
CFTA tables of the E1/E2 
Communications Area. 
Reads down sectors from 
disk as directed by three 
initialized control words: 
SCNUM is the address of 

the first disk sector 

to read from. E2 CLEDT 

PGLTH is the number of 

sectors to be read. 
HXCFG is 2 less than the 

core location to 

read into. 
When E2 is loaded to core 
from disk, either by El or 
DUP, INIT2 will be branch- 
ed to via the E1/E2 Com- 
munications Area. Inter- 
rupt branch locations in 
core will be set with the 
ILS routine addresses in 
E2 and control will go to 

LDMDD. El & E2 A 

Loading of system pro- 
grams will begin in the 

case of an initial load. For E2 ABC 

reload, those records 
which could change COMMA 
are bypassed and the sys- 
tem load is started when a 
SUPV control record is 

reached. This control El & E2 AC 

record immediately fol- 
lows that part of the Super- 
visor which constitutes El & E2 B 
COMMA. 



After completion of the last 
ILS storing operation, the 
ISS Subroutines will be en- 
countered. Each of these 
is preceded by a control 
record (type 13) which con- 
tains the ISS number com- 
mon to the routine. If the 
number is not among the 
REQ card data, the routine 
will be bypassed since no 
device is present in the 
user's system which can 
handle it. 

If it is a usable routine, 
control will be transferred 
to the segment of DUP 
which remains in lower 
core. DUP will then store 
the ISS subroutine and re- 
load the System Loader/ 
Editor to core. 
A control record following 
the last ISS routine will sig- 
nal the System Loader/ 
Editor to clear itself from 
disk and transfer complete 
control to DUP. All re- 
maining subroutines will 
then be loaded and final up- 
dating of COMMA will be 
under DUP control. 



Additional Referenced Entry Points /Labels 

Phase Name/Label Function and/or Description 



80^word buffer into which 
records are read by card 
or paper tape input routine. 
Switch testing routine 
entered at the time a Sector 
Break card is read. 

Its purpose is to de- 
termine if a phase should 
be bypassed or loaded. 
Start of a table setup by El 
which contains IBA in- 
formation. 

60-word buffer area that, if 
used, contains information 
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Phase Name/Label Function and/or Description Phase Name/Label Function and/or Description 



El & E2 BASE 

El & E2 BUFFI 

El & E2 B4HEX 

El & E2 CARD 

El & E2 CFACT 



El & E2 CFTA 



El & E2 CFTAL 

El & E2 CILA 

El & E2 CILO 

El & E2 CKSR 



E2 



E2 



CLDUP 



CZ 



El & E2 DSKAD 



from Buffer A in compres- 
sed format. 

Contains sector address 
established when last 
absolute Sector Break card 
was read. 

Address of the start of 
main buffer used in disk 
operations. 

Subroutine which will con- 
vert limited set of binary 
characters to EBCDIC 
code. 

Determines type of record 
read by testing word 3. 
Correction factor used 
during system load which 
results in the first loadable 
data word following a 
Sector Break record being 
placed at the start of a 
sector. 

Table where System Con- 
figuration records are 
stored after converting 
their contained data from 
IBM card code to binary. 
Number of complete records 
stored in CFTA table. 
Word in the single device 
ILS framework where the 
area code is placed. 
ILS information for the 
DSF and Core Image Loader. 
Checksum routine. Con- 
trols are reset after each 
Sector Break card so that 
record sequence breaks 
can be tolerated between 
loaded phases. 
Sequence which will trans- 
fer control to DUP Control 
(DCTL). 

Routine to determine core 
size for COMMA using 
"wrap around" method. 
Word in which number of 
current sector to be writ- 
ten to is maintained as load- 
ing progresses. 



El & E2 EDIT 



El & E2 EOP 



El & E2 ERROR 



E2 



FORTT 



El & E2 FORTX 



E2 



HIGH 



E2 



IBANO 



El & E2 ICNTR 
E2 INLET 

El & E2 ISW 



E2 will be loaded from disk 
to the location equated to 
EDIT when required. DUP 
also contains this address. 
Branch point when a type F 
record is read. A file op- 
eration is initiated at this 
point so that the probably 
unfilled in-core buffer is 
written to disk. 
When a disk error occurs, 
an indicator is set and con- 
trol is returned to the disk 
routine to turn off the inter- 
rupt level. Upon exit from 
disk routine, the indicator 
is interrogated and if on , an 
error message is typed and 
program stops at a WAIT 
instruction. 

If PROGRAM START 
is pushed on the console , a 
retry of the same operation 
will be initiated. 
Compares new and old (in 
COMMA) FORTRAN Com- 
piler address during a re- 
load operation. 
Indicator which communi- 
cates from the Load Mode 
record to E2 , indicating 
whether the FORTRAN 
Compiler is to be loaded. 
Routine which saves the 
highest disk sector number 
loaded during system load. 
Later used to establish the 
CIB address and others in 
COMMA. 

Word which indicates what 
interrupt branch address is 
being processed during ILS 
generation. 

Contains contents of word 1 
from data records. 
Routine to set up the sector 
which will contain LET fol- 
lowing proper initialization. 
Used as a "busy" indicator for 
the Console Printer routine. 
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Phase Name/Label Function and/or Description Phase Name/Label Function and/or Description 



E2 



JADK 



E2 



LDSKL 



El & E2 MODCD 

E2 REST 

E2 REST8 

E2 SAPP 



E2 



SAPX 



El & E2 SCTRI 



E2 



SETMI 



E2 SPPAS 

E2 SPVSW 

El & E2 DISKO 

El & E2 WBSKT 



Used in preparation for call- E2 SLW13 

ing DUP to establish the core 
location that sector 9 of the 
Skeleton Supervisor will be 
loaded to. 

Routine to load the Skeleton 
Supervisor to lower core. 
This includes sectors 8, 
9 and A. 

Image of the Load Mode 
control record. 
Routine to restore updated 
table and the E1/E2 Com- 
munications Area to disk. 
Routine to write initialized 
COMMA (sector 8) to disk. 
Compares new and old (in 
COMMA) Assembler pro- 
gram addresses during a E2 WD25A 
reload operation. 
Indicates to E2 whether the 
Load Mode control card re- 
quests that the Assembler 
program be loaded. 
Indicator set on at each Sec- 
tor Break record; it causes E2 WS 
following data record to re- 
ceive special processing. 
Indicator that will cause 
generation of ILS04 routine 
if set on. 



Word in single device ILS 
routines corresponding to 
the level number. 
Routine to pass all records 
except type 13. 
Switch to bypass COMMA 
region of Supervisor. 
Routine to wait for 
completion of disk oper- 
ation. 

Double word in loading rou- 
tine which in leftmost 16 
bits will contain indication 
of whether record informa- 
tion is to go to current sec- 
tor. Rightmost 16 bits will 
contain relative word loca- 
tion within the sector. 
Used to advance records , if 
necessary, to the point 
where DUP will receive a 
STORE record containing a 
name which matches the 
name of the ILS routine 
to be stored. 

Routine to pick up current 
Working Storage address 
from COMMA before an 
ILS routine is written to 
disk for transfer by DUP 
to the User Area. 
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SECTION 8: THE SYSTEM MAINTENANCE PROGRAM 



The 1130 Disk Monitor System Maintenance Program 
(IBM00) is the program by which the user updates the 
1130 Disk Monitor System. The program IBM00 is a 
part of the IBM-supplied 1130 Disk Monitor System. 
With it 9 the user can update the Supervisor, Assembler, 
DUP, and FORTRAN Programs and the Subroutine 
Library as new releases are provided. 

The input to the program can be in either card or 
paper tape form. However, the input must come from 
the principal I/O device. 

Figure 26 shows the relative organization of core 
storage during execution of the maintenance program. 

See Appendix F of the publication IBM 1130 Disk 
Monitor System Reference Manual (Form C26-3750) 
for an explanation of control record setup, header and 
data record formats, and operating procedures. Also 
see the same source for the description of the paper 
tape input, system messages, and error diagnostics. 

The following descriptions summarize the routines 
which comprise the basic logic of the program IBM 00. 
The labels atthe left correspond to the labels to be found 
in the program listings (see Charts FF, FG, and FH). 



START - 



Hardware Area 



Communications Area 
(COMMA) 



Resident Supervisor 



DISK0 



IBM 00 



I/O and I/O Conversion Routines 



Special Disk Routine and Disk 
Sector Buffer 



Psuedo-TV 




PTSW1 - 

CDRT1 - 

HRCVT - 

HDRWD - 

MLEV - 

S1SUB - 

HDCHK - 

SWFOR - 

SWASM - 

VERSN - 



ASMSW - 



SUBHR - 



Figure 26. Storage Layout During Execution of the System Maintenance 
Program 



Initializes the pseudo-TV and the IL 
subroutines; obtains from the Disk 
Communications Area (DCOM) the mod- 
ification level and the version number 
and types them out; determines the 
principal I/O device for the system 
from COMMA; reads a record from 
that device. 

If the input is from paper tape, converts 
the input record from PTTC/8 to IBM 
card code. 

Determines if the input record is a valid 
System Program header record. 
Extracts from the first header of a mod- 
ification the total record count for that 
modification. 

Converts to binary the word count, the 
relative word number, and the sector 
address obtained from the input header. 
Converts to binary the version number 
and modification level obtained from the 
input header. 

Turns off the disk non-write switch , 
enabling the program to make modifica- 
tions to the Monitor Programs. 
Checks for the names FOR, ASM, SUP, 
and/or DUP in columns 1 through 3 of 
the System Program header record; 
continues accordingly. 
Determines if FORTRAN is present as 
a Monitor Program; if not, turns on the 
disk non-write switch. 
Determines if the Assembler is present 
as a Monitor Program; if not, turns on 
the disk non-write switch. 
Checks the version number and modifi- 
cation level from the input header against 
those found in DCOM. If the new num- 
bers are valid, the program proceeds; 
if not, an error message is printed. 
Computes an absolute sector address for 
an Assembler modification from the 
relative sector address obtained from 
the input header. 

Checks for a Subroutine header (the 
name SUB in columns 1 through 3 of the 
input header). If the name is found, the 
program continues; if not, the program 
initializes for a return to the Super- 
visor. 
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MODI 



RDISK+2 - 



ENDOJ 

ENJ02 

CKSMG 



CSMOK 



Warns the user that an attempt is being NWSW - 

made to update the Monitor to modifica- 
tion level 1 and then WAITS. If PRO- 
GRAM START is pressed, the program 
continues. 

Updates the modification level in DCOM 
after a modification has been success- 
fully completed. 

Types the update complete message. 

Types the version number and new mod- MCRCK - 

ification level; returns to the Supervisor. 
Determines that the checksum contained 
in the input data record is correct. If 
incorrect, an error message is typed 
and the modification is terminated. A2P03 

Moves the modification data from the 
input data record to the disk sector 

buffer. The word count from the data RDATA - 

record and the relative word number 

and total word count from the header PCKNG - 

record are used to make the modification. 



Writes the modified sector onto the disk 
from the disk sector buffer when the 
modification is complete. This routine 
then reads the next input record. If the 
input is from paper tape , the PTTC/8 
is converted to IBM card code. 

If the disk non-write switch is on, 
this routine does not write the disk 
sector buffer onto the disk. 
Determines if the input record is a 
Monitor control record. If it is, the 
program returns to the Supervisor; if 
it is not , the program terminates with 
an error. 

Reads the sector to be modified 
from the disk into the disk sector 
buffer. 

Reads an input data record, either card 
or paper tape. 

Packs 80 card columns into 60 binary 
words. 
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FLOWCHARTS 
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Chart AA. The 1130 Monitor System 
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***************** 
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* EXECUTION « 

**•*•••******** 



,AL, L 
: ILES 



******F2 ******* **** 

* CALL LOADER * 
.X AND LOAD 

* CORE-LOAD * 

************* 



****E4********* 

* CORE-LOAD * 
► EXECUTION * 

* 1 
*************** 



*****G1 ********** 

* * 

* PHASE C - * 

* INITIALIZE *. 

* TYPE RECORD * 

* PROCESSING * 
***************** 



.* 



G2 



*. 



♦FILES 

'♦. .*" 

♦ . .♦ 
* YES 



*****Q3********** 

* * 

* PHASE D - ♦ 
<♦ LOCAL/NOCAL *. 

* PROCESSING ♦ 

* * 
***************** 



.♦ COUNT *. YES. 
.X^. EQUAL ZERO ...... 

*. .♦ X 



****H2* ********* 

• 

PHASE E - ♦ 

FILES ♦. 

PROCESSING ♦ 

♦ 

•♦♦***♦********* 



. NO 
.♦. 
H3 ♦. 
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*****A2 ********** 

* HON * 
*-*-*-*-*-*-*-*-* 

(* CALL EXIT * 

* ENTRY POINT * 

* * 
***************** 



***** A 3* ********* 

* LINKM * 
*-*-*-*-*-*-*-*-* 

* CALL LINK * 

* ENTRY POINT * 

* * 
***************** 



****** Bl*** ******** 



************* 



******C1 *********** 

* READ IN * 

OISKO AND 

* SKELETON * 

SUPERVISOR 

************* 



*****C3********** 

* * 

* STORE NAME * 

* OF CALL LINK * 

* IN COMMA * 

* * 
***************** 



******D1 *********** 

♦SAVE CORE ABOVE* 

PRESUPERVISOR 

* ON DISK * 

************* 



************* 



ISETS 
.* 



CALL LINK .*. 
.* 

.* 
. .* 
* YES 



♦SAVE CORE BELOW* 

PRESUPERVISOR 

* ON DISK * 

************* 



******H1 ********♦♦♦ 



************* 



******J I*********** 



************* 
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***************** 

***♦ I 

* * 

* 81 *.X. 

* * .X.. 

**** 



* INITI *LI 2F * 

* TO READ * 

* CONTROL * 

* RECORD * 
***************** 

**** I 

* * 

* CI *.x. 

* * 
**** . 

READP X 

******£! *********** 



82 *. 



.* 



.X*. JOB 
*• 

*. .* 
*. .* 

* NO 



******C2* ********** 



♦SKIP CARRIAGE. 
K PRINT THE 
* RECORD « 

************* 



************* 



************* 



NO .* // IN *. 
...*. FIRST ThO .* 
*. COLUMNS .* 



**** 

* CI * 

* * 
**** 

CKSUP 



* INITIALIZE * 
<* TO LOAD *. 

* THE ASSEMBLER * 

* * 
***************** 



* INITIALIZE * 
<* TO LOAD *. 

* FORTRAN * 

***************** 



******04*********** 



************* 



************* 



****D5 ********* 

► EXIT TO * 

► ASSEMBLER * 

» 4 

*************** 



****f5* ******** 

* EXIT TO * 

* FORTRAN * 
► * 

*************** 



* PRINT OR TYPE * 

COMMFNTS 

* RECORD * 

************* 



**** 

* * 

* CI * 

* * 
***• 



*•** 

* * 

* Kl * 

* * 
**** 



******K1 *********** 

* PRINT * 

ERROR MESSAGE 

* * 

************* 

X 
**** 

* * 

* Rl * 

* * 
• *** 



• *. 


XE01 .*• 


XECL 


MULT A 




F2 *. 


F3 *. 




*****F 4 ********** 


****** F5*******~**** 


*. 


.* *. 




* * 






*. YES 


.* NCN-XEQ *. NO 




* INITIALIZE * 


* 


LOAD * 












PHASE 8 


.* 


*• .* 




* PHASE B * 


* 


* 


.* 


*• .* 




* * 






*. .* 


*. .* 




***************** 


************* 


* NO 


* YES 








. 


■ 


**** 
. * * 
..X* Kl * 
* • 








X 
***** 


X 


**** 








*AF * 


.*. 


OUP1 .*. 








* Al* 


G2 *. 


G3 *. 




*****G4 ********** 




* * 


*_ 


.* *. 




* * 




* 


*. VF.S 


.* NON-DUP *. NO 




* INITIALIZE * 












X* TO LOAD * 
* OUP * 






.* 


*. .* 






.* 


*• .* 




* * 






*. .* 


*. .* 




***************** 






* NO 


* YES 

**** 










• 


. * * 

..X* Kl * 

* * 










X 


**** 










• *. 


PAUS1 




X 






H2 *. 


*****H3********** 




******H4 *********** 






*. 


* * 










*. YES 


* * 




* LOAD * 










■; 


DUP 
* * 






.* 


* * 




.* 


* * 


. 








*. .* 


***************** 


X 


************* 






* NO 


**** 










* 


* 








m 


* 


Bl * 










* 


* 








X 
« *» 


**** 








TYP1 










J2 *. 


*****J3 ********** 




X 






" *. 


* * 




****j4********* 






*. YES 


* CHANGE INPUT * 




* EXIT TO * 










•• 


* DUP * 

* * 






.* 


* KEYBOARD * 




1". ■* 


* * 




*************** 






*. .* 


***************** 


X 








* NO 




**** 
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,X* DEVICfc TO *....X* Bl « 

* PRINCIPAL I/O * * * 

* DEVICE * **** 
***************** 
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***** 
*AE * 
• AI* 



***** A 1*********4 



»***************4 



* CONVERT AND * 

* COMPRESS * 

* MAINLINE NAME * 

* * 
***************** 



GOXEQ X 

*****C1 ********** 

* STORE NAME * 

* IN COMMA. * 
♦STORE LOCAL ANO* 

* NOCAL COUNT * 

* * 
***************** 



X 
.*. 

01 *. 



•****B 3 ********** 

* * 

* SAVE * 

* LET/FLET * 

* ENTRY * 

* * 
***************** 



INDICATOR BITS. NO 
♦EQUAL 10 OR 11.*... 
*. .* 



.* 



*. 



.* COUNT *. NO 
*. EQUAL ZERO .*... 

*. .* 

*. .* 

*. .* 

* YES * 



*. .* 


X 


* YES 


**** 




* 


. 


* H3 




* 




**** 


X 




.*. 




03 *. 




.* *. 




NOICATOR BITS. 


YES 


EQUAL 11 


*.... 


*. .* 






*. .* 






*. .* 






* NO 







► G4 * 

► * 
**** 



El *. 
.* *. 

► NAME *. YES 
BLANK .*.... 

► . .* 

*. .* 
*. .* 
* NO 



* LOOK UP * 

* NAME IN * 

* LET/FLET * 

* * 
***************** 



X 
NAME .*. 

Gl *. 

.* 4 

.* NAME IN 
LET/FLET 



*. 



*. 



*. 



.* 



*. YES 
.* . 



**** 

* * 

* E2 «... 

* * 
**** . 

X 
*****E2********** 

* * 

* INITIALIZE * 
<* FOR DSF * 

* LOAD * 

* * 
***************** 



******F 2*********** 



************* 



****G2********* 
► EXIT TO * 
» THE LOADER « 
» * 

*************** 



**** 

► * . 

► HI *.X. 

► * . 
**** 



************* 



* B3 * 

* * 
**** 



***** 
*AD * 
* Ai* 



* INITIALIZE * 

* FOR * 

* CORE IMAGE * 

* LOAD * 
***************** 



******F3*********** 



************* 



****G3********* 

► EXIT TO « 

► THE LOADER « 
% * 

*************** 



**** 

* * 

* H3 *... 

* * 
**** X 

.*. 

H3 *. 

.* *. 

INDICATOR BITS. NO 

*. EQUAL 00 .*.... 

*. .* 

*. .* 

*. .* X 

* yes **** 

**** * * 
. * * * HI * 
..X* E2 * * * 
* * **** 
**•* 



* INITIALIZE 

* TO LOAD 

* PHASE C 

* 
**************** 



************* 



***** 
*AF * 
* Al* 
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***** 

♦ AF * 

* Al* 



INPUT X 

******Ai *********** 



************* 



******B !♦♦♦♦♦♦♦♦♦♦♦ 



************* 



*****Cl********** 

* * 

* INITIALIZE * 

* FOR ♦-TYPE * 

* RECORDS * 

* * 
***************** 



LIST .♦. 




NTST .♦. 






FTST .♦. 


01 *. 






D2 *. 








03 ♦. 


.* *. 






.♦ ♦. 








.♦ *. 


.♦ *. NO 




.♦ ♦ . ND 






.♦ ♦ . 


♦ . *LOCAL .*. 






X*. *NOCAL .♦ 








X*. ♦FILES .♦ 


*• .* 






*. .♦ 








♦ . .♦ 


♦ . .♦ 






*. .♦ 








♦ . .♦ 


♦ . .♦ 






♦ . .* 








♦ . .♦ 


* YES 






* YES 








♦ YES 


X 






X 








X 


.♦. 






.♦• 








.♦. 


El ♦ . 






E2 *. 








E3 ♦. 


.♦ *• 






.♦ *. 








.♦ ♦. 


.* LOCAL ♦ • YES 




.♦ NOCAL ♦. YES 




.♦ FILES ♦• 
♦.INDICATOR ON .♦ 


♦.INDICATOR ON .♦. 






♦.INDICATOR ON .♦. 






♦ . .* 






♦ • .* 








♦ . .♦ 


*. .* 


m 




♦ . .* 




, 




♦ . .♦ 


♦ . .♦ 


X 




♦. . * 




X 




♦ . .♦ 


* NO 


**** 


• NO 


*** 


♦ NO 




* 


* 




• 




♦ 






♦ 04 


• 




* 


04 


♦ 






* 


* 




* 




• 






**** 




♦•*♦ 




X 






X 








X 


*****F I********** 






*****P2********** 








*****fi********** 


* • 






* * 








* * 


* SET LOCAL * 






♦ SET NOCAL ♦ 








* SET FILES ♦ 


• INDICATOR * 






* INDICATOR * 








♦ INDICATOR ♦ 


* * 






• * 








♦ ♦ 


* * 






* * 








♦ ♦ 


***************** 






***************** 








***************** 



♦♦♦♦♦♦♦♦♦♦♦♦♦ 



X 
♦*♦♦♦ 
♦AD ♦ 
♦ Al« 



*****G1 ♦♦♦♦♦♦♦♦♦♦ 



*****G2********** 



*****G3********** 



***************** 



•****H 1 ********** 

♦ ♦ 

♦ INITIALIZE ♦ 

♦ TO LOAO ♦ 

♦ PHASE D ♦ 

♦ ♦ 
♦♦♦♦♦♦♦♦♦♦♦♦*♦♦♦♦ 



******jl*********** 



***************** 



*****H2^********* 

♦ ♦ 

♦ INITIALIZE ♦ 

♦ TO LOAD ♦ 

♦ PHASE D ♦ 

♦ • 
***************** 



****** j2**********« 



***************** 



*****H3********** 

♦ ♦ 

♦ INITIALIZE ♦ 

♦ TO LOAD ♦ 

♦ PHASE E ♦ 

♦ ♦ 
***************** 



******J3*********** 



************* 



♦*♦♦♦♦♦♦♦•**♦ 



*********•♦♦• 



♦ ♦♦♦♦ 

♦ AG ♦ 

♦ A2^ 
* ♦ 



X 

♦ ♦♦♦♦ 

♦ AG ♦ 

♦ A1 + 



♦ ♦♦♦♦ 

♦ AH ♦ 

♦ Ai^ 

• * 
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***** 

♦ AG * 

* Al* 



***** 
•AG * 
* A2* 



* INITIALIZE * 

* TO PROCESS * 

* NOCAL * 

* RECOROS * 
***************** 



* INITIALIZE * 

* TC PROCESS * 

* LOCAL * 

* RECOROS * 
***************** 



•***B1 ********** 



**************** 



.*. 

CI *. 
.* *. 
.* CONTROL *. NO 
►. EQUAL .*... 
*. .* 

*. .♦ 
*. .* 
* YES 



♦STORE MAINLINE * 

* NAME IN DISK * 

* I/O AREA * 

* * 
***************** 



.♦ *. 
.DISK I/O AREA. NO 
► . OVERFLOW .*... 
*. .* 

*. .* 
*. .* 
* YES 



************* 



X 
***** 

♦ AD * 

* Al* 



.X 



*****H1********** 

* * 
♦EDIT AND STORE * 

* SUBROUTINE ♦ 

♦ NAME IN DISK ♦ 

♦ I/O AREA ♦ 
***************** 



X 
.*. 
Jl *. 
.* *. 
.DISK I/O AREA. NO 
*. OVERFLOW .*... 
*. .* 

♦ . .♦ 
♦ . .* 
* YES 



* INITIALIZE ♦ 
.X* TO WRITE OISK * 

* I/O AREA * 

* ON DISK * 
***************** 



WRITE DISK 

I/O AREA 

► ON DISK * 

************* 



*****E2********** 

* * 

* INITIALIZE * 

* TO LOAD ♦ 

* PHASE C * 

* * 
***************** 



******F2*********** 



************* 



X 
***** 
*AF * 
* Al* 



.*. 
B3 . *. 
.* NEXT *. **** 

.♦SUBROUTINE *. NO * * 
►. NAME AREA .*....X* HI * 
*. ■ CLEAR .* * t 
*. .* **** 

*. .* 
* YES 



*****C3********** 

* * 
♦ADJUST POINTERS* 

* STORE ENTRY * 

* COUNT IN OISK * 

* I/O AREA * 
***************** 



D3 *. 
.* *. 

.* RECORD *. 



ENDUP 

*****04********** 



* INITIALIZE 



• *• nctuny •*■• nu ^ iniiiALiit: » 

*COUNT POSITIVE.* X* TO WRITE DISK * 

*. .♦ * I/O AREA * 

*. .* * ON DISK * 

*. .* ***************** 



******E3*********** 

* READ * 

A RECORD 

* * 

************* 



******F3*********** 



************* 



******E4*********** 

* WRITE DISK * 

I/O AREA 

* ON DISK * 

************* 



* INITIALIZE 

* TO LOAD 

* PHASE B 

* 
**************** 



******G4*********** 



************* 



***** 

*AE * 

* Al* 

* * 
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***** 
*AH * 
* Al* 



FILES X 

*****A1********** 

* INITIALIZE * 

* FILES * 
♦PROCESSING AND *.. 

* DISK I/O AREA * 

* * 
***************** 

**** 

* * 

* Bl *... 

* * 
**** . 

AGAIN X 

******B1 *********** 



************* 



******C1 *********** 



************* 



.*• 
Dl *. 

• * *. 
.* *FILES *. YES 
RECORD .*.... 



*. 



.* 



************* 



***** 
*AD * 
* Al* 

* • 



* CCNVERT AND * 

* STORE FILE * 

* NUMBER * 

* * 
***************** 



.DISK I/O AREA. NO 
*. OVERFLOW .*... 
*. .* 

*. .* 
*• .* 



• *** 

* * 

* HZ *.X 

* * 
**** 



************* 



***** 

♦ AD * 

♦ Al* 
* * 



**** 

* * 

* B3 * 

* * 
**** 



* CCNVERT AND * 
•STORE STATEMENT* 

* NAME * 

* * 
***************** 



C3 *. 
.* *. **** 

.DISK I/O AREA. YES * * 
*. OVERFLOW .*....X* H2 * 

*. .* * * 

*. .* **** 

*. .* 
* NO 



.* NEXT *. YES 
♦.COLUMN BLANK .*.... 
*. .* 

*. .♦ 



.*. 

D4 *. 
.* *. **** 

.* *. NO * * 

.X*. LAST RECORD .*....X* G4 * 
*. .* * * 

*. .* ♦*** 



*. 



* YES 



.*. ER4 

E3 *. ******£4*********** 

.* *. 
.* *. NO * PRINT * 

*. COMMA .* X ERROR MESSAGE 

*. .* * ♦ 

*. .* 

*. .* ************* 

* YES 



F3 *. 
.* *. *•** 

.* NEXT *. NO * * 
♦.COLUMN BLANK .*....X* B3 * 
*. .* * * 

*. .* **** 

*. •* 
* YES 



***** 
*AO * 
* Al* 

* * 



*•** 

♦ * 

♦ G4 * 

♦ ♦ 
**** 



G3 *. 
.* *. 
.* * 

*. LAST RECORD 



f Bl * 

► 4 
**** 



******H3*********** 



************* 



***** 
*AO • 
• Al* 



* INITIALIZE ♦ 

* TO WRITE DISK * 

* I/O AREA * 

* ON DISK ♦ 
***************** 



WRITE DISK 

I/O AREA 

* ON DISK * 

************* 



•****J4********** 

* * 

* INITIALIZE * 

* TO LOAD * 

* PHASE C * 

* * 
***************** 



* INITIALIZE * 

* TO WRITE DISK * 

♦ I/O AREA * 

♦ ON DISK * 
***************** 



******F5*********** 

* WRITE DISK * 

I/O AREA 

* ON DISK * 

************* 



*****G5********** 

* ♦ 

* INITIALIZE * 

* TO LOAD * 

* PHASE * 

* * 
***************** 



******H5*********** 



************* 



X 
***** 

♦ AE * 

* Al* 
* * 
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***** 
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***** 62 ********** 



***************** 



*****f»2 ******* *** 



***************** 



ENTRY PCINT - RP100. 
READS PHASE 1 INTO 
CORE. 



GETS THE MAINLINE 
HEADER, INITIALIZES, 
LOADS LOCALS, ETC. 



. *****FL********** 

* * 

* * 
....X* PHASE 3 * 

* * 

* * 
. ***************** 


PROCESSES HEADER 
RECORDS AND IL SUB- 
ROUTINES, LOADS SUB- 
ROUTINES BY CLASS 
CODE. 


* *****f] ********** 

* * 

* * 
....X* PHASE 4 * 

* * 
. * * 
. ***************** 


CONTROLS LOADING AT 
COMPLETION CF LOAD- 
TIME TV, DECIDES IF 
SYSTEM OVERLAY 
REQUIRED. 


I *****G1********** 

* * 

* * 
....X* PHASE 5 * 
. * * 

+ * 
***************** 


PROCESSES SOCAL AND 
LOCAL SUBROUTINES 
FOR LOADING. 


* *****H1 ********** 

* * 

* * 
....X* PHASE 6 * 
. * * 
. * * 
. ***************** 


CREATES ORJFCT-TIMt 
TV, COMPLETES CORE 
IMAGE HF.AOfcR RfcCORD. 


* *****j]*********« 
. * * 
. * * 
....X* PHASE 7 * 


SELECTS DISK I/O 
ROUTINE, LOADS IT 



*****03********** 



***************** 



PROCESSES CALL, LIBF.DSA 
STATEMENTS, CONVERTS ROUTTNFS, 
ONE WORD AT A TIMF, FROM 
DISK SYSTEM FORMAT TO CORE 
IMAGE FORMAT. 



*****P4********** 



***************** 



STORFS RFLOCATED AND 
CONVERTED PROGRAM 
IN PFRMANENT DISK 
STORAGE. 



TO NEXT JOB 



INTO CORE. 



***************** 



*****H4** ******** 



***************** 



*****J4*** ******* 



SUPERVISOR 



***************** 



RFAOS All BUT FIRST 
SFCTOP CF PROGRAM 
FROM f.IB INTO Cf'RF. 



REAOS FIRST SECTOR 
PF PROGRAM FROM 
CIB INTO CORE. 



TO EXECUTION 
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FROM THE SUPERVISOR 



*****B2********** 



***************** 



ENTRY POINT - BP200. 
PROCESSES CORE IMAGE 
HEAOfcRt READS PHASE 
8 INTO CORE. 



*****01 ********** 



* KUUriNti LI 

* INTO CORE. 



***************** 



*****04 ********** 



***************** 



*****E4********** 



SUPERVISOR 



***************** 



READS ALL BUT FIRST 
SECTOR OF PROGRAM 
FROM FIXED AREA, 
USER AREA, OR CIB 
INTO COPE. 



READS FIRST SECTOR 
OF PROGRAM FROM 
FIXED AREA, USER 
AREA, OR CIB INTO 
CORE. 



TO EXECUTION 



Chart AK. The Loader - Core Image Format Load 



158 



**** 

* * 

* Al * 

* * 
**** 



*****A1* ********* 



***************** 



*****B2* ********* 



***************** 



*****Ci* ********* 

* * 

* * 
<* DEFINF * 

* * 

* * 
***************** 



.* *. Yf-S 

>. DELFTF .*.... 
*. .* 

*. •* 
*. .* 
* NO 



*****Q4 ********** 



***************** 



* Al * 

* « 
**** 



.* *. YFS 

DUMP •*.... 
*. .* 



*. OUMPLET 



*****f-il********** 



***************** 



**** 

* * 

* Al * 

* * 

**** 



**** 

* * 

* Al * 

* * 
**** 



*****G5********** 



***************** 



*****HA ********** 



**** 

* * 

* Al * 

* * 
**** 



***************** 



*****j 3** ******** 



**** 

* * 

* Al * 

* * 
**** 
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****K2 ********* 

► * 

► ERROR < 
* 4 

*************** 



***************** 



* Al * 

* * 
**** 
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************* 



***************** 



ROCTL 

*****ci ********** 

* CALCULATE * 
♦PUFFER IFNGTH. * 

* SET UP * 

* IOAR HEADER * 

* * 
***************** 



******ni *********** 



************* 



***** 

*BR * 
* 02* 



* CLEAR * 

* DUPCO ♦ . 

* SWITCHES * 

* • 
***************** 



***** 

*8C * 

* B2* 

* * 



*****B3*** ******* 

* * 

* HOVE EXIT * 
<♦ ADOR. TO * 

» PUT AODR. * 

* * 
***************** 



*****C3********** 

* * 

* LOAD DISK * 

* I/O GET ♦ . 

* PARAMETER * 

* * 
***************** 



***** 

♦ OB * 

♦ Gl* 



LOAD 
ERROR MESSAGE 
► ROUTINE * 

************* 



****H1 ********* 

► EXIT TO < 

► PERRC/TERRC * 

► 4 
*************** 



***** 

♦ BB ♦ 

* G2* 



► OUMP FIRST 

320 WORDS 

♦TC PRINCIPAL * 

PRINTER 

************* 



*****H2********* 



**************** 



***** 

♦ BB ♦ 

* E3+ 



LDRDC X 

*****E3********** 

* RELEPT * 
*_*_*_*-*-*-*-*-♦ 

* SET UP * 

* CALL FOR * 

* STORECI * 
***************** 



*****F3********** 

♦ * 
♦INITIALIZE ITV.^ 

...♦ INSERT ♦ 

♦ INTERRUPT ♦ 

♦ ADDRESS ♦ 
***************** 



*****B4********** 

♦ ADJUST FILE ♦ 

♦ PROTECT AODR. • 

♦ LOAD DISK I/O * 

♦ PUT PARAMETER * 

♦ ♦ 
***************** 



GOMUL X 

*****C4 ********** 

♦ FILL IN CTL * 
♦PARAMETER. SET^ 

...X*UP IOAR ORIGIN ♦ 

♦ COUNT, ORIGIN ♦ 

♦ ADDRESS ♦ 
***************** 

**** * 

♦ ♦ . 

♦ D4 *.X. 

♦ ♦ . 
♦ ♦♦♦ X 

.♦. 
D4 *. 
.♦ *. **** 

.* WORKING ♦. YES * ♦ 

♦. STORAGE .*....X* Gl ♦ 

♦.EXCEEOED .♦ ♦ ♦ 

*. .♦ **** 

♦ . .♦ 
* NO 



.♦ ♦. 
.♦ MORE THAN ♦.NO 
. 1 SECTOR .♦... 
♦. LEFT .* 



♦ SET UP TO ♦ 

♦ GET OR PUT ♦. 

♦ FULL SECTOR ♦ 

♦ ♦ 
***************** 



*****£ 5********** 

♦ ♦ 

♦ SET UP TO ♦ 
.X^ OUTPUT FINAL * 

♦PARTIAL SECTOR ♦ 

♦ ♦ 
***************** 



♦ STORE * 
K* PARAMETERS ♦ 

♦ INTO LINKAGE * 

♦ * 
***************** 



•*****G5*********** 

♦ GET OR PUT * 

SECTOR. WAIT 

♦ FOR OP ♦ 

COMPLETE 

************* 



*****H5********** 

♦ ♦ 

♦ DECREMENT ♦ 

♦ WORD COUNT ♦ 

♦ BY 320 ♦ 

♦ ♦ 
***************** 



*****J4********** 



***************** 



•***K4********* 

* EXIT TO « 

* CALLING * 
» PROGRAM * 

*************** 



.* 



*. 



NO .♦WORD COUNT ♦. 
...♦.GREATER THAN .4 
♦. ZERO .♦ 
*. .♦ 
♦ . .♦ 
* YES 



*****K5 ********** 

* * 

* INCREMENT ♦ 
♦SECTOR ADDRESS ♦ 

* BY 1 * 

* * 
***************** 
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***** 

*BC * 

* 82* 

* * 



,*****B2***** ****** 



************* 



DECODE .*. 

B3 *. 
.* * 



*. .* 
*. .* 
* NO 



*****p 5** ******** 

* * 

* DECODE DEFINE * 
.X*CONTROL RECORD.* 

* SET DUPCO * 

* SWITCHES * 
***************** 



C2 *. 
.* *. 

BYESW *. NO 
UN .*... 

.* 
*. •* 
*. •* 
* YES 



C3 *. 
• * *. 
.* *• YES 

*. *OELETE .*.... 



*****C4********** 

* * 

* SEARCH LET. * 
. X* SET DUPCO * 

* SWITCHES * 

* . * 
***************** 



******C5 *********** 



************* 



. **** 
. *BK * 
..X* A) * 



******Q2***** ****** 

* PRINT * 

EXIT 

* MESSAGE * 

************* 



.* *. 

.* *. 

. *OUMPDATA . 

*. .* 

*. .* 

*. .* 

* NO 



******04* ********** 



**** 

* * 

* E5 * 

* * 
**** 



************* 

* **** 
. *BE * 
..X* 81 * 



******£ 2 *********** 



************* 



.* *. 
.* 1 

*. *DUMP 

*. .1 

*. .* 
*. .* 
* NO 



*****(. 5*** ******* 

* * 

* DATSW * 

* EQUAL DISK * 

* BLOCK * 

* COUNT * 
***************** 



******F2*********** 



************* 



*. .* 
*. .* 
* NO 



*****F5* ********* 

* DECODE DUMP * 
♦CONTROL RECORD.* 

* SEARCH LET. * 

* SET OUPCO * 

* SWITCHES * 
***************** 



.* DUP *. YES 
*CONTROL RFCORD.*.... 
*. .* 



.* *. 
.* *. YES 

*. *OWADR .*.... 
*. .* 

*. .* 
*. .* 
* NO 



****H1********* 
* EXIT TO THE * 
► SUPERVISOR *X 
t * 

*************** 



X 


X 


.*. 


.*. 


H2 *. 


H3 *. 


.* *. 


.* *. 


YES .* MONITOR *. 


.* *. YES 






*. .* 


*. .* 


*. .* 


*. .* 


*. .* 


*. .* 


* NO 


* NO 



******G4* ********** 



************* 

I **** 
. *Bl * 
..X* Al * 
* * 
**** 



****** j 4*********** 



****K1 ********* 

* EXIT TO THE * 

* SYSTEM *X 

* LOACER/EDITOR * 
*************** 
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.* EOIT *. NO 
♦CONTROL RECORD.*... 
*. .* 

*. .* 



******K2***** ****** 

* LOAD * 

SYSTEM 

♦LCACEK/EDITOR* 



*. .* 
*. .* 
* NO 



************* 



******K 3 *********** 



************* 



************* 



***** 

*BH * 

* B2* 

* * 



X 

***** 
*BB * 
* D2* 

* * 



******r,5 *********** 



************* 

I **** 

*BD * 
..X* Al * 
* * 
**** 

******H5* ********** 



************* 

I **** 
*HJ * 

..X* Al * 
* * 
**** 

*****j^*** ******* 

* DECODE STORE * 
♦CONTROL RECORD.* 

,X* SEARCH LET. * 

* SFT DUPCO * 

* SWITCHES * 
***************** 



******K5*********** 



************* 

I **** 
. *BG * 
..X* B2 * 
* * 
**** 
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***** 
*PC * 
* Al* 



*****/! I ********** 




A2 *. 


♦ CALCULATE fiFT, * 




.+ *. 


*PLT PAKAMLITRS * 




.* CUTPUT ON *. YFS 


* CHFCK DISK * 




*. PAPEK TAPE .*.... 


♦KLUCKS. AOJUST * 




*. .* . 


* blpck si;e + 




*. .* 


***************** 




*. .* X 

* NU *** 
**** . * 

* * . * F2 

* 0? *.X. * 

* * *** 
**** . 


.*. 




X 


1*1 *. 




******07* ********** 


.* *. 






.* J1UTPUT *. Nl 


* KFAI A * 


*. REQUIRED .*. 




CAl'D 


*. .* 




* * 


*• .* 






* . .* 


X 


************* 


* YFS 


***** 
*BH * 
* 02* 

* * 

* 





A3 *. 
.♦ *. 
.* AM fcND OF *. YFS 
♦.PROGRAM DATA .+.... 
♦ . HEADER 



*. 



.* 



**** 
* A 
► A5 * 
4 

**** 



B3 *. 

.* *. 

.♦ENOUGH OATA*. Nil 

♦.TO FILL MORF .*.... 

♦THAN 1 CARD* 



*♦** 
t * 

► F3 * 

► • 

♦ ♦** 



.* PRINCIPAL *. 

♦.PRINT UtVTCE . 

♦.REQUIRED .♦ 



**** 

* * 

* H2 * 

* * 
**** 



MCMTUR *. YES 
CCNTROL ...... 

RECORD .♦ 



♦ ♦** 
► 

* F2 
t 

♦ *♦< 



******U1*********** 

* GET FIRST * 

HLOCK FROM 
* DISK * 

************* 



,*CI OR OATA *. YES 
.PROGRAM TO BE.*.... 
*. DUMPED .* 

*. .* 



♦****ri ********** 

♦PROCESS HEADER * 

* V.ITH CCM M A * 

* INF'n. * 

* INITIALIZE * 

* DEPNT * 
***************** 



*****H1********** 



***************** 



*****Jl********** 

* * 

* LFCOrt TYPE * 

* HELP, PROCESS * 

* ACCORDING TO * 

* TYPE * 
***************** 

**** ", 

* * 

* K 1 * . X . 

* * 
**** 

SPCMX X 

*****K1********** 

* CRFATE CARD * 

* SYSTEM FCJP^AT * 

* WORDS AMI * 

* FURVAT HEATER * 

* AS ^EO'P * 
***************** 
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**** 

* * 

* F2 i 

* 4 
**** 



****E2********* 

► RETURN TO * 
* CALLING ^ 

► ROUTINE * 
*************** 



**** 

* * 

* F2 ♦... 

* * . 

♦ ♦** 

X 
******F?*** ******** 

* LOAD * 
ERROR PRINT 

* ROUTINE * 

************* 



****G2* ******** 

► EXIT TO THE * 
* HON 1 TOR 1 

► 4 
*************** 



**** 

* * 

* H2 *... 

* * . 

**** . 
PRPDF X 

******H 2** ********* 

* GET SECTOR, * 
COMPUTE WORD 

* CCUNT Tf) * 

PE CUPPED 

************* 



*et***j 7* ********** 

♦LOAD PRINCIPAL * 

PRINT DEVICE 

* ROUTINE * 

************* 



******* 2*** ******** 



OUMP TO 
PKINIEK 



************* 



***** 

♦ HP, ♦ 

♦ P2* 
* ♦ 



♦ . 



*****C 3 ********** 

• * 

* CLEAR BUFFER. * 

♦ CONVERT DISK ♦ 
♦SYSTEM TO CARO * 

♦ SYSTEM FORMAT * 
***************** 



*****03* ********* 

♦ MOVE 40 WORDS ♦ 

♦ FROM DSF TO * 

♦ CSF BUFFER, ♦ 

♦ SET UP CARDS * 

♦ FOR OUTPUT * 
***************** 



**** 

► * 

► E3 *.X 



**** 
BUMP? 

*****E3****^***** 

♦ PCHOT * 
♦-*-*-*_*_*_*_*-* 

♦ PUNCH DESIRED ♦.... 

* NUMBER OF ♦ 

♦ CARCS ♦ 
***************** x 

**♦* 
**** * 

* * * Kl 

* F3 *... * 

* * . **** 
♦ ♦** X 

SMALL .*. 

F3 *. 
.* *. * 

.♦REC'D WOR0S+. YES ♦ 

♦ .LESS THAN NO .♦ X* 

♦. SAVED .* ♦ 



*♦** . 
X 
*****A4* ********* 

* LNTES IND. * 

* BITS AND DATA * 

* WORDS INTO ♦ 

* CARD IMAGE * 

* * 
***************** 

**** ! 



**** . 
x 

***** 84*** ******* 

* * 

* TURN OFF CARD * 

* NO. INOICATOR *„ 

* CLEAR SW306, * 

* SVIND * 
***************** 

**** 

* * 

+ C4 *... 

* * . 
**** 

• *._ 
*. 
.* * 
.* LESS THAN 



♦ *•* 

> * 

* A5 *.. 

► * 
**** 



FORMAT AND 

PUNCH END-OF- 

► PROGRAM * 

CAPO 

************* 



***** 
*BB ♦ 
♦ 02* 



♦ *** 



YES 



CDOF .*. 

*****f S********** 

*LOAC WORD CCUNT* 

54 WORDS TO .*. X* SET EOJ *"- ITCH *X. 

*. START .* * CLEAR * 

*. .* * BUFFER AT RD1 * 

*. .* ***************** 

• NO 
♦*** . . 



* 04 



**** . 
X 
*****D4********** 

* MOVE * 
*-*-*-*_*-*-*-*_* 

* MOVE WORDS * 

* AND PUNCH ♦ 

* CARD ♦ 
***************** 



.* EOJ *. NO 
♦. SWITCH SET .*»... 
*. .♦ 

♦ . .♦ 

*. .* 
* YES 

**** 
. *BB * 
..X* 02 * 

* * 

**** 

*****P4* ********* 

* * 

ADJUST COUNT ♦ 

OF SAVED ♦ 

WORDS TO 2 * 



*****D5********** 

* * 

♦ DECREMENT * 
,.X* WORD COUNT * 

• * 

* * 
***************** 



.♦ ♦. 
.♦ MORE THAN ♦. NO 
*. 54 WORDS TO .*... 
*. OUTPUT .* 



***************** 



*****G3********** 

* CALCULATE NO. * 

* OF IND. AND * 

* DATA WORDS ♦ 

* LEFT FOR NEXT * 

* CARC IMAGE ♦ 
***************** 



*****H 3 ********** 

* SET OFPNT TO * 
♦END NEXT HEADERS 
♦SAVE NEW HEADER* 
♦PLACE TYPE, WC ♦ 

♦ IN CARO ♦ 
♦♦♦♦************* 



.♦OTHER THAN *. NO 
'. SAVED WORDS .*... 
♦. REQ'O .* 



♦ FORM LAST ♦ 

♦ CARD BEFORE * 

♦ NEW BREAK * 

♦ * 
***************** 



PCHOT 

*****G4********** 

* CHKCD ♦ 
♦-♦-*-*-♦-*-*-♦-* 

* READ A CARO * 

* ANO CHECK IT ♦ 

* * 
***************** 



******H************ 

♦ PUNCH CARD OR ♦ 

PAPER TAPE 

♦ RECORD ♦ 

************* 



******J4*********** 

*GFT NEXT SECTOR* 

DECREMENT 

* DFPNT BY * 

320 

************* 



****K4********* 

* RETURN TO THE * 

* CALLING * 

* ROUTINE * 
*************** 



******G5*^** **<■*♦♦* 

♦ GET * 
NEXT 

♦ SECTOR * 

************* 

I **** 

* * 
..X* D4 * 

* * 
**** 



♦ MOVE "MCNT* ♦ 

♦ WORDS TO RDli * 
♦ZERO CHECK-SUM ♦ 

♦ * 
***************** 



*****j5 ********** 

♦ PCHOT * 
*-*-*-*-*-*-*-*-* 

♦ PUNCH DESIRED ♦ 

♦ NO. OF ♦ 

♦ CARDS ♦ 
***************** 



****K5********* 
* EXIT TO THE * 
► CALLING * 
» ROUTINE * 

*************** 
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* A3 *... 



***** 

♦ BE * 

* Ul* 



.* WORKING *. YES 
*. STORAGE .*.... 
♦.EXCEEDED .* 

♦ . .♦ . 



DEL1B X 

*****A2********** 

* SET UP TO * 

* MOVE REOO LET * 

* ENTRIES FROM * 

* NEXT SECTOR ♦ 

* • 
***************** 



X 
.♦. 

B2 ♦. 
.♦ ♦. 
.* LAST *. YES 
♦. SECTOR .♦... 



***** 
*BB * 
* CI* 



*****C1 ********** 

* * 
♦COMPUTE NO. OF * 

* ENTRIES TO * 

* CHECK IN THIS ♦ 

* SECTOR ♦ 
***************** 



.* 
*. .♦ 
♦ NO 



GET NEXT 

SECTOK FROM 

► DISK « 

************* 



.♦. 




X 


01 *. 




*****D2********** 


.♦ ♦. 




* * 


.♦ PROGRAM *. YES 


♦ CALCULATE ♦ 


*.IN FIXFO AREA.*.... 


*WORDS AVAILABLE* 


*. .♦ 




* IN THIS * 


*. .♦ 




* SECTOR ♦ 


♦ . .♦ 


X 


***************** 


♦ NO 


***** 
*BF ♦ 
* B3* 

* * 

* 




X 




X 


*****Ei ********** 




*****E2********** 


* * 




* FIND NO. OF * 


* LOCATE ♦ 




♦ENTRIES IN NEXT* 


* PRIMF * 




♦SECTCR TO PACK ♦ 


* ENTRY ♦ 




♦ THIS SECTOR ♦ 



***************** 



* COMPUTE * 

* DISK BLOCKS ♦ 

♦ TO BE ♦ 

♦ DELETED ♦ 
***************** 



*****G1 ********** 

* * 

* COMPUTE NEW * 

* DISK BLOCK * 

* ADDRESS FOR * 

* USER AREA * 
***************** 



*****H1 ********** 
♦IF 6-WnRD ENTRY* 

* COMPUTE ACTUAL* 

* DISK BLOCKS ♦ 

* REQUIRED ♦ 

* * 
***************** 



LOA 


X 




*****jl ********** 


* 


DEL05 


• 


*- 


*-*-*-*-*-*- 


*-* 


* 


SEARCH FOR 


* 


* 


CI/DATA 


* 


* 


PROGRAM 


* 


***************** 




X 






***• 






* * 






* A2 ♦ 






♦ * 






*•** 





***************** 



* MOVE * 
♦ENTRIES ACCROSS* 

* SECTOR * 

* BOUNDARY * 
***************** 



*. NO 
• *•• ■ 

.* 



*****A3********** 

* * 
•SUM OISK BLOCKS* 

* REFERENCEO * 

* IN THIS ♦ 

* SECTOR ♦ 
***************** 



******B3*********** 

* WRITE * 

UPOATEO 

* SECTOR ♦ 

************* 



C3 



*. 



.* MORE ♦. NO 
!>. UPDATING .*... 
♦.REQUIREO .♦ 
♦ . .♦ 
♦ . .* 
♦ YES 



* INITIALIZE * 

* TO PROCESS ♦ 

* NEXT SECTOR * 

* * 
***************** 



*****E3********** 



***************** 



F3 *. 

.* *. 

.* CI/DATA *. YES 

". PROGRAM .*.... 

♦. FOUND .* 

♦ . .* 



.♦. 

A4 ♦. 
.* *. 
.* END OF *. 
,.X*. LET/FLET 

*. .♦ 

♦ . .♦ 
♦ . .* 
* NO 



CI/DATA *. YES 
PROGRAM .*.... 
. FOUNO .♦ 
*. .* 



**** 
* C4 



♦ .X 



**** 
DEL 46 X 

*****C4**** ****** 

* DEL05 * 
*-*-*-*-*-*-*-*-* 

* SEARCH FOR * 

* CI/DATA * 

* PROGRAM ♦ 
♦************♦♦*♦ 



D4 



♦ . 



.* CI/DATA *. YES 
PROGRAM .*.... 
*. FOUND .♦ 

♦ . .* 
*. .* 

* NO 



**** 
» * 

► A3 « 

► 4 
**** 



******H2***** ****** 

* WRITE ♦ 
DELETED SECTOR 
♦ HEADER ♦ 

♦♦*♦♦♦♦♦♦*♦♦♦ 



****** J2 *********** 

* GET PREVIOUS ♦ 

SECTOR IF 

* NCT IN CORE * 

************* 



****K 2** ******* 

UPDATE 

PREVIOUS 

SECTOR 

HEAOER 

*************** 



* NO 



*****G3 ********** 

* 0EL05 * 
*-*-*-*-*-*-*-*-* 

* SEARCH FOR * 

* CI/DATA * 

* PROGRAM * 
***************** 



* »2 1 

* 4 

**** 



► A2 * 

» 4 
**** 



******F4**** ******* 

* READ NEXT * 

SECTOR OF 

* LET * 

************* 

'. **** 

. * * 
..X* C4 * 
* * 
**** 



DEL47 X 


******£ 5 *********** 


* WRIT? * 


UPPATEH 


* SFCTOR * 


************* 


**** 




* * 




* F5 *.X 




* * 




**** X 


DEL48 .*. 


F5 *. 


.* *. 


.* PELETED *. NO 


..X*. SECTOR .*.. 


*. 


.* 



*****f,5*** ******* 

* * 

* ADJUST FOR * 

* DELETED * 

* SECTOR * 

* * 
***************** 



.*. 




H5 *. 




.* *. 




.* *. 


YES 


*. FIXED AREA . 


*. .. . 


*. .* 




*. .* 




*• .* 


X 


* NO 


***** 


. 


*BF * 


. 


* G2* 



X 

***** 
*BF * 
* HI* 
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***** 
*RF * 
* Bl* 



***** 
*BF * 
* 83* 



* SET UP * 

* PARAMFTERS * 

* TO MOVE BY * 

* DISK BLOCKS * 
***************** 



* CONVERT * 

* ENTRY TO *. 

* DUMMY * 

* * 
***************** 



.* FIRST ♦. YES 
.X*. ENTRY IN .*.... 
*. SECTOR .* 



R«> *. 
.* *. 
.* FIRST *. YES 
.X*. FLET SECTOR .*.... 



*****£ 1 ********** 



******C5*********** 

* READ * 

PREVIOUS 

* SECTOR * 

************* 



.* *. 
.* HOVE *, NO 
*. BY SECTORS .*... 
*. .* 

*. .* 
*. .* 
* YES 



* SET UP * 

* PARAMETERS * 

* TO MOVF BY * 

* SECTORS * 
***************** 



****F1 ********** 



*****D3********** 

* * 

* COMBINE * 

* DUMMY *X 
» ENTRIES * 

* * 
***************** 



.♦ 
*. .* 
* NO 



.*. 


.*. 


F3 *. 


EA *. 


.* *. 


.* *. 


.* LAST *. YES 


.* LAST FLET *. YES 




..X*. SECTOR .*,.. 


*. SECTOR .* 


*. .* 


*. .* 


*. .* 


*. .* 


*. .* 


* NO 


* NO 



***** 
*BF * 
* G2* 



READ 

OCOH 

* INTO COPE * 

************* 



*****H1 ********** 

* * 

* UPDATE * 

* OCOM AND * 

* COMMA * 

* * 
***************** 



READ 

DCOM 

» INTC CORE * 

************* 



*****H2* ********* 

* * 

* UPDATE * 

* UCOM AND * 

* COMMA * 

* * 
***************** 



WRITE 
UPDATED DCOM 
► GNTO DISK * 

************* 



***** 
*BB * 
* C2* 



******F4*********** 



************* 



.* 
*. 



*. .+ 
*. .* 

* NO 



*****G4********** 

* * 

* COMBINE * 
<* DUMMY * 

* ENTRIES * 

* * 
***************** 



*****H3********** 



***************** 



FLET *. 
SMALLER .* 

.* 



WRITE 

UPDATED 

► FLET « 

SECTOR 

************* 



Chart BF. DUP 



DELETE 



164 



***** 

*BG ♦ 
* H2* 



**** 

► * 

► B3 * 

► 4 
**** 



* INITIALIZE * 

* * 

***************** 



******Q2*********** 

♦ READ AND * 

PROCESS 

♦HEADER RECORD* 

************* 



X 



******£?*********** 

♦ READ * 

NON-HEADER 

* RECORD * 

************* 



*«**«p 2* ********* 

* FORM DISK DATA * 

* HEADER. * 

* PROCESS * 
♦INDICATOR BITS * 
♦AND DATA WORDS * 
***************** 



G2 



♦. 



YES .♦ BUFFER ♦. 
...♦REQUIRE ANOTHER* 
*. RECORD .* 
*. .* 
*. .* 
* NO 
**** 

♦ * 

♦ H2 *.X. 

♦ * . 
**** . 

X 
******H2*********** 

♦ PUT OUTPUT * 

BUFFER TO 

* WORKING ♦ 

STORAGE 

************* 



J2 *. 

.♦ ♦. 

.* PROGRAM ♦. 

♦.ALL MOVED TO .< 

♦WORK. STOR.^ 

♦ . .♦ 

.* 



.♦ JOB ♦. YES 


♦ INITIALIZE. * 


♦ PUT BLOCK TO * 


*. COMPLETE ...... 


* COMPUTE * 


USER OR FIXED 


*. .♦ . 


* REQUIRED * 


* AREA * 


♦ . .♦ . 


* PARAMETERS * 




*. .♦ X 


***************** 


************* 


♦ NO ***** 






. *BB ♦ 






* D2* 






. * ♦ 






. * 






X 


X 


5 


.*. 


.*. 


.*. 


C3 *. 


C4 *. 


C5 *. 


.* *. 


.* *. 


.** LAST **. N0 


.* DATA ♦. YES 


.* *. YES 


♦.OR STORING TO.*.... 




♦RFQUIREO BLOCK. *•••• 


♦.USER AREA.* 


*. .* 


*. MOVED .* 


♦ . .♦ 


♦ . .♦ 


♦ . .* ; 

*- * x 

: *'yes „***% 


*. .* X 


*. .* 


* NO **** 


♦*** * NO 


'. * B4 * 


* * • 

* 04 *.X* 


: xi : °* ; 


. * * 




**** 


* * • 

**** • 


* **** 


AL X GETWS X 


DOLFT X 


*****03*********** 


******04 *********** 


******05*********** 


♦ PUT DUPCO ♦ 


♦ GET PROGRAM ♦ 


* GET REQUIRED * 


TO DISK 


BLOCK FROM 


LET OR FLET 


* * 


♦ WORKING ♦ 
STORAGE 


* SECTOR * 


************* 


************* 


************* 



* NO 



*****K 2* ********* 

* MOVE WORDS IN ♦ 
♦EXCESS OF LAST * 

* SECTOR BOUND * 

* TO FRCNT OF ♦ 
♦BUFFER. INITIL ♦ 
***************** 



******E3***** ****** 



************* 



****P3********* 

> EXIT TO THE * 

► LOADER * 
t 4 

*************** 



******G 3* ********** 

* READ AND ♦ 

PACK DATA 

♦ RECORD * 

************* 



*****H3********** 

* * 

* PROCESS 54 * 

* WORDS * 

* TO BUFFER * 

* ♦ 
***************** 



.*. 

J3 *. 
.* *. 

.* BUFFER *. YES 
♦REQUIRE ANOTHER*... 
*. RECORD .* 
♦ . .♦ 
*. .* 
* NO 



X 

.♦. 

E4 *. 

.♦ ♦. 

> HEADER *. NO 

INFORMATION ...... 

*. REQUIRED .* 
*. .* 

*. .* X 

* YES **< 



*****F4********** 
•INSERT PROGRAM * 

* HEADER WORDS * 

* FROM COMMA. * 

* CALCULATE HDR * 

* PARAMETERS * 
***************** 



X 

.♦. 

G4 *. 

.♦ *. 

••MULTI-ENTRY*. NO 

*. PROGRAM .*... 



*. 



.* 



*****H4*****^**** 

♦ SRLET • 
♦-*-*-*-*-*-*-*-* 

• SEARCH LET • 



***************** 



*****J4********** 

* * 

* SAVE PROGRAM ♦ 

* HEADER FOR • 

* LET * 

* INFORMATION * 
***************** 



******K4 *********** 

♦ GET LAST • 

PARTIAL USER 

• AREA SECTOR * 

************* 



*****F5**« ******* 

* * 
•INSERT PROGRAM ♦ 

* ENTRY. UPDATE * 

* LET OR FLET * 

* HEADER * 
***************** 



******F5*********** 

* PUT TO DISK * 

LET OR FLET 

* SECTOR ♦ 

************* 



******G5*********** 



************* 



*****H5*** ******* 

* * 

* UPOATE * 

* DCOM AND * 

* COMMA * 

* * 
***************** 



****** J5*********** 

* PUT * 

DCOM 

* TO DISK * 

************* 



X 
***** 
*BB * 
* D2* 

* * 
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***** 
*BH * 
* B2* 



X 

.*• 

B2 *. 



. COPE IMAGF .*... 
*. PROGRAM .* 
*. .* 



******C2*********** 



************* 



******C2**** ******* 

* GET NEXT * 
USEP/FIXED AREA 
♦PROGRAM * 

SECTOR 
************* 

**** '. 

* * 

* E? *.X. 

* * . 
**** . 

X 
****** £2*********** 

* GET NEXT * 
WORKING STORAGE 
♦SFCTOR * 

************* 

**** I 

* * . 

* F2 *.X. 

* * . 
**** . 

X 
*****F2** ******** 

* • 

* POVE INPUT * 

* eOFFFR TO * 
♦OUTPUT BUFFER -* 

* WCRD BY WORD * 
***************** 



******H1*********** 

* PUT OUTPUT * 

BUFFER TO 

* USFR/FIXED * 

AREA 

************* 



**** 

* * 

* H3 * 

* * 
**** 

x! 

X 

.*. 

H3 *. 
.* *. 
.* *. NO 

*. ENO GF JOB .*... 

*. .* 

*. .* 
*. .* 
* YES 



******jl***** ****** 

* GET NFXT * 

SFCTOR OF 

* USER/FIXED * 

AREA 

************* 



******J3* ********** 

* PUT LAST * 

SECTOR TO 

* USER/FIXED * 

AREA 

****••***•*** 



X 
***** 
*BB * 
* 02* 



.+ *. 
.* *. NO 

*. INPUT EMPTY .*.... 

*. .* 

*. .* . 
*. .* X 

* YES **** 

**** * * 
. * * * F2 * 
..X* E2 * * * 

* * **** 
**** 
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***** 

♦ HI * 

* Al* 



*****£] ********** 

* * 

* RESTORE * 

* PRINTER * 

* FORMS * 

* * 
***************** 



*****H1 ********** 

* * 

* INITIALIZE * 



***************** 



**** 

* * 

* H2 *... 

* * . 
**** 

LTSKT X 

******P2*********** 



♦ PRINT LFT/FLET * 

SECTOR 

* HEATER * 

WORDS 

************* 


* CALCULATE AMO * 

* SECTORIZE * 

* OISK BLOCK * 

* ADDRESS * 
***************** 


**** 

* * 

* C2 ♦ .X. 

* * 
**** X 

ENLUP .*. 


! x 



.* 
*. .* 

* NO 



.* 6-WORD +. VES 
*. LET ENTRY .*.... 
*. .* 



* Jl « 
d * 
**** 



******[)]*********** 

* PRINT * 

LET 

* TITLE * 

************* 



******£! *********** 



******0 2** ********* 

* PRINT * 

3-WOPD LET 

* ENTRY * 

************* 



******C3* ********** 



************* 



.♦ALL ENTRIES*. NU 
♦. IN SECTOR .*.... 
*. PRINTED .* 

*. .* . 



* PRINT LET * 


NO .*ALL ENTRIES+. 


COMMUNICATION 


...♦. IN SECTOR . 


* HFAOER * 


♦. PRINTED .* 


WORDS 


*. .* 


************* 


X *. .* 




**** * YES 


**** I 


* * . 


* * . 


* C2 * 


* El *.X. 


* * 


♦ * 




**** . 


X 


GTLFT X 


TSTLT .*. 


******fri**********4 


F2 *. 




.* *. 


* GET A * 


.* LAST *. 


SFCTOR OF 


*. LFT/FLET 


* LET/FLFT * 


*. SECTOR .* 




♦ . .♦ 



**** 

* * 

* C2 * 

* * 
**** 



************* 



.* *. YFS 

*. FLET SFCTOR .*.... 

*. .* 

*. .♦ 



**** 

* * 
..X* B2 * 

* * 
**** 



**** 

* * 

* Jl ♦... 

* * 
**** . 

X 
*****j 1 ********** 

* * 
+ SET UP * 

* TO DUMP * 

* FLfcT * 

* * 
***************** 

'. **** 

. * * 

..X* Fl * 
* * 

**** 



.♦. 
G2 *. 
.* *. 
.♦ PRINT *. YES 
*. FLET ALSO .*.... 
♦ . .♦ 

♦ . .* 
*. .* 
* NO 
. **♦* 
. * * 
..X* Fl * 
♦ * 
**** 



♦ SET UP FOR * 

♦ DCTL RETURN * 

♦ AND EXIT * 

♦ MESSAGE ♦ 

***************** 



***** 
*BC * 
♦ 02* 



PRINT 

FLET 

* TITLE * 

************* 



*«****K2*********** 

PkINT 

* FLFT * 

COMMUNICATION 

* HEADER * 

WORDS 

************* 
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***** 
*HJ * 

* Al* 



* REAC LAST * 
SECTOR OF 

* USER AREA * 

************* 

**** . 

* * 

+ Bl *.X. 

* * . 
**** . 

ADSAC X 

*****RL********** 

* * 

* INCREMENT * 
♦SECTOR APORESS * 

* (SAD) BY 1 * 

* * 
***************** 



► LOAD PROPER * 

► CATA TC * 

► I/O AREA * 
r * 
****** *********** 



02 



*. 



.* HIGHEST * 
*. SECTOR BEEN 
*. WRITTEN .« 
*. .* 

*. .* 
* NO 



***** 
*BB * 
* D2* 



*4****EI* ********** 

* HRITE * 

I/O AREA 

* TO DISK * 

************* 



****** £?*********** 

* SEEK TO * 

NEXT HIGHER 

* TRACK * 

************* 



**** 

* * 

* Bl * 

* * 
*•** 



NO .* 
...*. DEFECTIVE 

*. TRACK . 



***+*C2* ********* 

* * 

* ADD 7 TO * 
♦SECTOR ADDRESS * 

* (SAD) * 

* * 
***************** 
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***** 

*BK * 
* A3* 



.* DECODE *. 

.♦FUNCTION TO BE.*. 

*. PERFORMED.* 



******P1*********** 

PPINT ERROR 

* MESSAGE ON * 

INVALID NO. OF 

* CYLINDERS * 

RECn. 

************* 



.* *. 
•*FXA PRESENT*. YES 
*.OR NO FORTRAN.*.... 



******B5*********** 

* PRINT * 
.X ERROR 

* MESSAGE * 

************* 



*****C1 ********** 

* * 

* MLVF REGULAR * 

* NO. OF * 

* CYLINDERS * 

* * 
***************** 



******C2**********' 

* PRINT * 
ERROR > 
* MESSAGE * 

************* 



X 
VOASM .*. 

C3 *. 

.* *. 

YES .*FXA PRESENT*. NO 

....♦OR NO ASSEMRLER*... 

*. .* 



*****CA********** 

* * 

* MOVE * 
<* SECTORS TO * 

* LEFT * 

* * 
***************** 



X 
***** 
*BB * 
* D2* 



*****Cl********** 

* * 

* UPDATE * 

* MOST OF * 

* COMMA * 

* * 
***************** 



***** 

*RB * 
* D2* 



*****D4********** 



***************** 



.*. 
Fl *. 
. * *. 
.* PKFV1PUS *. YES 
. FIXfcC AREA .*.... 
• .ASSIGNFFI .* 
*. .* 
*. .* 
* M, 



******£2***** ****** 

* GET LAST * 
.X FLET 

* SECTOR * 

************* 



*****54********* 



**************** 



*****F1 ********** 

* * 

* RESFRVF 1 * 

* CYLINOCP FOP * 

* FLFT * 

* * 
***************** 



*****Gl********** 

* * 

* PUILO SECTOR * 

* HEADER AND * 

* DUMMY ENTRY * 

* * 
***************** 



******H1 *********** 

* WRITF * 
SECTOR TO 

* DISK * 

************* 

**** 

* * 

* Jl *.X. 

* * 
**** 

X 
*****jl********** 



***************** 



*****Kl********** 



***************** 



.*. 

F2 *. 

.* *. 

► LAST * 

ENTRY A 

►. DUMMY .1 

*. .* 

*. .* 

* NO 



.* SPACE IN *. YES 
♦THIS SECTOR FOR*.... 
ANOTHER .* 
♦.ENTRY.* 



*****H2**** ****** 



***************** 



******J2*********** 

* RE-WRITE * 

SECTOR 

* TO DISK * 

************* 



*****K2********** 

♦ * 

♦ ELILD * 

♦ NEK SECTOR ♦. 

♦ HEAOER ♦ 

♦ ♦ 
♦*♦♦******♦♦**♦** 



*****(■*,********** 



***************** 



***** 
*BB * 
* D2* 



*****K 3 ********* 
* 

♦ BUILD OR 
«* REBUILO 

* DUMMY ENTRY 
* 
**************** 



******Kit*********** 

* WRITE * 

.X SECTOR TO 
* DISK * 

**♦♦♦♦***♦♦** 



**♦♦♦ 
*RB * 
* C?* 

* * 
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STRTC 

*****A1********** 

* PHASE * 
*-*-*-*-*-*-*-*-* 

♦INITIALIZATION * 

* * 
***************** 



*. .* 
*. • * 
* NO 



•*****B1 *********** 



******£2** ********* 



** ****b3*********** 



************* 



************* 



************* 



**** 

» 4 

► C4 * 

► * 
*'*** 



*****Ql********** 

* PHASE 1 * 
*-*-*-♦-*-*_*-*-* 

* ANALYZE * 
♦CGNTKOL RECORDS* 

* * 
***************** 



P1AX X 

*****Ol********** 

* PHASE 1A * 
*-*-*-*-*-*-*-*-* 

♦INITIALIZE I/C * 

* AND SYMBOL * 
•TAbLF OVERFLOW * 
***************** 

**** * 

* El *.X. 

* * . 
**** . 

STRT2 X 

*****£ 1********** 

* PHASE 2 * 
*-*_*_»_*_*_*_*_* 

♦PKCCESS PROGRAM* 

* HEACER * 

* STATEMENTS * 
***************** 



******F1*«* ******** 



************* 

**** * 

* * . 

* Gl *.X. 

* * 
**** . 

BGASM X 

*****C I ********** 

* PHASE 9 ♦ 
*-*-*-•-*-*-*-*-« 

* 'i.i-rrpi- SFARCH,* 

r/iMMii'i * 

* .-muTiNts ♦ 
***************** 



**************** 



***** 

PHAS 



*********** 

* * 

E 5 * A2 * 



PHASE 


t 


• 
• 
• 


02 


PHASF 


7 


* 
* 
• 


G? 


PHASE 


8 


* 
* 
* 


A3 



PHAS 
***** 



E 12 * 03 * 

* * 
*********** 



*****££********** 

* PHASE 5 * 
+-*-*-*-*-*-*-*-* 

* PROCESS ORG, *' 
♦ECU, BSS, BfSt * 

* HCNG STMTS * 
***************** 

* **** 
. * * 
..X* Gl * 
* * 
**** 
k .*. 

02 *. 



******tz*********** 



************* 



*****C3********** 

* PHASE 8 * 
*-*-*-*-*-*-*-*-* 

* PROCESS CALL, * 
♦LIBF, DSA, EEC,* 

* LINK, EXIT * 
***************** 

I **** 
. * * 
..X* Gl * 

* * 
**** 



.* PHASE 12 *. YtS 

IN CORE .*. 
*. .* 



******£ 3*********** 



************* 



ENDA1 X 

******C4 *********** 

PHASE 11 ( INT2I 

**-*-*-*-*-*-*-** 

READ SOURCE 

* STMT FROM * 

DISK 
************* 

**** 

* * 

* 04 *... 

* * . 
**** 

ENUA2 X 

******D4 *********** 

RUCRD 

**-*-*-*-*-*-*-** 

RfcAC SOURCE 

* STMT FROM * 
PRINCIPAL I/O 
************* 



******E4* ********** 



************* 

I **** 

* * 
..X* El * 

* * 

**** 



*****F 2** ******** 

* PHASE 6 * 
•-*-*-*-*-*-*-•-* 
♦PROCESS DC AND * 
♦IMPERATIVE INST* 

* STATEMENTS * 
***************** 

I **** 
. * * 
..X* Gl * 
* * 
**** 
\ .*. 

G2 *. 



.* 
*. .* 

* NC 



•*****H2*********** 



************* 



*. .* 
*. .* 
* YES 



*****G3********** 

* PHASE 12 * 
**-*-*-*-*-*-*-** 

* BUILD PROGRAM. * 
•HEADER, SET UP * 

* FOR PASS 2 * 
***************** 



► READ IN * 

PHASE 10, 

+UVERLAY STADD* 

ROUTINE 

************* 



************* 



P12AX X 

tt***G4 ********** 

* PHASE 12A * 
*-*-*-*-*-*-*-*-* 

* PROCESS *. 

* END STATEMENT * 

* * 
***************** 



*****J2********** 

* PHASF 7 * 
*_*_*_*_*_*_*_*_* 

* PROCESS DEC ♦ 

* ANC XLFC * 

* STATEMENTS * 
***************** 



**** 
» 4 

* Gl 1 

* 4 
***• 



*****J4 ********** 

* PHASE 4 * 

*_*_*_*_*_*_*_*. 

* PRINT 

* ASSEMBLY 

* ERRORS * 
***************** 



*X. 



HHAbl- 11, 

♦UVFRLAY INT1 * 

ROUTINE 

************* 



****K4 ********* 

* FXIT TO THE * 

* SUPERVISOR * 

* * 
*************** 



******£(,* ********** 



************* 



*****H5 ********** 

* PHASE 3 * 

*_*_*_*_*_*_*_*_* 

* PROCESS * 

* SYMBOL TA3LE * 

* * 
***************** 



****** j 5 *********** 



************* 
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* SAVF TIPS*, * 

* XECSV* AND * 

* SFT NriWEkO * 

* * 

***************** 



*****E2** ******** 

* * 

* RfcTtfrMINE * 
.X* SYPRCl TABLE * 

* IIFITS * 

* * 
***************** 



*****£!********** 

* * 

* SET UP * 

* INTERRUPT * 

* TV * 

* * 
***************** 



******C2***** ****** 

fUSKl 

***************** 

WRITE BLANK 

HEAnbR CN FIRST 

SFCTGP OF CIB 

************* 



****** pi* ********** 

DISK1 

***************** 

LOAD 

* PHASE 9 * 

************* 



.* *. 
.♦33 SECTORS ♦ . YES 
♦WORKING STORAGE^.... 
♦.AVAILABLE.* 



******F1 *********** 

DISK1 

***************** 

LOAD PRINCIPAL 

* PRINT ISS ♦ 

SUBROUTINE 

************* 



******E2*********** 

ERNTO 

***************** 

PRINT ERROR 

♦ MESSAGE * 

AfU 

************* 



******P1 *********** 
DISK I 

***************** 

LOAD PRINCIPAL 
♦ I/O ISS * 

SUBROUTINE 
************* 



****F2********* 

► fXIT TO THE * 

► SUPERVISOR * 

► 4 
*************** 



******G2* ********** 
FLIPR 

***************** 

LOAD 
* PHASE I ♦ 

************* 



***** 

♦ BO * 

* Al* 
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***♦ 

* * 

* A2 * 

* 4 
**** 



*****A2********** 









* FORCE * 












* WORD COUNT * 










* ECUAL 32C + 










* * 










***************** 










**** 1 










* * 










* B? *.X. 










* * 










**** . 




FLIPP 






CNE !0 X 


TV3 


*»»**P1 ********** 


******Q2***** ****** 


*****B 3 ********** 


* DISKl * 


DISKO 


* BRANCH TO * 


***************** 


**-*-*-*-*-*-*-** 


* PRINCIPAL * 


* 




* 


BEAD OR 


* PRINT * 


* PtAC 


OVERLAY * 


* WRITE * 


* ROUTINE * 


* 




* 




* * 


***************** 


************* 


***************** 


PRBCK 


X 




X 
. *. 






******************* 


c? *. 


X 




* 


* 


.* *. 


****C3*** ****** 


* PHASE 


• 


S1A * 


.* +. NO 


* EXIT TO * 


* 1 


* 


S1AC2* 


*. OPERATION .«... 


* PRINCIPAL * 




* 


* 


*. COMPLETE .♦ 


* PRINT ROUTINE * 








*. .* 

*. .* 


*************** 




* 


* 




* PHASF 


* 


* 


* YES 




* 1A 


* 


PIAX * 








* 


* 




* PHASE 


* 


* 






* 2 


* 


STRT?* 


J 
*****02* ********* 






* 


* 




* PHASE 


* 


* 


* * 




* 3 


* 


S3A ♦ 


* REPLACE 2 * 

* SAVEC WORDS * 
» AT IOAR * 






* 


* 




* PHASE 


* 


* 


* ADDRESS * 




* 4 


* 


S4A * 


***************** 






* 


* 




* PHASE 


* 


• 






* 5 


♦OP0KE2 * 


X 






* 


* 




* PHASF 


* 


* 


• ♦. 




* 6 


* 0PPKE2 * 


F2 *. 










• * *. 
• HORE SECTOFS*. NO 






• 


* 




* PHASE 


* * 

* OP0KE2 » 








* 7 


*. WRITE .* 












*. .* 
♦ . .* 








* 


* 




* PHASE 


* 


* 


* YES 






* 8 


• 


GPOKE?» 










* 


* 




* PHASF 


* 


* 








* 12 


* 


S12A + 














MULT20 X 

*****F2** ******** 


MULT 18 






* 


* 


X 


* PHASE 


* 


* 


* INCREMENT * 


****F3**+****** 


* 12A 


* 


P12AX* 


* ICAR ACDRESS * 


* EXIT TO * 


******************* 


* BY 320, * 
♦SECTOR ADDRESS * 


* DISKl * 








* * 








* BY 1 * 


*************** 








***************** 







DISKl 

*****p i ********** 

* SET UP IOAR * 

* ANC FUNCTION * 

* COOES IN * 

* CALLING * 

* SEQUFNCF * 
***************** 



*****JI** ******* 

* 

* SAVE 2 WORnS 

* AT IOAR 

* ADDRESS 
* 
**************** 



.* *. **** 

•*WORD COUNT *. NO ♦ * 
♦.GREATER THAN .*.,-. X* B2 * 

♦. 320 .* * * 
*. .* **** 



**** 
» * 
► A2 * 
t * 

**** 
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***** 

♦ BO * 

* Al* 



S1A X 

******A1 *********** 
ROCRO 
***************** 
..X READ A 

* RECORD * 



**** 

* * 

* Al * 

* * 
**** 

LXR3 



************* 



.*. 

Bl *. 
.* *. 
.* CONTROL *. 
*. RECORD 

*. .* 

*. .♦ 
*. .* 
* YES 



.* 
* 

PASS 1 
*. 
*. 



* El * 
► A 
♦ *** 



NO 



CKBLN 



.* 
* YFS 



.♦• 

01 *. 

.* ♦ . 

VALIO ^ 

CONTROL 

. RECORD ." 



C0M1 

*****A2********** 

* CLCTN * 

*_*-*_*_*-*_*_*_* 

* DETERMINE * 

* SIZE FOR * 

* COMMON + 
***************** 



*****B2********** 

* * 

* SAVE COMMON * 

* SIZE IN * 

* SCOMN * 

* * 
***************** 

'. **** 

..X* B4 * 
* * 
**** 
DFINE 

*****£ 2* ********* 

* * 

* SET FILSW * 

* NCN-ZERO ■ * 

* * 

* * 
***************** 



* Al i 

* i 
**** 



* YES 



* TABLE 


* 


A3* 


* * 

* PUNCH SYMBOL* 

* TABLE * 


* 

* 

H3* 


* Twn PASS 

* HIDE 


* 
* 
* 


* 

* 
D3* 


* 

* LIST 

* CFCK E 


* 
* 
* 


* 

* 

F3* 


* LIST 

* DECK 


* 
* 
* 


* 

* 

E3* 


* *" 

* SAVE SYMBOL* 
J TABLE * 


* 

* 

G3* 


* ** 

* SYSTEM * 

* SYMEOL TABLE* 


* 

* 

H3* 


J LEVEL 

* 


* 

* 
* 


* 

* 


J FILE 

* 


* 
* 
* 


* 
C2* 

* 


*"** ** 

* COMMON 

♦ 


* 
• 
* 


* 
AZ* 

* 



******************** 

* * * 

* CONTROL * * 

* RECORD * GO * 

* CPTION * TO * 

* * * 
******************** 

* * + 

* PRIST SYMBOL* * 



*****02*** ******* 

* CLCTN * 
*_*_*_*_*_*_*_*_* 

•CONVERT NO. OF * 
♦WORKING SECTORS* 

* TO BINARY * 
***************** 



*****F2********** 

* * 

* STORE NO. OF * 
♦WORKING SECTORS* 

* IN FILSZ * 

* * 
***************** 



*****F2 ********** 

* * 

* INCREMENT * 

* ADCOW * 

* BY 7 * 

* * 
***************** 



..X* B4 * 
* * 
*•** 
INTLV 

*****G2* ********* 

* CLCTN * 
*-*-*-*-*-*-*-*-* 

* CONVERT * 

* IL NUMBER * 

* TO BINARY * 
***************** 



.* *. 

.* MORE THAN *. 

*.?. LEVEL CNTRL. 

*. RFCORDS .* 



* ENTER * 

* 8000 HEX *. 

* INTO STOPT * 

* * 
***************** 



* ENTER * 

* 0001 HFX *. 

* INTO STOPT * 

* * 
***************** 



LIST 

*****C3********** 

* * 

* ENTER * 

* 8000 HEX *. 

* INTO LSTOP * 

* * 
***************** 



* SET PASS MODE 
*SWITCH t PSHDE, 

* TO ZERO 



* A4 «... 

* * . 
**** . 

NOCTL X 

*****A4********** 

* ENTER 10 TO * 
*P0S1TI0NS 68-71* 

* OF I/O BUFFER * 



***************** 



* B4 *.X 



**** 
CCCOM X 

*****B4********** 

* P9MVE * 
*-*-*-*-*-*-*-*-* 

* MOVE DATA - * 

* INPUT AREA TO * 

* OUTPUT AREA * 
***************** 



******C4*********** 

TV3 

***************** 

PRINT CONTROL 

* RECORD * 

************* 



*****04********** 

* * 

* INITIALIZE TO * 

* COMPARE NEW *" 
♦CONTROL RECORD * 



***************** 


X 




***************** 


X 




**** 












• 


* 


**** 










* B4 


* 


* * 






* Al 




* 


* 


* E4 «... 










*•** 


* * . 














**** . 








LSTOR 




ENOCC X 








*****E3********** 






*****E4********** 




* * 






* 




* 




* ENTER * 






* SET UP 


TO 


* 




* 8000 HEX *. 






* LOAD 




* 




* INTO LSKOP * 


. 




* PHASE 


1A 


• 





***************** 



* ENTER * 

* 0001 HEX *. 

* INTO LSKOP * 

* ♦ 
***************** 



**** 
► * 

* B4 * 

* * 
**** 



**** 

► 4 

► B4 « 

► 4 
*•** 



***************** 



******F4*********** 

FLIPR 

***************** 

LOAD 
* PHASE 1A * 

************* 



***** 
+ BP * 
* Al* 



***************** 



LIST * C3* 

' # 

>******************• 
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.* level *. 
*. nc. greater . 

*. THAN 5 .* 
*. .* 



*****K2**** ****** 

♦ * 

♦ STORF * 

♦ IL NUMBER * 

♦ * 

♦ * 
***************** 

X 
**** 

* * 

* P4 ♦ 

* * 
**** 



**************** 



P1406 X 

******J3* ********** 

DISK1 

***************** 

READ IN 

♦SYSTEM SYMBOL* 

TABLE 

************* 



*****K3********** 

* * **** 

* RESET LOW END * * * 
*. OF *....X* B4 * 

* SYMBOL TABLE *• * * 

* * **** 
***************** 
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***** 
*BP * 
* Al* 



X 
.*. 

Al *. 



.* 

CARD I/O 

*. .* 
*. .* 

* NO 



*. 



*****A2** ******** 

* SET ENDST * 

* EOUAL TO PRINC* 

* PRINT ROUTINE * 

* END * 



X 


***************** 


**** 




* 


**** I 


El * 


* * . 


* 


* B2 *.X. 


**** 


* * . 




*•** 



CI 


"*. 

* 


*. 




PASS 


1 


„ 


* 






* 






.* 






*. 


.* 






* 


YES 







* 


MOVE I/P 


* 


* 


RECORD 20 


* 


* 


POSITIONS 


* 


* 


RIGHT 


* 


***************** 


i 


*** * 




* 


* . 




* 


El *.X. 




* 


* 




**** X 




CRDIC 


.*. 

El *. 
.* *. 






* 


*. NO 


*« 


PASS 1 


.*. ... 




*. , 


* 




*. .* 





*****B2********** 

* * 
♦INITIALIZE FOR * 

* SYMBOL TABLE * 

* OVERFLOW * 

* * 
***************** 



* INITIALIZE TO * 
(* LOAD * 

* PHASE 2 * 

* * 
***************** 



******C2*********** 

FLIPR 
**-*.*-*-*-*-*-** 

LOAD 
* PHASE 2 * 

************* 



X 
***** 
*BO * 
* Al* 



YES .* ONE *. 
...*. PASS MODE . 

*. .* 



,* *. **** 

LISTING *. YES * * 
SPECIFIED .*....X* A2 * 



*****H 1 ********** 

* SET ENOST * **** 

* ISYMBOL TABLE * * * 

* ENC» EQUAL TO *....X* B2 1 

* PHASE 10 END * * * 

* * **** 
***************** 



Jl *. 
.* *. **** 

► LISTING *. YES * * 
SPECIFIEO .*....X* A2 * 



*****K1 ********** 

* SET ENOST * 

* (SYMBOL TABLE * 

* END) EQUAL TO * 

* PHASE 11 ENO * 

* * 
***************** 
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***** 

♦ P.C ♦ 

* Al* 



.* SAVE ♦ .NO 

►.SYMBOL TABLE .*... 
*. OPTICN .* 
+ . .* 



*****B1 ********** 
♦FORCE ABSOLUTE * 

* ASSCHBLY. * 

* IJISALLOW ENTf * 

* ISS, ILS, CR * 

* LIPR * 
****** *********** 



**** 
» * 
* CI *.X 



I .*. 

A2 *. 

. * *. 
.♦RELOCATION *. YES 
.MOOE ABSOLUTE. ♦... 



• *. 

\ ♦ . 

.♦ *. 



*. 



*. 



.* 



.* 



**** X 
S2"CO .*. 
CI * 



*. 

4 

**** 

♦ * 

* Dl *, 
¥ * 

**** 



******[ I*********** 
PAIBL 

**-*_*-*-*-*_*-** 

LIST RFCORP IF .. 

♦RFC'D. READ A* 

RECORD 

************* 



)H .♦. 

B2 *. 

.* *. 

.* PRECEDED *. YES 

► .BY ISS OK ILS.*... 

*. .* 

*. .* 

*. .* 



.* ENTCT *. 
*. FtUAL ZERO . 

*. .* 

*. .* 
*. .* 
* NO 



.♦RELOCATION *. YES 


.♦PRECEDED BY*. YES 


.♦ IL NO. *. YES 


*.MOOE ABSOLUTt.* 


... 


♦ISS, ENT, ILS,.* 
*. OR LIBR .* 


... 


♦.GREATER THAN .*:.. 


*. .* 






*. 5 .* 


*. .* 




*. .* 




*. .* 


*. .* 


X 


*. .* 


X 


*. .* 


* NO 


**** 


* NO 


**♦* 


* NO 


; I 


* * 

* G2 * 




♦ * 

* G2 * 






* * 




* ♦ 




". X 

.*. 


**** 




♦ ♦♦♦ 






X 




X 


B3 *. 




*****B4* ********* 




*****85 ********** 


.* *. 




* • 




* * 


X .* PRECEDED *. YES 


* SET RLMDE * 




♦SAVE TO INSERT * 


*EY ISS, ENT, OR* 




* EQUAL ZERO * 




♦ IN PROGRAM * 


*. ILS .* 




* * 




* HEADER * 


*• .* 




* * 




* * 


*. .* 


X 


***************** 




***************** 


* NO 


**** 

* * 

* G2 ♦ 

* * 
• *** 






I **** 

♦ * 
..X* Dl * 

♦ * 
**** 


* X 




X 






*****C3 ********** 




*****CA ********** 






* SCAN * 




* ♦ 






X *_*_*_*_*-*_*_*_* 




* SET L.A.C. * 






* GET ISS NO. * 




* TO LOWEST * 






* * 




* ADDRESS * 






* * 




* AVAILABLE * 







♦*** 

► 4 

► G2 * 
* 4 

*♦♦* 



***************** 



*****02********** 

* ♦ 

* CECREMFNT * 

* ENTCT BY 1 * 
♦INCREMENT PROGM* 

* HCR PY 3 * 
***************** 



► CI * 

► 4 
*♦** 



♦PACK EBCCIC OP * 

♦ CODE. SFARCH * 

♦ SPECIAL OP ♦ 

♦ CCCE TABLE * 
***************** 



X 

.♦. 

FI ♦. 

.* *. 

.* OP CODE *. 

♦. IN SPFCIAL .* 

*. TABLE .* 

♦ . .* 

*. .* 

* YES 



***************** 

♦ * * 

* FNT * A2 * 



ISS 


* 
* 
* 


A3 


L IBK 


* 
* 
* 


K3 


ABS 


* 
* 
♦ 


A4 


FPR 


* 
* 
♦ 


G5 


SPR 


♦ 
* 
♦ 


J5 


HDNG 


* 
* 
* 


04 





♦ . .♦ 
♦ . .* 
* YES 




X 
**♦♦ 
* 
♦ 01 

♦ 


















**** 




X 






*****f2********** 
♦ S210C * 
*-*-*-*-*-*-*-*-* 




♦GfcT FNTe 

♦ NAft 

♦ ADDF 

********! 


Y PriNT*. 

AND * 
(ESS * 
********* 


X 



SYNER X 

**+**E3********** 

* ERFLG * 

*-*-*-*-*_*-*_*-* 

* SYNTAX ERROR * 

* SET ISS NO. ♦ 

* EQUAL ZERO * 
***************** 



***************** 

I **** 

♦ ♦ 
..X* Dl * 

* ♦ 

***♦ 



************* 



**** 
. *BU * 
. .X + 03 



♦ ♦♦♦ 

♦ ♦ 

♦ D5 ♦... 

♦ ♦ .X 

*♦** . 
X 
*****[)5 ********** 

♦ ERFLG * 
*-*-*-*-*-♦-*-♦-* 

♦ SYNTAX ERROR * 

♦ * 

♦ * 
***♦♦****♦*♦♦*♦** 

I **** 

* * 
..X* Dl * 

♦ ♦ 
♦ ♦♦♦ 



*****p 3* ********* 

* SAVE ISS NO. * 

* ANC NUMBER * 

* OF LEVELS FCR * 

* HEADER * 

* * 
****♦*•♦**♦♦♦**** 





♦ *♦* 








***♦ 


♦ 


* 






♦ * 


* PI 


* 






* G2 *... 


* 


♦ 






* ♦ . 


♦ ♦*♦ 








♦ *♦* 






X 




S20T6 X 






.*. 




*****G2********** 






G3 *. 




♦ ERFLG * 






.♦ *. 




*-*-*-*-♦-*-*-*-* 






.* *. NO 


* OP CODE * 


... 




*. PASS 2 .*.... 


* ERROR * 






*. .* 




* ♦ 






*. .* 




***************** 


X 




*. .* 


X 




**** 




* YES 


♦ *** 




* 


* 




♦ 




♦ CI 


* 




♦ 01 




♦ 


* 




♦ 




**** 




X 


**** 


S20UT X 




*****H2 ********** 






*****H3********** 




* * 






* S2100 * 




* INITIALIZE * 






*-*-*-*-*-*-*-*-* 




* TO LOAD * 






♦ COLLECT * 




* PHASE 6 * 






* ISS NAME * 




♦ * 






♦ ♦ 




***************** 






***************** 

I **** 

* * 
..X* Dl * 

* ♦ 
*♦** 





**♦* 




*BQ * 




* f> *... 




* * 




***♦ . 




RT2 X 




*****r 5 ********** 


* 


* 


* RESTORE * 


* ADDRESS 


AT * 


♦ RTPN 


• 


♦ 


* 


***************** 


• 


**** 




* • 


..X* CI * 




♦ * 




**#♦ 



fcNl , ILb, 
♦ . OR Lit 



U .*. 

G5 *. 

.* PRECEDED *. VE S 
*. BY SPR .*•••• 



*. 



.* 



♦ ♦♦♦ 

* 4 
► G2 4 

* 4 

♦ ♦♦♦ 



**** 

* 4 

* G2 4 

* 4 

**** 



*****H4* ********* 

♦ SCAN ♦ 
*-*-*-*-*-♦-*-*-* 

♦ GET INTERRUPT * 

* LEVFL NO. * 

* * 
***************** 



*****H5 ********** 

* * 

♦ SET EXTFNOED ♦ 

♦ PRECISION * 
♦SWITCH (EPRSWI * 

* • 
***************** 

'. *♦*♦ 

♦ * 
..X* Dl * 

* * 
**** 



* ILS * FA * 

* * * 
444************** 



**4c***J?*********** 

FLIPR 

**-*-*-*-*-*-*-** 

LHAD 

* PHASE 6 * 

************* 



***** 
*CF ♦ 
♦ Al* 
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* TURN CN ♦ 

* LIBR SWITCH * 

* (LBRSW) * 

* * 
***************** 



**** 
K 4 

► 01 4 

► 4 
**** 



J4 *. 






.* *. 






* INTFRRUPT 


♦ . 


NO 


LEVEL NO. 




♦ . ... 


*. NUMERIC 


♦ 




♦ . .* 






*. .* 




X 


* YES 




*♦*♦ 

♦ 


. 




♦ D5 


X 




* 


**♦♦ 




**** 


* * 






* A5 * 






* * 






♦ **♦ 







J5 



.*. 



*. 



.♦ PRECEDED *. y ES 
BY EPR .*••.. 
.* 



*****K5********** 

* * 

* SET STANDARD * 

* PRECISION * 
♦SWITCH (SPRSWI * 

* * 
***************** 



**** 

► 4 

► Dl 4 

► * 
**** 
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***** 
*BR * 
* Al* 



**** 

► * 

► A? *... 

► * 
**** X 

3 .*. 

A2 *. 
. * *. 
.* ANY 

► . SYMPOIS IN 

*. FA&LE • 
*. .* 



**** 

► 4 

* Gl 4 

> 4 
**** 



»* *. 
.* 4 

♦. ERCNT EQUAL 



NO .* CTSYM 4 

...♦.GREATER THAN 

*. IOC .4 



****01 ********** 

* 

SET DATA IN * 

STPSV *. 

(STOP SAVE) * 

* 

**************** 



*****£ J ********** 

* * 

* SET UP TO * 

* SAVE SYSTEM * 

* SYMBOL TABLE * 

* * 

***************** 



WRTST X 

******PV *********** 
DISK1 

**-*-*_*-*-*-*-** 

WRITE SYMBOL 

TA8LE TO DISK* 

***«*•**•**** 

**** '. 

* * .X 

* Gl *.X. 

* * . 
**** 

S3A2 X 

*****G1 ********** 

* SAVE RLMDE. * 

* SAVE SECTOR * 
♦ADDRESS OF LAST* 

* DSF OUTPUT * 

* * 
***************** 



L1PH3 

*****t>2********** 

♦ MCVE AREA * 
♦TO BE OVtRLAIC ♦ 

♦ BY PRINT ♦ 

♦ RrUTIKE INTO ♦ 

♦ PHASE 9 ♦ 
***************** 



.* PRINCIPAL ♦• YES 
.PRIM ROUTINE.*... 
*. IN CCRH .* 
*. .* 



******0 2*********** 

DISK! 

**-*-♦-*-*-*-*-** 

LOAD PRINCIPAL 

♦PRINT ROUTINE* 

************* 



**** 

► 4 

► A3 * 

► * 
• *** 



***** A3 ********** 

* * 

* INITIALIZE ♦ 

* TO DUMP ♦ 

* SYMBOL TABLE * 

* * 
***************** 

***• 

* * 

* B3 ♦.X 

* * 

• **• 
■* X 

******B3*********** 

SUCMP 

**-*-*-*-*-*-*-** 

DUMP RECORD OF 

* 5 SYMBOLS ♦ 

************* 



.*. 




C3 *. 




• * ♦• 




.* DUMP * 


YFS 


. COMPLETE 


*. . • . 


ICTSYM ECUAL+ 




*. CI .* 


. 


♦ . .♦ 


X 


♦ NO 


**** 




* 


. 


* A5 


. 


• 




**** 


X 




.♦. 





.* 
.* 
NO 



.* 5 OR *. 

.MURE SYMBOLS*. YES 
♦. LFFT BCFORE .*.... 
♦.OVERFLOW .* 



*****C4********** **** 

* * 

* FHRCE OUTPUT * 
•OF SHORT (LESS * 
•THAN 5 SYMBOLS)* 

* RECORD ♦ 
***************** 

'. **** 

. * * 
..X* G3 * 

* * 
**** 



**** 

* * 

* AS *... 

* * . 
**** 

sinuT x 

******A5*********** 

(-LIP* 

**_*-♦_*_*_*_*_** 

LOAn 

* PHASE 4 * 

************* 



***** 
*BS ♦ 
* Al* 



.* 



E3 



*. 



REST OF ♦. NO 
♦.IN-CORE MOVED.*.... 
♦TO PHASE 9.* 
*. .♦ 

♦ . .♦ X 

♦ YES 



♦ *** 
4 

B3 4 
4 

**** 



**** 
t * 

► E4 *.X 



**** 
DOSTO X 

*****E4 ********** 

* * 

* SET UP TO * 
♦CONTINUE OUTPUT* 

♦ FROM PHASE <5 ♦ 

♦ AREA ♦ 
***************** 



F? *. 

.* *. 
' PRINCIPAL < 

I/O ROUTINE 

■. IN CCRE .* 

♦. .♦ 

♦. .♦ 

♦ NO 



RSTIO 

******G 2** ********* 

DISK1 

**-*-*-*-*-*-*-** 

LOAD PRINCIPAL 

* I/C ROUTINE * 

************* 



*****F 3* ********* 
» RESET * 

* PARAMETERS TO * 

* CONTINUE ♦ 

* IN-CORE FROM * 

* PHASE 9 ♦ 
***************** 



**** 
* * 

► G3 *.X 
I * 

**** 



******G3*********** 

SUDMP 

**-*-*-*-•-•-*-** 

DUMP RECORD OF 

* 5 SYMBCLS ♦ 

************* 



**** 
» * 
► FA *.X 
» • 

**** 



******F4 *********** 

DISK1 

**-*-*-*-*-*-*-** 

READ 

OVERFLOW SECTOR 

************* 



******G4 *********** 
SUD«P 

**_*-*_*_*_*_*_** 

DUMP RECORD OF 
* 5 SYMBOLS ♦ 

************* 



H2 *. 
■ * *. 

.PHINT am;/cr^. 
♦PUNCH SELFCTFC. 



.♦ ANY *. YES 


.* HUMP OF *. NO 


♦TABLE OVERFLOW.*.... 


♦OVERFLOW SECTOR*.. 


*. .* 


♦.COMPLETE .* 


*. .♦ 


*. .* 


*. .* X 


♦ . .* 


* NO **** 


* YES 



****** J 1 *********** 

GETER 

**-*-*-*-*-*-*_** 

LOAD 

* tRPCR PRINT * 

RUUTINE 

************* 



******«! *********** 

ERNT3 

**_*_*_*_*_*_*_** 

PRINT 

♦ERROR MESSAGF* 

A04 

************* 



**** 

► 4 

► A2 4 

► 4 
**** 



*****j7*********** 




J3 *. 


J4 *. 




TV3 




.* *. 


.* ♦. 


**** 




.* 


OUMP *. YES 


.♦ ANY MURt ♦. NO 


* 


PRINT MESSAGE 


*. 


COMPLETE .*.... 


♦. OVERFLOW .♦... 


• X* A5 


■SYfECL TABLE'* 


* 


.♦ . 


♦. SECTORS .♦ 


* 






♦ . .♦ 


*. .♦ 


**** 


************* 




♦. .♦ X 
♦ NO *•** 


*. .* 
* YES 




• 




* * 

* A5 * 


; 




X 




X * * 


X 




**** 




**•* **** 


*»***K4*** ******* 




* • 




* * 


* * 




* A3 * 




♦ G3 ♦ 


♦ SET UP TO * 




* * 




♦ * 


♦ DUMP ANOTHER * 




**** 




***• 


♦ OVERFLOW * 
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**** 

► 4 

* F« * 

► 4 
**** 
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***** 
*BS * 
* Al* 



*****/»! ********** 

* * 

* SET CLANKS * 

* IN SAREA. * 

* SPACE PRINTER * 

* * 
***************** 



YES .* *. 

...*. 1 ERROR .* 
*. ONLY .* 



*****[)1 ********** 

* * 

* CONVERT * 

* frPROR COUNT, *.... 

* SET IN OUTPUT * 

* MESSAGE * 
***************** X 



*****E i ********** 

* * 
♦SET 1 IN FRROR * 

* COUNT. REMOVr * 

* PLURAL FRCM * 

* ERRORS * 
***************** 



*****H?*«******** 

* * 

* rrve error * 

<* MESSAGE TO * 

* IJLTPUT AREA * 

* * 
***************** 



******C2*********** 

TV3 

**-*_*-*-*-*-*-** 

PRINT ERROR 

* MESSAGfc * 

************* 



*****02** ******** 

* * 

* KUVE USE TO * 

* START OF * 
♦WORKING STORAGE* 

* • 
***************** 



*****E2********** 



***************** 



****P2********* 
» EXIT TO THE 1 

* SUPERVISOR * 

* 4 
*************** 
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***** 

*BT * 

Al* 



* * 


**•* 




**•* 




* 


* * 




* * 




# 


* A2 *... 




* A3 *... 




• m 


* * . 
**** . 




* * . 
**** X 




ORGA 5 


NALGN X 


ER2 .♦. 




*****A1 ********** 


** *** A 2**** ****** 




A3 *. 




* SCAN * 


* SCAN * 




.* *• 




•-*-*-*-*-*-•-•-* 


*-*-*-*-*-*-*-*-* 




••RELOCATION *. YES 




* EVALUATE * 


* EVALUATE * 




*.HCDE ABSOLUTE.*.... 




* OPFRANC * 


* OPERAND * 




*. .* . 




* * 


* * 




*. .* 




***************** 


***************** 




*. .* X 




". 


• 




* NO **** 
. * * 
* F4 * 
. * ♦ 

**** 
X 
.*. 




5 


X 


A8 


.*. 


*****B1********** 


•****B?** ******** 




B3 *. 


B4 *. 


* ORGBS * 


* ORGBS * 




.* *• 


■ * *• 


*-*-*-*-*-*-*-*-* 


*-*-*-*-*-*-*-*-* 




.* OPERANO ♦ . NO 


.* *. NO 


♦RELOCATION AND * 


♦RELOCATION AND * 






X*. ORG .*.. 


* OPERAND * 


* CPEPANO * 




*. .* 


*. .* 


♦ ERROR CHECK * 


* ERROR CHECK * 




♦ . .♦ 


*. •♦ 


***************** 


***************** 




*. .* 

* YES 


*. .* 
* YFS 



.* 



CI 



*. 



*. 



YES .* POSITION 
...♦.18 nF RECORD .* 
*. BLANK .* 
*. .* 
*. .* 
* NO 



.*. 
Dl *. 

.* *. 
.* POSITION *. NO 
*. IS EQUAL .*... 
*. M .* 
*. .♦ 
*. .* 
* YES 



*****E1 ********** 

* * 

* SET L.A.C. ♦ 

* EQUAL TO * 

* OPERANO VALUE ♦ 

* * 
***************** 

**** 



* Fl *.X 



**** 
ORGEP X 

******F 1 *********** 

LDtBL 

*♦-*-*-*-*-*-*-** 

LOAD LABFL. 

♦ READ NEXT * 

RECORD 

************* 

I **** 
. *CE * 
..X* Al * 



***** 
*BT * 
* HI* 



*****£?********** 

* L.A.C. SET * 

* FCUAL TO * 

* LABEL VALUE * 

* PLUS OPERAND * 

* VALUE * 
***************** 



.*. 
02 *. 

.* *. 
.* *. NO 

op cone .*... 
*. bes .♦ 
*. .* 
*. .* 

* YES 



*****E2********** 

* • 

* LABEL VALUE ♦ 

* SET EQUAL TO * 

* LAST LOCATION * 

* PLUS 1 ♦ 
***************** 



*. NO 
.* 



♦. • * 
*. .* 
* YES 
. **** 

. * * 
..X* E4 * 

* * 
**** 



*****>C4********** 

* . ERFLG * 
*-*-*-•-*-*-*-*-* 

•X* RELOCATION * 

* ERROR * 

* * 
***************** 



*****Q4********** 

* OPERAND VALUE * 

* EQUAL 0. * 

* OPERAND * 

* RELOCATION * 

* EQUAL 0. * 
***************** 



**** 
► * 
» EA *.X 
* * 

**•* 



****£4 ********* 

► FXIT TO THE * 

► CALLING * 
* ROUTINE « 

*************** 



•****F 2**** ****** 

* B4HEX * 
*-*-*-*-*-*-*-*-* 

* NO. RESERVED * 

* WORDS TO I/O * 

* PUFFER (9-12) * 
***************** 

* *••* 

* * 
..X* Fl * 

* * 

**** 



• *** 








* • 








* F3 *... 








* * . 








**** X 








N0ER2 .*. 








F3 *. 








. * *. 








.* *. YhS 






*. PASS I .*. 


... 






*. .* 








*. .* 


m 


**** 




*. .♦ 
* NO 


X 
***• 


* * 

* G4 * 






• * 


* * 






• A3 * 


**** 






* • 








• *** 


X 




X 


FQU2 .*. 




*****G3*** ******* 




G4 *. 




* ERSCH * 




.* *. 




*-*-•-*-*-*-*-*-* 




.* UNDEFINED 


* 


* SFARCH ERTBL • 




*. SYMBOL IN 




* FOR INTERNAL * 




*. OPERAND 


* 


* STMT. NO. * 




*. .* 




***************** 




*. .* 




. 




* NO 





***** 

*BT * 
* A5* 



EQUA X 

*****a";********** 

* SCAN * 

*_*_*_*_*_*_*_*_* 

* FVALUATF * 

* CPERAMD * 

* * 
***************** 



*****p,5 ********** 

* * 

* LABFL VALUE * 

* SET FQUAL TO * 

* OPERAND VALUE * 

* * 
***************** 



D5 *. 
.* *. 
YFS .* UWfcFINCO *. 
...*. SYMBOL IN .* 
*. TP6RAND .* 
*. .* 
*. .* 
* NO 
**** . 

* * . 
+ F5 *.X. 

* * 
**** 

.EQLBL X 

*****£5*** ******* 

* OPERANT * 

* RELOCATION * 

* VALUF PUT IN *.... 

* LABEL RFLOCA- * 

* TION WORD * 
***************** 



FQUER X 

*****F 5 ********** 

* ERAOO * 
*-*-*-*-*-*-*-*-* 
♦ENTER INTERNAL * 

* STATEMENT NO. * 

* IN FRTHL * 
***************** 

I **** 

. * ♦ 
..X* E5 * 
* * 
*•** 



*. .* 
♦ . .* 
* YES 



L.A.C. EVEN 



*****K1 ********** 
+ ACO 1 TO L.A.C* 

* STORE RESULT * 

* IN LABEL * 

* VALUF (LABVL) * 

* * 
***************** 



**** 
► A2 
**** 



ORGBS .*. 


.♦. 






X 


H2 *. 


H3 *. 






*****H4********** 


.* *. 


.♦ ♦. 






♦ ERSCH * 


.* *. NO 


.♦ NUMBER ♦. NU 




♦-♦-*-*-*-*-*-*-* 


*. ANY OPERANO .*.... 


♦. IN ERTBL .♦. 


m 


m 9 


* SFARCH ERTBL * 


*. ERROR .* 


*. .* 






* FOR INTERNAL * 


*. .* . 


♦ . .* 






* STMT. NO. * 


*. .* X 


*. .* 




X 


***************** 


* YES **** 


* YES 




**** 




* . ♦ ♦ 




* 


* 




* . * F3 * 


, 


* 


A3 * 




* . * * 




* 


• 




. **** 






**** 




X 


# 






X 


FR1 .*. 


X 






.*. 


J2 *. 


*****J3********** 






J4 *. 


.* *. 


♦ ERFLG • 






.* *. 


.* *. NO 


*-*-*-*-*-*-*-*-* 






.* NUMBER *. 1 


*. PASS 1 .*.... 


* * 






*. IN TABLE .♦ 


*. .* 


* UNDEFINEO * 






♦ . .* 


*. .* . 


* SYMBOL ♦ 






♦ . .♦ 


*. .* X 


***•****•***•**•* 






♦ . .♦ 


* YES **** 


e 






♦ YES 


* . * * 










* x * A3 * 

♦ *****K2********** * i *»** 
* ERADD * "" 


X 
****** 3********** 






X 
*****K 4 ********** 


* OPERANO VALUE * 






* ERFLG ♦ 


*-*-*-*-*-*-*-*-* 


♦ tCUAL 0. * 






♦-*-*-*-*-*-*-*-* 


♦ENTER INTERNAL * 


* OPERAND * 






* UNOEFINFO * 


* STATEMENT NO. * 


* RELOCATION * 






* SYMBOL ♦ 



***************** 



EQUXT X 

******K 5 *********** 

LDLBL 
**-*-*-*-*-*-*-** 
...X LOAD LABEL. 

* READ NEXT * 

PECORO 

************* 



* A3 * 

* 4 
*•** 



X 

***** 
*CF * 
* Al* 
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ERATH 

*****31* ********* 

* ERSCH * 
*_*_*_*_*_*_*_*_* 

♦SEARCH ERTBL TO* 
♦LDCATF SLOT FOR* 

* CURRENT NC. * 
***************** 



.♦. 

CI *. 

,* *. 

.♦ *. YES 

♦FRTBL FULL (25.*... 

♦.ENTRIES) .♦ 

♦. .* 

♦ . .* 



♦ NO 



*****Q I ********** 

♦ENTER INTFRNAL * 

♦ STATEMENT NO. ♦ 

♦ IN FRTBL, ♦ 

♦ ADJUST TABLE ♦ 

♦ POINTER ♦ 
***************** 



****tl********* 

► FXIT TO THE * 

► CALLING 1 
» ROUTINE =< 

*************** 



♦ SET ERSW TO * 

♦ ZERO INC. NOT ♦ 

♦ IN TAeLEI * 

♦ * 
***************** 



.X. 

X 

.♦• 



.* INTFRNAL ♦. YCS 
♦STMT. NO. EQUAL*.... 
♦TABLE ENTPY^ 



*. .♦ 


X 


♦ NO 


**** 




* 




* c? 




* 




**** 


X 




.*. 




Jl ♦. 





YES .♦ MORE *. 
...♦. ENTRIES IN . 
+. TA3LE .♦ 
♦. .* 



*****A2*** *♦♦♦♦♦♦ 

♦ ♦ 
♦SET ERTBL FULL* 

♦ INDICATOR ♦ 

♦ (EKSWA) ♦ 

♦ NCN-ZERO ♦ 
***************** 



****H ?♦******** 

* EXIT TO THE * 

* CALLING "t 
» POUTINF * 

*************** 



**** 

♦ * 

♦ C2 ♦... 

♦ * . 
**** . 

TBLNO X 

*****C? ********** 

♦ * 

♦ SAVE FRTBL ♦ 

♦ PCINTER FOR *. 

♦ NEXT ENTRY * 

♦ * 
***************** 

**** 

♦ * 

♦ 02 ♦... 

♦ ♦ . 
**** 

ERFNQ X 

*****0 2 ********** 

♦ * 

♦ SET INDICATOR ♦ 

♦ FOR FINDING *. 
♦ENTRY IN ERTBL ♦ 

♦ * 
***************** 



***** 
*BU ♦ 
♦ F2 + 



*****(-2********** 

♦ RPAGE * 
*_*_*_*_*_*_*_*_* 

♦ RESTORE 1132 ♦ 

♦ TC NEW PAGE ♦ 

♦ * 
***************** 



******G2******^***» 
DISK1 

**-*_*_*_*_*_*_** 

RFAC HEADING 

♦FRCP CIB INTO* 

PRINT BUFFER 

************* 



*****H2** ******** 

* * 

* CCNVEPT PAGE ♦ 
♦COUNT - BINARY ♦ 

* TO DECIMAL * 

* ♦ 
***************** 



*****J2 ********** 

♦ SUPPRESS * 
♦LEADING ZEROS, ♦ 

♦ MOVE TO POS. ♦ 
♦78-PC OF PRINT ♦ 

♦ BUFFER ♦ 
***************** 



****** A 3** ********* 

TV3 

**-*-*-*-*-*-*-** 

PRINT 

* HEAOING ♦ 

************* 



******g3* ********** 

FLIPR 

**-*-*-*-*-*-*-** 

RESTORE OVERLAY 

♦ PREVIOUSLY ♦ 

IN CORE 

************* 



**** 
*CJ * 
.X* K2 



***** 

♦ BU ♦ 

♦ 03* 



HDNG5 X 

*****03+********* 

♦ SET PHASE 2 * 
♦RESTORE SWITCH ♦ 

♦ AT END OF ♦ 
♦HDNG PROCESSING* 

♦ * 
***************** 



.* *. NU 

*. PASS 1 .♦... 

*. .* 

*. .* 



******F3*********** 
PAL6L 

**-*-*-*-*-*-*-** 

READ NEXT 

* RECORD * 

************* 

'. **** 

* * 
..X* B5 * 

* * 
**** 



.* *. 
NO .* LIST *. 
>..*0PTION SELECTED* 
*. .* 

*. .* 
*. .* 
* YES 



X 

.*. 

J3 *. 

.* *. 
.* LIST DECK *. NO 
♦OPTION SELECTED*... 

♦ . .♦ 



♦♦♦♦ . 
NHOPH X 

*****A4********** 

* * 

* MOVE BLANKS * 

* TC POS. 1-34 * 

* OF PRINT ♦ 

* BUFFER ♦ 
***************** 



*****B4********** 

* * 

* MOVE "PAGE 1 ♦ 

* TO POS. 73-76 * 

* OF PRINT * 

* BUFFER * 
***************** 



S2500 X 

*****C4********** 

* PUT LF * 

* CHARACTER IN * 

* POS. 1 AND AT * 

* END FOR * 

* TYPEWRITER * 
***************** 



* CENTER * 
♦HEADING (MOVE * 

* LEFT 18 POS.) * 

* * 
♦♦♦♦************* 



**-*-*-*-*-*-*-** 

WRITE HEAOING 

TO FIRST SECTOR 

OF CIB 

************* 



*****P4 ********** 

* 6THDG * 

*-*-*-*-*-*-*-*-* 

* NFW PAGE * 

* ROUTINE * 

* * 
***************** 



.* PRINCIPAL ♦. NO 
♦. PRINTER THE .*... 
♦TYPEWRITER.* 
*. .* 



******H4«* ********* 

TV3 

**-*-*-*-*-*-*-** 

TYPE 

* HEADING * 

************* 



*****A5********** 

♦ * 

♦ RESTORE LIST ♦ 

♦ AND LIST OECK * 

♦ OPTIONS' * 

♦ * 
***************** 



* B5 *.X. 



**** X 




HDEXT .*. 




B5 *. 




.* *. 




.* HDNG * 


NO 


*. DETECTED IN 


*. ... 


*. PHASE 2 .* 


a 


*. .* 




*. .* 


X 


* YES 


***** 




*CE * 




* Al* 




* * 




* 



*****C5********** 

* ADJUST RETURN * 
♦ADDRESS (RTRN) * 

* IN PHASE 9 TO * 

♦ GO TO PHASE 2 * 

♦ AT HDRT2 * 
***************** 



******D5*« ********* 

FLIPR 

**-*-*-*-*-*-*-** 

RESTORE 

* PHASE 2 * 

************* 



***** 
*BQ * 
* F5* 



♦FORCE LDLBL TO * 

* INHIBIT LIST * 
*AND LIST DECK 0* 

* OPTIONS * 
***************** 



ENTRIES IN 




.* 


• • . . 


. TABLE « 


* 






*. .♦ 








*. .* 






X 


♦ YES 






**** 

* 


„ 






♦ C2 


X 






* 


**** 






**** 



♦ INCREMENT * 

♦ PAGE COUNT ♦ 

♦ BY 1 ♦ 

♦ ♦ 
***************** 



**-*-*-*-*-*-*-** 

PUNCH 

♦ HEAOING ♦ 

RECORD 

************* 



******K4 *********** 

PALBL 

**-*-*-*-*-*-*-** 

READ NEXT 
* RFCORO * 

************* 
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***** 
*ev * 

♦ Al* 



♦INSERT OP CODE * 

* INTO INSBF * 

* (PITS 0-4) * 

* • 
***************** 



*** 
* 

* A2 
* 

*** 

**** 



*A2********** 
ERFLG + 
*-*-*-*-*-*-* 
RMAT FRROR *. 



**** 

* * 

* A3 *... 

* * . 

• *** . 
) X 

**+*4A 3 ********** 

* * 

* SUBTRACT * 

* L.A.C. FROM * 
ERANC VALUE * 



**** 

*** 

* 

* 82 
* 
*** 



************* 



* OP 

* 

**** 

**• 



************* 



► J4 * 
t * 

**** 



»*B2********** 

ERFLG * 

-*-•-*-•-•-*-* 

3RMAT ERROR * 



.* 
. .* 

* NO 



.* *. 
.*TAG GREATER*. NO 
♦ THAN 3 IJR LESS.*... 
*. THAN G .* 



*****Ql********** 

* ERFLG * 

*-*_*_»_»-*-*_*_* 

* TAG ERROR * 



***************** 



t****E]*********4 



1***************4 



****F1 ********** 

* 

INSERT TAG * 

INTO INSBF ♦ 

(BITS 6-7) * 

* 

**************** 



**** 

*** 
* 
* C2 



************* 



**** 

* * 

* E2 ♦ 

* • 
**** 

X 
*****£2** ******** 



It************* 

I **** 
. * * 
..X* B4 * 
* * 
**** 



.* 
.* 
NO 



N0M02 X 

*****£ 3 ********** 

* ERFLG * 

*-*-*-*-*-*-*-*-* 

* RELOCATION * 

* ERROR * 

* * 
***************** 

1 *•** 

* * 

...X* H3 * 

• * 
• •** 



**** 

* * 

* A4 *... 

* * . 
**** X 

.*. 
A4 



**** . 4 

* ' * . 4 

* B4 *.X. * 

* * . 
**** . 

INSXT X 

****** B4 *********** 

LULBL 

**-*-*-*-*-*-*-** 

LOAD LABEL. 

* READ NEXT * 

RECORD 

************* 



E3 



.*. 



*. 



GL 



.*. 



*. 



.* *. 
.* FORMAT *. YFS 
*. FIELD BLANK 
*. OR X .' 
.* 



*. 



* NO 



.* *. 
.* LONG *. NO 
*. FORM VALID .*.. 
*. .* 

*. .* 
*. .* 
* YES 



DISP .*. 




G2 *. 




.* *. 


S 


.♦CONDITIONS *. YE 




*. OPERAND .*.. 


m 


*. ALLOWED .* 




*. .* 


X 


*. .* 


**** 


* NO 


* 


**** . * 


C2 * 


* * . • 


* 


* H2 *.X. * 


**** 


* * 




**** 




X 




*****H2********** 




* SCAN * 




*-*-*-*-•-•-*-*-* 


. m 


* EVALUATF * 


. 


* OPERAND * 



.* *. 
.DISPLACEMENT*. YES 
♦.BEYOND 127 TO.*.... 
♦. -128 .* 

♦ . .* . 

*. .* X 

* NO + *< 



*****F 3********** 

* ERFLG * 
*-*-*-*-*-*-♦-*-* 

* AOORESS *... 

* ERROR * 

* * 
***************** 



* G3 *... 

* * . 

***• . 
INSTB X 

*****G3********* 

* INSERT 

* DISPLACEMENT 

* INTO INSBF 

* (BITS 8-15) 
* 
**************** 



* H3 *.X 



***• 



***** 
*CE * 
* Al* 



* D4 *... 

* * . 
**** 

SPOND X 

**** 4Q4 ********** 

* 4 

* CHECK AND 4 

* COLLECT * 

* CONDITION * 

* COOES * 
***************** 



.* 
. .* 

* NO 



*****F4*** ******* 

* ERFLG * 
*-*-*-*-*-*-*-*-* 
♦CONDITION CODE * 

* ERROR * 

* * 
***************** 



**** . 
LI2ND X 

* ♦♦♦♦A 1 )*** ******* 

* * 

* INSERT LCNG * 

* INSTRUCTION * 
♦FLAG INTO INSBF* 

* (BIT SI * 
***************** 



*****B5*** ******* 

* SCAN * 
*-*-*-*-*-*-*-*-* 

* EVALUATE * 

* OPERAND * 

* * 
** 41********41****41 



*****C 5* ********* 
*Ir!SFRT ABSOLUTE* 
*(Q) OR RE L DC AT-* 

* ABLE (1) FLAG * 
♦INTC I/O BUFFER* 

* (POS 71 * 
***************** 



*****Q5*** ******* 



***************** 





.* *. 






.* 


CONOITION 


• 


vrs 




CPERANO 




*• • .. 


* 


PCSSIBLC . 


* 






*. .* 








*. .* 




X 




* NO 




**** 

* 




• 




♦ 04 




X 




* t 




**** 




**** 




* * 








* H? * 








* * 








**** 







**** 

* 4 

* B2 < 

* 4 
**** 



***************** 



FORMAT *. NO 
FIELD .*... 
RLANK .* 



*****H3********** 

* MOVE INSBF * 
♦INTO I/O BUFFER* 

* (9-12). PUT 0* 

* INTO POS 6 OF * 

* I/O BUFFER * 
***************** 



♦****j 3** ******** 

* DFOUT * 
A-*-*-*-*-*-*-*-* 
♦PUT INSBF INTO * 

* DSF BUFFER * 



*****g 4** ******** 

* * 

* INSERT * 
♦CONDITION CODE ♦.... 

* INTO INSBF * 

* (BITS 10-15) ♦ 
***************** x 

**** 
**** * 4 

* * * G3 * 

* H4 *... * 4 

* * . **** 
**** . 

INST X 

*****H4 ********** 

* * 
♦INSFPT INOIRECT* 

* ADDRESS FLAG * 

* INTO INSBF * 

* (BIT 8) * 
***************** 



**** 
* 4 

► J4 4 



. .* . 


*. .* 




m 


* 


(BINARY) * 


*. .* 


*. .* X 


*. .* 




X 


***************** 


*. .♦ 


* NC **** 


* YES 




**** 




. 


♦ YES 


. ♦ * 






* * 








* J4 * 


. 




* P3 * 




. 


. 


X * * 


X 




* • 








.*. **** 


.*. 




• *•* 




X 


X 


Kl *. 


K2 *. 






*****K 3 ********** 


*****K 4******** ** 


*. 


.* *. 






* 


* 


* * 


FORMAT *. YES 


•DISPLACEMENT*. 




NO 


* 


INCREMFNT * 


* INCREMENT * 


FIELD I .*.... 


♦TO BE MODIFIfcD. 


* 




* 


L.A.C. BY I * 


* L.A.C. BY 1 * 


.* 


*. .* 






• 


* 


* * 


. •* • 


*. .* 






* 


* 


* * 


*. .* X 


*. .* 




X 


***************** 


***************** 


* NC **** 


♦ YES 




*•** 








. **** * • 


• **• 




* • 




*•** 


*•** 


. * * * H4 * 


* 


* 


* B3 * 




. * * 


* * 


..X* A2 * * * 


..X* A? 


* 


* * 




..X* A4 * 


..X* E2 * 


* * **** 


* 


• 


• •** 




* * 


* * 


**** 


**** 








**** 


**** 



**** 

[3RD X 

*****G5*** ******* 

* * 

* INSERT SECOND * 

* WORD INTO I/O * 

* BUFFER * 

* (PCS 13-16) ♦ 
***************** 



*****H 5 ********** 

* DFOUT * 
*-*-*-*-*-*-*-*-* 

* SECOND WORD * 

* VALUE TO OSF * 

* BUFFER * 
***************** 



*****J5********** 



***************** 

I **** 

* * 
..X* B4 * 

* * 
**** 
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***** 
*BW * 
* Al* 



X 

.*. 

Al *. 



* YES 
**** 

* * 

* Bl *.X. 

* * 
**** 

X 
*****P1 ********** 



***************** 



******c I *********** 

LDLBL 

**-*-*-*-*-*-*-** 

LOAC LABEL. 

* REAC NEXT * 

RECORD 

************* 



***** 
*CE * 
* Al* 



UC?ND X 

*****£!********** 

* SCAN' * 
*-*-*-*-*-*-*-*-* 

* EVALUATE * 

* OPERAND * 

* * 
***************** 



*****P1********** 
♦INSERT ABSOLUTE* 

* IP) OR RELOCAT-* 

* ABLE (II FLAG * 

* IN I/O BUFFER * 

* (POS 6) * 
***************** 



*****£! ********** 

* * 

* INSERT * 

* OPERAND VALUE * 

* IN I/O BUFFER * 

* <POS 9-12) * 
***************** 



*****H1 ********** 

* DFOUT * 
*_*_*_*_*_*_*_*_* 

* ►'CVE OPFRANO * 

* VALUE TO I/O * 

* BUFFER * 
***************** 

I **** 
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***** 
*PX * 

* Al* 



**** 

* * 

* A? * 



* * 


**** 


**** 


* * 


. 


* A3 *... 




* * . 


X 


**** X 


• *. 


.*. 


z *. 


A3 *. 


*. 


.* ♦. 


SHIFT *. YFS 


.♦ *. 


COUNT .*.... 


*. PASS I .* 


MINUS .* 


*. .* 


. * . 


*. .* 


*. .♦ X 


*. .* 


* nu ***** 


* VES 


♦ CA * 


**** 


* 02* 


* * 


* * 


* B3 *.X. 


. * 


♦ * . 


X 


**** . 


.*. 


X 


2 ♦ . 


*****f>3* ********* 



L.A.C. FVEN .*.. 



*****fl********** 

* * 

* INCRFPFNT * 

* L.A.C. B» 1 * 
♦SET LAVBL ECUAL* 

* TC L.A.C. * 
***************** 



♦SHIFT COUNT*. YES 


* INCREMENT 


* 




GREATER THAN .*.... 


♦ L.A.C. 


BY 3 


*. 




*. 31 .* 


* 




* 




*. .* . 


* 




* 




*. .♦ X 


***************** 


X 


* no ***** 








**** 


*CA * 


**•* 






* * 


* E2* 


* * 






* E4 * 


♦ * 


♦ C3 ♦... 






* * 


* 
X 


* * 
**** . 






**** 



*****£(********** 



***************** 

* **** 

. * * 
..X* H3 * 
* * 
**** 

*****F1********** 

* FLOTD * 

*-*-*-*-*-*-*-*-* 
.X* FVALUATE CEC * 

* OPERAND * 

* * 
***************** 



*****C3**** ****** 

* FLOTD * 

*_*_*_*_*_*_*_*_* 

♦ EVALUATE XLFC ♦ 

♦ OPERAND * 

* * 
***************** 



*****q 2 ********** 

* * 
♦SHIFT CONSTANT * 

* RIGHT BY *. 

* SHIFT CCUNT * 

* • 
***************** 



*****AA ********** 



***************** 



*****B4 ********** 

* B4HEX * 
*-*_*_*_*_*_*_*_* 

* WORD 2 OF * 
♦CONSTANT TO I/O* 

* BUFFER * 

***************** 



*****C4 ********** 

♦ OFOUT * 

*_*_*_*_*_*_*_*_* 

♦ WORD 2 OF * 
♦CONSTANT TO DSF* 

♦ BUFFER * 

***************** 



*****04 ********** 



*****F^********** 

* REHDVF SIGN * 

* BIT, SHIFT * 

* RIGHT BY * 

* SHIFT COUNT ♦ 

* ♦ 
***************** 



X 

.*. 






X 


Gl *. 






*****£? ********** 


.* *. 






* * 


NO .* INTEGER ♦. 






* TAKE TWOS * 


....*. CONSTANT .♦ 






* CCCPLIMFNT * 


. ♦. .♦ 






* * 


. ♦. .* 






* * 


*. .* 






***************** 


* YES 






**** 1 
* * .X 


X 






♦ H2 *.X. 


4****H] ********** 
* * 






♦ ♦ . 
♦ ♦** 


* TREAT INTEGER * 

♦ AS FIXFD ♦. 






X 
*****H 2* ********* 


♦ POINT * 
. ♦ * 




"• 


♦ MCVE RELOCATION^ 


, ***************** 




x 


♦ COOE TO * 








♦ I/C BUFFER ♦ 








♦ (PCS 6-7) * 




* 
* 


Kl * 

* 


***************** 


X 


. 


.*. 




**** 


• 



.* B ♦. YES 


* INCREMENT * 


♦. SPECIFIFO ...... 


♦ L.A.C. BY 1 * 


*. .* 


♦ * 


♦ . .* 


♦ * 


*. .* X 


***************** 


* NO ***** 




*CA ♦ 


*♦** " 


♦ 02* 


* * 


X * ♦ 


* E4 *.X. 


*****£3********** * 


* * . 


* * 


**** . 



* CONVERT SIGN * 

* AND MANTISSA * 

* TO COMPLIMENT * 

* FORM * 
***************** 



*****F3********** 

* BTHEX * 
*_*-*-*_*-*-*-*-* 

* MOVE EXPONENT ♦ 

♦ TC I/O BUFFER ♦ 

♦ (POS 6-7) ♦ 
***************** 



*****G 3* ********* 

* FOUT * 
*-*-*-*-•-*-*-*-* 

* MOVE EXPONENT * 

* TO CSF BUFFER ♦ 

* * 
***************** 



*****H3********** 



***************** 



******E4*********** 
LDLBL 

*:*_*_*_*_*_*_*_*# 

LOAD LABEL. 



************* 



X 
***** 
*CE * 
* Al* 



******** 



**** 



* YFS 



* Kl *.X. 

* * 
**** 

X 
*****K1 ********** 

* * 

* CCPPUTF SHIFT * 

* FOR FIXFD * 
+ PCINT ♦ 

* * 
***************** 

J 
**** 

* * 

* A2 * 

* * 
**** 



DtOUT * 
*****J3*4 

* B4HFX * 
*-*-*-*-*-*-*-*-* 

* WORD 1 OF * 
♦CONSTANT TO I/O* 

* BUFFER * 
***************** 



♦****K3* ********* 

* OFOUT * 
*-*-*-*-*-*-*-*-* 

* WORD 1 OF * 
♦CONSTANT TO DSF* 

* BUFFER * 
***************** 
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» 4 
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t * 

**** 



182 



* * * * 

* A 

* h?. * 



**** 

► 4 

► A3 * 
» 4 

**** 



* RFSFT * 

* SWITCHES AND * 

* 1LFFFRS TC * 

* ZERO * 
4* *************** 



.* *. 
SIGN PLUS 



*****/\2********** 

* * 

* mtve 



pf 



CPERAND * 

INTER ONE * 

hAKACTEP * 

RIGHT * 

************ 



****** 

**** 

* * 

* R2 *.X. 

* + 
**** . 

X 
*****P2********** 

* * 

* SET 



PC 



DECIMAL 
INT COUNT 
TO ZFRO 



*** + 

► 4 

► A? 4 
K * 

**** 



**** 

* 4 

* A2 * 

* 4 
*** + 



* * 4i 4r 4: * * * * 4. * * * «, * * * 

**** 

* 4 

* C2 4 

* 4 
**** 

.P X 
*****C2********** 

* * 
4- COLLECT * 

* MANTISSA * 

* DIGITS 4. 
4i * 
***************** 



*****A3********** 

* * 

* SET FLLP2 * 

* ECUAL TO * 

* MCX 3-1 * 

* 4r 
***************** 



*****e3 ********** 

* * 

* SET FLNIS * 

* TO INDICATE *. . 

* NCN-INTEGFR * 

* * 

***************** 

**** 4 

* * 

* C3 4.... 



*4i*4i 



**** 

* 4i 

* C2 * 

* * 
♦ *** 



.* 



C3 



*. 



CPERAND *. NO 

*. CHARACTER .* 

*. BLANK ,4t X 

*. .♦ ***** 

*. .* *CA * 

* YES * D2* 

* * 



*. 



SIGN *. Nl 
MINUS .*.. 
.* 



.*. 


FLFIN X 


02 *. 


*****D3*** ******* 


.* *. 


* 4i 


•OPERAND CHAR.. YES 


* COMPUTE POWER * 


. LESS THAN .*.... 


* OF 10 * 


+ . .* 


* MODIFICATION * 


*. .* 


* 4i 


*. .* X 


***************** 



FLSSC .*. 




D4 *. 




.» 4-. 




.* OPERAND *. 


YES 


*. CHARACTER . 


*. .. . 


♦. AN 'E' .* 




*. .4i 




*. .* 


X 


4< NO 


***** 


. 


*BZ * 


. 


* 02* 



*»***£ I ********** 

* * 

* SFT FLOATING * 

* SIGN (FLSGN) * 

* MINUS * 

* * 
***************** 

I **** 

. * * 
..X* A2 * 
* * 
**** 



*****E3********** 



***************** 



*****(-?********** 

* MHY * 
*-*-*-*-*-*-*-*-* 

* COMPUTE * 

* BINARY * 

* MANTISSA * 
***************** 



* 


INITIAL 


* 




* 


BINARY 


* 




* 


EXPONENT 


* 




* 


EQUAL 192 


* 




***************** 






X 








.*. 








F3 *. 








.* +. 








.* * 


. YES 


* 


ZERO MANTISSA 


.*. 






*. .* 




. 




*. .* 








*. .* 




X 




* NO 




*** 


**** . 




*CA 



OPERAND *. 


YES 


CHARACTER • 


*. .. . 


A «B« .* 


. 


*. .♦ 




*. .* 


X 


* NO 


***** 


. 


*BZ * 


. 


* D3* 



* G3 *.X. 



.* 
,* 
YES 



X 


**** X 


.*. 


FLFNL .*. 


G2 *. 


G3 *. 


.* *. 


.* *. 


MANTISSA TOO*. YES 


•LEFT WORD OF*. YES 


LARGE FOR .*.... 


*. MANTISSA .*.... 


*. BUFFER .* 


♦BUFFER A«0'* 


*. .* 


*. .* 


*. .* X 


♦. .* X 


* NO ***** 


* NO **** 


. **** *CA * 


* 


* * * 112* 


* K3 


. .X* C? * * * 


. * 


* * * 


**** 


**** 


X 
*****H3 ********** 






* SRT * 




*-*-*-*-♦-*-*-*-* 




* SHIFT BUFFER * 




* RIGHT 1 * 



•*** 

* 4 

* C3 4 

* 4 
**** 



***************** 



*****j3********** 



* UPDATE BINARY * 

* EXPONENT *. 

* BY 1 * 

* * 
***************** 


X 

**** 


*BY * 

* * . 




* 

* G3 

* 
**** 


**** X 






FI.FNX .*. 

K3 ♦. 

.* ♦. 
.* MANTISSA * 
• •**. NORMALIZED 

; *. .♦ 


. YFS 



***** 
*BZ * 
* CI* 
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*HZ * 
* Al* 
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***** 
*BZ * 
* Al* 



***** A 1**** ****** 

* SLT * 
+_*_*_*_*_*_*_*_* 

* SHIFT * 

* BUFFER LCFT 1 * 

* * 
***************** 



*****B1 ********** 

* * 

* UPDATE * 

* RINAPY *. 
♦EXPONENT RY -1 * 

* * 
***************** 



**** 
*H7 + 
* CI *.. 



***** 
*RY * 
* K3* 



NO .*pnwE« OF in*. 

,..*. MODIFIER LFSS.* 
*. THAN .* 



*****[)!***** ***** 

* * 

* SUBTRACT 1 * 

* FROM POWER * 

* OF 1C * 

* * 
***************** 



*****bl ********** 

* MPY * 
*-*-*-*-*-*-*-*-* 

* MULTIPLY *.. 
+ BY IT * 

* * 
***************** 



.* BIN»RY *. YFS 
*. EXPONENT MORE.*.... 
*.THAN 215 .* 



* SET XR? * 

* POINTFR TO * 

* RETURN OUTPUT * 

* * 
***************** 



****C7********* 

► EXIT TO THF * 

► CALLING * 

► ROUTINE * 
*************** 



* A3 *... 



*****A3********** 

* * 
*LOAD CHARACTER * 

* AND MOVE * 

* POINTER * 

* RIGHT I * 
***************** 



***** 


m 


*CA * 


# 


* 02* 




* * 


X 


* 


.*. 




B3 *. 




.* *. 




.* CHARACTER *. vcc 








*. .* X 




*. .* ***** 




*. .* *BY * 




♦NO * 04* 



• ****(- 3* ********* 



***************** 



**** 




***• 


*q7 * 




*P2 * 


* 0? *. .. 




* a *... 


* * . 




* * . 


**** 




**** 


FLESC X 




FLBC X 


*****[)?********** 


*****D3********** 


* 


* 


* * 


* SFT INPICAIOR 


* 


* TURN ON FLBSW * 


* ECR 


* 


* AND INDICATE * 


* NCN-INTEGFR 


* 


* NCN-INTEGER * 



***************** 



***************** 



***** 

*p r * 

* r-'-i* 



*****G1 ********** 



***************** 



*****H1 ********** 

* OIV * 
*-*-*-*-*-*-*-*-* 

* DIVIDE *. 

* RY 10 ♦ 

* * 
***************** 



***** E2*** ******* 

* SFT MODIFY * 

* INSTRUCTICN * 

* FOR * 

* POSITIVE + 

* SPECIFICATION * 
***************** 



.*. 

F2 *. 
.* 1 

► OPERANT 
CHARACTER 
PLUS 



*. 



*. 



.* CPEPAND *. 
.CHAPACTER AN .i 
♦.AMPERSAND.* 



X 


*. .* 


**• 


* NO 


* 




K? * 


# 


* 


X 


*** 


.*. 




H2 *. 




.* * 




* OPERAND 


*. 


CHARACTER 




*. MINUS 




*. .* 




*. .* 




* YES 



*****P3********** 

* * 

* SUBTRACT 5 * 

* FROM PREVIOUS * 

* REMAINDER * 

* * 
***************** 



+****F 3 ********** 



***************** 



.♦SUBTRACTION*. NO 
♦.RESULT MINUS .*... 
*. .* 

*. .* 



*+***H3**+******* 

♦ • 

♦ ADC 5 BASK * 

♦ AND TURN OFF * 

♦ CARRY * 

♦ * 
***************** 



* INSERT * 

* EXPONENT AND * 

* SIGN IN * 

* CONSTANT * 
***************** 



.* BINARY 


* 


YFS 


♦.fXPUNENT LESS. 


*. • . . 


*. THAN C 


,* 




*. .* 






*. .* 




X 


* NO 




***** 


• 




*CA * 

+ [?* 



*****J2*** ******* 

* SET MODIFY * 

* ^STRUCTION * 

* FOP * 

* NEGATIVE * 

* SPECIFICATION * 
***************** 

**•* 



* K2 *.X 



*****K2********** 

* * 

* MOVE OPERANC * 

* POINTER 1 * 

* CHARACTER * 

* RIGHT * 
***************** 



*****J3********* 



**************** 



X 
.*. 

K3 *. 



*. . 


* 


# 


*. .* 




X 


* YES 


***** 


# 




*CA * 






* Bl* 


X 




* * 


***** 




* 


*CA * 






* Al* 







Chart BZ. The Assembler - Phase 7 



184 



***** 

*CA * 
* Al* 



*****A1 ********** 

* * 

* ADD * 

* CORRECTION TO * 

* CUOITENT * 

* * 
***************** 



.* 5-WGRD *. NO 
I". PRECISION .*... 
MULTIPLY COUP. 



**** 

* 4 
.X* El « 

* 4 

**** 



****. • 
*CA * 

* Bl *.X. 

* * • 
**** • 

X 
*****B1********* 
* 

* STORE A. 

* IN BUFFER 

* OATA WORD 
* 
**************** 



CI *. 

.* *. 
.* 5-WORD 
*. PRECISION 
DIVIDE COUP. 
*. .* 
*. .* 
* YES 



****D1 ********* 
f FXIT TO THE * 
► CALLING * 
* ROUTINE i 

*************** 



**** 

* * 

* El *... 

* * . 
**** . 

1 X 

*****£\ ********** 

* * 

* MULTIPLY ♦ 

* BUFFFR WORD * 

* BY 10 * 

* * 
***************** 



*****g 2********** 

* SET MCAR * 
*EQUAL I. SET TO* 

* ZERO IF NO * 

* SIGNIFICANT * 

* ens lost * 

***************** 



****C2********* 

► EXIT TO THE * 

► CALLING * 

► ROUTINE * 
*************** 



X 

***** 
*BZ * 
* E3* 



*. .* 
*. .* 
* YES 



*****G1 ********** 

* * 

* ADD 1C TO * 

* LEFT-MOST 16 * 

* BITS * 

* * 
***************** 



*****H1 ********** 



***************** 



**** 
*CA * 

* 0? *... 

* * 
**** 

FLERR X 

*****D2 ********** 

* EPFLG * 
*-*-*-*-*-*-*-*-* 

* CECIMAL * 

* OATA ERROR * 

* * 
***************** 



**** 

*CA * 

* E2 *.X 



**** 
FLZER X 

*****£ 2********** 
♦STORE ZFRO IN * 

* eiNARY * 

* CHARACTER AND * 

* BINARY * 

* MANTISSA * 
***************** 



*****P2********** 

* + 

* STCRE ZERO IN * 

* BINARY POINT * 

* SHIFT COUNT ♦ 

* * 
***************** 



*****G2********* 



**************** 



*****H2** ******** 



***************** 



*****B3********** 



***************** 



.*. 

C3 *. 
.* *. 

.* SHIFT *. NC 
*. COMPLETE .*.. 
*. .* 

*. .* 
*. .* 
* YES 



****D3********* 

* EXIT TO THE * 

* CALLING < 

* ROUTINE * 
*************** 



*****F3********** 



***************** 



SHIFT *. NO 
COMPLETE .*... 



****H3********* 

* FXIT TO THE 4 
► CALLING « 

* ROUTINE * 
*************** 



***** J 1 ********** 

* * 

* STORE A. IN * 

* SECOND WORD * 

* OF MCAR * 

* * 
***************** 



***** 
*BZ * 

* B2* 



*****K1** ******** 

* * 

* STORE 0. IN * 

* BUFFER WORD * 

* OF MACR * 

* * 
***************** 
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► A 
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***** 
*Cfl * 
* Al* 



*****C1 ********** 

* * 

* INCREMENT * 

* L.A.C. * 

* BY 2 * 

* ♦ 
***************** 

'. **** 

. * * 
..X* C3 * 

**** 



**** 

* * 

* Fl *... 

* * .X 

**** 

CA2NC X 

*****Z\ ********** 

* CLLCT * 
*-*-4-*-*-*-*-*-4 

* GET * 

* SUBROUTINE * 

* MME * 
***************** 



• * *• 

*. PASS 1 .* 

*. .* 



*****? 2** ******** 

* 4 

* INCREMENT 4 

* L.A.C. * 

* BY 1 4 

* 4 
***************** 



**** 
» 4 

* El * 
► 4 
**** 



• ••* 
» 4 

► A3 * 

► * 
**** 



*****A3********** 

* DFOUT * 
*-*-*-•-*-*-*-*-* 

* NAME WORD 2 * 

* TO * 

* CSF BUFFER * 

***************** 



.* *. 
> 4 

NAME OK 



*****£!********** 

* * 

* INCREMENT * 

* L.A.C. * 

* BY 1 * 

* * 
***************** 



**** 

► 4 

► 02 * 

► 4 
**** 



**** . 
' X 

***** [12 ********** 
♦INSERT 3 (CALL)* 
*0R 2 (LIBF) IN * 

* I/C BUFFER * 

* (PUS 6) * 

* * 
***************** 



*****£ 2********** 

* INSERT NAME * 
♦WORD 1 IN * 

* I/O BUFFER * 

* (POS 9-12) * 

* * 
***************** 



*****p ?********** 

* DFOUT * 
•-*-*-*-*_*-*-*_* 

♦NAME WORD 1 AND* 

* INDICATORS TO * 

* OSF BUFFER * 
***************** 



*****B3********** 

* * 

* INCREMENT * 

* L.A.C. * 

* BY 1 * 

* * 
***************** 

• *** I 

* * . 

* C3 *.X. 

* * . 
**** . 

CLLXT X 

******C3*********** 
LDLBL 
**-*-*-*-*-*-*-** 
...X LCAO LABEL. 

* READ NEXT * 

RECORD 
************* 



***** 
*CE * 
* Al* 



*♦** 








*CB * 








* E3 *... 








* * . 








**** X 








DSAA .*. 






E3 


*. 






.* 


*. 






.* 




♦ . 


NO 


*. PASS 


1 




*.. 


*. 




*" 




*. 


.*" 






*. .* 






* 


YES 







G2 



.*. 



*. 



*. 

LIttF 
. • > 

+ . .* 

*. .* 
* NO 



m *. 








*****H2 ********** 


.* *. 










.* *. YES 




* INCREMENT * 


*. LIRF .* 








* L.A.C. * 


*. .* 








* BY I * 


*. .* 










*• .* 




X 




***************** 


♦ NC 


* 


**** 


* 






* 
* 


C3 


* 
* 












**** 






X 








X 


*****Jl********** 








***** j 2** ******** 


* * 








* INSERT ZERO * 


* INCREMENT * 








* IN * 


* L.A.C. * 








* I/C BUFFER ♦ 


* BY 1 * 








* (POS 7) * 


* • 








* * 


***************** 








***************** 


'. **** 










* * 










..X* C3 * 










* * 










***♦ 








X 

*****K2********** 


















* INSERT NAME * 










♦hCRn 2 IN * 










* I/C BUFFER * 










* (PCS 13-16) * 



OS 2ND X 

*****G3********** 

* CLLCT * 
*-*-*-*-♦-*-*-*-* 

* GET * 

* NAME * 

* * 
***************** 



.*. 
H3 *. 
.* *. 
.* *. YES 

*. NAME OK .*... 
*. .* 

*. .* 
*. .* 
NO 



* A4 *... 

* * . 
**** 

0SA2 X 

**** 4 A4**+ ******* 

* INSERT '!> * 

* IN * 

* I/O BUFFER * 

* (POS 6) * 

* * 
***************** 



*****B4********** 

* INSERT NAME * 

* WORD I IN * 

* I/O BUFFER * 

* (POS 9-12) * 

* * 
***************** 



*****C4********** 

* DFOUT * 
*-*-♦-*-*-*-*-*-* 

* NAME HORD 1 * 

* TO * 

* CSF BUFFER * 
***************** 



****04********* 

INCREMENT 

L.A.C. 

BY 1 

*************** 



****E4********** 

INSERT «1« * 

IN * 

I/O BUFFER * 

(POS 7) * 

* 

**************** 



*****F4********** 

* INSERT NAME ♦ 
•WORD 2 IN * 

* I/O BUFFER * 

* (POS 13-16) * 

* * 
***************** 



*****G4********** 

* DFOUT * 
*-*-*-*-*-*-*-*-* 

* NAME WORD 2 * 

* TO * 

* DSF BUFFER * 
***************** 



**•* . 
X 
*****AS********** 

* CLLCT ♦ 
*-*-♦-*-*-*- *-*-* 

* GET * 

* PROGRAM * 

* NAME * 
***************** 





X 










.*. 










B5 


*. 






.4 


.* 


*. 

* 




HO 


*. 


NAME 


OK .* 




4 


. 


.* 








♦ . 


.* 








*. . 


* 




X 




* 


YES 




♦ *** 

* 




• 






* K4 I 

* < 




'. 






**** 


NK2 


X 








*****cs********** 




* 


INSERT 


ZERO 


* 




* 




IN 


* 




* 


I/C BUFFER 


* 




* 


(POS 


6) 


* 





***************** 



*****C5********** 

* DFOUT * 
*_*_*_*_*_*_♦_*_* 

•WORD 1 OF LONG * 

* BSI TO * 

* DSF BUFFER * 
***************** 



****F 5*** ****** 

INCREMENT 

L.A.C. 

BY 1 

*************** 



*****F5********** 

* INSERT ZERO * 

* IN * 

* I/O BUFFER * 

* (POS 7) * 

* * 
***************** 



*****G5********** 

* DFOUT * 
*-*- *- *-*-*-*-*-# 
♦WORD 2 OF LONG * 

* ESI TO * 

* DSF BUFFER * 
***************** 
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***************** 



***4*J3********* 

* 

* INCREMENT 

* L.A.C. 

* BY 3 
* 
**************** 

**** '. 

* * . 

* K3 *.X. 

* * . 
**** . 



******K 3***** ****** 

LDLBL 

**-*-•-*-•-*-*-** 

LOAD LABEL. 

* REAO NEXT * 

RECORD 

************* 





*****H4********** 


*****HS*** ******* 




• * 


* * 


S 


* INCREMENT * 


* INCREMENT * 




* L.A.C. *.... 


* L.A.C. * 




* BY 2 * 


* BY 1 * 




* * . 


* * 


X 


***************** x 


***************** 


**** 


**** 


# 


* 


**•* * * 




A4 * 


*CB * * K3 * 


m 


* 


* J4 *... * * 




*•** 


* * . **** 
**** X 


• 


LINKA .*. 


X 




J4 *. 


*****J5********** 




.* *• 


* INSERT NAME * 




.* *. NO 


♦ WORD 1 IN * 




*. PASS 1 .*.... 


* I/O BUFFER * 




*. .* 


* (PCS 9-12) * 



X 

***** 
*CE * 
* Al* 



*. .* 
*. .* 
* YES 

*•** • 

* * • 

* K4 *.X« 

* * • 
***• • 

X 
*****K4********** 

* * 

* INCREMENT * 

* L.A.C. * 

* BY <t * 

* * 
***************** 

'. **** 

* * 
..X* K3 * 

* * 
**** 



**** 

* 4 

* A5 * 

* 4 
**** 



***************** 



*****K5********** 

* DFOUT * 
*-*-*-*-*-*-•-*-* 

* NAME WORD 1 * 

* TO * 

* DSF BUFFER * 
********** ******* 



***** 
*CC * 
* Al* 
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***** 
*cc * 

♦ Al* 



***** A I ********** 

* * 

* INCRFMFNT * 

* L.A.C. * 

* BY 1 * 

* * 
***************** 



t****£\*********4 
» INSERT NAME * 

* WORO 2 IN * 
► I/O BUFFER A 

* IPOS 13-U) * 

t **************** 



*****cx** ******** 

* RFOUT * 

* NAME WORD 2 * 

* TO * 

* CSF eCFFER * 
***************** 



*****Q 1*********1 

* * 

* INCREMENT * 

* L.A.C. * 

* BY 1 * 

* * 
***************** 



***** 

♦ CB * 

* K3* 



* SET UP SCAN ♦ 

* FOR SYMBOLIC * 

* OPERANDS * 

* CNLY * 
***************** 



*****H1 ********** 

* SCAN * 
*-*-♦-♦-*-*-*_*_* 
♦COLLECT 2-hORD * 
♦NAME, STORF IN ♦ 

♦ CLBUF ♦ 
***************** 



♦♦♦♦*J1 ********* 
* 

♦ RESTORE SCAN 

♦ TO NORMAL 

♦ STATUS 
♦ 
**************** 



****Hl ********* 

► EXIT TO THE * 

► CALLING * 

► ROUTINE * 
*************** 



Chart CC . The Assembler - Phase 8 



Flowcharts 



187 



***** 

♦ CD * 

* Al* 
* * 



*. PASS I 



EX2N0 X 

*****B1 ********** 

* INSERT * 
♦RELOCATION IND-* 

* ICATOR (C) IN ♦ 

* I/O BUFFER * 

* * 
***************** 



*****C1********** 

* B4HEX * 
*-*-*-*-*-*-*-*-* 

* INSFRT SHORT * 

* LCX TO MONCL IN* 

* I/O PUFFER * 
***************** 



*****01«* ******** 

* OFOUT * 
*-*-•-*-*-*-*-*-* 

* MOVE LOX TO * 

* MONCL TO * 

* CSF BUFFER * 
***************** 



****E1********* 

INCREMENT 

L.A.C. 

BY 1 

*************** 



***** 
*CB * 
* K3* 



***** 
*CO * 
* A?* 



EBCA 


. 


► . 






A2 *. 






.* *. 




VFS 


* CELIMETEfi * 




...*IN PCSITION 35 


* 




*. .* 






*. •* 






*. .* 






* NU 






► *** . 




* 


* 






* 


B2 *.X 






* 


* 






• *** 






EBCR 


X 




*****C2** ******** 


* 


EPFLG 


* 


*- 


-*-*-*-*-*-*-*- 


-* 


* 


SYNTAX 


ERROR 


* 



***************** 



•****C2 ********** 



***************** 



EBLP X 

*****Q2********** 

*SCAN FOP RIGHT * 

* DELIMETER * 

* ANO DETERMINE * 

* CHARACTER * 

* COUNT * 
***************** 



.*. 
E2 *. 

.* *. 
.* CHARACTER *. YES 
► . COUNT ZERO .*.... 
*. .* . 

*. .* 

*. .* X 

* NO **** 



* B2 « 

* * 
**** 



*****F2********** 

* B4HEX * 
*-*-•-*-*-*-*-*-* 
♦CHARACTER COUNT* 
*TC PCS S-12 IN * 

* I/O BUFFER * 
***♦♦♦♦•**♦**♦*♦* 



***♦ 

► 4 

► A3 * 

» 4 

**** 



* PACK 2 EBCCIC ♦ 

* CHARACTERS * 

♦ PER WORD ♦ 

♦ ♦ 
***************** 



.* *. 
.* *. VbS 

*. PASS 1 .*... 



*****C3********** 

* DFGUT * 
*-*-♦-*-*-*-*-*-* 

* MCVF 1 WORD * 

* TO * 

* CSF BUFFER * 
***************** 



**** 

* * 

* A4 *... 

* ♦ 

♦ ♦♦* . 

X 
******A4*********** 

LOLBL 

**_*_*_*_*_*_*_♦* 

LOAD LABEL. 

* PEAO NEXT * 

RECORO 
************* 



***** 
*CE * 
* Al* 



****D3********** 

* 

INCREMENT * 

L.A.C. * 

BY 1 * 

* 

**************** 



.♦. 

E3 *. 
.* *. •♦*♦ 

.♦ ALL ♦.NO * < 
*. CHARACTERS .*....X* A3 * 

*. PROCESSED.* * * 
*. .* **•* 

♦ • .* 
* YES 



*****F3********** 

* ♦ 

* RFTURN RIGHT * 

* DELIHETER * 

* TC I/O AREA * 

* « 
***************** 



..X* A4 * 
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***** 
*ce * 
* Al* 



***♦ 

► * 

* A3 4 

► 4 
**** 



Al *. 


♦ ♦♦♦♦A2***** 1 ***** 


.* *. 


* 


PALPL * 


.* *. YES 


*-*-* 


-*-*-*-*-*-* 






- PASS 1. * 


*. .* 


♦OPTIONAL LIST -* 


*. .* 


* 


PASS 2 * 


*• .* 


***************** 


♦ *** * NO 
* . 
Al * 




. 




• 


* 




X 


**** . 




**** 
* * 


X 




* Al * 


*****B1«* ******** 




* * 


* * 




**** 


* PACK AND SAVE * 






* MNEMONIC * 






* OP coot * 







.* *. 

* OP CODt *. NO 
IN TABLfc .*... 



***************** 



*****C1********** 

* * 

* SET LABEL * 

* VALUE (LABVLl * 

* ECUAL TO * 

* L.A.C. * 
***************** 



*****D1 ********** 

* SET LABEL * 
♦RELOCATION PIT * 

* EQUAL TO * 

* HOCf- OF * 
» ASSEMBLY * 
***************** 



*****f ] ********** 

* * 

* SEARCH * 

* t)P COOt * 

* TAPLE * 

* * 
***************** 



**** 

► 4 
% A3 * 

► 4 
**** 



.* PHASE *. YES 
►.SERVICING OP .*... 
COOE IN CORE* 
*. .* 



******C3*********** 

* LCAO * 

REQUIRED 

* PHASE * 

************* 



*****A4********** 

* ER!~LG * 
*-*-*-*-*-*-*-*-* 

.X* OP COOE * 

* ERROR * 

* * 
***************** 



.* *. 
.*LIBR, A6S, *. YES 
*ISS, ENT, ERR,.*.-. 
*. OP SPR .* 



*****C4** ******** 

* * 

* INCREMENT * 

* L.A.C. * 

* BY Z * 

* * 
***************** 



****D3********* 

► FXIT TO * 

► RECUIREO 4 
K PHASE 4 

*************** 



****** (14 *********** 

LDLBL 

**-*-*-*-*-*-*-** 

LOAO LABEL 

* REAO NEXT * 

RECORD 

************* 

'. **** 

* * 
..X* Al * 

* * 
**** 
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***** 

*CF * 
* A3* 



SCAN 

*****A1 ********** 

* * 

* CLEAR BUFFERS * 

* AND SWITCHES * 



***************** 



****B1 ********** 

* 

SET TYPE TO * 

NOP1, * 

ALLOW FULL * 

SCAN * 

*••***•**•**•*** 



****C1********* 

SET COL3 

TO 

NCP1 

*************** 



*****D1 ********** 

* * 

* SET TERM * 

* AND RTERM * 

* EQUAL TO 1 * 

* * 
***************** 



SCNLP .*. 

El *. 
.* *. 

.* OPFRANO * 

*. CHARACTER A 

*. BLANK .« 

*. .* 

*. .* 

* NO 



**•* 




* * 




* 




* 




A2 «... 




. 




* 








**** X 




X 




.*. 


SKPCB .*. 




A2 *. 




A3 *. 




.* *. 




..* *. 




.* CPERANO *. 


VES 


.* OPERAND *. YES 




. CHARACTER A • 


*.. .. 






*. PLUS .* 


*. BLANK .* 


X 


*. •* 




*. .* 


***** 


*. .* 


X 


*. .* 


*CG * 


* NO 


***** 


* NO 


* Fl* 




*CH * 


. 


* * 


. 


* 01* 


. 


* 



82 *. 
.* *. 
.* OPERAND *. VES 
♦.CHARACTER AN .*.... 
*. AMPERSAND.* 
*. .* 
*. .* 
* NO 



X 

***** 
*CG * 
* Al* 



X 
***** 
*CH * 
* 01* 



C2 



*. 



*. 



.* CPERAND *. YES 

*. CHARACTER A .* 

*. MINUS .* X 

*. .* ***** 

*. .* *CH * 

* NO ♦ Fl* 

* * 



02 *. 
.* *. 
.* OPERAND *. YES 

♦ .CHARACTER AN .* 

*. ASTERISK .* X 

*. .* ***** 

*. .* *CG * 

* NO * K3* 

* * 



***** 
*CH * 
* HI* 



NOP 

OR 

BRANCH 

*************** 



Fl *. 

.* * 
.* UPERANO 
►. CHARACTER 
*. CCMMA 



.* 
.* 
► NO 

**** 

* * 
..X* A2 1 

* 4 
**** 



*. YES 

.*.. .. 

.* . 



***** 

*Ch * 

* HI* 



***** 
*CF * 
* HI* 



.* CPERANO *. YES 
*. CHARACTER A .*.... 
*. SLASH .* 



***** 
*CG * 
* F3* 



•*ANY BLANKS * 


YES 


.* OPERAND 


*. 


VES 




*. EMBEDDED IN 


*. .. . 


*. CHARACTER 
*. PERIOD 


A . 
.* 






*. LABEL .* 




X 


*. .* 




*. .* 




***** 


*. .* 


X 


*. .* 






*CG * 


* NO 


***** 


* NO 






* G3* 




*CK * 








* * 


. 


* G1 + 


. 






* 


X 


* * 










***** 


* 










*CK * 




X 








* El* 




• *. 









.* CPERAND *. YES 








OR LESS THAN* 


X 


*• .* 


***** 


*. .* 


*CG * 


* NO 


* J4* 




* * 




* 


X 




***** 




*CG * 




* C2* 
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***** 
*CG * 
* M* 



*****A1 ********** 

* * 

* MOVE SCAN * 

* POINTER ONE * 

* CHARACTER * 

* RIGHT * 
***************** 



X 

.*. 

Rl *. 

.* *. 

YES .* OPERAND *. 

...*. CHARACTER A .* 

*. COMMA .* 



.* OPEPANC * 


. NO 


*. CHARACTER A 


.*... . 


*. PERICO .* 




*. .* 




♦ . .* 


X 


* YES 


***** 




*CF * 




* A3* 




* * 




• 


X 




*****E1 ********** 


* 


* 


* MOVE SCAN 


* 


* POINTER ONE 


*. ... 


* CHARACTER 


* 


* RIGHT 


* . 


***************** 




***** 


***♦ 


*CF * 


*CG * 


* A3* 


* Fl *... 


* * 



****F I ********* 

* EXIT TO THE < 

* CALLING < 

* ROUTINE * 
*************** 



**** 
* 4 
► A? 4 
¥ 4 

**** 



*****A'2********** 

* SKPCB * 
*-*-*-•-*-*-*-*-* 

* SKIP PAST * 

* COMMA OR * 

* BLANK * 
***************** 



****e2********* 

► EXIT TO THE 4 

► CALLING * 

► ROUTINE * 
*************** 



**** 
*CG * 

* C? *... 

* * 
**** . 

SMBCL X 

*****C2********** 

* • 

* SET TYPE * 

* FOR BRANCH TO * 

* SXMTP * 

* * 
***************** 



*****G?«********* 

* * 

* STORE * 

* BLANKS IN * 

* SYMBOL BUFFER * 

* * 
***************** 



*****E2********** 

* * 

* SET XR2 * 

* POINTtR FOR *.... 

* SYMBOL * 

* CCLLECTION * 
***************** x 

***** 
*CF 4 
♦ Ell 



* STCRE OPERAND * 

* CHARACTER IN * 

* SYMBOL * 

* BUFFER * 
***************** 



**** 






* * 




* A3 * 




* * 


**** 


**** 


*CG * 




* A<t *... 


m 


* * . 


X 


**** . 


.*. 


FERR X 


A3 *. 


*****A4********** 


.* *. 


* * 


YES .* OPERAND *. 


* SYNTAX ERROR * 


....♦CHARACTER EQUAL 


* ..X* TO * 


OR MORE THAN* 


. * ERFLG * 


*. .* 


* * 


*. .* 


***************** 


* NO 


**** 




* * 




^ # 


* A<» * 






* * 






•*** 




X 






.*. 






B3 *. 






• * *. 






.* OPERAND *. 


YES 




*. CHARACTER . 


*.... 




♦LESS THAN A* 






♦ . .♦ 


. 




. *. .* 


X 




+ NO 


**** 






* * **** 






* A4 * *CG * 

* * . * A« *.X 










**** * * 




X 


**** 





.*. 

C3 *. 

.♦ *. 

.* OPERAND *. NO 
♦CHARACTER VALID*... 
*.FOR RADIX.* 
*. .♦ 
♦ . .♦ 
♦ YES 



♦ ♦♦* 

* 4 

* A4 4 

* 4 
**♦♦ 



*****D3********** 

* * 

* MULTIPLY * 

* ACCUMULATED * 

* INTEGER BY ♦ 

* RADIX * 
***************** 



*****E3********** 
* 
* 
♦ .... 



ADD 

NEWEST DIGIT 

TO PRODUCT 



***************** 



* SFT * 

* RADIX *. 

* EQUAL TO 16 * 

* * 
***************** 



*****C4* ********* 

* ERFLG * 
*-*-*-*-*-*-*-*-* 

* SYNTAX ERROR ♦ 



***************** 



*****04********** 

* * 

* SET SCAN * 

* OUTPUTS EQUAL * 

* TO ZERO * 

* * 
***************** 



**** 
SCNEX X 

*****E4********** 

* * 

* SET XR2 * 

* POINTER TO ♦ 

* RETURN OUTPUT * 

* * 
***************** 



* H2 4 
l> 4 

**** 



► A2 * 

**** 



.♦. 

G2 *. 

.♦ ♦. 

.♦MCPE THAN 5*. YFS 

♦.CHARACTERS IN.*.... 

♦. SYMBOL .♦ 

*. .* . 

*. .* X 

* NO **1 

**** 

*CG * 

* H2 *.X 

* * 
**** 

GfNRT X 

*****H2********* 



* MOVE SCAN 
(* POINTER ONE 

* CHARACTER 

* RIGHT 

**************** 



X 

***** 
*CF * 
♦ El* 



**** 
*CG * 

* G3 *... 

* * . 
**** . 

CHRVL X 

*****G3********** 

* * 

* MOVE SCAN * 

* POINTER ONE ♦ 

* CHARACTER * 

* RIGHT * 
***************** 



*****H3********** 

* * 

* STORE OPERAND * 

* CHARACTER IN * 

* ELMNT * 

* * 
***************** 



**** 
♦CG * 
♦ J3 



*****J3********** 

* * 

* SET TYPE * 

* FOR BRANCH TO *.... 

* FERR * 

* * . 
***************** X 
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**** 


* 


*CG ♦ 


* H2 


* K3 *... 


* 


♦ ♦ . 


**** 


♦ ♦♦* X 




STRX .*. 




K3 *. 




.* *. 




•TYPE SET FOR*. 


NO 


♦.BRANCH ON •♦•. 


*.. .. 


♦.OPFRATOH .♦ 




♦. .♦ 




*. .* 


X 


* YES 


***** 




*CH * 


. 


* A4* 





**** 








*CG * 






* J4 *... 






* * . 






**** 




DCINT X 






*****J4********** 




* 


* 




* SFT 


* 




* RADIX 


* 




* EQUAL TO 10 


* 




* 


* 




***************** 


* 


**** 






* 


* * 






* 


* K4 *.X 

* * 
**** 








X 






*****K4*** ******* 




* 


* 




* SET TYPE 


* 




* FC« BRANCH TO 


* 




* INI 


rYP 


* 



***** 
*CH * 
* Al* 



***************** 

X 

**** 

* * 

* A3 ♦ 

* * 

**** 
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***** 
*CH * 
* Al* 



***4*A1 ********** 

* * 

* SFT COI 3 FOR * 

* BRANCH TO * 

* CLPFS * 

* ROUTINE * 
***************** 



**•**£! ********** 

* COLL * 
*-*-*-*-*-*-*-*-* 

* COLLECT TFRM * 



***************** 



*****C1 ********** 



*****A2********** 



* STOPF ADPRKSS * 




* COUNTER IN * 




* FLMNT * 




* * 




***************** 


X 




***** 


**** 


*CG + 


* * 


* J3* 


• HZ *... 


• * 


* * . 


* 


**** 




RELER X 




*****P2********** 




* * 




* RELCCATION * 




* FRPOP TO *. 




* ERFLG * 


. 



***************** 



***** 
*CG * 
* HI* 



cnn .*. 

c? *. 
• * *. 

.♦TVPF tCUAl *• YES 
*.NCTYP <SLT -,).*.... 



***************** x 

***** 

**** *r.G * 

*CH * * H?* 



**** 
SPLUS X 

*****() x ********** 

* COI I * 
*-*-*-*-*-*-*-*-* 

* COLLECT TERM * 



***************** 



. * 
.* 

NO 



.*. 

C2 *. 

.* *. 

.* TYPE *. 

. FCUAL SYMTP .< 

*. •* 

*. .* 



***** 
•CG * 
• Gl* 



**** 

* * 

* A3 * 

* * 
**** 

X 
.*. 

A3 *. 

.* *. 

.* INTERNAL *. 

►. RFLOCATION .« 

SWITCH SET TO 

*. .* 

*. .* 

* YES 



*****p 3* ********* 

* • 

* MULTIPLY * 
*TFRM RFLOCATION*.... 

* FACTOR BY * 

* FLHNT * 
***************** x 

**** 
**** * 4 

* * * E3 4 

* C3 *... t» * 

* * . **** 
**** X 

colz .*. 

C3 *. 

.* *. 

.1 PFLOCATABLE. YES 
*. ELFMFNTS IN .*.... 

*. PRODUCT .* 

*. .* . 
*. .* X 



* YES 



) K2 < 
* 4 
• *•* 



***** El ********** 

* * 

* SET ADSUP * 

* TO ADD +.... 

* * . 

* * . 
***************** x 



***** 
*CG * 
* H2* 



**** 
*CH * 

* Fl *... 

* * 

* + ** . 

SWNIS X 

*•***(: 1 ********** 

* CCLL * 
*-*-*-*-*-*-*-*-* 

* COLLECT TERM * 



***************** 

X 
*****G1**** ****** 
* 
* 
*. .. . 

* * 

* * . 
***************** x 

***** 
•*** *CG * 

*CH * * H2* 

* HI *... * * 

* * * 

* *** . 
SRLNK X 

*****H1 ********** 

* COLt * 
*-*-•-•-*-*-*-*-* 

* COLLECT TFRM * 

* * 

* * 
***************** 



*****£ 2********** 

* LABCK * 
*-*-*-*-*-*-*-*-* 

* COMPRESS * 

* ANC CHECK * 

* SYMBOL * 
***************** 



X 

.*. 

F? *. 



SYMBOL OK 



*****G2********** 

* STSCH * 

*_*_*_*_*_*-*_*_* 

* SEARCH * 

* SYMBOL * 

* TAHLF * 
***************** 



***** 

*cr, * 

Gl* 



* B? 4 

* 4 
**«* 

5 

*****D3********** 

* * 

* INDICATE * 

* RELOCATABLE * 
♦FIFHFNT (TRLSW * 

* NOT FOUAL n| * 
***************** 

**** * 

* * . 

* E3 *.X. 

* * . 
**** 



* NOP OR * 

* PRANCH TO * 

* CLRES * 

* ROUTINE * 
***************** 



* AOD OR * 

* SUBTRACT TERM * 

* TO/FROM * 

* VALUE * 
***************** 



.*• 

G3 *. 
.* *. 
.* TERM *. y( _<; 
♦RFIOCATABIL IT Y. *........ 

*. EOUAL .* X 

*. .* ***** 

*. .* *CI * 

* NO * Al* 



.* SYMBOL 


*. NO 


*• ntt-iNEi) 


.*.... 


*. • 


* . 


*. .* 




*. .* 


X 


*•** * YFS 


***** 


*CH * 


*CI * 


* 1? *.x. 

♦ J2 * J 

**** J2 *. 


VI* 


* 


.* * 




.* MLLTIK1 E 


*. YES 


*. nEFINITION 


.*••.. 



.* AOSUB *. VFS 
*. SET TO ADO .*•••• 



* K3 4 

* 4 
**** 



*I HH-LMCATIf •>' .*" 


' • * 

* 




*. . * 


. 


*• VALIO •* 






*. .* 


• 


*. .* 


X 




*• .* 


X 


*. i* 


**** 


♦ NO 


• *••• 


* **** 


* 


* 


**** . 


*CI ♦ 


. *CG * 


* P.? 


* 


* * . 


* ni* 


..X* to * 


* 


* 


* K2 *.X. 


* 9 


• * 


**** 


• * 


* 


**** 






**** 




ST»« 




MOFRT X 




**»**K1 ********** 






*****K ?**•***•*** 




* * C T 1ATFRNAL * 






* * 




* RHCCAT1UN + 






* MLLTIPLY * 




• "^SWITCH TC MODE* 






* FL"NT PY TfiPM * 




* OF * 






* * 




* * ASSEMBLY ♦ 






* * 




t ***************** 






***************** 





***** J -*•**•****** 
*Apn RFLOCATION * 

* CCU&T TO * 

* MMIS 1 * TERM *. 

* ^FIOCATION * 

* FACTOR * 
***************** 



* K1 *... 

* * * 

**** x 
*****K3********** 
♦AOO RELOCATION * 

* CrUNT TO * 

* PLUS 1 ♦ TFRM * 

* RFLOCATION * 

* FACTOR * 
***************** 



***** 
♦CI * 
* Al* 
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» 4 

I «2 I 

► 4 

*•*• 



***** 

*Ct ■* 

• Al* 
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***** 
*C! * 
* #1* 



* RESET SCAN * 

* FOR NEXT * 

* TERM * 

* * 
***************** 



*****e 1*********4 

* 1 

* RESTORE SCAN * 

* FOR NFXT * 

* ELEPFNT i 

* (* OPERATOR) * 
***************** 



•***C1********* 




* EXIT TO THE * 




* CALLING ♦ 




* ROUTINE * 




*************** 




• *** 




♦CI * 




* CI *... 




* * . 




**** . 




MDFER X 




*****D1 ********** 




* * 




* MULTIPLY- * 








* TO ERFLG * 


X 


* * 


***** 


***************** 


*CH * 




* J2* 


**** 


* * 


♦ CI * 


* 


* Fl *... 




* * . 




**** 




UChfR X 




*****F.l ********** 




* • 




* UNDEFINFC * 








* TO ERFLG * 


X 


* * 


***** 


***************** 


*CG * 




* CA* 
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*•***£ I********** 

* BTHEX * 
*-*-*- 4- *-*-*-*-* 

* BINARY * 

* TO HEX * 

* * 
***************** 



****C1********* 
» EXIT TO THE « 

► CALLING t 

► ROUTINE * 



**** 
» * 

* A2 * 

» * 
**** 



*****t2 ********** 

* . INSFRT * 

* ERROR FLAG * 

* TO POS 18 * 

* OF * 

* I/C BUFFER * 
***************** 

**** ! 



****P2********* 

* EXIT TO THE * 

* CALLING * 

* ROUTINE * 
*************** 
**** 



**** 

X 
*****C2********** 

* INSERT * 

* ERROR FLAG * 

* TO POS 19 * 

* OF * 

* I/O BUFFER * 
***************** 

I **** 

. * * 

..x* bz * 
* * 
**** 



BTHFX 


GTHOG .*. 


*****E1 ********** 


E2 *. 


♦CCNVFRT ACC. TC* 


.* *. 


* NO. OF CHAPS. * 


NO .* LIST *. 


* SPECIFIED BY * 


...♦OPTION SELECTEO* 


* XR2. STORE IN * 


*. .* 


* I/O EUFFER * 


*. .* 


***************** 


*. .* 


I 


* YES 


': ' 


X 
• *. 



****F1********* 

► EXIT TO THE * 

► CALLING * 
* ROUTINE * 

*************** 



* SET NCN-CUP * 

* ANC NON-XEO * 

* FOR THIS * 

* ASSEMBLY * 
***************** 



*****H I ********** 



***************** 



.* *. 
XYES .* PRINCIPAL *. 
...*. PRINTER THE .* 
♦TYPEWRITER.* 



*****G2********** 

* • 

* SAVE * 

* PARAMETERS TO * 
*RESTCRE OVERLAY* 

* NCk. IN CORF * 
***************** 



******H 2 *********** 

FLIPR 

**-*-*-*-*-*-*-** 

READ IN 

* PHASE 5 * 

************* 



***** 
*BU * 
* F2* 



Jl *. 






* 


.* *. 








.♦THIS ERROR 


♦ . 


YES " 




♦ALREADY IN POS. 


* 


......... 


*. 18 


* 


. 




♦ . .* 








♦ . .♦ 




X 




* NC 




**** 


**** 


. 




* * 


*CJ * 


• 




* B? * 

* * 


* K? *.X 



Chart CJ. 



.*. 


on 


<XT 


Kl *. 




X 


.* *. 




****K2********* 


* *. 


NO 


* EXIT TO THE 


POS 18 BLANK . 


*.... 


* CALLING 


*. .* 




* ROUTINE 


*. .* 




*************** 


*. .* 


X 




* YES 


**** 






♦ ♦ 




X 


♦ C2 ♦ 




• *** 


♦ * 




* * 


**** 




* A2 * 






* * 






**** 
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LDL8L 

*****B3********** 

* LA8CK * 
*-*-*-*-*-*-*-*-* 

* COLLECT * 

* AND CHECK * 

* LABEL ♦ 
***************** 



**** 






X 




*****A4********** 


* 




* 


* 


WAIT 


* 


* 




* 


*ANP 


CONTINUE 


IN* 


* 2 


PASS MODE 


* 


***************** 


**** 






* 


* 




* B4 


*. .. 




* 


* . 




**** 


X 




LBXXX 


.*• 





**** 
* * 

► G4 * 

► * 
**** 



.* 
,* 
YES 



.* 



C3 *. 



*. 



*. YE 
PASS 1 .*.. 
*. .* 

*. .* 
*. .* 

♦ NO * 



STLBL X 

*****03********** 

* INSERT * 

* LABEL VALUE * 

* TC POS 1-4 *. 

* CF * 

* I/O BUFFER * 
***************** 



* STCRE RETURN * 

* ADDRESS * 

* TO LDLBl * 

* ROUTINE * 
***************** 



.* *. 
.* 1 PASS *. NC 
>. ASSEMBLY .*... 
*. .* 

*. .* 
*. .* 
* YES 



4****04 ********** 

* INT1 * 
*-*-*-*-*-*-*-*-* 
♦SAVE STATEMENT * 
♦IN INTERMEDIATE* 

* I/O * 
***************** 



♦ ♦♦♦ 
t * 

► E4 ♦.X 



• *** 
RDSRC X 

•*****E4 *********** 

ROCRD 

**_*_*_*_*:-*_*_** 

READ SOURCE 

RECORD (CARD OR 

PAPER TAPE) 

************* 



**** 

X 
**+**A5*+^ ******* 

* P9MVF * 
*-*-♦_*_*_*_*_*_* 

♦WOVE I/O PUFFER* 
♦TO PRINT/PUNCH * 

* PUFFFR * 
***************** 



.* LIST *. NO 
♦OPTION SELECTED^... 
♦. .* 

*. .* 



******C5** ********* 

TV3 

**-*-*-*-*-*-*-** 

PRINT 

* LINE OF * 

LISTING 

************* 



PUNCH .*. 

D5 *. 
.* *. 
.* I PASS *. NO 





*. .* 


•*.... 




*. .* 






*. .* 






* YES 






X 




* 


****E5********** . 


* 


INT2 


* . 


* 


-*-*-*-*-*-*-*- 


-* . 


* 


UNPACK NEXT 


♦ 


* 


SOURCE RECORD 


♦ . 


* 


FROH INTER I/O 


♦ . 


***************** . 



***44F3********** 

* * 

* INCREMENT * 

* INTERNAL STMT * 

* NC. BY 1 ♦ 

* * 
***************** 



.* ANY *. YES 

♦WORKING STORAGE*.... 
*. AVAILABLE.* 



F5 



****F4 ********* 

♦ EXIT TO THE * 

♦ CALLING ♦ 

♦ ROUTINE ♦ 
*************** 

• *** 



**** X 
UTWO .*. 

G4 *. 

.* *. 
.* FIRST *. NC 
*. SOURCE .*... 
♦.STATEMENT.* 
*. •* 
*. .* 
* YES 



*. 



.* LIST PECK *. l> 

*0R LIST DECK E.*' 

♦.SPECIFIED.* 

*. .* 

*. .* 

* YES 



♦ *** 

* 4 

k F4 * 
' * 

♦ *** 



» B4 * 

» 4 
**** 



******H3*********** 

♦ PRINT/TYPE * 

ERROR MESSAGE 

* A03 * 

************* 



******H4*** ******** 

GTHOG 

**-*-*-*-*-*-*-** 

RESTORE PAGE. 

* PRINT * 

HEADING 

************* 



.* LIST *. YES 
*.OECK E (EDIT).*... 
*. .* 

*. .* 

*. .* 
* NO 
**** 



* H5 *.X 

* * 
**** 



******H5 *********** 
PCHCD 

♦*-*-*-*-*-*-*-** 

PUNCH FROM 

*POS I TO END * 

CF OUTPUT 

************* 

'. **** 
. * * 
..X* E4 * 

* * 
**** 



* A4 * 

• * 
**** 



****K3********* 

► EXIT TC THE « 

► SUPERVISOR * 

► 4 
4************** 



******K4*********** 

GTHDG 

**-*-*-*-*-*-*-** 

RESTORE PAGE. 

* PRINT * 

HEADING 

************* 

. **** 

* * 
..X* A5 * 

* * 
**** 



FRS X 

*****K5********** 

* INSERT * 

* BLANKS * 

* TO POS 1-17 * 

* OF * 

* I/O BUFFER * 
***************** 

I **** 

* * 
..X* H5 * 

* * 
**** 
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IABCK .*. 




Al *. 




.+ *. 


YtS .* FIRST 


*. 


...*. CHARACTER 


.* 


*. NUMERIC 


.* 


*. .* 




*• .* 




* NC 




** + * . 




+ * 




* El *.X. 




* * 




*♦** X 




LABCL .*. 





X 

***** 

*CF * 

* HI* 

* * 



LABKL 



CI 



.* *. 
NC .♦ *. 

...*. CHARACTER .* 
*. VALID .* 
*. •* 
*. .* 
* YES 



.* FIVE *. NO 
*. CHARACTERS .*.... 
*. CHECKED .* 



. .* 


X 


* YES 


**** 




* 




* 81 




* 




**** 



LABOK X 

*****£ \********** 

* COLLECT FIVE * 

* CHARACTER * 

* LABEL INTO * 

* TWO HCRCS * 

* * 
***************** 



**** 
» 4 

♦ Fl * 

♦ 4 
**** 



****F1********* 

* EXIT TO THE * 

* CALLING * 
» ROUTINE * 

*************** 



* INCREMENT * 

* LINK-WCRO FOR * 

* PSEUCC-SKIP * 

* * 
***************** 



*****H1 ********** 

* * 

* RETURN ALL * 

* ZEROS IN * 

* k, AND C. * 

* * 
***************** 

\ **** 

* * 
..X* Fl * 

* * 
**** 
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***** 
*CL * 
* A3* 



Al 



*. 



ANY *. YES 
*. DATA OUTPUT .*.... 
*. YET .* 
*• .* 

*. .* 
* NC 



* INCHEMFNT * 

* WCRC COUNT OF * 

* DISK OUTPUT * 

* BY 1 * 
***************** 



STAOr .*. 

A3 *. 

.* *. 
.* ANY LABEL *. NO 
♦.ON THIS STMT..*... 

*. .* 



*. 



.* 



***** 
+CJ * 
* D3* 



***4*B1 ********** 

* INSERT LOAD * 

* ACCRESS INTO * 
♦FIRST OATA HDR * 

* AFTER PROGRAM * 

* HEACER * 
***************** 



****«E2 ********** 

* • 

* SHIFT DATA « 
♦INDICATOR BITS * 

* INTC INDICATOR * 

* ens word * 
***************** 



*****B3********** 

* * 

* SET SWITCH * 

* FOR STAOO * 

* ENTRY TO SRCH + 

* ROUTINE * 
***************** 



X 

.*. 

CI *. 



*. DATA BREAK 



*****D1 ********** 

* CTHDR * 
*-*-*-*-*-*-*-*-* 

* GENERATE * 

* DATA HEACER ♦ 

* • 
***************** 



.* 



El 



*. 



*. 



_ START OF *. NO 
♦.NEW BLOCK CF .♦... 
*. 8 WOROS .* 
♦ . .♦ 
*. .♦ 
♦ YES 



*****F1 ********** 

* * 

* SET NEXT * 
♦INDICATOR BITS ♦ 

♦ WORD TO ♦ 

♦ ALL ZEROS ♦ 
***************** 



*****G1 ********** 

* * 

* INCREMENT * 

* WORD CCUNT OF * 

* DISK OUTPUT * 

* BY 1 * 
***************** 



*****H1********** 

* ♦ 

* RESET SHIFT ♦ 

* COUNT FOR * 

* NFW BLOCK OF * 

* B WORDS ♦ 
***************** 



*****J1 ********** 

♦ * 

♦ UPDATE * 

♦ OUTPUT ♦ 

♦ POINTERS ♦ 

♦ ♦ 
*****••******•**♦ 



.X 



*****K1 ********* 
* 

* PUT 

* DATA WORD 

* INTO BUFFER 
* 
**************** 



*****C2** ******** 

* * 

* UPDATE ♦ 

* OATA OUTPUT ♦ 

* POINTER * 

* * 
***************** 



•****Q2********** 

* * 

* DECREMENT * 

* SHIFT * 

* COUNT ♦ 

* * 
***************** 



*****£?***** ***** 

♦ ♦ 

♦ SET DATA ♦ 

♦ OUTPUT SWITCH * 

♦ (DATSW) ♦ 

♦ NCN-ZERU ♦ 
***************** 



.* CATA *. YES 
♦.FIRST WCRO OF.*... 
♦. LI8F .* 



****G2********* 

INCREMENT 
INTERNAL 

ACCRESS 

COUNTER 
*************** 



******H2*********** 

WROFO 

**-*-*-*-*-*-*-** 

WRITE OSF 

♦ SECTOR IF ♦ 

BUFFER FULL 

************* 



****J2********* 

* EXIT TO THE * 
► CALLING * 

* ROUTINE 1 
*************** 



*****C3********** 

♦ SRCH * 
*-♦-*-*-*-*-*-*-* 

♦ SEARCH SYMBOL ♦ 

♦ TABLE ♦ 

♦ IN CORE ♦ 
***************** 



*. 



LABEL ♦. YES 
. ALREADY IN .♦ 

♦. TABLE .♦ X 

♦. .♦ ♦♦♦♦♦ 

*. .* *CJ * 

NO * D3* 

* * 



E3 



*. 



.* ANY ♦. NO 
*. SYMBOL TABLE .♦... 
♦.OVERFLOW .♦ 
*. .* 
♦ . .♦ 
♦ YES 



******F 3* ********** 

HRSYT 

**-*-•-*-*-*-*-*• 

WRITE PARTIAL 
SECTOR AT NEXT* 



*****G3********** 

* OFSCH ♦ 
*-*.*-*-*-*-*-*-* 

* SET UP TO ♦ 

* SEARCH 0"FLO ♦ 

* SECTOR ♦ 
***************** 

**** I 
♦CL ♦ . 

* H3 *.X. 

* * 
**** . 

X 

******H3*********** 

RCSYT 

**-*-*-*-*-*-*-** 

REAC 

* OVERFLOW ♦ 

SFCTOR 

************* 



*****J3 ********** 

* * 

* SET SWITCH ♦ 

* FOR STADO ♦ 

* ENTRY TO SRCH * 

* ROUTINE ♦ 
***************** 



X 
***♦♦ 
♦CN * 
* Al* 



***** 
*CN * 
♦ Fl* 
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***** 
*CM * 
* Al* 



.* ANY *. NO 
*. OVERFLOW .*... 
*• .* 



**** 

* * . 

* ei *.x. 

* * 
*+** . 

STS2 X 

******B1 *********** 
RSTRE 

**-*-♦-*-*-*-*_** 

RESTORE 

* PARTIAL * 

SECTOR 

************* 



RSTRE 

****** t2*********** 

RDSYT 

**-♦-*-*-♦-*-*-** 

READ 

* PARTIAL * 

SECTOR 

************* 



*****B2** ******** 

* * 

* RESET HIGH * 

* AND LOW END * 

* ACDRFSSES * 

* * 
***************** 



*****C1 ********** 


X 




****C2********* 


* LCAD * 


* EXIT TO THE * 


* SYMBOL * 


* CALLING * 


* VALUE ♦ 


* ROUTINE * 




*************** 


***•**•*•***•**** 




XP1 


'. OFSCH 


X 


, *****C2********** 


****Q1********* 


* SAVE LOW END * 


* EXIT TO THE ♦ 


* ADDRESS. SET * 


* CALLING * 


* UP TO READ * 


* ROUTINE * 


♦FIRST OVERFLOW * 


*************** 


* SECTOR * 




***************** 



**** 

* CM * 

* El *... 

* * 
**** X 

P<312 .*. 

El *. 



.* 
• •* 
* YES 



*****F1 ********** 

* OFSCH * 
♦-*-*-*-*-*-*-*-* 

* SET UP TO * 
♦SEARCH OVERFLOW* 

* SECTOR * 
***************** 

**** '. 

♦ * . 

♦ Gl *.X. 

♦ * 
**** 

GTOF2 X 

******G1 *********** 

RDSYT 

**-*-*-*_*-*-*_** 

REAC 

* OVERFLOW * 

SECTOR 

************* 



*****H1 ********** 

* SRCH * 
*-*-*-*-*-*-*-*-* 

* SEARCH * 

* OVERFLOW * 

* SECTCP * 
***************** 



*****E ?********** 

* SET UP HIGH * 

* AND LOW * 

* ADDRESSES TO * 

* SEARCH ONF * 

* SECTOR TABLE * 
***************** 



*****F2********** 

* * 

* SET XR3 * 

* TC COUNT OF * 

* CVERFLCW * 

* SECTORS * 
***************** 



****G2********* 

► EXIT TO THE * 

► CALLING * 
» ROUTINE * 

*************** 



WRS YT 

******h2*» ********* 

DISK1 

**-*-*-*-«-*-*-** 

WRITE 

* OVERFLOW ♦ 

SECTOR 

************* 



RDSYT 

****** A3* ********** 

DISK1 

*+-*-*-*-*-*-*-** 

READ 

* CVERFLCW * 

SECTOR 

************* 



****B3********* 
H EXIT TO THE « 

► CALLING * 

> ROUTINE * 
*************** 



* COMPUTE HIGH * 
*ANO LOW ADDRESS* 

* DIFFERENCE * 

* • 
***************** 



YES .* *. 

...*. DIFFERENCE .* 
*. EQUAL .* 



*****C4********** 

* SUBTRACT * 
♦DIFFERENCE FROM* 

* HIGH ADDRESS. ♦ 
♦COMPARF SYMBOL * 

* , THERE * 
***************** 



.* *. NO 

>. COMPARF .*... 

*. EQUAL .* 



***** 
♦CO ♦ 
♦ Al* 



•SRCH ROUTINES. YES 
♦.ENTERED FROM .*.... 
*. STADD .* 



**•* 
» * 

¥ 4 

**** 



*****F4 ********** 

* SAVE * 
♦RELOCATION AND ♦ 

* MULTIPLY- ♦ 

* DEFINED BITS * 

* ♦ 
***************** 

**** 

* * 

* G4 *.X 

* * 
**** 



* INCREMENT * 

* LINK-WORD FOR * 

* PSEUOO-SKIP * 

* * 
***************** 






* CLEAR * 

* STADD ENTRY * 
♦SWITCH (ADDSW) ♦ 

* * 
***************** 



.* ♦. 


****J2********* 


.♦ ♦. YES 


* EXIT TO THE 


♦. FCUNO ...... 


* CALLING 


♦ . .* 


* ROUTINE 


*. .* 


*************** 


*. .* X 




* NC ***** 




*CN * 




* E5* 




. ♦ ♦ 




. ♦ 




X 




.♦. 




Kl *. 




.* ♦. 




.♦ ANY MrRE ♦. YES 




♦. OVERFLOW .*.... 




*. SECTORS .* 




*. .* 




*. .♦ X 




♦ NO ♦♦♦♦ 




**** * * 




* * * Gl ♦ 




..X* Bl * * * 




* * **** 




**** 





****J4********* 

► EXIT TO THE * 

► CALLING « 
* ROUTINE < 

*************** 



* K4 *... 

* * . 
**** . 

MULT X 

*****K4********** 
♦INSERT MULTIPLY^ 

* -CEF1NEO BIT * 

* IN BIT OF * 

* WORD 1 OF * 

* SYMBOL * 
***************** 

* **** 

* ♦ 
..X* G4 * 

* * 
**** 
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*CN * 
* Al* 



♦♦♦♦♦A 1 ********** 

* SRCH * 
*-*-*-•-*-*-*-*-• 

* SFARCH * 

* CVERFLOW * 
*. SECTOR * 
***************** 



X 
10 •*. 

A3 *. 
.♦ *. 

..♦ END OF *. NO 

♦.IN-CCRE TABLE.* 

*. .* X 

*. .* ***** 

*. .♦ *CJ * 

* YES * 03* 

. * * 



SCH .*. 

A5 *. 
.* *. 

.* ANY *. YES 

♦.SYMBOL TABLE .*.... 
♦.OVERFLOW .* 
*. .* 

*. .* 
* NO 



.* 



*. 



*. FCUND 
*. 

*. .* 
*. .* 

* NC 



*****C1 ********** 

* INCREMENT * 
♦SECTOR ADDRESS * 

* FOR NEXT * 

* OVERFLOW * 

* SECTOR * 
***************** 



Dl *. 
.* *. 
.♦ ANY MORE *. YES 
*. OVERFLOW .*.... 
*. .* . 



***** 
*CL * 

* H3* 



******B3*********** 

WRSYT 

**-*-•-*-*-*-*-** 

WRITE 

OVERFLOW ♦ 

re* 



******65*********** 

WRSYT 

**-*-*-*-*-*-*-** 

SAVE 

* PARTIAL * 

SECTOR 

************* 



******C2***** ****** 

WRSYT 

**-*-*-*-*-*-*-** 

HRITE OVERFLOW 

HITF MULTIPLY-* 

OEFINED TAG'O 

************* 



******C2*********** 

RSTRE 

**-*-*-*-*-*-•-** 

RESTORE 

* FULL TABLE * 

STATUS 

************* 



C3 *. 
.* *. 

*'. CVEftfLOW 
*. SECTORS .* 
*. .* 

*. .* 

* NO 



RESET TABLE 

LIMITS TO 

ALLCW MORE 

SYMBOLS 

*************** 



•*****E1 *********** 

RSTRE 

**-*-*-«-•-*-*-•* 

RESTORE 

* FLLL TABLE * 

STATUS 

************* 

X 

rAcz .*. 

Fl *. 

.* *. 
.* PUSH-DOWN *. Nt 
*. RECUIRED .*.. 
*. .* 

♦ . 



X 
***** 
♦CJ * 
* D3* 



X 
***** 
*CJ * 

* 03* 



******D4****** ***** 

ERNT1 

**-•-*-*_*-*-*-** 

PRINT 

♦ERROR MESSAGE* 

A02 

************* 



****E4**« ****** 
► EXIT TO THE 1 
* SUPERVISOR * 

» 4 

*************** 



STS1A X 

*****C5********** 

* SRCH * 
*-*- *-*-*-*-*-*-* 

* SEARCH * 

* IN-CORE * 

* TABLE * 
***************** 



.*•■ 
05 *. 
.* *.. 
.♦ *. NO 

FOUND .♦.. 
♦ . .* 

*. .» 
♦ . .♦ 
* YES 



X 
***** 
♦CM * 
* El* 



*. 



YES 



PSFCN 

*****G1 ********** 

* PUSH SYMBOL * 

* TABLE DCWN I * 
*ENTPY FRCH SPOT* 

* WHERE NEW ♦ 
» ENTRY GOES ♦ 
***************** 



*****E5********** 

♦ * 

♦ INCREMENT ♦ 

♦ LINK-WORD FOR * 

♦ PSEUOO-SKIP ♦ 

♦ * 
***************** 



X 
***** 
♦CM ♦ 
♦ Al* 



**************** 



*****J1********** 

* * 

* INCREMENT ♦ 

* SYMeOL * 

* CCUNT * 

* * 
***************** 



***»*K1********* 

* DECREMENT 

* SYMBOL TABLE 

* LOW END 

* ADDRESS BY 3 
* 
**************** 



**** 

* * 

* A3 * 

* * 
• •** 
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***** 
♦cu * 

♦ Al* 



NLIU .*. 

Al *. 

.* *. 

. ifWUI iYMuOL*. YtS 

♦.OKfcAltk ThAN .*.... 

♦iAULfc tNTKY* 

,*. .* 



*****t)l********** 

* * 

* AULktib JUST * 

* U-MPAKtO IS * 

* Mw LOW-fcNU * 

* ALLKLSS * 
***************** 

* **** 

. *CM * 
..X* A<« * 



P915 X 

*****A3********** 

•INCREMENT INPUT* 
♦POINTER, OUTPUT* 

* POINTER. * 
♦DECREMENT LOOP * 

* COUNT * 
***************** 



X 




.*. 




***** b< ; ********** 




B3 *. 




* * 




* *. 


**** 


* AUOkfcSS JUST * 


.* 


PACK AND *- NO 


* * 


* COMPARED IS * 


*. 


MOVE DONE .*... 


•X* HI * 


♦ Nhh hIGH-fcNO * 


* 


.* 


* * 


* ADDRESS * 




*. .* 


**** 


***************** 




*. .* 
* YES 




* **** 








. *LM * 




. 




..X* A<t • 




• 





CI *. 
.* *. 

."AM COLUMN *. NO 
*.:i-2!> NUN-BLANK*... 
*. •* 

*. .* 
*. .* 
* YtS 



*****L, 1********** 
V * 

* STAKT * 
♦CbrtHKtSilON Al * 

* CcL 21 * 

* * 
***************** 



*****£ |**«******* 

* iN&fcRT LABtL * 

* HtLD BIT IN * 

* iTAlfcMtNI * 

* PRtUX WORD * 

* - air o * 

************** **« 



.* 



C3 



*. 



*****0^** ******** 

* * 

* STArtT * 

•COMPKfcSSION AT * 

* COL 27 * 

* * 
***************** 



*****F l********** 

* * 

* SCAN FROM * 

* CLL 71 LEFT * 
+ FLH NUN-BLANK * 

* * 
***************** 



* ****(; 1 ********** 
♦CALCULATE KURD * 

* COUNT FuR * 
♦PktFI* WORD-i/2* 

* hU. FROM NUN- * 

* BLANK PLUS 1 * 
***************** 

**** 



**** 
P«U> X 

***** hi* ********* 

* PACK 2 ♦ 
♦ChAKACTtRS INTO* 

* 1 WORD * 

* * 
***************** 



*****J1********** 

* * 

* STORE IN * 

* IMtKMEDlATfc * 

* GUIPCT BUFFER * 

* ♦ 
***************** 



.♦ANY COLUMN *. NO 
♦73-80 NON-BLANK*... 
♦. .* 

*. .* 
*. .* 
* YES 



*****03********** 
♦INSERT 10 FIELD* 
♦BIT IN PREFIX * 
*WURO. AOO 4 TO * 

♦ WORD COUNT IN • 

♦ PREFIX WORD * 
***************** 



*****E3********** 

♦ PACK ANO MOVE * 

♦ * WOROS OF 10 * 

♦ FIELD TO * 

♦ INTERMEDIATE * 

♦ 0/P BUFFER * 
***************** 



F? 



*. 



*. 



.* ROOM FOR *. NO 

*.l MORE OUTPUT.*. 

*. RECORD .* 

*. .* 

*. •* 

* YES 



pyi7 

*****GJ********** 
♦INITIALIZE FOR * 

* NEXT RECORD, * 

♦ WORO COUNT OF • 

* NEXT PREFIX * 

♦ WORD SET TO 1 * 
***************** 



****H3********* 

* EXIT TO THE * 

* CALLING * 

* ROUTINE * 
*************** 



* WORDS) PUT IN * 

* WORD 1 * 
***************** 



******H4*********** 

DISK1 

**-*-*-*-*-*-*-** 

WRITE SECTOR OF 

•INTERMEDIATE * 

OUTPUT 

************* 



*****J4********** 

* • 

* INITIALIZE * 

* FOR NEXT * 

* SECTOR * 

* * 
***************** 
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*z 



*. 



*. 



*************** 



•****ai ********** 

♦ DETERMINE * 

* NC OF WORDS * 

* IN BLOCK • 
*( INCLUCING DATA* 

• HEADER) * 
***************** 



•****C1 ********** 

* * 

* ENTER DATA • 

* HEADER INTO * 

* DISK OUTPUT * 

* * 
***************** 



****DI ********* 

SET UP TO 

START NEW 

DATA BLOCK 

*************** 



****E1 ********* 
» EXIT TO THE 4 
* CALLING 4 

► ROUTINE * 

*************** 



.* 

•.ENTERED FROM . 

•END* PROCESS 

*. .* 

*. .* 
* NO 



B2 *. 

.* *• 

.* PAST *. NO 

♦SECTOR POINT OF*... 

BUFFER .* 

*. •* 

*. .* 

* YES * 



• *** 

» 4 

» A3 4 
» 4 

• *•• 



WRTSP X 

****** A3 *********** 
DISK1 
**-*-*-*-*-*-*-•* 
...X WRITE 

* SECTOR * 



************* 



•****63********** 

* * 
♦INCREMENT BY 1 * 
*SECTCR ADDRESS * 

* OF DSF * 

* * 
***************** 



► H3 4 
t 4 

*•*• 



.*. 

C2 *. 

.* *. 

.* BLOCK *. NO 

*. COMPLETED .*.... 

*. .* 

*. .* 

*. .* X 

* YES 



*•** 
4 

H3 4 
4 

**** 



*****C2**«* ****** 

* OTHDR * 
*-*-*-*-*-*-*-*-* 

* ENTER * 

* HEADER * 

* • 
***************** 



*****E2********** 

* * 

* SET RDTHD * 

* (REDUNDANT • 

* DATA) HEADER * 

* SWITCH * 
***************** 



*****C3********** 

* * 
•DECREMENT NO OF* 

* SECTORS OF * 
♦WORKING STORAGE* 

* BY 1 * 
***************** 



X 
LFT .*. 

D3 *. 
.♦ *. 

.ENTERED FROM*. YES 
♦••ENO 1 PROCESS.*.... 
*. .* . 
*. .* 

*. .* X 

* NO •* 



► H3 4 

► 4 

*«** 



X 

r .*. 

E3 *. 

• * *. 

.NO. OF WORDS*. YES 

. TC BE MOVED .*.... 

*. EQUAL .* 

*. .* 

*. .* . 
* NO 



*****F3**** ****** 

* • 
♦HOVE WOROS PAST* 
•SECTOR POINT TO* 

* BEGINNING OF * 

* BUFFER * 
***************** 



*****G3********** 
•INITIALIZE XR1 • 

• AND XR2 * 
•CONTROL. RESET • 

• DATA HEADER • 

• CONSTANT ♦ 
***************** 

**•* 



•***H3********* 

* EXIT TO THE * 
► CALLING 4 

* ROUTINE « 
*************** 
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***** 

♦ CO * 

* Al* 



CLEAR I/O 
BUFFER 
(SAREA) 

*************** 



IN72A X 

*****B1 ********** 

* * 

* SET XR1 * 

* TO * 

* BUFI PLUS 3 * 

* * 
***************** 



»****C1 ********** 

* * 

* SET XR2 * 

* TO SAREA PLUS * 

* 20 (LABEL » 

* FIELD! * 
***************** 



X 

.*. 

01 *. 



.* 



*. 



.* *. YES 

. ANY LABEL .♦... 
*. .* 

♦ . .* 

*. .* 
* NO 



*****E1 ********** 

* * 

* INCREMENT * 

* XR2 BY 6 * 

* IPCINT TO OP * 

* CODE FIELD) * 
***************** 



X 

.*. 

A2 *. 

.* *. 

.* *. NO 

*.ID IN RECORD .*... 



*****B2********** 



*****A3********** 



DECREMENT 
XR3 BY 4 



***************** 



*****C2********** 



DECREMENT 
XR3 BY 1 



***************** 



*****D2********** 

* * 

* DECREMENT * 

* XR1 BY 1. * 
♦DECREMENT BUFI * 

* PLUS 2 BY 1 * 
***************** 



**** 

♦ * 

♦ E2 *.X 

♦ • 
**** 



* UNPACK FROM * 

* eUFI AND * 
♦STORE IN SAREA * 

* * 
***************** 





* SET UP TO * 






♦ UNPACK ID. *. 






* INDICATE IF * 


. 




* NO ID * 






***************** 


X 
**** 




**** 


• 




* * 


♦ E2 




* B3 *... 


* 




* * . 


•*** 




**** X 




NO 


102 .*. 

B3 *. 





.* SECTOR ♦. NO 
♦. UNPACKED .*... 

*. .* 

♦ . .♦ 



ROIO X 

******C3*********** 

DISK! 

**-*-*_*-*_*-*-** 

READ IN 
♦ NEXT SECTOR * 

************* 



•****D3********** 

* * 

* INCREMENT * 
•SECTOR ADDRESS * 

* BY 1 * 

* * 
***************** 



****E3********* 

► EXIT TO THE * 

► CALLING * 
* ROUTINE * 

*************** 



* SET XR3 TO * 

* WORD COUNT OF * 

* RECORO ♦ 

* * 
***************** 



X 

no .*. 

F2 *. 

. * *. **** 

.♦ *. YES * * 

*.ID IN RECORD .*....X* A3 * 

*. .* * * 

*. .* **** 

*. .* 
* NO 
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***** 
*CR * 
* Al* 



*. 




'* 


NO 


1 


*.... 


• * 




.* 


# 


.* 


X 


YES 


***** 




*cs * 




* Fl* 



*****ei ********** 

* * 

♦RESET CCUNTERS ♦ 

* AND SWITCHES * 

* FOR PASS 2 * 

* * 
***************** 



****** 2 ********** 

* INSERT LEVELS * 

* SPECIFIED TO * 
♦WORDS 16-17 OF * 

* HEADER * 

* * 
***************** 



*****(>2********** 

* MAKE HEADER * 
♦LENGTH (WORD 6)* 

* EQUAL NO. OF ♦ 
♦LEVELS SPECIF'O* 

* FLUS 6 * 
***************** 

* **** 

* * 
..X* D3 * 

* * 
**** 



**** 

* * 

* A3 *... 

* * 
**** 

X 
******3********** 

* * 

* INDICATE * 

* PROGRAM TVPE ♦. 

* 1 * 

* * 
***************** 

*•** 

* * 

* B3 ♦... 

* * . 

**** 
S240A X 

*****B3********** 

* • 

* INDICATE ♦ 

* PROGRAM TVPE * 

* 2 * 

* • 
***************** 



**** 

► * 

► A5 *... 



*****A4********** 

* INSERT NO. OF * 

* FILES DEFINEO * 

* IN WORD 9 OF *... 
♦PROGRAM HEADER ♦ 

* * 
***************** 



A5 



*. 



***• 




* • 




* B4 *. 


. . 


• • 




**** 


X 


S243A 


.* 







CI *. 






.* * 


NT 


.* 


1 PASS 


. .* 


» 


ASSEMBLY 




* 


"*. .* 

*• .* 
* YES 



*****C3********** 

♦ MAKE HEADER * 
♦LENGTH (WORD 6>* 

* EQUAL 3 * 



***************** 



*****m ********** 

* MAKE CFBUF * 
♦IPASS 1 AREA OF* 

* PRINCIPAL I/O *. 

* ROUTINE) THE * 

* DSF eUFFER * 
***************** 



S24CC X 

*****E1 ********** 

* MAKE BUFI THE * 

* CSF BLFFEP * 

* (NC INTERRED- * 

* IATE I/O) * 

* * 
***************** 



**** 


**** I 


* * 


* * . 


+ 02 ♦... 


* 03 *.X. 


♦ ♦ 


* * 


♦ *** X 


**** X 


S2413 .*. 


S242C .*. 


02 *. 


D3 ♦. 


.* *. 


.* *. 


NO .* ENT *. 


.* EXTENDED *. 




*. PRECISION . 


*. .* 


*. .* 


*. .* 


*. .* 


*. .* 


*. .* 


* YES 


* YES 



*****£ 2********** 



***************** 



•****E3********** 

* INSERT * 

* 0002 In temp 



mm 


* TYPE1 ♦ 

* PRECISION * 


m 




* * 


X 


***************** 


**** 




* 


• *** 


03 ♦ 


• * 


♦ 


* F3 *... 


**** 


* ♦ . 




**** X 


S2421 .*. 



* CLEAR TO ZERO 
♦FIRST 51 WORDS 

* CF PROGRAM 

* HEACFR 



.* ILS *. NO 
*. ASSEMBLY ...... 

*. .* 



F3 ♦. 

.* ♦. 

.* STANDARD *. NO 

*. PRECISION .*... 

*. .* 

*. .* 



***************** 


♦ . .* 


X 


. • 


* YES 


**** 

* 

* B3 


X 




.*. 




* 


Gl *. 




**** 


• * *. 






.* ABSOLUTE *. YES 


X 




♦. ASSEMBLY .*.... 


*****G2********** 




*. .* 


* * 




*. .* 


* INDICATE * 




*. .* X 


* PROGRAM TYPE * 




* NC **** 


* 7 * 




. * * 


* • 




♦ A3 * 


***************** 




X ♦ ♦ 






02 .*. **** 






HI *. 






.* *. 






.* ISS ♦. NO 






♦. ASSEMBLY .*.... 






*. .* 


X 




*. .* 


*****H2 ********** 




*. .* X 


* INSERT * 




* YES **** 


* INTERRUPT * 




* ♦ 


* LEVEL NO. IN * 




X * D2 * 


* WORD 13 OF * 




*****jl********** * * 


* HEADER * 




* * **** 


***************** 




♦ INDICATE * 


• 




♦ PROGRAM TYPE ♦ 


* 





*. 



***************** 



*****K1********** 
♦INSFRT ISS NO. * 
*IN WORD 14. NO.* 
*0F LEVELS REQD * 

* IN WOHC 15 OF * 

* HEAOER * 
***************** 



***** j 2*********4 

* MAKE HEADER ♦ 
♦LENGTH (WORD 6)* 

* EQUAL 4 * 



*****•**•*•*•**** 

* ••** 

* * 
..X* 03 * 

• * 
•*** 
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* YES 



*****G3********** 

* INSERT ♦ 
*CC01 IN WORD 3 ♦ 

* CF PROGRAM * 

* HEADER * 

* * 
***************** 



S2430 .♦. 

H3 *. 

.* *. 

.* *. Y 

♦.TYPE EQUAL 1 .♦. 

*. .* 

*. .* 

*. .* 

* NO 

X 
.*. 

J3 *. 



♦.TYPE EQUAL 2 . 
*. .* 

*. •* 



.*. 

K3 *. 

.* *. 

.* FILE *. 

*. OEFINED 

*. .♦ 

♦ . .♦ 

♦ . .♦ 

* YES 



♦ ••• 

* * 

* A4 * 

* * 
**•* 



.* 
*. .* 
* YES 



•****C4********** 

* DECREMENT * 
♦TEMP TYPE BY 1 * 

* (6 TO 5 OR ♦ 

♦ 4 TO 3) * 

♦ * 
***************** 



* D4 *.X. 

* * . 
**** . 

S2431 X 

*****04********** 
••OR' PRECISION * 

* TO TEMP TYPE, * 

* INSERT RESULT * 

* IN WORD 3 OF * 

* HEADER ♦ 
***************** 



S2440 X 

******E4*********** 

DISK1 

**-*-*-*-*-*-*-** 

READ IN PHASE 

*1C OVER STADD* 

OF PHASE 9 

************* 



*****F4********** 

* INSERT * 

* HEADER LENGTH * 

* IN WORD 6 OF * 

* PROGRAM * 

* HEAOER ♦ 
***************** 



*****G4********** 

* INSERT SUE ♦ 

* OF COMMON * 

* IN WORD 5 OF * 

* PROGRAM * 

* HEAOER * 
***************** 



*****H4********** 

* SET UP DSF * 
♦BUFFER POINTERS^ 
♦TO START PASS 2* 

* OUTPUT PAST * 

* HEADER * 
***************** 



.* *. 
.* I PASS ♦. NO 
*. ASSEMBLY .*.... 

*. .* . 

*. .* . 
*. .* X 

• YES ***** 
*CS * 
• Al* 
• * 



•****B5********** 

* MAKE DSF * 

* BUFFER DF8UF. * 

* SET FIRST * 
♦SECTOR ADORESS * 

* TO 32 (RELAT) * 
***************** 



*****C5**« ******* 

* INT1 * 
*-*-*-*-*-*-*-*-* 

* SAVE END STMT * 
♦IN INTERMEDIATE* 

* I/O ♦ 
***************** 



*****05********** 

* FORCE LAST * 

* SECTOR OF * 

* INTERMEDIATE ♦ 

* I/O TO BE * 

* WRITTEN * 
***************** 



ENDAO X 

******E5 *********** 

DISK1 

**-*-*-*-*-*-*-** 

READ IN PHASE 

*ll OVER INTl * 

OF PHASE 9 

************* 



*****E5********** 

* FORCE FIRST * 

* SECTOR OF * 

* INTERMEDIATE * 

* 1/0 TO BE ♦ 

* READ * 
***************** 



ENDA1 X 

*****G5********** 

* INT2 * 
*-*-*-*-*-*-*-*-* 

* UNPACK FIRST * 
♦STMT INTO SAREA* 

* I I/O BUFFER) * 
***************** 

**** I 
*CR * 

* H5 *.X. 

* * . 
**** . 

X 

******H5*********** 

DISK1 

**-*-*-*-*-•-*-** 

WRITE SYMBOL 

* TABLE O'FLO * 

SECTOR BUFFER 

************* 



X 
.*. 

J4 *. 

.* *. 
► FILE ♦. NO 

DEFINED .*.... 
». .* 

*. .* 

*. .* X 

* YES **** 



S243B X 

*****K4********** 

* INSERT DATA * 

* PERTAINING TO * 

* SIZE OF FILE ♦ 

* IN FIRST 7 * 

* WORDS * 
***************** 

* . *•** 



****** J5***+******* 

FLIPR 

**-*-*-*-*-*-*-** 

READ IN 

* PHASE 1 * 

*****•••***** 



***** 
*B0 * 
* Al* 
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***** 
*cs * 

♦ Al* 



EM0A2 X 

***** A 1 ********** 

* REVERSE PHASE * 

* 10 ADDRESSES * 

* FRCM BUFI TO * 

* DFBUF * 

* * 
******* ********** 



Bl *. 
.* *. 
.* PRINCIPAL *. NO 
♦I/O PAPER TAPE.*... 
*. .* 

*. .* 
*. .* 
* YES 



*****C1 ********** 

* RESET PAPER * 

* TAPE FIRST * 

* FRAME ADDRESS • 

* FOR POS 1 OF * 

* I/O BUFFER * 
***************** 



******D1*********** 

RCCRO 

**-*-*-*-*-*-*-** 

READ NEXT 

RECORD (CARD OR 

PAPER TAPE! 

************* 



X 
***** 
*CR * 
* H5* 



***** 

♦ CS * 

* Fl* 



END? X 

******F1 *********** 

FLIPR 

**-*-*-*-*-*-*-** 

READ IN 

* PHASE 12A * 

************* 



X 
***** 
*CT * 
♦ Al* 
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***** 
*CT * 
* 41* 



P12AX .*. 

Al *. 
.* *. 
„* *. YES 

*. L.A.C. EVEN .*... 



*« 



.* 



*****gl ********** 



***************** 



*****C1 ********** 

* INSERT L.A.C. * 
♦IN LABEL VALUE * 

* AND U CCL60 * 

* IN COMMA * 

* * 
4* t ************** 



*****01 ********** 

* OTHOR * 

*_*_*_*_*_*-»_*-* 

* COMPLETE LAST * 

* OATA HEADER ♦ 

* IN HSF * 
***************** 



*#***£! ********** 

* FORCE V.ORC * 

* COUNT OF LAST * 

* OATA HEACER * 

* TO ZEPC * 

* * 
***************** 



**•* . 
X 
***** 42*** ******* 

* INSERT XEO * 

* ACCRESS IN • 
•CCM56 IN COMMA,* 

* PCS <3-12 OF * 

* I/C BUFFER * 
***************** 



*•** 
» • 

t 82 *.X 



**** 
SBPTN X 

* ♦♦♦*f)2 ********** 

* * 

* FCRCE LDLBL * 

* ROUTINE TO 00 * 
♦OUTPUT CPTIONS * 

* CNLY * 
***************** 



*****C2********+* 



* FORCE LAST * 

* SECTOR OF OSF * 

* CUTPUT TO BE * 

* hRITTEN ♦ 
***************** 



*****C2** ******** 

* INSERT OISK * 
♦BLCCK COUNT OF * 

* PRCGRAM IN • 

* CCM54, C0M54 ♦ 

* PLUS 13 ♦ 
***************** 



******E 2* **********/ 

FLIPR 

**-*-*-*-*-*-*-•* 

READ IN 
* PhASE 3 * 

**•*******•*• 



.* ANY ENTRY *. YES 


* Al* 


♦.PCINT IN THIS.*.... 


* * 


♦.ASSEMBLY .* 


• 


*. .* 




». .* X 




* NC **** 




* * 




* B2 * 




* * 




*♦** 
X 
.*. 






Gl *. 


*****G2********** 


.* *. 


* * 


.♦XEQ ADDRESS*. NO 


* SET UP COOE * 




X* FOR SYNTAX * 


*. .* 


* ERROR * 



*****H 1 ********** 

* SCAN * 
*-*-*-. *-*-*-*-*-* 

* EVALUATE * 

* OPERAND * 

* * 
***************** 



.ASSFMBLY MCDF. YES 
♦ .FCUAL OPERAND. ♦.... 
*. MCCE .♦ 

* . . ♦ . 



***************** 

*•** 

* * 

* H2 *.X 

* * 
**•* 

ENDER X 

*****H2********** 

* EPFLG ♦ 
*-*-*-*-*-*-*-*-* 

* INSEPT ERROR * 

* CCDE IN I/O * 

* BUFFER * 
***************** 

I **** 
. * ♦ 
..X* B2 * 
* • 
**** 



*•** 

» A2 « 
► * 
**•* 



4 ****K1 ********** 



**** 



* SET UP CCTE * * * 
♦FUR RELOCATION *....X* H2 * 

* ERROR * * * 
« * ••** 
***************** 
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»***A1 ********* 



*************** 



.* DUMP *. YES 
*. REQUESTED .*.... 
*. .* 



*****C1 ********* 

* SET UP 

* NEXT 

* PHASE 

* PARAMETERS 
• 
**************** 



LOAD 

NEXT 

► PHASE * 

••***•****•** 



****E1 ********* 

► EXIT * 

► TO NEXT * 
* PHASE * 

*************** 



DUMP X 

*****C2********** 

* INITIALIZE * 

* DUMP AND * 

* NEXT PHASE * 

* PARAMETERS * 

* * 
***************** 



X 
.*. 

02 *. 
.* *. 
NO .* DUMP *. 
X....*. THIS .* 
*. PHASE .* 
*. .* 
♦ . .* 
* YES 



*****E2********** 



***************** 
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***************** 



CALL1 X 

******B1 *********** 

LCAD 

* SUPERVISOR * 

INTO CIE 



************* 



* SET UP * 

♦ MONITOR * 

* CALL * 

♦ ROUTINE ♦ 
***************** 



*****D1 ********* 
* 

* INITIALIZE 

* NEXT 

* PHASE 

* PARAMETERS 
**************** 



****E1********* 

► EXIT TO THE * 

► ROL * 
* ROUTINE * 

*************** 
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*****C1 ********** 

* * 

* ANALYZE K * 

* STORE CONTROL *X. 

* RECORO DATA * 

* * 
***************** 



*****A2********** 

* * 
♦DECIOE SIZE OF * 

* MACHINE 6 * 
♦INITIALIZE PHSE* 

* * 
***************** 

**** 



► B2 ♦ .X 

► * 

**** 



REAO 

SOURCE. 

► STATEMENT * 

************* 



C2 *. 
.* *. 
YES .* *. 

....*. CONTROL .1 
*. RECORD .* 
*. .* 
*. .* 
* NO 



X 
AXX4 .*. 

B4 *. 

.* *. 
.* COMMENT * 
*. STATEMENT 
*. .* 

♦ . .* 
*. .* 
* NO 



C4 



► B2 « 
» * 

*♦*♦ 



AXX5C 



C5 



*. 



.* *. 
.* SPECIAL *. YES 
► .END STATEMENT.*.... 

*. .* 

*. .* 
*. .* 
* NO 



****D3********* 

* EXIT TO THE * 
.X* ROL * 

* ROUTINE * 
*************** 



.* *. .* *. 

.* *. YES .* EXCESS *. YES 

♦ .CONTINUATION .* X*.CONT INUAT ION .*... 

*. STATEMENT. ♦ ♦STATEMENTS.* 

*. .* ♦. .* 

*. .* *. .* 

* NO * NO 



COLLECT 

STATEMENT 

NUMBER 



**** ************* 



* CONVERT * 

* STATEMENT TO * 

* EBCDIC CODE * 

* * 
***************** 



AXX3 

******F2*********** 

PRINT 

* SOURCE * 

STATEMENTS IF 

* INOICATED * 

************* 



♦PACK STATEMENT * 
•BODY AND PLACE * 

* ON STRING * 

* * 
***************** 



♦ REPLACF * 
♦STATEMENT WITH ♦ 

♦ ERROR MESSAGE ♦ 

♦ ♦ 

***************** 



..X* B2 ♦ 



.♦ ♦. YES 

♦. CONTROL .*.... 

♦. RECORD .* 
*. .* 



*. .* 


X 


* NO 


*♦** 




* * 


. 


* 82 * 


X 


* * 


•*•* 


**** 


• * 




♦ BA * 




* * 




**** 
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* INITIALIZE * 

* PHASE 6 MOVE * 
•STRING NEXT TO * 

* SYMBOL TABLE ♦ 
***************** 



.♦ IOCS ». NO 
*. INDICATORS .*... 
*. PRESENT .* 



X 03 
*****01 ♦*♦♦♦♦**** 

* INSERT *FIO ♦ 

* CALLS AND ♦ 

* PARAMETERS * 

* INTO » 

* OUTPUT STRING * 
***************** 



.♦ *. NO 

,X*. ARITHMETIC .*... 
♦.STATEMENT.* 



***••••******••** 



* COMPRESS 

* AND MOVE 

* STATEMENT 
* 
***•*•****•*•*** 



X 14 
*****F2********** 

* AOD * 

* PRECISION TO * 

* ANY FORTRAN * 

* SUPPLIED SUB * 

* PROGRAMS * 
***************** 



GETID 19 

*****B3********** 



* INITIALIZE * 

..X*FOR NAME SEARCH* 



***************** 



.* VALID *. NO 
». STATEMENT .*... 
*. NAME .* 



*****03********** 

* * 
» PUT * 

* ID IN STRING * 

* AREA * 

* * 
***************** 



*****F3********** 

* * 

* SET UP * 

* ERROR -4 *.., 

* STATEMENT * 

* * 
***************** 



G2 *. 15 
.* *. 
.* ♦ . YES * 

♦ .END STATEMENT.* X* 

♦ . .* 

♦ . .♦ 
*. .* 
♦ NO 



ROL 
ROUTINE « 
*************** 



.♦ CALL 

► . STATEMENT 
*. .♦ 



16 

♦ . NO 



**** 

► 4 

► Jl * 

► 4 
**** 



MOVIE .♦. 

J2 *. 17 
.♦SSWTCH ♦. 
.* SLITE OR ♦. NO 
♦. OVERFLOW IN .«... 
♦. STMT .♦ 



♦ ♦** 
» 4 

* Jl « 

* 4 

**** 



» Jl 4 

► 4 
**♦♦ 



•****K1 ********** 



***************** 

T **** 

* ♦ 
..X* Jl * 

* * 
**•* 



XV2 X 18 
****** 2********** 

♦ CONVERT TO ♦ 

♦ 5 CHARACTER * 
♦NAMF. CLOSE UP ♦ 

♦ STRING I WORD ♦ 

♦ * 
***************** 

'. **** 

♦ * 
..X* Jl ♦ 

* * 
• **• 
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START 01 

*****B1********** 



***************** 



X 
.*. 

CI *. 02 
.* *. 

.* *FI0 *. YES 
*. STATEMENT .*.... 



*. • * 

*. .* 
* NO 

**** 

* * . 

* 01 *.x. 

* * 

**** X 
I .». 

01 *. 03 
.* *. 
.♦SUBROUTINE *. NO 
*. OR FUNCTION .*... 
*. STMT .* 



X 04 

*****£ I********** 

* SET SORF * 

* POSITIVE * 

* FOR FUNCTIONt * 

* NEGATIVE * 
•FOR SUBROUTINE * 
***************** 



**** 

* 4 

* D2 * 
► * 

**** 



* MOVE * 

* TO NEXT * 

* STATEMENT * 

* * 
***************** 



.*. 
E2 *. 13 
.* *. 

YES .* STMT *. 
...*. HAVE STMT .* 
*. NUMBER .* 
*. .* 
*. .* 
* NO 



*****F2********** 

* * 

* PUT ERROR * 

* ON THE * 

* STRING * 

* * 
***************** 

I **** 



r .*. 

Gl *. 05 

.* *. 
.* REAL *. YES 
►. INTEGER .*.... 

♦.EXTERNAL .* 

♦.STMT .* 

*. .* 

* NO 



.* DIM. *. YES 
*. COMMON EQUIV. .*.... 
*. STMT .* 



**** 
JEL .*. 

G2 *. 16 
.* *. 
.* STMT *. NO 
.X*. HAVE STMT .*... 
*. NUMBER .* 
*. .* 
*. .* 
* YES 



* REMOVE * 

* STATEMENT * 

* NUMBER ♦ 

* * 
***************** 

'. **** 
. * * 
..X* Dl * 

* • 

**** 



X 

rHT .*. 

B3 *. 19 
.* *. 
.* STMT *. YES 
*. HAVE STMT .*... 
*. NUMBER .* 
*. .* 
*. .* 
* NO 



RM0V1 X 20 
*****C3********** 



TAG5 .*. 

Jl *. 07 
.* *. 
.* CONTINUE *. YES 
*, STATEMENT .*.... 
*■. .* 

*. .* 
*. .* 
♦ NO 



***************** 



**** 

* * 

* H3 *.X 

* * 
**** 

/E X 18 
*****H3********** 

* * 

* MOVE * 

* TO NEXT * 

* STATEMENT * 

* * 
***************** 

". **** 

♦ ♦ 
..X* Dl * 

* * 
•*** 



.* TRANSFER *. NO 
*. STATEMENT .*... 



X 
END .*. 

K2 *. 09 
.♦ *. 
.* *. YES 

,X*.END STATEMENT.*.... 
*. .* 

*. .* 
*. .* 

• NO 



X 
***** 
*DF * 
* Bl* 



* 02 * 

* * 
**** 
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♦. .♦ ♦ ♦ 

*. .♦ ***♦*♦♦♦********* 

♦ NO 



X 
.*. 

HI *. 07 
.* ♦. 
.♦ REACt *. YES 
*. WRITE .*.... 
*. STATEMENT.* 
♦ . .♦ 
♦ . .♦ 
" NO 



Jl *. 08 
.♦ ♦• 
.♦ RETURN *. YES 
♦. STATEMENT .*.... 
*. .* 

*. .♦ 

♦ . .♦ X 

♦ NO ♦••* 



* PROCESS * 

* REAO WRITE *. 

* STATEMENT * 

* ♦ 
***************** 



X 
.♦. 

03 ♦. 10 
.♦ ♦. 
NO .♦ LAST *. 
X....*.STMT END STMT.* 
*. .* 

♦ . .♦ 
*. .♦ 
♦ YES 



11 
X 
****E3********* 

► EXIT TO THE * 

► ROL ♦ 

► ROUTINE ♦ 
*************** 



* PROCESS 

* RETURN 

* STATEMENT 
* 
*♦•♦*********••* 



01041 X 09 
*****K1 *****♦♦*** 

* MOVE ♦ 

* STATEMENT * 

* UNALTERED TO * 

* OUTPUT STRING * 

* * 
***************** 



Chart DW. FORTRAN - Phase 18 



Flowcharts 225 



***************** 



START X 02 
*****C1 ********** 

* MOVE * 
♦STRING NEXT TO * 

* SYMBOL TABLE. * 

* INITIALIZE * 

* * 
***************** 



**** 

P1021 X 03 
*****01 ********** 

* • 

* INITIALIZE * 
..X* TO SCAN NEXT * 

* STATEMENT * 

* * 
***************** 



PI051 X 10 
*****A2********** 

* * 

* MOVE DUMMY * 

* VARIABLE TO * 

* OUTPUT STRING * 

* * 
***************** 



* B2 *.X 



**** 

P2011 X 11 
*****B2********** 

* HOVE TO * 

* OUTPUT STRING * 

* TILL NEXT NON * 

* PROCESSED * 

* OPERTR * 
***************** 



• *. 



**** 



C2 *. 12 
.* END *. 
.* OF *. YES * * 
'. STATEMENT .*....X* Dl * 
*. OPERATOR .* * « 
*. .* **** 

*. .* 
* NO 



.*. P5011 17 

D2 *. 13 *****03********** 

.* *. * MOVE * 

.* *. YES *2N0 CALLS M/ARG* 

• .CALL OPERATOR.* X* TO OUTPUT *. 

*. .* * STRING • 

*. .* * * 

*. .* ***************** 
* NO 





.* 




*. 


YES . 


* 




STATEMENT 




....... 




'••FUNCTION .* 








*. •* 










*. .* 










• NO 










X 










.*. 










Ft *. 


OS 








.* * 








.* 


ARITH., 
CALL, IF, 
STATEMENT 


*. 


YES 


* 






*.... 




'* 


,** 


m 






*. .* 










*. .* 




X 






* NO 




**** 



X 

.*. 

E2 *. 14 
.* *. 
.* *. YES 



P3011 16 

*****E3 ********** 
• MOVE * 
•OPER-, NAMES TO* 



»• to •urcpi.i nine) iu* 

IF OPERATOR .* X* OUTPUT STRG *. 

*. •• * • 

*. .* • • 

*. .* ***************** 

* NO 



P2013 X 15 
*****F2********** 

• MOVE * 

• OPERATOR ANO * 
•NAMES TO OUTPUT* 

• STRING * 

• * 
***************** 



P1041 X 06 
*****G1 ********** 

* MOVE * 

* STATEMENT * 

* UNALTERED TO * 

* OUTPUT STRING • 

* * 
***************** 



HI *. 07 
.* *. 
NO .* HAS *. 
..♦.LAST STMT END.* 
*. STMT .* 



.* 



TO THE 

> ROL < 

► ROUTINE * 
*************** 
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***************** 



* ALLOCATE * 
♦COMMON VAR. IN * 

* SYMBOL TABLE * 

* * 
***************** 



10 

•***B2********* 
► ENTER * 
» PRINT • 
* SUBROUTINE * 

*************** 



X 
P821C .*. 

CI *. 02 
.* *. 
.•EQUIVALENCE*. NO 
*.STMT PRESENT .*... 
*. .* 
*. .* 
*. .* 
* YES 



P8212 X 03 
*****Di ********** 

* IDENTIFY • 

* ANO ALLOCATE * 

* VAR IN COMMON * 

* THRU * 

* EQUIVALENCE * 
***************** 



9311 .*. 

El ♦ . 04 
.* *. 

.* ALL *. YESX 
.X*. EOUIV VAR .*. 
♦.ALLOCATEO.* 
♦ . .* 

*. .* 
* NO 



P8321 X 05 
*****F1 ********** 

* IDENTIFY A * 

* COMBINED NEST * 
•OF VARIABLES IN* 

* EQUIVALENCE * 

* • 
***************** 



P8511 X 06 
*****G1********** 

• ALLOCATE * 

• VAR WITHIN * 
...• COMBINED NEST • 

• AS PER * 

• PRECISION • 
***************** 



X 
• *. 
C2 *. 11 
.* *. 
.* LIST SYM •. NO 
♦. TBL. SUB .*... 
*. PROGRAM .♦ 
*. .* 
♦ . .♦ 
* YES 



• MAKE • 
•ENTRY IN PRINT • 

• BUFFER ♦ 

• • 
***************** 



X 
• •. 

E2 ♦. 13 
• • *. 

.* PRINT *. NO 
•. BUF FULL OR .♦... 
*. END OP. .* 
♦ . .* 

*. .* 
♦ YES 



PRINT 

► * 

************* 



»RET 



15 

****G2********* 
► RETURN TO • 
* CALLING • 
» ROUTINE • 

*************** 



P8711 X 07 
*****jl ********** 

♦ ALLOCATE • 

* UNALLOCATED * 

• VARIABLES IN • 

* SYMBOL TABLF * 

• * 
***************** 



08 
X 
****Ki********* 

* EXIT TO THE ♦ 

* ROL ♦ 
» ROUTINE • 

*************** 
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INITIALIZE 

PHASE AND 
PRINTER 

*•**•**••**•*•* 



H0U5T X 02 
*****C1 ********** 

* DELETE * 
♦EQUIV STMTS. IF* 

* ERROR NOTED * 
♦INSERT ERROR ID* 

* * 
***************** 



LIST 
UNREFERENCED 
► STATEMENTS * 

*•**•*•***••* 



LIST 

UNDEFINEO 
* VARIABLES * 

*•***••****** 



.* 



X 
.*. 

B2 *. 



09 



COMM *. NO 
♦.AREA ERROR HO.*... 
*. IND ON .* 
♦ . .* 
*. .* 
* YES 



PRINT MESSAGE 

•OUTPUT HAS 

» BEEN * 

SUPPRESSED* 

************* 



R1011 11 

*****B3 ********** 

* REARRANGE • 

* STRING. PUT « 
...X*FORHAT. DEFINE * 

♦FILEtSTMT FUNCT* 
*AT. LOU STR ADR * 
***************** 



****C3********* 

* EXIT TO THE 4 
.X* ROL 1 

* ROUTINE I 
*************** 



.* 
• .* 
* NO 



E1024 .*. 

Gl *. 06 
.* *. 
.* *. YES 

*. ERROR ID .*... 
*. .* 

*. .* 
.* 



* NO 



E1031 X 07 
•****H1 ********** 

* MOVE * 

* STATEMENT * 
X..« UNALTERED TO * 

* OUTPUT STRING * 

* • 
*•••**•*•**•***** 



E1051 06 

****** J 1 ••*****••** 

LIST ERROR 

* AND STMT * 

REFERENCE. X.. 

* DELETE FROM * 

STRING 

************* 
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ENT 01 

*****B1 ********** 

* MOVE * 
♦STRING NEXT TO * 

* SYM TBI. * 

* INITIATE FOR ♦ 

* STMT SCAN * 
***************** 



CI 



*. 



.♦ NEXT 
..X». STMT FORMAT 
*. .* 

*. .* 

♦ . .* 
* NO 



02 

♦ . YES 



► Gl * 

► 4 
**** 



.*. 
Dl ♦. 

.♦ *. 

.♦ NEXT 
>.STMT INITIAL 
♦.I/O CALL . 



*****E 1 ********** 

* ♦ 
♦HOVE STATEMENT ♦ 

X..^ TO OUTPUT ♦ 

♦ STRING ♦ 

• * 
***************** 



*♦♦♦ 

► i 

► Gl * 
» 4 

**** 



M1031 X 05 
*****G1********* 

♦ MOVE STMT 

♦ TO OUTPUT 
...♦ STRING 

♦ INSERTING 

♦ ALLOCATION 
**************** 



♦INSERT REL ADOR^ 

♦ OF 1ST EXEC ♦ 
♦STMT IN COMMUN.^ 

♦ AREA ♦ 
***************** 



D2 ♦. 10 
.♦ ♦. 
.♦ IS THIS ♦. NO 
♦.A SUBPROGRAM .♦... 

♦ . .♦ 

♦ . .♦ 



♦ YES 



♦ OUTPUT CALL ♦ 

♦ SUBIN W. ARG ♦ 

♦ TRACKSW >1 IN ♦ 

♦ SUBR. ♦ 
***************** 



♦OUTPUT STRINGt ♦ 

♦ INSERT ALLOC. ♦ 

♦ TRACKSW -2 IN ♦ 

♦ SUBR. ♦ 
***************** 



EXIT X 13 
*****G2********** 

♦ STORE ♦ 
♦PROGRAM LENGTH ♦ 

♦ IN ♦ 

♦ COMMUNICATION ♦ 

♦ AREA ♦ 
***************** 



****H2********* 
► EXIT TO THE * 
* ROL * 

» ROUTINE 1 

*************** 



X 
51 .♦. 

Jl ♦. 06 

.♦ ♦. 
.♦ NEXT STMT ♦. NO 
►. STATEMENT .♦... 

♦.FUNCTION .♦ 

♦ . .♦ 

♦ . .♦ 



08 
*****J2********** 

♦ OUTPUT ♦ 

♦ CALL SUBIN H. ♦ 

♦ ARG AND STMT ♦ 

♦ BOOY TRKSU'O ♦ 

♦ INSUB ♦ 
***************** 



♦ YES 




♦ ♦♦♦ X 

♦ ♦ . 

♦ C2 ♦ 

♦ ♦ 

■***♦ . 


X 07 
*****K1 ********** 

♦ ♦ 

♦ INSERT ♦ 
♦ALLOCATION INTO^ 

♦ OUTPUT STRING ♦ 

♦ ♦ 
***************** 




• 






* 
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* INITIALIZE * 

* POINTERS FOR * 
•SCAN OF STRING * 

* * 
***************** 

**** ". 

* ♦ . 

* C3 *.X. 

* * 
**** X 

MIOOO .*. 

C3 *. 02 
.* *. •*** 

.* NEXT STMT *. YES * * 
*. HAVE STMT .*....X* E3 * 
*. NUMBER .* * * 
*. .* ♦ ♦♦* 

*. . * 
* NO 



**** 



.* 



.♦. 

03 *. 03 
• ♦ *. 

IS NEXT ♦ . NO * * 
STATEMENT .*....X* H3 * 
♦.FUNCTION .♦ 



.* 



**** 





* 


. .* 






* 


YES 


**•* 








* 


. 




E3 


*. 


K. 






* 






**** 


X 








.*. 




E3 




*. 



.* LISTING *. NO 
*. REQUESTED .*.... 
*. .* 

♦ . .* 



******F3 *********** 

♦PRINT STATEMENT* 

NAME AND 

* ALLOCATION * 

*•**•**•***•* 



TKOFF 

*****G3********** 

* INSERT * 

* ALLOC IN SYM * 

* TBL. DELETE * 
♦LABEL, ALLOC OF* 

* STMT * 
*♦•****♦***♦♦**♦♦ 

• ♦•♦ 



**♦♦ 

MOVE X 07 
*****H3********** 

* ♦ 

* MOVE STMT * 

* UNALTERED TO ♦ 

* OUTPUT STRING * 

* * 
***************** 



J3 



.*. 



08 



♦ *♦* 

.* ♦. NU * * 

•.LAST STMT NAS.*....X* C3 4 
*. ENO .* • 4 
♦. .* *♦♦* 

*. .♦ 
* YES 



****K3^******** 

► EXIT TO THE « 

► ROL ♦ 
f ROUTINE * 

**•*♦**♦******♦ 
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**** 

* * 

* B2 * 

* * 
**** 



***************** 



82 



*. 



10 



.* *. YES 

♦ .END OF STRING.*... 
*. .* 

*. .♦ 
*• .* 
* NO 



******C1 *********** 

* LIST * 

FEATURES 

* SUPPORTED * 

************* 



*****£ 2********** 

* * 
♦SCAN STATEMENT * 

* FOR ONE WORD * 

* CALLS * 

* * 
***************** 



.* 



01 



*.. 



03 



EXTENDED *. NO 
*. PRECISION .♦... 

♦ . •* 

♦ . • ♦ 
♦ . .* 
* YES 



X 12 
*****C2 ********** 

* TAG * 

* CALLED SUBR . * 

* NAMES IN * 
♦SUBROUTINE OUT * 

* TABLE * 
***************** 



X 04 
*****E1 ********** 

* ALTER * 
♦SUBR NAME TABLE* 

* TO REFLECT * 

* EXTENDED * 

* PRECISION * 
***************** 



*****E2********** 

* ♦ 

* MOVE POINTER * 
....* TO NEXT * 

* STATEMENT * 

* * 
***************** 



L2041 .*. 

F2 *. 14 

.* *. 
.* LISTING *. NO 
*. REQUESTED .*... 
*. .* 

♦ . .♦ 



♦ . 



♦ YES 



X 15 

******G2 *********** 

LIST 

* SUBROUTINE * 

NAMES WHICH 

* HAVE BEEN * 

TAGGED 

************* 



L1035 .*. 

HI *. 07 
.♦ *. 
.* LISTING *. NO 
*. REQUESTED .*... 
*. .* 

*. .* 
*. .* 
* YES 



r . 16 

X 
****H2* ******** 

► EXIT TO THE * 

► ROL * 

► ROUTINE * 
*♦♦♦♦*****♦♦*** 



►LIST SUBPROGR * 

NAMES THAT 

♦ARE IN SYMBOLS 

TABLE 

*******•*♦•♦♦ 



***************** 

X 
**** 

* * 

* B2 * 

* * 
**** 
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* INITIALIZE * 

* PHASE AND * 

* PRINTER ♦ 

* * 
***************** 



11 . *. 




C3 *. 02 




• * *. 


*»** 


.* SYH TBI *. NO 


* 


*. LISTING .*... 


• X* K3 


♦.RFQUESTED.* 


* 


*. .* 


**** 


*• .* 




* YES 







D3 *. 


03 




.* * 




.* 


EXTENDED 


♦ . 




PRECISION 




"* 


.* 




*• .* 






*. .* 






» YES 





X 04 
**»**E3********** 

* MODIFY FOR * 

* EXT PREC. * 

* INSERT * 
•PARAMETERS FOR * 

* CONV. * 
***************** 



LIST 

REAL 

» CONSTANTS * 

************* 



06 



*****G3********* 

* COMPUTE 

* LOCATIONS AS 

* ENCOUNTERED. 

* SYH TBL PASS 

* SH»0 
**************** 



******H3 *********** 

♦ LIST * 

INTEGER 
* CONSTANTS « 

************* 



08 
*****J3********** 

* COMPUTE * 

* LOCATIONS AS * 

* ENCOUNTERED. * 

* SYH TBL PASS * 

* SH=1 * 
***************** 



*•** 

► * 

► K3 *.X 



**** 

COREO X 09 

******K3 *********** 

LIST 

* CORE • 

REQUIREMENTS 



****K4********* 

* EXIT TO THE * 
.X* ROL « 

* ROUTINE * 
*************** 



************* 
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START 

*****A1 ********** 



***************** 



* Bl *.X. 



Bl *. 
.* *. 

.* DEFINE 
*. FILE 

*. STMT 
*. .* 

*. .* 
* NO 



CI 



*. 



.* *. 

.* INTEGER *. YES 
►. CONSTANT .*.... 

*. .* 

*. .* 

*. .* 
* NO 



* SET UP * 
<* DEFINE FILE *. 

* PARAMETERS * 

* * 
***************** 



* OUTPUT * 
(* DEFINE FILE *. 

* TABLE * 

* * 
***************** 



Q1033 

*****£ 3********** 



.* 



Dl 



*. 



REAL *. VES 
*. CONSTANT .*.... 

*. .* 

*. .* 
*. .* 
* NO 

. **** 
. * * 
..X* Bl * 
* * 
**** 



* OUTPUT IN * 
<* ABSOLUTE *. 

* MODE * 

* * 
***************** 



.X* 



PLACE * 
ALLOCATION *. 

* INTO SYMBOL * 

* TABLE * 

***************** 



* MOVE TO * 
.X* NEXT * 

* STATEMENT * 

* * 
***************** 

', **** 

* * 
..X* Bl * 

* • 
**** 

.*. 

C4 *. 

.* *. 

.* END OF *. NO 

.X*. CONSTANTS .*.... 

*. .* 

*. .* 

*. .* X 

* YES **** 

* * 

* Bl * 

* * 
**** 



****04********* 

* EXIT TO THE * 

* ROL * 

* ROUTINE * 
*************** 
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*****A2********* 



INITIALIZE 
PHASE 



**************** 



B2 



*. 



*. 



.* EXTENDED *. NO 
*. PRECISION .*... 

*. .* 
*. .* 
• • .* 
* YES 



*****C2********** 

* ALTER ♦ 
•SUBR NAME TABLE* 

* TO REFLECT * 

* EXTENOED * 

* PRECISION ♦ 
***************** 



******02*********** 

OUTPUT STRIN6 

• OATA FOR * 

RELOCATABLE 

♦ OBJECT * 

PROGRAM 

************* 



****E2*******«* 
» EXIT TO THE * 
* ROL * 

► ROUTINE « 

*************** 
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ENT1 

*****B1 ********** 
♦RCHON EG H4» 
**_*-*_*-*-*-*-** 

* RESTORE * 

* THE * 

* SUPERVISOR * 
***************** 



*****C1 ********** 

* * 
♦DISABLE ENC OF * 

* COMPILATION * 

* MESSAGE ♦ 

* * 
***************** 



*****01 ********** 

♦ PACK INPUT * 
♦RECORD, SET UP ♦ 

♦ IN MONITOR ♦ 

♦ INPUT AREA ♦ 

♦ ♦ 
***************** 



SET ♦ 

NO-READ ♦ 

SWITCH ♦ 

♦ 

**************** 



.♦ ♦. 
.♦SNXS EQUAL ♦. NO 
ZERO .♦... 



*****G1 ********** 

* • 

* SET * 

* NON-XEO * 

* SWITCH * 

* TO ? * 
***************** 



.SECTOR ADOR.*. NO 
*. GREATER THAN .♦... 
*. 658 .♦ 



******C3«********«* 

PRINT 

♦ WORKING * 

STORAGE 

* EXCEEDED * 

MESSAGE 

************* 



*****D3********** 

♦RCMON EG H4* 
**-*-*..«- *-#-.*_** 

* RESTORE * 

* THE * 

* SUPERVISOR * 
***************** 



*****C4 ********** 

* * 

* CONVERT * 
.X* SECTOR ADDR. * 

* TO HEX * 

* ♦ 
***************** 



******D4*********** 



******G2*********** 

PRINT 

♦ END CF COMP. * 

OR 

♦MONITOR CALL * 

************* 



*****H1 ********** 

* • 

* SET * 

* NON-DUP * 

* SWITCH * 

* * 
***************** 

**** 



* Jl *.X 

* * 

**** 



* RESTORE 

* DISK 

* INTERRUPT 

* WORD 
**************** 



.*. 

Kl *. 

.* ENC *. 

.* CF COMP. *. YES 
*. MESSAGE .*.... 

♦.DISABLED .* 

♦ . .♦ 

♦ . .* 

♦ NO 



*****H2********** 

♦ * 

♦ RESTORE ♦ 

♦ STATUS * 

♦ TO £EROS * 

♦ ♦ 
***************** 



*«***J2********** 

* ♦ 

* POSITION * 

* DISK ARM * 

* AT MONITOR * 

* ♦ 
***************** 



****K2********* 
► EXIT * 

* TO THE * 

* MONITOR * 

*************** 



* COMPUTE * 

♦ CIB ADDRESS ♦ 

♦ OF SUPERVISOR * 

* * 

***************** 



****** J4*« ********* 

READ IN 

•THE SUPERVISOR * 

USING 

♦ ROL ROUTINE * 

************* 



****K4********* 

* EXIT TO THE * 

* CALLING * 

* ROUTINE * 
*************** 



* SET UP * 

* MONITOR CALL * 

* MESSAGE * 

* * 
***************** 



*****C5********** 

* * 

* SET * 
♦ERROR INDICATOR* 

* NON-iTFRO * 

* * 
***************** 



ENT4 X 

*****F 5 ********** 

•RCMON EG H4* 

**-*-*-*-*-*-*-** 

* RESTORE * 

* THE * 

* SUPERVISOR * 
***************** 



.♦COMPILATION*. 
ERRORS .* 

*. .* 

*. .* 



*****I45*«* ******* 
♦SET PARAMETERS-* 

* OISK BLOCK * 
•COUNT, PROGRAM * 

* LENGTH, AND ♦ 

* XEQ ADDRESS * 
***************** 

* **** 

• * * 
..X* Jl * 

* * 

• *** 
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* INITIALIZE * 

* AND COMPUTE * 

* DUMP * 

* ADDRESSES « 
***************** 



*****& I** ******** 

* * 

* SET UP * 

* DUMP COUNTS * 

* AND FORMATS * 

* * 
***************** 



******Ql *********** 

DUMP 

* STRINGt COM. * 

ARFA, AND 

♦SYMBOL TABLE * 

************* 



****01********* 

► EXIT TO THF * 
* NEXT « 

► PHASE * 
*************** 
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*FIO 

•***A1********* 

* * 
♦INITIALIZATION *. 

* * 
*************** 



*****A2********** 
*SVE ADDP OF TBL* 

* OF I/O CALLS * 
,X*ANO GET SIZE OF*. 

* INT VARS. SET * 

* UP RESTART * 
***************** 



****A3********* 

* RETURN * 
• X* TO CALLER 4 

* 4 
*************** 



*REO 

****B1 ********* 

* * 

* EDITED READ 4 

* * 
*************** 



*WRT 

****C1********* 

* * 

* EDITED WRITE 4 

* 4 
*************** 



****Q1 ********* 

* REAL * 
♦NON-SUBSC ARRAY*. 

* * 
*************** 



****Ei ********* 

► RFAL * 

► NON-SUBSC * 

► ELEMENT * 
*************** 



*****B2********** 



***************** 



*****C2********** 



***************** 



*****02********** 

* STORE * 

* COUNT OF THE * 
NUMBER OF * 

* VARIABLES IN * 

* THE ARRAY * 
***************** 



.X* 



*****E 2**** ****** 

* * 

* SET INDICATOR * 
•X* FOR REAL *. 

* VARIABLE * 

* * 
***************** 



•****83********** 

* GET UNIT NO E * 
*FRMT ADDR WITH * 

.X+UNIT NO. SET UP*. 

* I/O CMND USNG * 
*TBL - I/O CALLS* 
***************** 



****C3********* 

* INTEGER * 
•NON-SUBSC ARRAY*. 

* * 
*************** 



.X* 



•****B4** ******** 

* TURN * 
♦READ INDICATOR * 

OFF. SET *. 
♦VARIABLE COUNT * 

* TO ZERO * 
***************** 



B5 



.*. 



*. 



****03********* 
•> INTEGER * 

► NON-SUBSC 4 

► ELEMENT 4 
*************** 



*****E3********** 

* * 

* SET * 
,X*VARIABLE COUNT *. 

* TO 1 * 

* * 
***************** 



*****C4********** 

* * 
♦STORE COUNT OF * 

.X* NUMBER OF ♦ 

* VARIABLES IN * 

* THE ARRAY * 
***************** 



*****D4********** 

* * 

* SET INDICATOR * 
.X* FOR INTEGER * 

* VARIABLE * 

* * 
***************** 



*****E4********** 

* * 

* STORE * 
.X* ADDRESS OF *. 

* VARIABLE * 

* * 
***************** 



.* IS 
.* READ *. NO 
.X*. SPFCIFIED .*... 
*. .* 

*. .* 
*. .* 
* YFS 



******C5*********** 

* READ A RECORD * 

FROM THE 

* SPECIFIED * 

DEVICE 

************* 



**** 

* * 

* E5 * 

* * 
**** 

X 
*****E 5*** ******* 



***************** 



****F 1 ********* 

* REAL * 

* SUESC ELEMENT *. 

* * 
*************** 



****G1********* 

* INTEGER ♦ 

* SUESC ELEMENT *. 

* * 
*************** 



*****F2********** 

* * 

* SET INDICATOR * 
.X* FOR A REAL *. 

* VARIABLE * 

* * 
***************** 



*****G2********** 

* * 

* SET INDICATOR * 
,X*FOR AN INTEGER *. 

* VARIABLE * 

* * 
•**•**•******♦*** 



•****F3********** 

* COMPUTE * 

♦THE AOORESS OF * 

....X* THE VARIABLE * 

X * USING I.R.I. * 



***************** 



F* 



*. 



.* IS COUNT 
...*.OF VARIABLES .*X. 

*.TO MOVE-O.* 
. ♦. .♦ 
X *. .♦ 

♦ ♦♦* • 



*****G4********** 

* * 

* DECREMENT * 

* COUNT OF *. 

* VARIABLES TO * 

* MOVE * 
***************** 



YES .* IS *. 
......FORMAT I, E, .* 

*. F, OR A .* 



♦ COMP 

****H1********* 

* 4 

* COMPLETE OF * 

* WRITE * 
*************** 



.*. 

H2 *. 

.♦ WAS ♦. 

.* LAST FULL *. NO 

.X*8UFFE« ALREADY. ♦... 

♦. WRITTEN .* 

*. .* 

*. .* 



**** 










**•* 


* * 










* * 


* Jl *... 










..X* A3 * 


* * . 










♦ ♦ 


**♦* X 










***♦ 


.*. 










.♦. 


Jl *. 










J2 ♦. 


.* IS *. 










♦ ♦. 


.* REDO 


*. 


YES 




.* 


IS COUNT ♦. NO 


*. SPECIFIED 








.Ill 




*. . 


* 






*. 


TO MOVE -.* 


*. .* 










*. .* 


*. .* 










*. .* 


* NO 










* YES 


X 










X 


**** 










**** 


* * 










* * 


* E5 * 










* A3 ♦ 


* * 










♦ * 


**** 










**** 



******H3*********** 

♦ WRITE THE ♦ 

•X RECCRD ON THE .. 

♦ SPECIFIED ♦ 

DEVICE 

************* 



****** j 3*********** 

♦TRANSMIT RECORD* 
X TO/FROM 

* SPECIFIED * 

DEVICE 

************* 



■ X* 



* ir i it • uk » 
♦F IS SPFCIFIED * 

00 THE NEC * 
♦CONV * BTWN DEC* 

* 6 BIN * 
***************** 



*****H5 ********** 

♦ HANDLE EACH ♦ 
♦FRMT TYPE USING* 

♦ AN UNPACKED * 
♦BUFFER OF 8 BIT* 

♦ EBCDIC CHARS * 
***************** 



*****J5 ********** 

* • 

* TURN REDO * 
♦INDICATOR ON IF* 

* SLASH OR REDO * 

* * 
***************** 
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A4 



♦ . 



*. 



*. 



.♦SUFFICIENT ♦ . NO 
WORKING .♦... 
♦ . STORAGE .* 
♦FOR €2.* 

♦ . .♦ 
♦ YES 



•****A5********** 

♦ ♦ 
WAIT ♦ 

* 

ERROR 9 * 

* * 
***************** 



.X* 



*****4g I *********** 

MANUAL LOAD 

♦ CF ♦ 

BOOTSTRAP 

♦ LCADER ♦ 

************* 



******d *********** 

BOOTSTRAP 

♦ LCACfcR ♦ 

LCACS 
♦ PHASE El ♦ 

************* 



************* 



X 

.♦. 

El ♦. 



.♦ 



*. 



.♦ LCAC-NODE ♦. NO 
► . COKTPOL .♦... 
♦. RECCRO .♦ 
♦ . .♦ 

♦ . .♦ 
♦ YES 



*****E2**** ****** 



***************** 



.♦ . 

Fl *. 
.♦ ♦. 
.♦ INITIAL *. YES 


SETDT .♦. 

FZ ♦. 
.* MAS ♦. 

.* OPIR ♦. YES 


♦ . .♦ 
♦. .♦ 
♦ . .♦ 
* NO 


♦ . .♦ 
♦ . .♦ 

♦ . .♦ 

♦ NO 



LOAD 

PHASE E2 

* PART I « 

TO DISK 

************* 



♦ CLEAR ♦ 

♦ REQ RECORD ♦ 

♦ INPUT AREA ♦ 

♦ ♦ 
***************** 



CONVT 

*****D4********* 

♦ CONVERT 

♦ REO DATA 

♦ TO BINARY. 

♦ STORE AT 

♦ CFTA * 
***************** 



♦ FORM AUXTZ 

♦ TABLE 

♦ FROM CFTA 

♦ OATA 
**************** 



.* ERRORS ♦. YES 
». DETECTED ...... 

♦ . .♦ 

♦ . .♦ 



*****F5*********« 

* * 
WAIT * 

♦ 
ERROR 8 * 

* • 
***************** 



,X^ 



*****Q2********** 

♦ * 

♦ WAIT ♦ 

♦ * 

♦ ERROR 7 * 

♦ * 
***************** 



READ 

PHASE E2 

► PART I * 

INTO CORE 

************* 



X 
*♦♦♦* 

♦ FC ♦ 

♦ A2* 
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***** 

♦ FC • 

* A2* 



+ **+* 
*FC * 
* Ab* 

* + 



SET 10 X 

****«A2********** 

♦INITIALIZE IN* 
•TERRIPT BRANCH * 
* A00RESSES AND *. 
•DEFECTIVE TRACK* 
♦WORCS IN OISKG * 
***************** 



LOAC 

PHASE E2 

► PART IX i 

************* 



LOMOO .*. 

A4 *. 
.* *. 
.* INITIAL *. YES 

...X*. LOAD .* 

*. .♦ X 



*. 



START X 

******A5*********** 



**** 

* * 

* A5 + 



REAC A 

RECORD INTO 

6CFFER A 



.-X* Dl * 

* * 



**«***B1 *********** 

* READ * 

SECTOR 8 

• (COMMA I * 

FROM DISK 

*••**•****•** 



*****B2********* 
• 

* SAVE 

<* FLET OR CIB 

* ADDRESSES 

* IN CI8A 
**************** 



*****B3********** 

* * 

* CCMPARE * 
.X* SAP AND FORT *. 

* RECOROS TO * 

* MCDE RECORD ♦ 



.* SAME KIND *. VES • SET SPVSU * 

.X*. OF RELOAD .* X* SWITCH ON. * 

♦.RECUESTEO.* * * 

*. •* * * 

*. .* ***************** 



**** 

* * 

* 01 * 

* * 
**** 



Dl 



*. 



*. 



.* PAK *. VES 
*. INDICATOR .*.... 
*. CN .* 
«. .* 

*. .♦ 

• NO 



CARC 

*•***£! ********** 

* * 

♦ LOAD LEFT 8 • 
..X4BITS OF MORO 3 ♦. 
. • IN BUFFER B * 
. ♦ * 
. ***************** 

•*** 
• • 
I El * 
> * 

*•** 



.*. 

•****02********** 03 *. 

* STUFF * .* *. 

*-*-*-;-*-*-*-*-* .* |SS CECK *. NO 

<♦ PACK 80 HOROS * X*. 8VPS SWITCH 



****C4********* 

WAIT 

ERROR 5 



INTC BUFFER B 
(60 WORDS! 



.*. 

E2 *. 
.♦ *. 

.* SECTOR *. NO 

.X*. BREAK RECORO .♦ X*. 

*. • * 

♦ . .♦ 
*. .♦ 
• VES 



X 

***** 

*FD * 
• A2* 



«. ON .♦ 

*. .* 

♦ . .* 

* VES 

. •*•• 
. *FE * 
..X* H2 * 
* * 
**•* 
.♦. 
E3 ♦ . 
.* *. 
> TVPE 8 ♦ . NO 
RECORD .*... 
». .* 

*. .* 
*. .* 

• VES 



X 
***** 

• FE • 

* F2* 



.*. 

04 *. 
.♦ ♦. 
.* SPVSU *. VES 
.X*. SWITCH ON .*.... 

*. .* 

*. .* 

♦ . .* 

* NO 

. **** 
. * * 
..X* El * 
• * 
• •** 
.*• 

E4 *. 

.* *. 

.* TVPE * ♦ . NO 

.X*. RECORD .*.... 

*. .* 

*. .* 

*. .* 

* VES 



..X. 

X 

• *** 

* * 

* A5 * 

* * 

• *** 



.* TVPE A *. NO 
.X*. RECORD .*... 
*. .* 

«. .* 



***** 
•FO • 
* Dl* 

• * 



X 
.*. 

CI *. 
.* *. 

.* TVPE F *. NO 
►. RECORD .♦... 
♦ . .* 

*. .♦ 

*. .* 
• VES 



***** 

• FO * 

* K2* 



**** 

> 4 

► Jl * 
¥ * 

• *** 



.*. 

G2 *. 

.** TVPE 12 "♦. NO 
». RECORO .*... 

♦ . •• 

♦ . .* 
• • .« 
• VES 



X 
***** 
*FD ♦ 

* H2* 



.* 

*. 



.* TVPE 13 •• NO 
.X*. RECORO .♦..- 



.* 

. .* 
* YES 



X 

***** 

*FE * 

* J2* 

• * 



.* TVPE «0 *. NO 
.X*. RECORD .*... 
*. .* 

*. .* 

*. .* 
* VES 



***** 
*F0 * 
• J2* 



.*. 

C5 *. 
.* *. 
.* TYPE 42 *. NO 
.X*. RECORO .*.... 
*. .♦ 



**»* 

* * 

* Jl * 

* * 
• *•* 



*****H5********* 



*•****•••**••*** 



X 
.*. 

Jl *. 

»* *. 
.* TYPE 66 *. NO 
*. RECORD .*... 
*. .* 

♦ . .♦ 
*. .* 
♦ VES 



.*. 

J2 *. 

.« *. 

.* TYPE 61 *. NO 

.X*. RECORD .*... 

*. .* 

«. .* 

*. .♦ 

* YES 



•*4*J3********* 
ERROR 2 



• *•* 

* * 

* A5 ♦ 

* * 

• •*• 



X 
***** 

♦ FE * 

* K2* 



X 
***** 

• FE * 

* A2* 



**** 

• • 

♦ A5 * 

* * 
***♦ 
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***** 

♦ FO * 

* 42* 



ABSSC 

*****A2********** 

* FILEX * 
*-*-♦-*-*-*-*-*-* 

...X* FILE PREVIOUS *. 

* SECTOR * 

* TC DISK * 
***************** 



•****A3********** 

* * 

* SET SWB OFF. * 
,X* FETCH WORD 1 *. 

* OF SECTOR * 

* BREAK RECORD * 
***************** 



A4 *. 
.* *. 
.* WORD 1 *. YES 
*. EQUAL ZERO .*.... 
*. .* 

*. .* . 
*. .* . 

* NO 



Bl *. 

.♦WORD 1 *. 
.* NATCH *. NO 
•.PRINCIPAL I/O.*... 
*.CR PRINT .* 
*. .* 
*. .* 
* YES 



•****B2********* 



**************** 



.* *. 
.* *. NO 

,X*. SWA ON .*... 
*. .* 



***** 

♦ FC * 

• A5* 



***** 
*FC * 
* CI* 



X 
***** 
*FC * 
* A5* 

* * 



*****C4*********4 

* 4 

* SET SCTRI * 

* ON FOR « 

* SECTOR BREAK * 

* RECORD * 
**************** A 

**** 



***** 

♦ FC * 

* A5* 



• *SWA 


OR 


swb *. nc 




UN 




*. 




.* 


*. 




.* 




► . 


* 




* 


YES 
**•* 




. 


*FC * 




. 


X* A5 * 



**** 

*****£!********** 

♦ CLFAR * 

* SCTRI. * 
..X* SET UP SECTOR *. 
. * ADDRESSES IN * 

. * eUFFl * 
***************** 
**** 



* Fl * 

* * 
**** 

TFCR 



*****02********** 

* CKSR * 
*-*-*-*-*-*-*-*-* 

X* CHECK-SU* *. 

* THE RECORD * 

* * 
***************** 



.* *. 
.* SCTRI *. NO 
■X*. INDICATOR CN .*... 



*****F2********* 
* 

* CLEAR FORTX. 
SAVE FORT 

* LCAD AOOR. 

* IN CCHHA 
**************** 



.X* 



..X* El * 
* * 
**•* 

*****E3********** 

* ASMCK * 
*-*-*-*-*-*-*-*-* 

.X*SHIFT ASM LOAD * 

* ACOR. IF NO * 

* FORTRAN * 
***************** 



*****F3********* 
* 

* CLEAR SAPX. 

* SAVE ASH 

* LCAC AODR. 

* IN CCHKA 
**************** 



**** X 
SET* .*. 

C4 *. 



*****E4* ********* 

* * 

* PLACE * 

* RECORD DATA * 

* IN BUFFI * 

* * 
***************** 

". **** 
. *FC * 

..X* A5 * 



> *. **** 

INITIAL *. YES * * 
LOAD .*.... X* 04 * 



******D5*********** 

WRITE SECTOR 

* TC DISK. * 

.X READ NEXT 

♦SECTOR. BEGIN* 

LOADING OATA 

************* 



X 
***** 
*FC * 
* A5* 



*****G3********** 

* * 

* WAIT 
* 

* ERROR 10 

* * 
***************** 



♦X. 



] .* SECTOR *. YES. 
.♦AOCRESSES MATCH*. 
*. COMMA .* 



***** 




*FD * 




* H2* 


FORT .*. 


* * 


H2 *. 


* 


.* *• 


. 


.* FCPTRAN 







***** 
*FD * 
* K2* 



*****H3********** 





**** 




* 




..X* H5 


***** 


* 


*F0 * 


**** 


* J2* 


SAP .*. 


* * 


J2 *. 


* 


.* *. 


m 


.* ASSEMBLER *. 







***************** 



*****J3* ********* 



* H5 *....X* 



*****H 5 ********** 
* * 

SET SWA * 



***** 
*FC * 
* A5* 



*. .* 
* NC 

**** 

* * 
..X* H5 * 

* 4 
*•** 



***************** 



***** 

*FC * 
* AS* 



***************** 



***** 
*FC * 
* A5* 



************* 



***** 
*FC * 

* A5* 
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***** 

♦ FE * 

* A2* 



****** 44*********** 



.* *. 


* * 




INITIAL ♦ . NO 


* CLEAR * 


* PRINT ♦ 








. .* 


* FROM DISK * 


* * 


*. .* 


* * 




*. .* 


***************** 


************* 


* YES 







****A5********* 



*************** 



LOAD 

SKELETON 

► SUPERVISOR * 

INTO CORE 

************* 



.X* I/O ANO PRINT 

* WORDS IN * 

* COMMA * 
***************** 



* INITIALIZE * 
t* LET SECTOR *. 

* AND FILE • 

* ON DISK * 
***************** 



*****B5 ********** 

* * 

* INITIALIZE * 
CQMHA-WITH * 

* DISK AREA * 

* ADDRESSES * 
*****••****••**•* 



.X* 



♦♦♦♦♦♦CI *********** 



************* 



***************** 



.*. 

C3 *. 

.* *. 

.SINGLE DEVICE. NO 

.X*. ILS'S DONE .*... 

*. .* 

*. .* 

*. .* 

♦ YES 



.X* 



ESTABLISH * 
AREA CODE *. 
AND LOADER * 
* DATA * 
***************** 



*****C5********** 

* * 

* SET UP LEVEL * 
(* AND EBCDIC * 

* NAME • 

* • 
***************** 



X 
J .*. 

Dl *. 
.♦ *. 
.* ILSC4 ». YES 
>. RECUIRFC .*.... 
♦ . .* 

*. .♦ 
*. .* 
• NO 



******D5****«****** 



► LOAD US TO * 
WORKING STORAGE 
UPDATE SKELETON 



***** 
*FC * 

* A5* 



X 
***** 
♦FC * 
♦ A5* 



***** 

♦ FE * 

♦ F2* TYPES .♦. 

* * F2 ♦. 

* . * ♦ . 

.* ♦ EDIT *. YES 

iX*. RECORD .*.... 

*. .♦ 

*. .* 

*. .* 

* NO 

X .♦. 

*****G1********** G2 *. 

* * .♦ ♦. 

* CCMPAPE ILS * .* SAME ♦. YES 

* NAME WITH WORD * X*. NAME .*.... 

* IS OF // DUP * *. .* 

* RECORC * *. .* 
***************** ♦ . .* 

* NO 

**** 
. ♦ FC * 
..X* A5 * 
***** * * 

♦FE ♦ ♦♦♦* 

♦ H2+ SPPAS .♦. 

♦ ♦ H2 ♦. 

* .♦ *. 

.♦ TYPE 13 *. NO 

X*. RECORD ...... 

♦ . .♦ 

♦ . .♦ 

♦ . .♦ 

* YES 



3ITC .♦. 

F3 ♦. 
.♦ ♦. 
.♦ SKELETON *. NO 
,X*. SUPERVISOR .♦... 
♦. CALLED .♦ 
♦ . .♦ 
♦ . .♦ 
♦ YES 
. **** 
. *FC * 
..X^ A5 ♦ 
• ♦ 
**** 

*****G3********** 

♦ REST * 
•-*-*-*-*-•-*-*-• 

.X* UPDATE EI/E2 ♦... 

* COMM AREA ♦ 



***************** 



X 

♦ ♦♦♦♦ 
♦FC ♦ 

♦ A5* 



.*• 

F4 *. *****f<>********** 

.* *i * * 

.♦SAME ILS IN*. YES ♦ SET RE-ENTRY * 

,..X*WORKINC STORAGE* X* AODR FROM DUP ♦.. 

♦. AND ILS .♦ X * TC NEWIL ♦ 

♦RECORD.* * * 

*. .* . ***************** 

♦ NO 

. **♦♦ . 

. *FC ♦ 

..X* A5 * 

♦ ♦ . 
♦♦♦* 

.*. SEFIL 

G* *. *****a********** 

.* ♦. * CLEAR FILS * 

.* SKELETON *. NO * INDICATOR • 

...X*. SUPERVISOR .♦ X*I.E. SUPERVISOR* 

*. CALLED .* * CALLED * 

*. .* * * 

*. .* ***************** 

* YES 
♦♦♦♦ . 

♦ ♦ . 

♦ H4 *.X. 

* * . 
• ♦♦♦ . 

CLDUP . MCALL 

X 
****H4********* ****H5***^***** 

* EXIT TO * * EXIT TO * 

* DUP * * SKELETON *X. 

♦ * * SUPERVISOR • 
*************** *************** 



***** 


# 


♦FE ♦ 


. 


♦ J2^ 


IOCSD X 


* ♦ 


*****J2********** 


♦ 


* CLEAR BYPS * 


. 


* SWITCH. ♦ 








♦ FROM TYPE 13 * 




* RECORD * 




***************** 


♦♦♦♦♦ 




♦ FE ♦ 




♦ K2 + 


IOCSL 


♦ ♦ 


***** K 2****^****« 


* 


* CLEDT ♦ 




♦-♦-♦-♦-♦-♦-*-♦-♦ 







♦ LCACFR/EDITOR * 

♦ FROM OISK ♦ 
***************** 



*****J3********** 

♦ ♦ 
SEARCH CFTA ♦ 

TABLE FOR ♦. 

♦ MATCHING ♦ 

♦ ISS NO. ♦ 
***************** 



> X* 



.*. 

J4 *. 

.* *. 

.* MATCHING ♦. NO 

.X*. ISS NO. .*... 

*. .* 

♦ . .♦ 

*. .* 

* YES 



*****J5 ********** 



SET BYPS 
SWITCH ON 



***•***•***••**** 



* H4 * 

♦ * 
♦*♦* 



X 
***** 
♦FC ♦ 
* A5* 
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**** 

* A2 ♦... 

* * . 
**** 

X 
*****A7********** 

* 4 

* TURN * 

* PAPER TAPE * 

* SWITCHES ON * 

* * 
***************** 



***** 
*FF * 
* A4* 



.*• 



A4 
*•** .* *. 

► * .* MONITOR *. YES 
f A4 *....X*. CONTROL .*.... 

► * *. RECORD .* 
•**• *. .* 

*. .♦ 
* NO 



*****A5 ********** 

• * 

* WAIT * 



***************** 



* INSERT ILS * 

* ADDRESSES * 

* IN ITV * 

* * 
***************** 



******C1*********** 



************* 



******01 *********** 

* READ * 

VERSION AND 

* COD LEVEL * 

FROM DCCM 

************* 



******E1 *********** 

* PRINT * 

VERSION AND 

* MOO LEVEL * 

************* 



Fl 



.*. 



*. 



.* *. 
.* CARD THE «. YES 
». PRINCIPAL .*.... 
*. I/O .» 
*. .* 
*• .* 
* NO 



*****G1 ********** 

• * 

* INSERT PAPT1 * 

* ADDRESS IN * 
» PSEUDO-TV * 

• * 
***************** 



****«H1 ********** 

* • 

* MOOIFY * 

* INPUT AREA * 

* FOR HEADER * 

* * 
***************** 



*****J 1********** 

* * 

* SET NO-CHECK * 

* PARAMETER * 

* FOR DATA * 

* * 
***************** 



*****K I ********** 



******B 2** ********* 

* RFAD RECORD. * 

WAIT FOR 

♦ OP COMPLETE * 

************* 



.* *. 
.♦PAPER TAPF *. NO 
► . SWITCH 1 .*... 
*. .* 



*****0 2** ******** 

* * 

* CCNVFRT * 

* PTTC/fl TO * 

* CARC CODE IN * 

* INPUT AREA * 
***************** 



**** .* EXIT *. 

* * .*ADDR. TABLE*. 2 

* G4 *X....». XR2 EQUALS .*.. 



*****p 5 ********** 

* CONVERT * 

* INPUT RECORD » 

* INTO EBCDIC * 

* IN SUPFPVISOR * 
INPUT ARFA 



*. .* 




X 


***************** 


* 1 




***** 






**** 




*FH * 




. 


*FF * 




* 01* 




. 


* C4 *.X. 




* * 






* * 




* 






**** 










X 








X 


*****C4********** 




*****(-. 5*** ******* 


* 


* 




• 


* 


* WAIT 


* 




* 


SET * 


• 


* 




* 


SUPERVISOR * 


* ERROR 1 


* 




* 


NON-RFAQ * 


* 


* 




* 


SWITCH * 


***************** 




***************** 



.* FORTRAN *. NO 
VOIDED 



X 
.*. 

F2 *. 



. .* 
*• .* 
• NO 



.*. 

G2 *. 
.* *. 
.* OUP *. YES 
*. HEADER .*....X 



*. 



*. .* 
*. .* 
* NO 



• • *. 

.* SUP *. YES 
>. HEADER .*.... 

*. .* 

*. .* 
*. .* 
* NO 



*. 


.* 


X 


*. .* 




*. .* 




< 


► YES 






: 




♦***F3********** . 




* . 


SET 


• . 


FORTRAN 


* 


VOIDED 


* . 


SWITCH 


* 


**************** . 


• 











****»J3********** 

* * 

* SET XR2 * 
.X* FOR PROPER + 

•CONTROL RECORD * 

* EXIT * 
***************** 



*****K2********* 



» CHANGE * 


* 


TURN ON 
SUBROUTINE 


♦ INPUT COUNT * 


* 


* FIELD FOR ♦ 


* 


LPOATE 


* DATA * 


• 


ShlTCHFS 


***************** 


**************** 


" **** 




* 


* * 






..X* A2 * 




X 


* • 




**•* 


**** 




* • 

* G5 * 

* * 
*•** 
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°rog 


ram 



****04* ******** 

* EXIT TO THE * 

* SUPERVISOR * 

* * 
*************** 



.* ASSEMBLER *. NO 
.X*. VOIDED .*... 
*. .* 



*****F4********** 

* * 

* SET * 

* ASSEMBLER * 

* VOIDEO * 

* SWITCH * 
***************** 

•*** 1 

* * .X 

* G4 *.X. 

* * 
**** X 

.*. 
G4 *. 
.* *. 
.* FIRST *. NO 
*. HEADER SWITCH.*.., 
*. ON .* 
*. .* 
*. .* 
* YES 



*****H4********** 

* * 

* TURN * 

* FIRST HEAOEP * 

* SWITCH OFF * 

* * 
***************** 



*****J4********** 

* CONVERT * 

* RFCORO COUNT * 

* TO BINARY. * 

* STORE AT * 

* RECNT * 
***************** 



*****K4********** 

* CONVERT * 

* WORO COUNT * 

* TO BINARY. * 

* STORE AT * 

* WCNT * 
***************** 

I •*•* 



****05**« ****** 
* EXIT TO THE « 
► SUPERVISOR * 
% 4 

*************** 



**** 

X 
*****E5*** ******* 

* CONVERT * 

* RELATIVE WORD * 
♦NO. TO BINARY. * 

* STORE AT * 

* RWDND * 
***************** 



*****f 5* ********* 

* CONVERT * 

* SECTOR NO. * 

* TO BINARY. ♦ 

* STORE AT * 

* SECTR * 
***************** 

**** I 



**** 

X 
*****G5 ********** 

* CONVERT * 

* »0D LEVEL * 

* TO BINARY. * 

* STORE AT * 

* CMODL * 
***************** 



*****H5********** 

* CONVFPT * 

* VERSION * 

* TO BIN4RY. * 

* STORE AT * 

* CVERS * 
***************** 



.♦ ♦• 
.♦SUBROUTINE 
. SWITCH 1 

*. ON 



***** 
*FC * 
* A4* 



*****K*> ********** 

* * 

* TURN ON * 

* WRITE DISK * 

* SWITCH * 

* * 
***************** 

I **** 

*FG * 
..X* Al * 
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***** 
*FG * 
♦ Al* 



***** 

♦ FG ♦ 

* A4* 



.*. 

Al ♦ . 
.* *• 
.* FOR ♦ . YES 
*. HEAOER .*.... 
*. .« 

*. • ♦ 
*• .♦ 
* NO 



.*. 

Bl *. 
. * *. 
.♦ ASH *. YfS 
HEADER .*.... 



*. 



.* 
. .♦ 
* NO 



*. .* 
*. .* 
* NO 

**•* 

* * 
..X* A4 * 

* * 
**** 

*****B2********** 



***************** 



X 




X 


.*. 




.*. 


CI *. 




C2 *. 


• * ♦ . 


• * *. 


.* DUP *. YES 


.* 


ASSEMBLER *. YFS 


*. HEAOER .*.... 


♦.VOIDED SWITCH.*... 


*. .* 


* 


ON .* 


*. .* . 




*. .* 


*. .♦ X 




*. .* 


* NO **** 




* NO 


* * 






* A4 * 




„ 


* * 




X 


. **** 




**** 


X 




* * 


.*• 




* A4 * 


Dl *. 




* * 


.* *. 




**** 



***** A3*** ******* 

* * 

* TURN OFF * 
WRITE DISK *. 

* SWITCH * 

* * 
***************** 



X. 

X 

.*. 

A4 *. 

.* *• 

.* OLD *. NO 

.X*. VERSION EQUAL.*... 

*. NFW .* 

*. .* 

*. • * 

►* * YES 



B4 



*. 



***** 
»FF * 
* C4* 

* * 



**** 

* * 

* A4 * 

* * 
**** 



Fl *. 

.* *. 
.♦SUBROUTINE ♦. 
♦. SWITCH 3 
*. 



*. 



♦ . 



•*** 
*FG « 
* CI 



**** 

X 
******G1 *********** 

♦ READ I* ♦ 
OCOM. WAIT FOR 
* OP COMPLETE ♦ 

************* 



*****H 1 ********** 

* * 
♦INSERT NEW MOD ♦ 

* LEVEL AND ♦ 

* VERSION ♦ 

* IN DCOM ♦ 
***************** 



******J1 *********** 

* WRITE DCOM ♦ 

TO DISK. WAIT 

* FOR OP ♦ 

COMPLETE 

************* 



.♦. 






Kl *. 






.♦ ♦. 






.♦SUBROUTINE 


*. 


YES 


♦. SWITCH 2 




♦ .... 


♦ . ON 


* 




♦ . .♦ 






♦. .♦ 




X 


♦ NO 




***** 






*FH ♦ 






♦ B4* 


X 




♦ ♦ 


***** 




• 


*FH * 






♦ A4* 







*****P2 ********** 

* * 

♦ DECREMENT ♦ 
<♦ RfcCNT ♦ 

♦ BY 1 ♦ 

* * 
***************** 



G2 ♦. 
.♦ ♦. 
.♦ ASSEMBLER ♦. NO 
♦. SWITCH ON .♦... 



*****H2********** 

* * 

* TURN ♦ 

* ASSEMBLER ♦ 

* SWITCH OFF * 

* * 
***************** 



*****j2********** 

♦ * 

♦ ADD SECTOR * 

♦ AODRESS OF * 

♦ ASSEMBLER ♦ 

♦ TC SECTR * 
***************** 



******K2*********** 

♦ READ DISK. * 

WAIT FOR 

♦ OP COMPLETE ♦ 

************* 



**♦♦♦ 
♦FH ♦ 
♦ Al* 



YES .* OLD *. 
....♦MOO LEVEL EQUAL* 
♦. NEW .♦ 
♦ . .♦ 

♦ . .* 
♦ NO 



.*. 

C4 *. 
.* *. 
YES .OLD MOO LEVEL. 
......PLUS 1 EQUAL .< 

*. NEW .♦ 



*****A5********** 

* * 

♦ WAIT ♦ 
<♦ ♦ 

♦ ERROR 4 ♦ 

* * 
***************** 



****B5********* 

► FXIT TO' THE « 

► SUPERVISOR « 

► 4 
*************** 



*. 



.* NEW MOD *. N 
♦. LEVEL EQUAL .*. 
*. V .* 
*. .♦ 



******E4* ********** 

♦ PRINT * 

MOD LEVEL 

* EQUAL 1 * 

************* 



*****F4********** 



*****C5********** 

* * 

* WAIT * 
<* * 

* ERROR 5 * 

* * 
***************** 



• ***£ 5 ********* 
► EXIT TO THE * 
» SUPERVISOR * 
* * 

*************** 



***************** 
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***** 

*FH * 
* A4* 



***** 
*FH * 
* Al* 



• A2 «... 



******A4*********** 

* PRINT * 

UPDATE 

* CflMPLETEO * 

************* 



*•*• 
♦FH * 
* B« *.X 



******B4*********** 

* PRINT * 

VERSION AND 

•NEW MOD LEVEL* 

************* 



****C4********* 

* EXIT TO THE « 

* SUPERVISOR * 

* 4 
•*•*•*••*****•* 



*****E4********* 
* 

* WAIT 

• ERROR 2 
**************** 



****F4********* 

* EXIT TO THE * 

* SUPERVISOR 4 
► 4 

*************** 



******A1 *********** 


*****A2********** 
•ZERO CHECK SUM • 




* READ INPUT * 


• COUNT. * 




..X DATA. WAIT 


•INCREMENT BY I * 




* FOR OP * 


* FOR NEXT * 




COMPLETE 


• HEADER * 




************* 


***************** 




**** 

* . 
Al * 










•**• . 
X 
.*. 






• *. 




Bl *. 


B2 *. 




.* ♦. 


.* •• 




.•PAPER TAPE *. YES 


.* WRITE *. NO 




*. SNITCH 3 .*.... 


*. DISK SWITCH .*.... 




*. ON .* 


*. ON .* 




*. • ♦ . 


'*. .* . 




*. .* X 


*. .* 




* NO **** 


* YES 




* * 






* El * 


. , 




. * * 






. *••* 


• 




X 


X \ 




*****C1 ********** 

* • 
*SET XR2 EQUAL 2* 

* FOR PROPER *.... 


******C2*********** . 




* WRITE DISK. • 




WAIT FOR 




•CONTROL RECORO * 


♦ OP COMPLETE ♦ 




* RETURN * 






***************** x 


************* 




***** 






**•• *FF • 


. 




*Fh * * A4* 






* Dl *... * * 


. 




* * . • 






**•* . 


X 




X 


.*. 




*****D1 ********** 


02 *. 




* * 


.* •• 




* PACK CARD * 


.* RECORD *. YES 




* INPUT - 80 * 

* COLUMNS TO • 






♦ . .* 


X 


* 60 WORDS • 


• . .* 


***** 


***••***••******* 


*. .* 


*FG * 




• NO 


• Gl* 


**** I 




• * 


* * . 




* 


* El *.X. 


. 




* * . 






**** X 






.*. 


X 




El •. 


******E2*********** 




.* *. 






.* CHECK-SUM *. NO 


• READ HEAOER * 




*. CORRECT .*.... 


RECORD. WAIT 




*. .• 


• FOR OP ♦ 




*. .* 


COMPLETE 




*. .* X 


************* 




* YES **** 


. 





•****F1********* 



DECREMENT 
RECNT BY 1 



**************** 



*****G1 ********** 

* * 
♦MOVE INPUT DATA* 

* TO OISK I/O * 

* AREA • 

* • 
***************** 



*****H1 ********** 

* * 

* AOO DATA WORD * 

* COUNT TO * 

* RELATIVE WORD • 

* NO. • 
***************** 



*****jl ********** 

* • 

* SUBTRACT CATA * 

* WORO COUNT * 

* FROM HCNT • 

* * 
***************** 





.*. 








F2 *. 








• • *. 








.♦PAPER TAPE 


♦. 


NO 


* 


. SWITCH 2 




♦ .. 




*. ON 


♦ 






♦.. .* 








*. .♦ 








♦ YES 







*****G2********** 

* * 
♦CONVERT PTTC/8 • 

~" CARD CODE * 
INPUT AREA * 

* • 
***************** 



*****H2********** 



FCR PROP 
♦CONTROL RECORD 
* RETURN * 
•♦♦♦♦♦♦♦♦♦♦♦♦♦♦♦♦ 



X 
♦♦♦♦♦ 
♦FF ♦ 
♦ A4+ 
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.♦ WCNT 


*. 


<TES 


♦ 


. EQUAL ZERO 


.* 






♦ . .♦ 






♦ . .♦ 








♦ . .♦ 




X 




♦ NO 




**•* 








• 








* A2 




X 




* 




♦ ♦♦♦ 




• *** 




♦ ♦ 








♦ Al * 








• * 








**•• 
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APPENDIX A. EXAMPLES OF FORTRAN OBJECT CODING 



This appendix shows by example the Assembler 
Language equivalent for the object coding generated 



by the FORTRAN Compiler. A typical cross - 
section of FORTRAN statements is shown. 



Source Coding 



Arithmetic Statements - real, integer, and mixed modes 



I=J 



A=B 



A=I 



I=A 



I=K-M 



A=I-B 



A=B-I 



Object Coding 




With Trace* 


xed modes 


J 






LD 


L 




STO 


L 


I 


LIBF 
DC 


FIAR 
I 


LIBF 




FLD 






DC 




B 


. 




LIBF 




FSTO 


LIBF 


FARI 


DC 




A 


• 




LD 


L 


I 






LIBF 




FLOAT 


, 




LIBF 




FSTO 


LIBF 


FARI 


DC 




A 


<» 




LIBF 




FLD 






DC 




A 


. 




LIBF 




IFDT 


. 




STO 


L 


I 


LIBF 
DC 


FIAR 
I 


LD 


L 


K 






S 


L 


M 


. 




STO 


L 


I 


LIBF 
DC 


FIAR 
I 


LD 


L 


I 






LIBF 




FLOAT 


, 




LIBF 




FSUB 


. 




DC 




B 


, 




LIBF 




FSTO 


LIBF 


FARI 


DC 




A 


• 




LD 


L 


I 






LIBF 




FLOAT 


. 




LIBF 




FSBR 


. 




DC 




B 


, 




LIBF 




FSTO 


LIBF 


FARI 


DC 




A 


# 





*Period indicates that the generated coding is the same as in the Object Coding column. 
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Source Coding 
A=B+I-J (or A=I+B-J) 



I=J*K 



A=B*C 



A=B*I 



I-J/ K 



A=B/ C 



I=J / (K+M) 



Object Coding 




LD 


L 


I 


LIBF 




FLOAT 


LIBF 




FADD 


DC 




B 


LIBF 




FSTO 


DC 




GT1 


LD 


L 


J 


LIBF 




FLOAT 


LIBF 




FSBR 


DC 




GT1 


LIBF 




FSTO 


DC 




A 


LD 


L 


J 


M 


L 


K 


SLT 




16 


STO 


L 


I 


LIBF 




FLD 


DC 




B 


LIBF 




FMPY 


DC 




C 


LIBF 




FSTO 


DC 




A 


LD 


L 


I 


LIBF 




FLOAT 


LIBF 




FMPY 


DC 




B 


LIBF 




FSTO 


DC 




A 


LD 


L 


J 


SRT 




16 


D 


L 


K 


STO 


L 


I 


LIBF 




FLD 


DC 




B 


LIBF 




FDP7 


DC 




C 


LIBF 




FSTO 


DC 




A 


LD 


L 


K 


A 


L 


M 


STO 


3 


+126 


LD 


L 


J 


SRT 




16 


D 


3 


+126 


STO 


L 


I 



With Trace 



LIBF 



FARI 



LIBF 
DC 



FIAR 
I 



LIBF 



FARI 



LIBF 



FARI 



LIBF 
DC 



FIAR 
I 



LIBF 



FARI 



LIBF FIAR 

DC I 
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Source Coding 
I=A/ J 



I=J**K 



A=B**I 



A=B**C 



A=I**B 



A=B**(I+J) 



A=B**(C+D) 



Object Coding 




LD 


L 


J 


LIBF 




FLOAT 


LIBF 




FDVR 


DC 




A 


LIBF 




IFIX 


STO 


L 


I 


LD 


L 


J 


LIBF 




FIXI 


DC 




K 


STO 


L 


I 


LIBF 




FLD 


DC 




B 


LIBF 




FAXI 


DC 




I 


LIBF 




FSTO 


DC 




A 


LIBF 




FLD 


DC 




B 


CALL 




FAXB 


DC 




C 


LIBF 




FSTO 


DC 




A 


LD 


L 


I 


LIBF 




FLOAT 


CALL 




FAXB 


DC 




B 


LIBF 




FSTO 


DC 




A 


LD 


L 


I 


A 


L 


J 


STO 


L 


GT1 


LIBF 




FLD 


DC 




B 


LIBF 




FAXI 


DC 




GT1 


LIBF 




FSTO 


DC 




A 


LIBF 




FLD 


DC 




C 


LIBF 




FADD 


DC 




D 


LIBF 




FSTO 


DC 




GT1 


LIBF 




FLD 


DC 




B 



With Trace 



LIBF 
DC 



FIAR 
I 



LIBF 
DC 



FIAR 
I 



LIBF 



FARI 



LIBF 



LIBF 



FARI 



FARI 



LIBF 



FARI 
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Source Coding 



Object Coding 


With Trace 


CALL FAXB 




DC GT1 


. 


LIBF FSTO 


LIBF I 


DC A 


# 



Subscripted Expressions 



A(I)=B(I,J)+C(I,J) 



(see Note 1) 



(see Note 1) 



, M=L(I,J,K) 



(see Note 1) 



M(I)=M(I+1)+M(J) 



(see Note 1) 



(see Note 1) 



LIBF 


SUBSC 


DC 


SGT1 


DC 


value D 4 


DC 


I 


DC 


value D^ 


LIBF 


SUBSC 


DC 


SGT2 


DC 


value D^ 


DC 


J 


DC 


value D 2 


DC 


I 


DC 


value D-^ 


LIBF 


FLDX 


DC 


B 


LIBF 


FADDX 


DC 


C 


LDX 11 SGT1 


LIBF 


FSTOX I 


DC 


A 


LIBF 


SUBSC 


DC 


SGT1 


DC 


value D 4 


DC 


K 


DC 


value D 3 


DC 


J 


DC 


value D2 


DC 


I 


DC 


value D-l 


LIBF 


FLDX 


DC 


L 


LIBF 


FSTO I 


DC 


M 


LIBF 


SUBSC 


DC 


SGT1 


DC 


value D4 


DC 


I 


DC 


value D-^ 


LIBF 


SUBSC 


DC 


SGT2 


DC 


value D4 


DC 


I 


DC 


value D^ 


LIBF 


SUBSC 


DC 


SGT3 



LIBF FARDC 



LIBF FARI 
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Source Coding 



(see Note 1) 



Object ( 


Dodinj 


r 


DC 




value D 4 


DC 




J 


DC 




value D* 


LDX 


11 


SGT3 


LD 


LI 


M 


LDX 


11 


SGT2 


A 


LI 


M 


LDX 


11 


SGT1 


STO 


LI 


M 



With Trace 



LIBF 
DC 



FIARX 

M 



M(1)=M(2)+M(3) 



M(1)=N(1)+M(1) 



LDX 


LI 


value D 4 


LD 


LI 


M 


LDX 


LI 


value D4 


A 


LI 


M 


LDX 


LI 


value D 4 


STO 


LI 


M 


LDX 


LI 


value D4 


LD 


LI 


N 


A 


LI 


M 


STO 


LI 


M 



LIBF 
DC 



FIARX 

M 



LIBF 
DC 



FIARX 
M 



Statement Function Statements 



A=JOE(B+C,D)+E 



A=C(B,.5)+E 



CALLXY 



LIBF 


FLD 


DC 


B 


LIBF 


FADD 


DC 


C 


LIBF 


FSTO 


DC 


GT1 


CALL 


JOE 


DC 


GT1 


DC 


D 


LIBF 


FLOAT 


LIBF 


FADD 


DC 


E 


LIBF 


FSTO I 


DC 


A 


CALL 


C 


DC 


B 


DC 


address of 




constant . 5 


LIBF 


FADD 


DC 


E 


LIBF 


FSTO I 


DC 


A 


CALL 


XY 



LIBF 



FARI 



LIBF 



FARI 
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Source Coding 



CALL YZ (A(2),A(I),B,C*D) 



(see Note 1) 



(see Note 2) 



(see Note 2) 



CALL YZ (A(I),B,C*D) 



(see Note 1) 



(see Note 2) 





Object Coding 


With Trace 




LIBF 




SUBSC 






DC 




SGTl 






DC 




value D4 






DC 




I 






DC 




value D^ 






LIBF 




FLD 






DC 




C 






LIBF 




FMPY 






DC 




D 






LIBF 




FSTO 






DC 




GTl 






LDX 


LI 


value D 4 
(for A(2)) 






MDX 


LI 


A 






NOP 










STX 


LI 


ADR1 






LDX 


11 


SGTl 






MDX 


LI 


A 






NOP 










STX 


LI 


ADR2 






CALL 




YZ 




ADR1 


DC 









ADR2 


DC 
DC 
DC 

LIBF 

DC 

DC 

DC 

DC 

LIBF 

DC 

LIBF 

DC 

LIBF 

DC 





B 
GTl 

SUBSC 

SGTl 

value D4 

I 

value D-^ 

FLD 

C 

FMPY 

D 

FSTO 

GTl 






LDX 


11 


SGTl 






MDX 


LI 


A 






NOP 










STX 


LI 


ADR1 






CALL 




YZ 




ADR1 


DC 
DC 
DC 





B 
GTl 





DO and CONTINUE Statements 



DO10I=J,K 



10 CONTINUE 



LD 
STO 
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Source Coding 



DO 10 I =J,K,M 



10 CONTINUE 



GO TO Statement 

GO TO 111 

Computed GO TO Statement 

GO TO (111,112,113),! 



ADR1 



Object Coding 




MDX L 
LD L 
S L 
BSC L 


1,1 
I 

K 
Adr. a 


LD L 
STO L 


J 
I 



With Trace 



0- 



BSC 






LD 


L 


I 


A 


L 


M 


STO 


L 


I 


S 


L 


K 


BSC 


L 


Adr. 



111 



LDX 


11 


I 


BSC 


11 


ADR1+1 


DC 




111 


DC 




112 


DC 




113 



LIBF 



FGOTO (see Note 3) 



IF Statements 



IF (I) 111,112,113 



IF(A) 111,100,113 
100 CONTINUE 



IF(A+I) 100,111,100 
100 CONTINUE 



LD 


L 


I 


BSC 


L 


111, +Z 


BSC 


L 


112,+- 


BSC 


L 


113, -Z 


LIBF 




FLD 


DC 




A 


LD 


3 


+126 


BSC 


L 


111, + Z 


BSC 


L 


113, -Z 


LD 


L 


I 


LIBF 




FLOAT 


LIBF 




FADD 


DC 




A 


LD 


3 


+126 


BSC 


L 


111,+- 



LIBF FIIF 

BSC L 111,+Z 

BSC L 112,+- 

BSC L 113, -Z 



(see Note 3) 



LIBF 



FIF 



(see Note 3) 



LIBF 



FIF 



(see Note 3) 
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Source Coding 

IF(I) 111,111,112 
100 CONTINUE 



Object Coding 


With Trace 




LD L I 






BSC L 111,+ 


LIBF FIIF 


(see Note 3) 


BSC L 112, -Z 


BSC L 111,+ 
BSC L 112, -Z 





PAUSE Statement 



PAUSE 11 



LIBF 
DC 



PAUSE 

Adr. of constant 11 



STOP Statement 



STOP 21 



LIBF 
DC 



STOP 

Adr. of constant 21 



RETURN Statements 



for FUNCTION-type return 



or 



for SUBROUTINE -type return 



LIBF 




FLD 


DC 




NAME 


BSC 


I 


subprogram 
linkword 


LD 


L 


NAME 


BSC 


I 


subprogram 
linkword 


BSC 


I 


subprogram 
linkword 



END Statement 

The END statement produces no object code. 

I/O Statement s 

The first I/O call is always 'LIBF *FIO' followed by the parameters and other I/O calls as indicated by the 
*IOCS control record. 



LIBF 


*FIO 


DC 


/00XY 


DC 


12 


LIBF 


WRTYZ 


DC 





LIBF 


CARDZ 


DC 





LIBF 


PRNTZ 


DC 





LIBF 


PAPTZ 


DC 





DC 





DC 





LIBF 


TYPEZ 


DC 






See the Subroutine Library section for a detailed discussion of FORTRAN I/O routines. 
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Source Coding 



Object Coding 



READ Statement 



READ (N,101) A, I 



READ (N,101)X 

(X dimensioned) 



LIBF 
DC 


*RED 

N 


^id i~ € *S* £ 


DC 


101 




LIBF 


*IOF 




DC 


A 




LIBF 


*IOI 




DC 


I 




LIBF 


*RED 




DC 


N 




DC 


101 




LIBF 


*IOAF 




DC 


X 




DC 


(number 


of items in array) 



■Jlr 



Read Statement with Implied DO 
READ (N,101)(X(I), 1=1,5) 



a)-* 



(see Note 1) 



LIBF 




*RED 


DC 




N 


DC 




101 


LD 


L 


Adr. of constant 1 


STO 


L 


I 


LIBF 




SUBSG 


DC 




SGT1 


DC 




value D 4 


DC 




I 


DC 




value D^ 


LDX 


11 


SGT1 


LIBF 




*IOFX 


DC 




X 


MDX 


L 


1,1 


LD 


L 


I 


S 


L 


Adr. of constant 5 


BSC 


L 


Adr. a , +Z 



Write Statements 

Write statements closely parallel read statements, except for the 'LIBF *COMP' which terminates all 
WRITE calls. 



WRITE (N,101) A, I 



LIBF 


*WRITE 


DC 


N 


DC 


101 


LIBF 


*IOF 


DC 


A 


LIBF 


*IOI 


DC 


I 


LIBF 


*COMP 



NOTES 1 
2 
3 



Tagged to indicate the end of the subscript argument list. 
Included to balance skip at execution of previous instruction. 
Transfer Trace. 
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APPENDIX B. DIAGNOSTIC AIDS 



The following procedures, in conjunction with 
Appendix C, are intended to assist the user in 
defining and analyzing System problems. These 
procedures are a guide to determining which 
System element is in control at any given time. 

To determine which Monitor Pogram is in 
control, examine the control records printed. The 
last Monitor control record printed indicates the 
controlling Monitor Program. 

To determine which phase of the Monitor Pro- 
gram is in control, perform the following: 



Supervisor 



1. Display the location DSA+2 (00D0). This 



location contains the efiStaEraddress of the 
~H-r.«± pgrvtoa; of the Supervisor phase in control. 

t 



/ 



WV- 



Loader 




mV*> 



1. Compare the first few words following the 
phase origin with the phase listing to determine 
if the phase has been loaded. (See Figure 4, 
Section 2. ) 

2. Once it is determined the phase is loaded, 
locate the phase entry point. If the entry point 
is zero, the phase has not been entered. If 
the entry point is non-zero, the phase has 
been entered. However, because of the over- 
lays used in the Loader, the phase, even 
though it has been entered, is not necessarily 
in control. 



DUP £ 

1. Display the contents of locations 03$6 and 
03B7. 

2. Compare these two words to the table below. 
Each pair of words forms the IOAR header 
for a DUP function. The header consists of 
the word count (word 1) and the sector address 
(word 2) of the DUP function. 

3. If the words are identical, display the next 
pair (03B8 and 03 B9) and compare them to 
the table. 



4. If the words are not identical, the DUP 
function whose IOAR header precedes the 
unmatched words is the function presently in 
core. In other words, each function is loaded 
starting at the first word following its IOAR 
header, except DCTL which starts at the first 
word following the IOAR header table. 



IOAR Header Table 



Core 


Word 


Sector 


DUP 


Locations 


Count 


Address 


Function 


03B6-7 


04 7 A 


003C 


DCTL 


03B8-9 


0476 


0040 


STORE 


03BA-B 


0460 


0048 


DUMP 


03BC-D 


0280 


004C 


DUMPLET 


03BE-F 


0500 


0050 


DELETE 


03C0-1 


03C0 


0054 


DEFINE 


03C2-3 


0BCC 


0632 


EDIT 


03C4-5 


0140 


0057 


DWADR 


03C6-7 


0280 


0044 


FILEQ 


03C8-9 


0140 


0046 


STOREMOD 


Assembler 









1. Display the contents of the location OVRLY+1 
(05B1). 

2. Subtract the sector address of Phase (00E8 
with FORTRAN, 0080 without FORTRAN). 

3. The remainder is the displacement, in sectors, 
from Phase 0. The phase within which this 
displacement falls is presently in core. 

4. Phase 10 resides in core in place of the 
Symbol Table add routine, STADD, during 
Phase 2. If the assembly is in one pass mode, 
Phase 11 replaces the subroutine INT1 in 
Phase 9. 

5. The input phase (CARD0 or PAPT1) resides 
in core in Pass 1, but is overlaid by output 

in Disk System format in Pass 2 of a one pass 
mode assembly. 

6. The listing routine (1132 Print or WRTY0) 
resides in core if an *LIST control record is 
part of the source input; otherwise, it is 
overlaid by the Symbol Table. 
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FORTRAN 



SYSTEM LOADER 



1. 
2. 

3. 



Display the contents of location ROC 3 (7FID). 
Add the value /0140 (320 10 ) to the value found 
in ROL3. 

Display the contents of the address computed 
above and the next higher addressed word. 
These two words comprise a disk IOCC. The 
second word of the disk IOCC (the computed 
address + 1) is the address, in hexadecimal, 
of the first sector of the last phase read; 
hence the phase presently in core. 



1. The card deck or paper tape strip read or 
to be read indicates which phase is in con- 
trol. 

2. During Phase El, location A (0658) is the 
start of the input buffer; location 021B 
contains the sector address of the last 
sector written; location 0215 contains the 
sector address of the last sector read. 

3. During Phase E2, location 053F contains 
the sector address of the last sector read. 
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APPENDIX C. DISK MAP 



The following table is a breakdown of the 1130 
Monitor System. For purposes of completeness, it 
is assumed that both the FORTRAN Compiler and 



the Assembler program are present, a Fixed Area 
of five cylinders is assigned with the resultant 
FLET, and a User Area of 30 cylinders is assigned. 





SECTOR 


CORE 


SYSTEM ELEMENT 


ADDRESS 


ORIGIN 




DEC 


HEX 


(HEX) 


Disk Pack ID 








.... 


Cold Start routine 


1 


1 


0802 


Supervisor 








Phase E 


2 


2 


055 C 


Phase B 


4 


4 


055 C 


Phase D 


6 


6 


055 C 


Skeleton Sup. and DCOM 


8 


8 


0090 


Console Printer and DISKO 








routines 


9 


9 


00F4 


PAPT1 or CARDO 


11 


B 


00 F4 


Phase C 


12 


C 


055 C 


Presupervisor and Multi- 








Sector routines 


13 


D 


04C0 


Conversion routines. Phase 








A, and 1132 Printer routine 


14 


E 


055 C 


Reserved 


20 


14 





Loader 








Phase 


24 


18 


0578 


Phase 7 


25 


19 


0BBC 


Phase 8 


26 


1A 


01C2with DISKZ, 
0260 with DISKO, 
0370 with DISK1, and 
0438 with DISKN. 


DISK! 


27 


IB 


00F4 


DISKN 


29 


ID 


00F4 


DISKZ 


32 


20 


00 F4 


Save Monitor routine 


33 


21 


0090 


Phase 1 


34 


22 


0630 


Phase 4 


38 


26 


0BBC 


Phase 5 


39 


27 


0BBC 


Phase 2 


40 


28 


0944 


Phase 3 


44 


2C 


0BBC 


Phase 6 


47 


2F 


0BBC 


Mapl 


48 


30 


026 A 


Map2 


49 


31 


026 A 


Message 1 


50 


32 


026A 


Message 2 


51 


33 


026A 


Message 3 


52 


34 


026A 


1132 Printer/Console 








Printer 


53 


35 


026A 


Reserved 


54 


36 





DUP 








DUPCO 


56 


38 


0272 


DCTL 


60 


3C 


03CA 


STORE 


64 


40 


03BA 


FILEQ 


69 


45 


03C8 


STOREMOD 


71 


47 


03CA 


SRLET 


72 


48 


06A0 


DUMP 


73 


49 


03BC 


DUMPLET 


77 


4D 


03BE 


Reserved 


79 


4F 


_„__ 


ERM 


80 


50 


045 C 


DELETE 


81 


51 


03C0 


DEFINE 


85 


55 


03C2 


DWADR 


88 


58 


03C6 


Principal I/O Device 








routine 


89 


59 


082E 


Principal Print Device 








routine 


92 


5C 


0C4E 


Principal Error Message 








Device routine 


94 


5E 


0CFE 


PTX 


97 


61 


0828 


Reserved 


100 


64 





DUPCO Temp. Storage 


109 


6D 





Reserved 


110 


6E 







SECTOR 


CORE 


SYSTEM ELEMENT 


ADDRESS 


ORIGIN 




DEC HEX 


(HEX) 


FORTRAN 






Phase 1 


128 80 


7EBC 


Dump 


129 81 


7984 


Reserved 


131 83 





Phase 28 


142 8E 


7590 


Phase 27 


144 90 


7984 


Phase 26 


147 93 


7984 


Phase 25 


150 96 


7984 


Phase 24 


154 9A 


7984 


Phase 23 


158 9E 


7984 


Phase 22 


161 Al 


7984 


Phase 21 


164 A4 


7984 


Phase 20 


168 A8 


7984 


Phase 19 


172 AC 


7984 


Phase 18 


176 B0 


7984 


Phase 17 


179 B3 


7984 


Phase 16 


183 B7 


7984 


Phase 15 


187 BB 


7984 


Phase 14 


191 BF 


7984 


Phase 13 


194 C2 


7984 


Phase 12 


197 C5 


7984 


Phase 1 1 


200 C8 


7984 


Phase 10 


203 CB 


7984 


Phase 9 


206 CE 


7984 


Phase 8 


207 DO 


7984 


Phase 7 


211 D3 


7984 


Phase 6 


215 D7 


7984 


Phase 5 


218 DA 


7984 


Phase 4 


220 DC 


7984 


Phase 3 


224 E0 


7590 


Phase 2 


231 E7 


7984 


Assembler 






Phase 


232 E8 


0542 


Phase 9 


233 E9 


0774 


1132 Print/WRTYO 


239 EF 


0DDB 


CARD0/PAPT1 


240 F0 


025E 


Phase 1 


242 F2 


05 B2 


Phase 12 


244 F4 


05 B2 


Phase 10 


246 F6 


0C81 


Phase 1 1 


247 F7 


0D0B 


Phase 5 


248 F8 


05 B2 


Phase 6 


250 FA 


05 B2 


Phase 7 


252 FC 


05 B2 


Phase 8 


254 FE 


05 B2 


Phase 2 


256 100 


05 B2 


Phase 3 


258 102 


05 B2 


Phase 4 


260 104 


05 B2 


VIP/TYPE ER 


262 106 


03F6 


Phase 1A 


263 107 


05 B2 


Phase 12A 


264 108 


05 B2 


System Symbol Table 


265 109 


0ED3 in a 4096-word 
machine; 1ED3 in an 
8192-word machine 


Reserved 


266 10A 





FLET 


272 no 





Fixed Area 


280 118 





CIB 


320 140 





LET 


336 150 





User Area 


334 158 





Working Storage 


584 248 





System Loader/Editor 






Bootstrap Loader 


— — 


0000 


Phase El 


— — 


0028 


Phase E2 (Part 1) * 


1586 632 


03C2 


Phase E2 (Part II)* 


1584 630 


0100 



*Phase E2 is loaded onto the disk by Phase El for the duration of the 
System Load only. 
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GLOSSARY 



Absolute program: A program which, although in 
Disk System format, has been written in such a 
way that it can be executed from only one core 
location. 

Assembler core load: A core load which was built 
from a mainline written in Assembly Language. 

CALL routine: A routine which must be referenced 
with a CALL statement. The type codes for 
routines in this category are 4 and 6. 

CALL TV: The transfer vector through which CALL 
routines are entered at execution time. See the 
section on the Loader for a description of this 
TV. 

CIB: (the Core Image Buffer) The buffer on which 
most of the first 4000 words of core are saved. 
Although the CIB occupies two cylinders , the 
last two sectors are not used. See the section 
on the Loader for a description of the CIB and 
its use. 

Cold Start Routine: The routine which initializes the 
1130 Disk System Monitor by reading down 
from the disk the Skeleton Supervisor. 

COMMA (the Core Communication Area): The part 
of core which is reserved for the work areas 
and parameters which are required by the Moni- 
tor programs. In general, a parameter is 
found in COMMA if it is required by two or more 
Monitor Programs or if it is passed from one 
Monitor Program to another. COMMA is initial- 
ized from DCOM by the Cold Start Routine and 
at the beginning of each JOB. 



Core Image format: Sometimes abbreviated CI 
format. It is the format in which whole core 
loads are stored on the disk prior to execution. 

Core Image Header Record: A part of a core load 
stored in Core Image format. It is actually the 
last 15 words of the format. Among these 15 
words are the ITV and the setting for index 
register 3. 

Core Image program: A mainline program which 
has been converted, along with all of its re- 
quired subroutines, to CI format. In other words , 
it is a core load. 

Core load: Synonymous with the term object pro- 



gram, which is comprised of the ITV, the object- 
time TV, the information contained in the Core 
Image Header Record, the in-core code, and 
all LOCALS and SOCALs. 

Cylinderize: The process of rounding a disk block/ 
sector address up to the disk block/sector ad- 
dress of the next cylinder boundary. 

Data block: A group of words consisting of a data 
header, data words, and Indicator Words for a 
routine in Disk System format. A new data 
block is created for every data break. (A data 
break occurs whenever there is an ORG, BSS, 
or BES statement, at the end of each record, 
and whenever a new sector is required to store 
the words comprising a routine.) 

Data break: Sometimes referred to as a break in 
sequence. See "Data block" for a definition of 
this term. 



Control Record: One of the records (card or paper 
tape) which directs the activities of the 1130 
Monitor System. For example, // DUP is a 
Monitor control record that directs the Monitor 
to initialize DUP; *DUMPLET is a DUP control 
record directing DUP to initialize the DUMPLET 
program; *EXTENDED PRECISION is a 
FORTRAN control record directing the compiler 
to allot three words instead of two for the storage 
of data variables . 



Data file: An area in either the User Area or the 
Fixed Area in which data is stored. 

Data format: The format in which a Data file is 

stored in either the User Area or the Fixed Area. 

Data group: A group of not more than nine data 

words of a routine in Disk System format. In this 
format every such group has as its first word an 
associated Indicator Word. Normally a data 
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group consists of eight data words plus its In- 
dicator Word; but, if the data block of which 
the data group is a part contains a number of 
data words which is not a multiple of eight , then 
the last data group will contain less than nine 
data words . 

Data header: The first pair of words in a data block 
for a routine in Disk System format. The first 
word contains the loading address of the data 
block, the second the total number of words 
contained in the data block. 

DCOM (the Disk Communications Area): The disk 
sector which contains the work areas and par- 
ameters for the Monitor Programs. It is used 
to initialize COMMA by the Cold Start Routine 
and at the beginning of each JOB (see 
"COMMA"). 

Exit control cell: The second word following an 
LIBF entry point, counting the entry point as 
one word. It is through the contents of the 
Exit Control Cell that the exit from the LIBF 
routine is made. See the section on the Loader 
for explanation of this cell and its contents. 

Fixed area: The area on disk in which core loads 
and data files are stored if it is desired that 
they always occupy the same sectors. No rou- 
tines in Disk System format may be stored in 
this area. 

FORTRAN core load: A core load which was built 
from a mainline written in FORTRAN. 

Hardware area: Occupies core locations O-lq -39 -^' 
Words 1,2, and 3 are index registers 1,2, 
and 3, respectively. Words 8-13 are the 
Interrupt Transfer Vector (ITV). Words 32-39 
are the buffer required by the 1132 Printer 
(words 38 and 39 are also used by the Skeleton 
Supervisor). Those core locations in this area 
which were not specifically mentioned are 
reserved. 



After this processing is complete, control is 
returned to the ILS, which turns off the interrupt. 

DEFINE FILE table: The table which appears on the 
very first sector of any mainline which refers to 
defined files. There is one 7-word entry for 
each file which has been defined. 

Disk block: A 20-word segment of a disk sector. 

Thus, sixteen disk blocks comprise each sector. 
The disk block is the smallest distinguishable 
increment for DSF programs. Thus the Moni- 
tor System permits packing of DSF programs at 
smaller intervals than the hardware would other- 
wise allow. The disk block is also referred to 
elsewhere as the "disk byte". 

Disk System format: Sometimes abbreviated DSF. 
It is the format in which mainlines and suorou- 
tines are stored on the disk as separate entities. 
It is not possible to execute a program in DSF; 
it must first be converted to Core Image format. 

Disk System format program: A program which is 
in Disk System format. It is sometimes called 
a DSF program. 

Effective program length: The terminal address ap- 
pearing in a program. For example, in 
Assembler Language programs it is the last 
value taken on by the Location Address Counter 
and appears as the address assigned to the END 
statement. 

Entry point: A term which may give rise to confu- 
sion unless the reader is careful to note the 
context in which this term appears. Under 
various conditions it is used to denote 1) the 
symbolic address (name) of a place at which a 
subroutine or a Monitor Program is entered, 
2) the absolute core address at which a subrou- 
tine or mainline is to be entered, and 3) the 
address , relative to the address of the first 
word of the subroutine, at which it is to be 
entered. 



IBM area: That part of disk storage which is occu- 
pied by the Monitor Programs; i. e. , cylinders 
0-33 (sectors 0-271). 



ILS (an Interrupt Level Subroutine): A routine which 
services all interrupts on a given level; i.e. , 
it determines which device on a given level 
caused the interrupt and branches to a servicing 
routine (ISS) for processing of that interrupt. 



Indicator Word: Tells which of the following data 
words should be incremented (relocated) when 
relocating a routine in Disk System format. It 
also tells which are the names in LIBF, CALL, 
and DSA statements. Routines which are in 
Disk System format all contain Indicator Words, 
preceding every eight data words. Each pair of 
bits in the Indicator Word is associated with one 
of the following data words , the first pair with 
the first data word, etc. 
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Instruction address register: Also called the I- 
counter. It is the register in the 1130 which 
contains the address of the next sequential 
instruction. 



LIBF TV: The transfer vector through which LIBF 
routines are entered at execution time. See the 
section on the Loader for a description of this 
TV. 



In-core routine: A part of a given core load which 
remains in core storage during the entire execu- 
tion of the core load. ILSs are always in-core 
routines , whereas LOCALs and SOCALs never 
are. 

ISS (an Interrupt Service Subroutine): A routine which 
is associated with one or more of the six levels 
of interrupt; i.e. , CARDO, which causes inter- 
rupts on two levels, is such a routine. 

ISS counter: A counter in COMMA (word 50) which 
is incremented by 1 upon the initiation of every 
I/O operation and decremented by 1 upon re- 
ceipt of an I/O operation complete interrupt. 

ITV (Interrupt Transfer Vector): The part of the 
Hardware Area which supplies the second words 
of the automatic BSI instructions which occur 
with each interrupt. In other words , if an inter- 
rupt occurs on level zero and if core location 
eight contains 500, an automatic BSI to core lo- 
cation 500 occurs. Similarly, interrupts on 
levels 1-5 cause BSIs to the contents of core lo- 
cations 9-13, respectively. The ITV is defined 
as core locations 8-13. 

Job: A group of tasks (subjobs) which are to be per- 
formed by the 1130 Disk Monitor System and 
which are interdependent; i. e. , the successful 
execution of any given subjob (following the first 
one) depends upon the successful execution of 
at least one of those which precedes it. See the 
section on the Supervisor for examples. 

LET/FLET (the Location Equivalence Table for the 
User Area/the Location Equivalence Table for 
the Fixed Area): The table through which the 
disk addresses of Programs and Data files 
stored in the User Area/Fixed Area may be 
found. LET occupies the cylinder following the 
Supervisor Control Record Area. If a Fixed 
Area has been defined , FLET occupies cylinder 
34 (sectors 272-279); otherwise, there is no 
FLET. 

LIBF routine: A routine which must be referenced 
with an LIBF statement. The type codes for 
routines in this category are 3 and 5. 



Loading address: The address at which a routine or 
data block is to begin. In the latter case the ad- 
dress is that of an absolute core location, while 
in the former it is either absolute or relative, 
depending upon whether the routine is absolute 
or relocatable, respectively. 

Load -time TV: The transfer vector which the Loader 
uses during the building of a core load. See the 
section on the Loader for a discussion of this TV. 

LOCAL (load-on-call routine) : That part of an ob- 
ject program which is not always in core. It is 
read from Working Storage into a special over- 
lay area in core only when it is referenced in the 
object program. LOCALs, which are specified 
for any given execution by the User, are a means 
of gaining core storage at the expense of execu- 
tion time. The Loader constructs the LOCALs 
and all linkages to and from them. 

Location assignment counter: A counter maintained 
in the Assembler program for assigning addresses 
to the instructions it assembles. 

Modified EBCDIC code: A six-bit code used internally 
by the Monitor programs. In converting from 
EBCDIC to Modified EBCDIC , the leftmost two 
bits are dropped. 

Modified Polish Notation: The rearrangement of oper- 
ators and operands (i. e. , an operator and two 
operands) into the triple form required by the 
FORTRAN Compiler to generate the code neces- 
sary to perform arithmetic operations. 

Monitor Program: One of the following parts of the 
1130 Disk System Monitor: Supervisor (SUP), 
Disk Utility Program (DUP), Assembly Program 
(ASM), and FORTRAN Compiler (FOR). 

Name code: The format in which the names of sub- 
routines, entry points, labels, etc. are stored 
for use in the Monitor Programs. The name 
consists of five characters, terminal zeros 
being added if necessary to make five characters. 
Each character is in modified EBCDIC code, and 
the entire 30-bit representation is right -justified 
in two 16-bit words. The leftmost two bits are 
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used for various purposes by the Monitor Pro- 
grams. In FORTRAN, symbols of one or two 
characters only are packed in modified EBCDIC 
code into a single word. 

NOCAL (a load-although -not-called routine): A 
routine which is to be included in an object 
program although it is never referenced in that 
program by an LIBF or CALL statement. De- 
bugging aids such as a trace routine or a dump 
routine fall into this category. 

NOP: Used to denote the instruction, No Operation. 



If the relocation indicator is set to 1, the word 
is to be relocated. 

Resident Monitor: Occupies core locations 0^o~ 607 lo• 
This area is required by the 1130 Disk Monitor 
System for its operation and is generally un- 
available to the user for his own use. The 
Resident Monitor consists of the Hardware Area, 
COMMA, the Skeleton Supervisor, and DISKO. 

Sectorize: The process of rounding a disk block 

address up to the disk block address of the next 
sector boundary. 



Object program: Synonymous with the term core 
load. 

Object-time TV: A collection of both the LIBF TV 
and the CALL TV. 

Principal I/O device: The 1442 Card Read/Punch if 
one is present; the 1134 Paper Tape Reader/ 
1055 Paper Tape Punch otherwise. 

Principal print device: Sometimes referred to as 
the Principal Printer. It is the 1132 Printer if 
one is present; the Console Printer otherwise. 

Program header record: A part of a routine stored 
in Disk System format. Its contents vary with 
the type of the routine with which it is asso- 
ciated. It contains the information necessary, 
along with information from LET, to identify 
the routine , to describe its properties , and to 
convert it from Disk System format to a part of 
a core load. 

Relocatable program: A program which can be exe- 
cuted from any core location. Such a program 
is stored on the disk in Disk System format. 

Relocation: The process of adding a relocation 
factor to address constants and to those two- 
word instructions whose second words are not 
(1) invariant quantities , (2) absolute core ad- 
dresses , or (3) symbols defined as absolute 
core addresses. The relocation factor for any 
program is the absolute core address at which 
the first word of that program is found. 

Relocation indicator: The second bit in a pair of bits 
in an Indicator Word. If the data word with 
which this bit is associated is not an LIBF, 
CALL, or DSA name, then it indicates whether 
or not to increment (relocate) the data word. 



Skeleton supervisor: That part of the Supervisor 

which is always in core (except during the execu- 
tion of FORTRAN core loads) and which is , 
essentially, the logic necessary to process CALL 
EXIT and CALL LINK statements. Together with 



COMMA it occupies core locations 38-144 
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SOCAL (a System Overlay to be loaded-on-call): One 
of three overlays automatically prepared by the 
Loader under certain conditions when a core 
load is too large to fit into core storage. See 
the section on the Loader for an explanation. 

Subroutine: Used in the 1130 Disk Monitor System 
interchangeably with the term subprograms , 
routine , and program. Any distinctions between 
these terms will have to be inferred from the 
context. 

Supervisor control record area: The area in which 
the Supervisor Control Records are written. 
This area is the cylinder following the CIB. 
The first two sectors are reserved for *LOCAL 
records , the next two for *NOCAL records and 
the next two for *FILES records. The last two 
sectors in this cylinder are not utilized. See 
the Supervisor section for the formats of these 
records. 

The Monitor: Refers to the 1130 Disk System 
Monitor. 

User area: The area on the disk in which all routines 
in Disk System format are found. Core loads 
(i. e. , programs in Core Image format) and Data 
files may also be stored in this area. All D3M- 
supplied routines are found here, since they are 
stored in Disk System format. This area begins 
at the cylinder following LET and occupies as 
many sectors as are required to store the rou- 
tines and files residing there. 
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User programs: Are mainlines and subroutines 
which have been written by the user. 



two cylinders following the Fixed Area, the 
length of which is defined by the user. 



User storage: That part of disk storage which is 
neither Working Storage nor the IBM Area. 
It begins at cylinder 34 (sector 272), which 
would be the beginning of the CIB unless a 
Fixed Area is defined. In this case FLET 
would occupy cylinder 34 (sectors 272-279), 
the Fixed Area would begin at cylinder 35 
(sector 280), and the CIB would occupy the first 



Working storage: The area on disk immediately fol- 
lowing the last sector occupied by the User 
Area. This is the only one of the three major 
divisions of disk storage (IBM Area, User 
Storage, Working Storage) which does not begin 
at a cylinder boundary. 

XR1, XR2, XR3: The acronyms for index registers 
1, 2, and 3, respectively. 
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